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Climate Change, the California Environmental Quality Act, 
and General Plan Updates: 

Straightforward Answers to Some Frequently Asked Questions 
California Attorney General’s Office 

 

 

At any given time in this State, well over one hundred California cities and counties are 
updating their general plans.  These are complex, comprehensive, long-term planning 
documents that can be years in the making.  Their preparation requires local 
governments to balance diverse and sometimes competing interests and, at the same 
time, comply with the Planning and Zoning Law and the California Environmental 
Quality Act (CEQA). 

Local governments have decades of experience in applying state planning law and 
excellent resources to assist them – such as the “General Plan Guidelines” issued by 
The Governor’s Office of Planning and Research (OPR).1  They are also practiced in 
assessing whether general plans may have significant localized environmental effects, 
such as degradation of air quality, reductions in the water supply, or growth inducing 
impacts.  The impact of climate change, however, has only fairly recently shown up on 
the CEQA radar. 

The fact that climate change presents a new challenge under CEQA has not stopped 
local governments from taking action.  A substantial number of cities and counties 
already are addressing climate change in their general plan updates and accompanying 
CEQA documents.  These agencies understand the substantial environmental and 
administrative benefits of a programmatic approach to climate change.  Addressing the 
problem at the programmatic level allows local governments to consider the “big picture” 
and  – provided it’s done right – allows for the streamlined review of individual projects.2 

Guidance addressing CEQA, climate change, and general planning is emerging, for 
example, in the pending CEQA Guideline amendments,3 comments and settlements by 
the Attorney General, and in the public discourse, for example, the 2008 series on 
CEQA and Global Warming organized by the Local Government Commission and 
sponsored by the Attorney General.  In addition, the Attorney General’s staff has met 
informally with officials and planners from numerous jurisdictions to discuss CEQA 
requirements and to learn from those who are leading the fight against global warming 
at the local level. 

Still, local governments and their planners have questions.  In this document, we 
attempt to answer some of the most frequently asked of those questions.  We hope this 
document will be useful, and we encourage cities and counties to contact us with any 
additional questions, concerns, or comments. 
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• Can a lead agency find that a general plan update’s climate change-related 
impacts are too speculative, and therefore avoid determining whether the 
project’s impacts are significant? 
 
No.  There is nothing speculative about climate change.  It’s well understood that 
(1) greenhouse gas (GHG) emissions increase atmospheric concentrations of 
GHGs; (2) increased GHG concentrations in the atmosphere exacerbate global 
warming; (3) a project that adds to the atmospheric load of GHGs adds to the 
problem. 
 
Making the significance determination plays a critical role in the CEQA process.4  
Where a project may have a significant effect on the environment, the lead 
agency must prepare an Environmental Impact Report (EIR).5  Moreover, a 
finding of significance triggers the obligation to consider alternatives and to 
impose feasible mitigation.6  For any project under CEQA, including a general 
plan update, a lead agency therefore has a fundamental obligation to determine 
whether the environmental effects of the project, including the project’s 
contribution to global warming, are significant. 
 

• In determining the significance of a general plan’s climate change-related 
effects, must a lead agency estimate GHG emissions? 

 Yes.  As OPR’s Technical Advisory states: 

 Lead agencies should make a good-faith effort, based on available 
information, to calculate, model, or estimate the amount of CO2 and other 
GHG emissions from a project, including the emissions associated with 
vehicular traffic, energy consumption, water usage and construction 
activities.7 

 In the context of a general plan update, relevant emissions include those from 
government operations, as well as from the local community as a whole.  
Emissions sources include, for example, transportation, industrial facilities and 
equipment, residential and commercial development, agriculture, and land 
conversion. 

 There are a number of resources available to assist local agencies in estimating 
their current and projected GHG emissions.  For example, the California Air 
Resources Board (ARB) recently issued protocols for estimating emissions from 
local government operations, and the agency’s protocol for estimating 
community-wide emissions is forthcoming.8  OPR’s Technical Advisory contains 
a list of modeling tools to estimate GHG emissions.  Other sources of helpful 
information include the white paper issued by the California Air Pollution Control 
Officers Association (CAPCOA), “CEQA and Climate Change”9  and the Attorney 
General’s website,10 both of which provide information on currently available 
models for calculating emissions.  In addition, many cities and counties are 
working with the International Council for Local Environmental Initiatives 
(ICLEI)11 and tapping into the expertise of this State’s many colleges and 
universities.12  
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• For climate change, what are the relevant “existing environmental 
conditions”? 

 The CEQA Guidelines define a significant effect on the environment as “a 
substantial adverse change in the physical conditions which exist in the area 
affected by the proposed project.”13 

 For local or regional air pollutants, existing physical conditions are often 
described in terms of air quality (how much pollutant is in the ambient air 
averaged over a given period of time), which is fairly directly tied to current 
emission levels in the relevant “area affected.”  The “area affected,” in turn, often 
is defined by natural features that hold or trap the pollutant until it escapes or 
breaks down.  So, for example, for particulate matter, a lead agency may 
describe existing physical conditions by discussing annual average PM10 levels, 
and high PM10 levels averaged over a 24-hour period, detected at various points 
in the air basin in the preceding years. 

 With GHGs, we’re dealing with a global pollutant.  The “area affected” is both the 
atmosphere and every place that is affected by climate change, including not just 
the area immediately around the project, but the region and the State (and 
indeed the planet).  The existing “physical conditions” that we care about are the 
current atmospheric concentrations of GHGs and the existing climate that reflects 
those concentrations.   

 Unlike more localized, ambient air pollutants which dissipate or break down over 
a relatively short period of time (hours, days or weeks), GHGs accumulate in the 
atmosphere, persisting for decades and in some cases millennia.  The 
overwhelming scientific consensus is that in order to avoid disruptive and 
potentially catastrophic climate change, then it’s not enough simply to stabilize 
our annual GHG emissions.  The science tells us that we must immediately and 
substantially reduce these emissions.  

• If a lead agency agrees to comply with AB 32 regulations when they 
become operative (in 2012), can the agency determine that the GHG-related 
impacts of its general plan will be less than significant? 
 
No.  CEQA is not a mechanism merely to ensure compliance with other laws, 
and, in addition, it does not allow agencies to defer mitigation to a later date.  
CEQA requires lead agencies to consider the significant environmental effects of 
their actions and to mitigate them today, if feasible. 
 
The decisions that we make today do matter.  Putting off the problem will only 
increase the costs of any solution.  Moreover, delay may put a solution out of 
reach at any price.  The experts tell us that the later we put off taking real action 
to reduce our GHG emissions, the less likely we will be able to stabilize 
atmospheric concentrations at a level that will avoid dangerous climate change. 
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• Since climate change is a global phenomenon, how can a lead agency 
determine whether the GHG emissions associated with its general plan are 
significant? 
 
The question for the lead agency is whether the GHG emissions from the project 
– the general plan update – are considerable when viewed in connection with the 
GHG emissions from past projects, other current projects, and probable future 
projects.14  The effects of GHG emissions from past projects and from current 
projects to date are reflected in current atmospheric concentrations of GHGs and 
current climate, and the effects of future emissions of GHGs, whether from 
current projects or existing projects, can be predicted based on models showing 
future atmospheric GHG concentrations under different emissions scenarios, and 
different resulting climate effects. 

 A single local agency can’t, of course, solve the climate problem.  But that 
agency can do its fair share, making sure that the GHG emissions from projects 
in its jurisdiction and subject to its general plan are on an emissions trajectory 
that, if adopted on a larger scale, is consistent with avoiding dangerous climate 
change. 

 Governor Schwarzenegger’s Executive Order S-3-05, which commits California 
to reducing its GHG emissions to 1990 levels by 2020 and to eighty percent 
below 1990 levels by 2050, is grounded in the science that tells us what we must 
do to achieve our long-term climate stabilization objective.  The Global Warming 
Solutions Act of 2006 (AB 32), which codifies the 2020 target and tasks ARB with 
developing a plan to achieve this target, is a necessary step toward 
stabilization.15  Accordingly, the targets set in AB 32 and Executive Order S-3-05 
can inform the CEQA analysis .  

   One reasonable option for the lead agency is to create community-wide GHG 
emissions targets for the years governed by the general plan.  The community-
wide targets should align with an emissions trajectory that reflects aggressive 
GHG mitigation in the near term and California’s interim (2020) 16 and long-term 
(2050) GHG emissions limits set forth in AB 32 and the Executive Order. 

 To illustrate, we can imagine a hypothetical city that has grown in a manner 
roughly proportional to the state and is updating its general plan through 2035.  
The city had emissions of 1,000,000 million metric tons (MMT) in 1990 and 
1,150,000 MMT in 2008.  The city could set an emission reduction target for 2014 
of 1,075,000 MMT, for 2020 of 1,000,000 MMT, and for 2035 of 600,000 MMT, 
with appropriate emission benchmarks in between.  Under these circumstances, 
the city could in its discretion determine that an alternative that achieves these 
targets would have less than significant climate change impacts. 

• Is a lead agency required to disclose and analyze the full development 
allowed under the general plan? 

 Yes.  The lead agency must disclose and analyze the full extent of the 
development allowed by the proposed amended general plan,17 including 
associated GHG emissions. 
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 This doesn’t mean that the lead agency shouldn’t discuss the range of 
development that is likely to occur as a practical matter, noting, for example, the 
probable effect of market forces.  But the lead agency can’t rely on the fact that 
full build out may not occur, or that its timing is uncertain, to avoid its obligation to 
disclose the impacts of the development that the general plan would permit.  Any 
other approach would seriously underestimate the potential impact of the general 
plan update and is inconsistent with CEQA’s purposes. 

• What types of alternatives should the lead agency consider? 

 A city or county should, if feasible, evaluate at least one alternative that would 
ensure that the community contributes to a lower-carbon future.  Such an 
alternative might include one or more of the following options:  

o higher density development that focuses growth within existing urban 
areas; 

o policies and programs to facilitate and increase biking, walking, and public 
transportation and reduce vehicle miles traveled; 

o the creation of “complete neighborhoods” where local services, schools, 
and parks are within walking distance of residences; 

o incentives for mixed-use development; 
o in rural communities, creation of regional service centers to reduce vehicle 

miles traveled; 
o energy efficiency and renewable energy financing (see, e.g., AB 811)18 
o policies for preservation of agricultural and forested land serving as 

carbon sinks; 
o requirements and ordinances that mandate energy and water 

conservation and green building practices; and 
o requirements for carbon and nitrogen-efficient agricultural practices. 

 Each local government must use its own good judgment to select the suite of 
measures that best serves that community. 

• Can a lead agency rely on policies and measures that simply “encourage” 
GHG efficiency and emissions reductions? 
 
No.  Mitigation measures must be “fully enforceable.”19  Adequate mitigation 
does not, for example, merely “encourage” or “support” carpools and transit 
options, green building practices, and development in urban centers.  While a 
menu of hortatory GHG policies is positive, it does not count as adequate 
mitigation because there is no certainty that the policies will be implemented. 
 
There are many concrete mitigation measures appropriate for inclusion in a 
general plan and EIR that can be enforced as conditions of approval or through 
ordinances.  Examples are described in a variety of sources, including the 
CAPCOA’s white paper,20 OPR’s Technical Advisory,21 and the mitigation list on 
the Attorney General’s website.22  Lead agencies should also consider consulting 
with other cities and counties that have recently completed general plan updates 
or are working on Climate Action Plans.23  
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• Is a “Climate Action Plan” reasonable mitigation? 
 
Yes.  To allow for streamlined review of subsequent individual projects, we 
recommend that the Climate Action Plan include the following elements: an 
emissions inventory (to assist in developing appropriate emission targets and 
mitigation measures); emission targets that apply at reasonable intervals through 
the life of the plan; enforceable GHG control measures; monitoring and reporting 
(to ensure that targets are met); and mechanisms to allow for the revision of the 
plan, if necessary, to stay on target.24 
 
If a city or county intends to rely on a Climate Action Plan as a centerpiece of its 
mitigation strategy, it should prepare the Climate Action Plan at the same time as 
its general plan update and EIR.  This is consistent with CEQA’s mandate that a 
lead agency must conduct environmental review at the earliest stages in the 
planning process and that it not defer mitigation.  In addition, we strongly urge 
agencies to incorporate any Climate Action Plans into their general plans to 
ensure that their provisions are applied to every relevant project. 
 

• Is a lead agency also required to analyze how future climate change may 
affect development under the general plan? 
 
Yes.  CEQA requires a lead agency to consider the effects of bringing people 
and development into an area that may present hazards.  The CEQA Guidelines 
note the very relevant example that “an EIR on a subdivision astride an active 
fault line should identify as a significant effect the seismic hazard to future 
occupants of the subdivision.”25 
 
Lead agencies should disclose any areas governed by the general plan that may 
be particularly affected by global warming, e.g.: coastal areas that may be 
subject to increased erosion, sea level rise, or flooding; areas adjacent to 
forested lands that may be at increased risk from wildfire; or communities that 
may suffer public health impacts caused or exacerbated by projected extreme 
heat events and increased temperatures.  General plan policies should reflect 
these risks and minimize the hazards for current and future development. 
 

                                                 
 
Endnotes 
 
1For a discussion of requirements under general planning law, see OPR’s General Plan 
Guidelines (2003).  OPR is in the process of updating these Guidelines.  For more 
information, visit OPR’s website at 
http://www.opr.ca.gov/index.php?a=planning/gpg.html. 
2OPR has noted the environmental and administrative advantages of addressing GHG 
emissions at the plan level, rather than leaving the analysis to be done project-by-
project.  See OPR, Preliminary Draft CEQA Guideline Amendments, Introduction at p. 2 

http://www.opr.ca.gov/index.php?a=planning/gpg.html
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(Jan. 8, 2009), available at 
http://opr.ca.gov/download.php?dl=Workshop_Announcement.pdf. 
 
3 OPR issued its Preliminary Draft CEQA Guidelines Amendments on January 8, 2009.  
Pursuant to Health and Safety Code, § 21083.05 (SB 97), OPR must prepare its final 
proposed guidelines by July 1, 2009, and the Resources Agency must certify and adopt 
those guidelines by January 1, 2010. 
 
4Cal. Code Regs., tit. 14 (hereinafter “CEQA Guidelines”), § 15064, subd. (a). 

5CEQA Guidelines, § 15064, subd. (f)(1). 

6CEQA Guidelines, § 15021, subd. (a). 

7OPR, CEQA and Climate Change: Addressing Climate Change Through California 
Environmental Quality Act (CEQA) Review (June 2008), available at 
http://opr.ca.gov/ceqa/pdfs/june08-ceqa.pdf. 
 
8 ARB’s protocols for estimating the emissions from local government operations are 
available at http://www.arb.ca.gov/cc/protocols/localgov/localgov.htm. 
 
9 CAPCOA, CEQA and Climate Change, Evaluating and Addressing Greenhouse Gas 
Emissions from Projects Subject to the California Environmental Quality Act (January 
2008) (hereinafter, “CAPCOA white paper”), available at http://www.capcoa.org/. 
 
10 http://ag.ca.gov/globalwarming/ceqa/modeling_tools.php 
 
11 http://www.iclei-usa.org 
 
12 For example, U.C. Davis has made its modeling tool, UPlan, available at 
http://ice.ucdavis.edu/doc/uplan; San Diego School of Law’s Energy Policy Initiatives 
Center has prepared a GHG emissions inventory report for San Diego County 
http://www.sandiego.edu/EPIC/news/frontnews.php?id=31; and Cal Poly, San Luis 
Obispo City and Regional Planning Department is in the process of preparing a Climate 
Action Plan for the City of Benicia, see 
http://www.beniciaclimateactionplan.com/files/about.html. 
 
13CEQA Guidelines, § 15002, subd. (g). 
 
14 CEQA Guidelines, § 15064(h)(1). 
 
15See ARB, Scoping Plan at pp. 117-120, available at 
http://www.arb.ca.gov/cc/scopingplan/document/psp.pdf.  (ARB approved the Proposed 
Scoping Plan on December 11, 2008.) 

16In the Scoping Plan, ARB encourages local governments to adopt emissions reduction 
goals for 2020 “that parallel the State commitment to reduce greenhouse gas emissions 
by approximately 15 percent from current levels . . . .”  Scoping Plan at p. 27; see id. at 
Appendix C, p. C-50.  For the State, 15 percent below current levels is approximately 
equivalent to 1990 levels.  Id. at  p. ES-1.  Where a city or county has grown roughly at 

http://opr.ca.gov/download.php?dl=Workshop_Announcement.pdf
http://opr.ca.gov/ceqa/pdfs/june08-ceqa.pdf
http://www.arb.ca.gov/cc/protocols/localgov/localgov.htm
http://www.capcoa.org/
http://ag.ca.gov/globalwarming/ceqa/modeling_tools.php
http://www.iclei-usa.org/
http://ice.ucdavis.edu/doc/uplan
http://www.sandiego.edu/EPIC/news/frontnews.php?id=31
http://www.beniciaclimateactionplan.com/files/about.html
http://www.arb.ca.gov/cc/scopingplan/document/psp.pdf
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the same rate as the State, its own 1990 emissions may be an appropriate 2020 
benchmark.  Moreover, since AB 32’s 2020 target represents the State’s maximum 
GHG emissions for 2020 (see Health & Safety Code, § 38505, subd. (n)), and since the 
2050 target will require substantial changes in our carbon efficiency, local governments 
may consider whether they can set an even more aggressive target for 2020.  See 
Scoping Plan, Appendix C, p. C-50 [noting that local governments that “meet or exceed” 
the equivalent of a 15 percent reduction in GHG emissions by 2020 should be 
recognized]. 

17 Christward Ministry v. Superior Court (1986) 184 Cal.App.3d 180, 194 [EIR must 
consider future development permitted by general plan amendment]; see also CEQA 
Guidelines, §§ 15126 [impact from all phases of the project], 15358, subd. (a) [direct 
and indirect impacts]. 

18 See the City of Palm Desert’s Energy Independence Loan Program at 
http://www.ab811.org. 
 
19 Pub. Res. Code, § 21081.6, subd. (b); CEQA Guidelines, § 15091, subd. (d); see also   
Federation of Hillside and Canyon Assocs. (2000) 83 Cal.App.4th 1252, 1261 [general 
plan EIR defective where there was no substantial evidence that mitigation measures 
would “actually be implemented”]. 

20CAPCOA white paper at pp. 79-87 and Appendix B-1. 

21OPR Technical Advisory, Attachment 3. 

22See http://ag.ca.gov/globalwarming/pdf/GW_mitigation_measures.pdf [mitigation 
list];http://ag.ca.gov/globalwarming/pdf/green_building.pdf [list of local green building 
ordinances]. 

23See 
http://opr.ca.gov/ceqa/pdfs/City_and_County_Plans_Addressing_Climate_Change.pdf. 

24See Scoping Plan, Appendix C, at p. C-49. 
 
25CEQA Guidelines, § 15126.2, subd. (a). 

http://www.ab811.org/
http://ag.ca.gov/globalwarming/pdf/GW_mitigation_measures.pdf
http://ag.ca.gov/globalwarming/pdf/green_building.pdf
http://opr.ca.gov/ceqa/pdfs/City_and_County_Plans_Addressing_Climate_Change.pdf
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Abstract

Although mature black spruce forests are a dominant cover type in the boreal forest of

North America, it is not clear how their carbon (C) budgets vary across the continent. The

installation of an eddy covariance flux tower on an Old Black Spruce (OBS) site in

eastern Canada (EOBS, Québec) provided a first opportunity to compare and contrast its

annual (2004) and seasonal C exchange with two other pre-existing OBS flux sites from

different climatic regions located in Saskatchewan [Southern OBS (SOBS)] and Mani-

toba [Northern OBS (NOBS)]. Although there was a relatively uniform seasonal pattern

of net ecosystem productivity (NEP) among sites, EOBS had a lower total annual NEP

than the other two sites. This was primarily because warmer soil under a thicker

snowpack at EOBS appeared to increase winter C losses and low light suppressed both

NEP and gross ecosystem productivity (GEP) in June. Across sites, greater total annual

GEP and ecosystem respiration (R) were associated with greater mean annual air

temperatures and an earlier beginning of the growing season. Also, GEP at all three

sites showed a stronger relationship with air temperature in spring and early summer

compared with later in the growing season, highlighting the importance of springtime

conditions to the C budget of these boreal ecosystems. The three sites had different

parameter estimates describing the responses of R and GEP at the half hour time scale to

near surface temperature and light, respectively. On the other hand, the responses of both

R and GEP to temperature at the monthly scale did not differ among sites. These results

suggest that a general parameterization could be sufficient at coarse time resolutions to

model the response of C exchange to environmental factors of mature black spruce

forests from different climatic regions.

Keywords: black spruce, boreal forest, carbon exchange, eastern Canada, eddy covariance, net

ecosystem exchange, photosynthesis, Picea mariana, respiration, temperature sensitivity
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Introduction

Black spruce (Picea mariana) forests are the dominant

cover type in the boreal forest of North America

(Viereck & Johnston, 1990) and have a greater total

ecosystem carbon (C) content than any other major

forest ecosystem in this biome (Gower et al., 1997). At

the global scale, the boreal forest contains about half of

the terrestrial biosphere’s C stocks (Schlesinger, 1997)

and climate change is expected to be faster and more

pronounced at northern latitudes (IPCC, 2001). Thus,

the response of black spruce forests to climate is im-

portant to understanding the overall response of the

boreal forest biome to climate change.

The eddy covariance (EC) method is the only available

technique for measuring ecosystem-level fluxes of C,

water, and energy in response to variability in environ-

mental conditions at time scales from 30 min to multiple

years (Baldocchi, 2003). Much of the previous effort to

study these fluxes for mature boreal forests in North

America have been based in central Canada as part of
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the BOREAS and BERMS programs (Sellers et al., 1997;

Black et al., 2005; Amiro et al., 2006). However, the vast

distribution of black spruce forests in Canada encom-

passes a wide range of site and climatic conditions. For

example, mean annual temperature decreases from

south to north and annual precipitation increases from

west to east (Table 1). Moreover, black spruce forests in

central Canada are more closely associated with hydric

site conditions than they are in the east where precipita-

tion is more abundant and where this species is also

commonly associated with more mesic sites and more

variable hydrologic conditions. It is not clear to what

extent the C budget of these mature forests vary across

the continent and to what extent their seasonal patterns

and their responses to environmental conditions can be

generalized. This type of information is crucial to

determining the level of detail that should be incorpo-

rated into ecosystem process models that attempt to

predict the impacts of climate change on northern

forests. As well, to date, no study has reported year-

Table 1 Site characteristics of the Northern (NOBS), Southern (SOBS), and Eastern Old Black Spruce (EOBS) sites

Sites NOBS SOBS EOBS

Location Manitoba Saskatchewan Quebec

Latitude/longitude 55.8801N/98.4811W 53.9871N/105.1181W 49.6921N/74.3421W

Elevation (m) 259 629 387

Stand age (years) 160* 130w 95z

Structure

Mean tree height (m) 9.1*§ 7.2*§ 13.8z}

Mean DBH (cm) 8.5*§ 7.1*§ 12.7z§

Tree density (stems ha�1) 5450*§ 5900*§ 4490z§

Black spruce basal area (m2 ha�1) 35.6*§ 27.2*§ 22.8z§

Hemispherical LAI (m2 m�2) 4.8w 3.8k 3.7k

Foliar nitrogen (mg/g) 7.9** 8.7** 7.9**

C stock distribution (kg C m�2)

Total above-ground biomass 5.1ww 3.3ww 4.5z

Total below-ground biomass 0.9ww 1.1ww 1.6z

Standing dead 0.2ww 0.0ww 1.0z

Woody debris 0.2ww 0.1ww 0.8z

Forest floor 9.9ww 8.1ww 6.2z

Mineral soil 7.3zz 2.5ww 3.5z

Total 23.6 15.1 17.6

Climate
§§30-year mean annual air temperature ( 1C) �3.2 0.4 0.0
§§Mean annual air temperature for 2004 ( 1C) �4.4 0.8 �1.0
§§30-year total annual precipitation (mm) 517.4 424.3 961.3

(mm rain/cm snow) (348.2/185.2) (323.7/111.3) (659.7/301.7)
§§Total annual precipitation for 2004 (mm) 378.8 577.0 1054.5

(mm rain/cm snow) (184.0/214.7) (460.6/155.4) (na/na)
}}Mean annual soil temperature for 2004 ( 1C) 2.0 2.6 4.3

*Gower et al. (1997).
wBlack et al. (2005).
zPierre Bernier (FCRN Data Information System and personal communication).
§DBH range: 2.5–18.6 cm (NOBS); 2.1–21.1 cm (SOBS); 1.0–26.3 cm (EOBS).
}DBH range: 9.0–26.3 cm.
kChen et al. (2006).

**Larry Flanagan (FCRN Data Information System).
wwJagtar Bhatti (FCRN Data Information System and personal communication).
zzHugo Veldhuis (personal communication).
§§Averages (30-year and 2004) for the Thompson, Prince Albert and Chapais 2 weather stations in Manitoba, Saskatchewan, and

Québec, respectively, except for 2004 mean air temperature and total precipitation at EOBS that are from the Chapais and

Chibougamau–Chapais weather stations, respectively. Thirty-year means for the period 1971–2000. (http://www.climate.weather-

office.ec.gc.ca).
}}Soil temperature measured at 5 cm depth.

DBH, diameter at breast height; LAI, leaf area index; na, not available.

90 O . B E R G E R O N et al.

r 2006 The Authors
Journal compilation r 2006 Blackwell Publishing Ltd, Global Change Biology, 13, 89–107



round C fluxes of an eastern Canadian boreal black

spruce forest.

The installation of an EC flux tower in 2003 on an Old

Black Spruce (OBS) site in eastern Canada (Chibouga-

mau, Québec) provided a first opportunity to compare

and contrast the annual and seasonal C cycling dy-

namics in 2004 of this site (EOBS) with two previously

existing mature black spruce flux sites in different

climatic regions of Canada. One of these sites is located

within the southern boreal ecotone (Southern OBS,

SOBS) near Prince Albert, Saskatchewan, while the

other is located near the northern limit of the contin-

uous boreal forest (Northern OBS, NOBS) outside of

Thompson, Manitoba.

The objectives of the current study were to (i) quantify

the 2004 annual net ecosystem productivity (NEP),

gross ecosystem productivity (GEP), and ecosystem

respiration (R) of three mature black spruce stands

located in three different climatic regions of Canada,

(ii) evaluate intersite differences in the seasonal con-

tributions of R and GEP to NEP, and (iii) isolate the

environmental factors that control NEP, R, and GEP at

the half hour, daily, and monthly time scales.

Methods

Site descriptions

The principal site characteristics are shown in Table 1.

Each of the three sites is typical of the most common

black spruce stands in their respective region.

EOBS is located 30 km south of Chibougamau (Qué-

bec) and lies about halfway between the southern and

northern (treeline) limits of the boreal forest. The flux

footprint (90% isopleths in the along-wind direction)

corresponds to an approximate 500 m radius centered

on the tower and is mainly covered by black spruce

with a few jack pine (Pinus banksiana) and tamarack

(Larix laricina). Alder (Alnus rugosa) is present on wet

microsites and sheep laurel (Kalmia angustifolia) and

Labrador tea (Rhododendron groenlandicum) are the

dominant shrubs in the drier habitats. The groundcover

is mainly feather mosses (46% of total study area),

sphagnum (13%), and lichens (6%). Most of the study

area was burned between 1885 and 1915. The fetch

extends to at least 500 m in all directions except in the

SE direction where a peatland is located around 350 m

from the tower. Predominant winds come from the south

and the north-west, during both day and night. The terrain

has a variable slope (0–15%) toward a lake located 900 m

N-NW of the flux tower. Organic layers are 15–40 cm deep

except where bedrock is apparent near the surface

(o5 cm) and where intermittent creeks flow (440 cm).

The parent material has a silty-sand texture with a mod-

erate stone content. Drainage is good to moderate and the

water table is usually at least 50 cm deep.

SOBS is located toward the southern edge of the bo-

real forest 100 km NE of Prince Albert (Saskatchewan).

The site is flat and homogeneously covered by black

spruce, with occasional tamaracks and jack pines. The

ground has a hummock-hollow microtopography and

is covered mainly with a dense moss mat (sphagnum

and feather mosses). The understory is sparse and

dominated by Labrador tea and wild rose (Rosa spp.).

Soil organic layers are 20–30 cm deep and the mineral

soil has a sandy loam texture. Drainage is poor to

imperfect and the water table is generally near the

surface. Further details can be found in Jarvis et al.

(1997), Steele et al. (1997) and Gower et al. (1997).

NOBS lies near the northern boreal forest edge in the

zone of discontinuous permafrost, 40 km west of

Thompson (Manitoba). The site is a mixture of upland

forests and veneer bogs on relatively flat terrain. Mod-

erately well-drained upland areas are dominated by

dense, 10 m tall black spruce trees, feather mosses,

and an understory of Labrador tea and wild rose.

Poorly drained veneer bogs feature sparse 1–6 m tall

black spruce on continuous sphagnum moss, with

Labrador tea, bog birch (Betula glandulosa var hallii),

blueberry (Vaccinium spp.), and willow (Salix spp.) in

the understory. Soil organic layers are 30–50 cm deep

over clay and water tables are high in the veneer bogs.

Additional details can be found in Goulden et al. (1997),

Steele et al. (1997), and Dunn et al. (2006).

Flux measurements

The measurement period for this study was January 1

to December 31, 2004. The EC technique was used to

measure fluxes of CO2 (Fc, mmol m�2 s�1) above each of

the three black spruce ecosystems.

EC instrumentation at EOBS was comprised of a

three-dimensional sonic anemometer-thermometer (3D-

SAT; model CSAT3, Campbell Scientific BC, Canada

(CSC), Edmonton, AB, Canada) and a closed and an

open-path CO2/H2O infrared gas analyzer (IRGA;

model LI-7000 and LI-7500, respectively, LI-COR Inc.,

Lincoln, NE, USA) mounted on a scaffold tower 24 m

above the ground. The LI-7000 was enclosed in a

temperature-controlled housing (TCH; Biometeorology

and Soil Physics Group, UBC, Vancouver, BC, Canada)

at 37.5 � 0.5 1C and air was sampled through a 4.5 m

long heated sampling tube at a stable flow rate of

15 L min�1 to ensure turbulent flow and minimize

high-frequency flux attenuation. A 60–80 cm3 min�1

flow of scrubbed nitrogen was directed through the

IRGA’s reference cell. The two sensors and the LI-7000

intake tube were boom-mounted o30 cm apart and
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about 2 m from the edge of the tower. EC measurements

were recorded using a CR5000 datalogger (CSC) at a

frequency of 10 Hz. In addition, CO2 concentration was

measured at five heights using a separate IRGA (model

LI-6262, LI-COR Inc.) and datalogger (model CR23X,

CSC) installed in the main hut to calculate half-hourly

changes in CO2 storage between the ground and the EC

system.

At SOBS, a 3D-SAT (model R3, Gill Instruments,

Lymington, UK) and IRGA (LI-6262) were mounted

on a scaffold tower at a 25 m height. As at EOBS, the

IRGA was enclosed in a TCH with scrubbed nitrogen

flowing in the reference cell. Sampled air was drawn

through a 4 m long heated tube at a stable flow rate of

10 L min�1. EC signals were measured at 125 Hz using a

data acquisition system model DAQBook/200 (IOtech

Inc., Cleveland, OH, USA), and data were digitally

filtered and down-sampled at 20.883 Hz for further

calculations. CO2 concentration was measured at eight

heights with a separate LI-6262 to calculate the change

in CO2 storage in the air layer beneath the EC sensors.

See Griffis et al. (2003) for additional details.

At NOBS, a triangular tower was used to support the

3D-SAT (model SATI/3K, Applied Technologies,

Boulder, CO, USA) and IRGA (LI-6262) sampling tube

at a 29 m height. Air was pumped through a 50 m tube

and subsampled at 4 L min�1 through a thermostated

block (25 � 5 1C) into the IRGA. A separate LI-6262 was

used for profile measurements at six heights. Data

associated with flux measurements were acquired at

4 Hz with a CR10 (CSC) and profile data were logged

at 0.5 Hz. See Goulden et al. (1997) and Dunn et al. (2006)

for additional information.

Climate measurements

Supporting meteorological measurements were made at

each site with similar instrumentation and set-up. At all

three sites, environmental variables were measured at

0.5 Hz and averaged for each half hour. Air temperature

(Ta) and atmospheric vapor pressure deficit (Da) were

measured at EC sensor height with thermistors and

humidity sensors (models HMP45C, CSC at EOBS,

HMP45CF, CSC at SOBS, and type 44032, YSI Inc.,

Dayton, OH, USA at NOBS), except at NOBS where

Da was derived from the H2O concentration measure-

ments. Downwelling photosynthetically active radia-

tion (Q) was also measured at EC sensor height with

quantum sensors (model LI-190SB, LI-COR Inc.). Soil

volumetric water content (SWC) was monitored at

approximately 5 cm below the active moss layer and

was measured using reflectometers (models CS615 and

CS616, CSC, at EOBS and SOBS, and model CS605-15

attached to a TDR-100, CSC, at NOBS). These sensors

were inserted in organic soil horizons at all three sites.

Thermistors (models 107, CSC at EOBS, copper-con-

stantan thermocouples at SOBS, and type 44032, YSI

Inc. at NOBS) were used to measure soil temperature at

5 and 50 cm depths (Ts5 and Ts50, respectively). Rainfall

was measured using tipping bucket rain gauges in open

areas in the vicinity of the main tower at EOBS and

SOBS (model CS700-L, CSC at EOBS and SOBS). Snow

depth was estimated with sonic ranging sensors at

SOBS and EOBS (model SR50, CSC). At NOBS, rainfall

and snow depth data presented are those measured at

the Thompson airport weather station about 30 km from

the tower site. Water table depth (WT) was monitored

using electronic piezometers at EOBS (Levelogger

model 3001 LT, Solinst, Georgetown, ON, Canada) and

SOBS (model PTX 1230, Druck Inc., New Fairfield, CT,

USA), while at NOBS a sonic distance detector (Ultra-S,

Senix Corporation, Bristol, VT, USA) was used.

Flux calculations

Fluxes were computed from the covariance of vertical

wind velocity (m s�1) and CO2 concentrations over

30 min time steps. Instantaneous CO2 measurements

were converted to mole mixing ratios before flux

calculations (Webb et al., 1980). Three-axis coordinate

rotations were applied to the wind vector to make the

half-hourly mean transverse and vertical components

equal to zero (Tanner & Thurtell, 1969). Net ecosystem

exchange (NEE) was calculated following Yang et al.

(1999):

NEE ¼ Fc þ Sc ¼ Fc þ
Xn

i¼1

rai

Dci

Dt
Dzi; ð1Þ

where Fc is the CO2 flux (mmol Co2 m�2 s�1), Sc is the

CO2 storage (mmol CO2 m�2 s�1) in the air column below

the IRGA, rai is the mean molar density of dry air in

layer i (mol dry air m�3), Dci/Dt is the rate of change of

the mean CO2 molar mixing ratio in layer i calculated

using the average CO2 concentration in the previous

and following half-hour periods (mmol CO2 mol

dry air�1 s�1), and Dzi is the thickness of the air layer i

(m). Owing to instrument malfunction at NOBS, Sc was

computed as the mean storage calculated from the

previous 10 years of data for each individual half hour

on each individual day. NEP was calculated as �NEE.

At EOBS and SOBS, the closed-path IRGA was cali-

brated once a day by injecting gases from a tank of dry,

CO2-free nitrogen and a second tank of known CO2

concentration (0.001 ppm precision, traceable to

NOAA/CMDL standards) directly into the sampling

tube inlet at 2–3 L min�1 higher than sampling flow rate.

CO2 measurements were recorded to compute IRGA

offsets and gains that were subsequently applied to raw
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high-frequency data. This procedure accounts for IRGA

drifts, as well as any effects due to changes in the state of

the tubing and wiring. Water vapor calibration was done

several times in the laboratory and in the field and

assessed daily by comparison with a humidity sensor

located at the same height as the sampling tube inlet.

CO2 and water vapor calibration were performed

monthly on the open-path IRGA at EOBS from May

through September. IRGA calibration at NOBS followed

Goulden et al. (1997) and Dunn et al. (2006), with eight

daily calibrations traceable to NOAA/CMDL standards.

Site-specific procedures were used for quality control.

These involved removal of raw high-frequency data

spikes (Vickers & Mahrt, 1997) and of fluxes with out-

of-range data minima, maxima, or variance (e.g. air CO2

concentration below 300 ppm) or corresponding to

known periods of instrument malfunction, calibration,

or servicing. At NOBS, all points with wind direction

between 451 and 1351 were removed as explained in

Goulden et al. (1997) and Dunn et al. (2006) to

prevent any influence of the diesel generator used to

supply power to the site. For EOBS, an inverse Lagran-

gian model (Kljun et al., 2004) was used to conduct a

flux footprint analysis. The site’s fetch contributed at

least 90% of the measured flux in the dominant wind

directions. Also, at EOBS, the open-path IRGA was used

to replace 2387 bad half-hour data points from the LI-

7000 to minimize discontinuity in the record. Great care

was taken to remove winter LI-7500 measurements

showing CO2 uptake (days with most night-time NEE

o0) since questionable winter CO2 gains have been

reported with this instrument (Hirata et al., 2005). Out of

17 568 half hours, instrument failure and quality control

procedures left 59%, 84%, and 81% of data points

available for calculating NEE at NOBS, SOBS, and

EOBS, respectively.

Site-specific friction velocity (u
*
) threshold values

(u
*
th) were selected for rejecting night-time flux

measurements (Qo5 mmol m�2 s�1) made under calm

conditions. Using a u
*

bin size of 0.02 m s�1, we esti-

mated the minimum u
*

value when night-time Fc was

no longer dependent on u
*
. This yielded a u

*
th value

of 0.25 m s�1 for all three sites. The choice of u
*
th was

corroborated by assessing the change in the annual

sums of NEP for a u
*
th value of 0.35 m s�1. At all

three sites, total annual NEP, R, and GEP computed

using either of the u
*
th values were within their res-

pective gap-filling uncertainty range. At NOBS,

SOBS, and EOBS, 50%, 65%, and 64% of all flux mea-

surements were available, respectively, for further

analysis after the rejection of low u
*

night-time data.

This represented 30%, 41%, and 45% of all night-

time flux measurements at NOBS, SOBS, and EOBS,

respectively.

NEP, R, and GEP estimation and gap-filling strategy

The standard Fluxnet-Canada algorithm was used to

estimate NEP, R, and GEP and to fill gaps in flux

measurements as described in detail by Barr et al.

(2004). At night and during the cold season, it was

assumed that GEP 5 0 and R 5 NEP. The cold season

was defined as periods when both Ta and Ts5 were

below threshold values (Tao�5 1C at each of the three

sites and Ts5o0 1C at NOBS and SOBS and o2 1C at

EOBS where soils did not freeze). No differences in

annual sums of GEP were observed by lowering the

Ta threshold from 0 to �10 1C (data not shown). The Ta

threshold was set at �5 1C rather than a higher tem-

perature so as to make sure that GEP was not arbitrarily

forced to 0 at the beginning and end of the growing

season.

An empirical logistical function between R and Ts5

was fit to estimate daytime respiration and missing

night-time and cold season respiration measurements.

GEP was calculated using available NEP and R mea-

surements and an empirical hyperbolic relationship

between GEP and Q was used to fill daytime gaps

during the noncold season. A time-varying parameter

was included to allow the functions used to gap-fill R

and GEP to vary over shorter time periods to avoid

spurious temperature effects (van Dijk & Dolman,

2004). Using a 100-point moving window, this para-

meter was estimated as the slope of the linear regression

between the estimated and measured values (Barr et al.,

2004). Missing NEP values were derived from the gap-

filled R and GEP data. From this procedure, night-time

measurements of R represented 21%, 27%, and 31%,

respectively, of the annual record at NOBS, SOBS, and

EOBS, while daytime measurements of GEP repre-

sented 76%, 92%, and 85%, respectively, of the noncold

season record.

Positive NEP and GEP correspond to ecosystem C

gains, while positive R is C lost by the ecosystem to the

atmosphere. Values reported here were not corrected

for the lack of energy balance closure (Barr et al., 2002)

because measurements necessary to assess closure were

not available at all sites.

Gap-filling error

Gap-filling error was assessed using the same technique

described in Giasson et al. (2006) based on the approach

of Morgenstern et al. (2004). Complete time series of

NEP, R, and GEP were first obtained from the gap-

filling procedure described above. To better simulate

measurements, artificial noise was added to gap-filled

data by randomly increasing or decreasing the values

by 20%, which corresponds approximately to the
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precision of half-hour flux measurements (Wesely &

Hart, 1985). Gaps were then recreated in the time series

by randomly redistributing the same number and size

of gaps as in the original datasets. The gap-filling

procedure was reapplied for re-estimating NEP, R,

and GEP. This method of gap redistribution was re-

peated 100 times to obtain the same number of esti-

mates of NEP, R, and GEP. These NEP, R, and GEP

estimates were then summed to daily totals before

computing standard deviations of the cumulative daily

values. Monthly or annual gap-filling errors were ob-

tained by summing the daily standard deviations.

Q10 and base respiration

Air and shallow soil temperature were used to describe

the dependency of respiration to temperature. As more

than half of annual ecosystem respiration originated

from soil respiration at SOBS (Black et al., 2005) and for

consistency between sites and with the standard Flux-

net-Canada gap-filling algorithm, Ts5 was used in this

study. The relationship between R and Ts5 was assessed

using nongap-filled half hour mean R measurements

made under sufficiently turbulent conditions

(u*4u*th). A linear function was fit to log transformed

respiration data where R4�1mmol m�2 s�1

lnðRþ1Þ ¼AþBTs5; ð2Þ

where 1mmol m�2 s�1 was added to R to avoid compli-

cations due to the occurrence of negative values of R.

This transformation was applied to meet the homosce-

dasticity condition (i.e. equal variance around the re-

gression line for all values of the independent variable)

that is required to perform linear least square regres-

sion. Results are reported according to Humphreys et al.

(2005), using the Q10 function

R ¼ R10Q
Ts5�10ð Þ=10

10 ; ð3Þ

where Q10 5 exp(10B) (temperature sensitivity coeffi-

cient) and R10 5 Q10 exp(A) [respiration rate

(mmol m�2 s�1) at a reference temperature of 10 1C].

The linear and quadratic effects of Ta, Ts50, SWC, and

WT on the residuals of the R�Ts5 relationships were

tested (residuals 5 measured–predicted). For SWC and

WT, only data from May 1 to September 30 were used.

Response of GEP and NEP to light

The response of NEP and GEP to light for each site was

characterized using warm season daytime nongap-

filled data, where the warm season is defined as when

both Ta and Ts5 were above the site-specific threshold

values and daytime as when Q � 5 mmol m�2 s�1. The

parameters of the light response curves were estimated

using the rectangular hyperbolic functions

NEP ¼ aNEPNEPmaxQ

aNEPQþNEPmax
� Rd; ð4Þ

GEP ¼ aGEPGEPmaxQ

aGEPQþGEPmax
; ð5Þ

where, aNEP and aGEP are the apparent quantum yield

for NEP and GEP, respectively, NEPmax and GEPmax are

asymptotic values of NEP and GEP, respectively, and Rd

is the daytime respiration rate (mmol m�2 s�1) deter-

mined as the intercept of NEP 5 f(Q) (Griffis et al.,

2003; Humphreys et al., 2005). Light response curves

were fit to two subsets of daytime data per site: (1)

under all environmental conditions during the warm

season and (2) under optimal environmental conditions

between June 1 and August 31 when Ta was between 15

and 25 1C, Ts5 above 5 1C, Da below 1.5 kPa, and SWC

above 0.15 m3 m�3. The optimal environmental condi-

tion threshold values were selected to minimize climatic

effects and emphasize physiological or structural differ-

ences between sites.

Linear and quadratic regressions against residuals of

Eqns (4) and (5) under all conditions were performed

for Ta, Ts5, SWC, and Da.

Response of R and GEP at daily and monthly scales

Site-specific responses of R to Ts5 and of GEP to Q and

Ta were examined at daily and monthly time scales. The

dependence of total daily and monthly R (Rday and

Rmonth, respectively) and GEP (GEPday and GEPmonth)

on mean temperature among sites was tested using

linear relationships with log-transformed data in the

form of Eqn (2). GEPday and GEPmonth corresponding to

periods of mean Ta below �5 1C were rejected to meet

homoscedasticity requirements and allow us to com-

pare linear regression slopes among sites. To account for

differences in photosynthetic capacity between sites,

relative GEP (GEPday/GEPmax
day ) was related to mean

daily Ta, where GEPmax
day corresponds to a site-specific

maximum value of GEPday for the entire warm season.

The response of relative GEP to temperature was de-

scribed using an empirical logistic function of the form

y ¼ a=ð1þ expðbðc� xÞÞÞ; which is similar to what was

used in the standard gap-filling procedure (Barr et al.,

2004).

For both R and GEP, linear and quadratic relation-

ships between residuals and other environmental vari-

ables were tested with separate regressions. GEP

residuals were derived from site-specific logistic func-

tions. As for the half-hour mean R�Ts5 relationships,

SWC, and WT between April 1 and October 31 were

analyzed against the residuals of both Rday and Rmonth.
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The monthly regressions were conducted for all three

sites combined (n 5 21 for SWC and WT and n 5 36 for

other variables). Daily maximum atmospheric vapor

pressure deficit (Damax) and monthly averaged Damax

values were used for the daily and monthly scale

analyses, respectively.

To assess the relationship between radiation and

photosynthesis during the second part of the growing

season (1 August to 30 November), day length was

computed as the number of half hours when

Q45 mmol m�2 s�1. For this specific period, regressions

of GEPday against mean daily Ta and day length,

respectively, were performed.

Growing season determination

Two methods to determine the beginning (DOYstart) and

end (DOYend) of the photosynthetically active growing

season were used. The Ta method is based on the

approach described by Suni et al. (2003b). DOYstart

and DOYend were determined by computing a 5-day

running mean of Ta for each day (Ta5day) and locating

the first and last period when Ta5day was above 0 for at

least three consecutive days. Average air temperature

rather than degree day sums was used because it has

been shown to be more reliable in assessing the onset of

photosynthesis of boreal coniferous forests (Suni et al.,

2003a). In the GEP method, the first and last day when

GEPday was greater than 10% of GEPmax
day was deter-

mined. The 10% threshold was arbitrarily chosen as per

Dunn et al. (2006) because it has worked well for black

spruce.

Statistical analysis

The SAS software (version 9.1, SAS Institute Inc., Cary,

NC, USA) was used to perform linear regressions of the

residual analyses and compute the uncertainty in the

respiration vs. temperature relationship using the GLM

(Genereal Linear Model) and REG (Regression) proce-

dures. The light response curve parameters were esti-

mated with the MatLab (version 7.0, The MathWorks

Inc., Natick, MA, USA) curve fitting toolbox (Version

1.1.1) using a nonlinear ordinary least-square fit (Trust-

Region Reflective Newton Algorithm). Linear regres-

sion models were compared following Zar (1984).

Results

Environmental conditions

2004 was drier and cooler than normal at NOBS, wetter

and slightly warmer at SOBS, and wetter and cooler at

EOBS (Table 1). Monthly mean or total Ta, Q, Damax, Ts5,

Ts50, and snow depth all followed similar seasonal

trends among sites (Fig. 1). In spring, Ta was higher at

SOBS than the other two sites and peaked in July at all

three sites, averaging 17.8, 17.3, and 16.9 1C at NOBS,

SOBS, and EOBS, respectively (Fig. 1a). May to July

showed lower monthly Q and Damax at EOBS (Fig. 1b, c).

Damax peaked in July at all sites and the maximum value

was observed at NOBS (Fig. 1c). SWC increased at all

sites during the snow melt period (April and May), and

then decreased at EOBS while increasing at SOBS and

NOBS during the growing season (Fig. 1d). The soil was

consistently cooler at NOBS throughout the growing

season and it was warmer at EOBS from January to

March and from July through December (Fig. 1e, f). In

May, near surface soil temperatures were similar at

EOBS and SOBS (Fig. 1e). Ts50 began increasing at NOBS

1 month after it did at SOBS and EOBS (Fig. 1f). Total

monthly rainfall increased during the growing season at

NOBS and SOBS, but decreased at EOBS (Fig. 1g). In

August, SOBS received about twice as much rain as the

other two sites. The snowpack depth peaked in March

at all three sites and was consistently greater at EOBS

(Fig. 1h). Snow melt was completed nearly 2 months

earlier at SOBS than at EOBS. Water table depth was

stable over the course of the growing season at NOBS

and SOBS, but decreased in August at EOBS (Fig. 1i).

Annual C balance

In 2004, EOBS was C neutral with a total annual NEP

(�gap-filling error) of 4 � 8 g C m�2 yr�1, while SOBS

and NOBS were weak C sinks of similar strength of

30 � 5 and 27 � 11 g C m�2 yr�1, respectively (Fig. 2a).

The annual sums (�gap-filling error) of R and GEP

(Fig. 2b, c) were highest at SOBS (660 � 5 and

690 � 6 g C m�2 yr�1, respectively), intermediate at

EOBS (580 � 10 and 584 � 7), and lowest at NOBS

(538 � 10 and 565 � 12). However, cumulative annual

GEP did not differ significantly between EOBS and

NOBS when the gap-filling error estimates are taken

into account.

Seasonal patterns of C fluxes

NEP at all sites was negative throughout winter (Jan-

uary to March) due to respiratory losses and the losses

increased in magnitude until April or May depending

on the site (Figs 2a and 3a). Total NEP was consistently

more negative at EOBS from January to March (Fig. 3a),

yielding greater winter C losses at the end of March

than the other two sites (Fig. 2a).

In spring (April and May), GEP increased more

sharply than R at all sites and, as a consequence, NEP

rapidly increased to positive values (Figs 2 and 3). R
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increased more rapidly at SOBS than at the other two

sites. The onset of GEP occurred first at SOBS in early

April and last at NOBS in mid-May (Fig. 2c). These

differences were also apparent in the totals of R and

GEP over the spring, when they were highest at SOBS.

Only NOBS was a net C source during this period.

In summer, cumulative NEP increased in June and

August, while it levelled off in July at all sites, with the

lowest values at EOBS (Fig. 2a). NEP was at its highest

in June, although less so at EOBS, and showed an

abrupt decline in July that was associated with a greater

increase in R, compared with GEP, at all three sites (Fig.

3a, b). From June to August, cumulative R and GEP

increased more rapidly at SOBS, while EOBS and NOBS

showed very similar values (Fig. 2b, c). Cumulative

GEP was slightly higher at NOBS than EOBS for most

of July and August (Fig. 2c). Total summer NEP and

GEP (June to August) were lowest at EOBS, while total

R was greater at SOBS.

NEP sharply declined in September and was negative

at all sites in October (Fig. 3a). R decreased earlier at

NOBS and GEP persisted later at EOBS (Figs 2 and 3).

Total autumn NEP (September to December) was nega-

tive at all three sites, making them sources of C, with

EOBS being the smallest source during this period, and

SOBS the strongest. The lower autumn C emissions

from EOBS were associated with a higher total GEP.

Overall, EOBS was the weakest C sink because it had

nearly two-fold more C losses in winter (January to

March) and lower C sequestration in June.

Q10 and base respiration

The linear regressions between Ts5 and half-hour mean

R [Eqn (2)] were significantly different among sites

(F 5 48; df 5 4, 13 655; Po0.0001). Parameter A for EOBS

was significantly different from the other two sites

while parameter B was significantly different among

Fig. 1 Monthly means or monthly totals of (a) air temperature above canopy (Ta), (b) photosynthetically active radiation (Q), (c) daily

maximum atmospheric vapor pressure deficit (Damax), (d) soil water content at 5 cm depth below the active moss layer (SWC), soil

temperature at (e) the 5 cm (Ts5) and (f) 50 cm depth (Ts50), (g) rainfall, (h) snowpack depth, and (i) water table depth (WT) for 2004.
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all sites (Table 2). The Q10 values derived from these

slopes [Eqn (3)] varied between 2.8 for EOBS and 3.8 for

NOBS. The base respiration (R10) parameter ranged

from 3.7 to 6.2mmol m�2 s�1 and was also lowest at

EOBS and highest at NOBS.

Air temperature was significantly but weakly corre-

lated with the residuals of the R�Ts5 relationship at all

sites (Table 3). Residual analyses indicated that there

was a consistent underestimation of R at high values of

Ta (results not shown). SWC and WT were significantly

correlated with the residuals of the R�Ts5 relationship

only at EOBS.

Response of GEP and NEP to light

Light response curves showed that NOBS had the low-

est NEPmax and GEPmax of the three sites when data

from either the entire warm season or for only optimal

environmental conditions were used (Table 4). Under

optimal conditions, NEPmax and GEPmax were signifi-

cantly higher at SOBS than EOBS. aNEP and aGEP were

significantly different among all three sites under all

conditions. Under optimal conditions, aNEP and aGEP

were significantly higher at NOBS than SOBS and

EOBS. The only significant difference in Rd was ob-

served between NOBS and SOBS under all warm sea-

son conditions for which NOBS was higher.

For the entire warm season, the residuals of the NEP

and GEP light response curves were most strongly

correlated with air and soil temperature (Table 5). For

the GEP residuals, Ts5 consistently showed greater r2

values than Ta among sites. Ta explained more of the

variability in NEP residuals at NOBS and EOBS com-

pared with Ts5, while the opposite was observed at

SOBS.

Response of R and GEP at daily and monthly time scales

At the daily time scale, the response of Rday to soil

temperature was significantly different among sites

(F 5 29; df 5 4, 1092; Po0.0001). For a given soil tem-

perature above 0 1C, NOBS consistently showed greater

Rday, while EOBS had the lowest respiration rates (Fig. 4).

Variables explaining the residuals of the Rday�Ts5 rela-

tionship were different between sites (data not shown).

SWC and Ta explained most of the residual variability at

SOBS (r2 5 0.22 and 0.08, respectively, Po0.001) and

EOBS (r2 5 0.07 and 0.07, Po0.001). WT was not sig-

nificant at SOBS. At NOBS, only WT and Ts50 (r2 5 0.08

and 0.06, Po0.001) were significant.

Figure 5 shows the response of total daily GEP

(GEPday) averaged for each month to average monthly

Q for all three sites. A pronounced hysteresis effect is

apparent at all sites, where GEPday is independent of

incident light during two distinct periods: between

December and March, when photosynthesis is inactive,

and between April and July, when air temperatures are

increasing (see also Fig. 1a, b). GEP decreased with

decreasing radiation during the second part of the

growing season (August to November).

At the daily time scale, air temperature explained most

of the variability of GEP. The response of GEPday to air

temperature was not significantly different among sites

at the a5 0.001 level (F 5 3.42; df 5 4, 713; P 5 0.0088) for

a linear analysis with log transformed GEPday (results

not shown). Figure 6 shows the relationship between

relative GEP and Ta using a logistic function for each site.

Fig. 2 Cumulative time series of total daily NEP, R, and GEP

for 2004. Area of gray shadow represents one standard deviation

of the computed daily gap-filling error (see ‘Methods’).
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The parameters of the logistic function (a, b, and c) were

not significantly different among sites according to their

95% confidence interval. From the residual analysis only

the linear effect of Q was significant at all sites. No other

variable was significant at any site. During the second

part of the growing season (August to November),

GEPday showed a stronger correlation with day length

(r2 5 0.85) than mean daily Ta (r2 5 0.62).

At the monthly time scale (Fig. 7), the temperature

responses of Rmonth and GEPmonth were similar among

sites (F 5 0.04; df 5 4, 30; P 5 0.9967 and F 5 2.57;

df 5 4, 17; P 5 0.075, respectively). According to the

residual analysis performed on data from all sites

together, only mean monthly SWC at the 5 cm depth

was significant (P 5 0.0009) and it showed a positive

correlation with the Rmonth residuals (Fig. 8). At

EOBS, lower SWC combined with more negative resi-

dual values suggests that SWC was more limiting to

R. No variables showed significant relationship with

GEPmonth residuals.

Fig. 3 Time series of NEPmonth, Rmonth, and GEPmonth for 2004. Error bars represents one standard deviation of the computed daily gap-

filling error (see ‘Methods’).

Table 2 Parameters derived from the function for half hour mean respiration vs. soil temperature at 5 cm depth (Eqns (2) and (3))

Sites n A � SE B � SE 1C�1 Q10 R10 mmol m�2 s�1 r2

NOBS 3604 b0.490 � 0.008 c0.134 � 0.002 3.8 6.2 0.45

SOBS 4742 b0.506 � 0.003 b0.110 � 0.001 3.0 5.0 0.83

EOBS 5315 a0.287 � 0.007 a0.103 � 0.001 2.8 3.7 0.51

For parameters A and B, values followed by different letters are significantly different at Po0.05.

NOBS, Northern Old Black Spruce; SOBS, Southern OBS; EOBS, Eastern OBS.
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Growing season determination

The Ta and GEP methods yielded values of DOYstart and

DOYend within 3 days between methods at all sites with

the exception of DOYstart at SOBS which differed by 15

days (Table 6). The length of the growing season dif-

fered by 3 days between the two methods at NOBS and

EOBS and by 14 days at SOBS. The discrepancy

observed at SOBS was due to 4 consecutive days of

GEP just above 10% GEPmax
day between April 4 and 8.

When this period was removed, the GEP method gave

DOYstart 5 111 and a total growing season length of 178

days, which is in close agreement with the Ta method.

The proportion of total GEP included in the growing

season was greater than 97.6% at all sites and differed

by less than 1% between methods.

Based on the Ta method, the photosynthetically active

growing season was 154, 188, and 180 days long and

started on day 136, 121, and 110 at NOBS, EOBS, and

SOBS, respectively.

Discussion

This paper reports the first estimates of annual NEP, R,

and GEP of a mature black spruce – moss ecosystem in

Table 3 Adjusted r2 values (Po0.001) of the residuals of the

relationship between half-hour mean respiration vs. soil tem-

perature at 5 cm depth for air temperature (Ta), soil tempera-

ture at 50 cm depth (Ts50), soil water content (SWC), and water

table depth (WT)

Sites Effects Ta Ts50 SWC WT

NOBS Linear 0.01 ns ns ns

Quadratic 0.03 ns ns ns

SOBS Linear 0.03 o0.01 ns ns

Quadratic 0.06 o0.01 ns ns

EOBS Linear 0.06 0.01 0.01 ns

Quadratic 0.10 0.02 ns o0.01

NOBS, Northern Old Black Spruce; SOBS, Southern OBS;

EOBS, Eastern OBS.

Table 4 Parameters for NEP and GEP light response curves (and 95% confidence intervals) under all growing season conditions

and under optimal conditions using half hour means (Eqns (4) and (5))

NOBS SOBS EOBS

All conditions*

n 3403 5800 4221

NEP–Q relationship

aNEP (�10�2) c4.8 (4.1, 5.4) a1.9 (1.7, 2.0) b3.2 (2.8, 3.5)

NEPmax (mmol m�2 s�1) a10.1 (9.8, 10.5) b12.0 (11.5, 12.5) b11.6 (11.2, 12.0)

Rd (mmoL m�2 s�1) b3.1 (2.8, 3.4) a2.3 (2.1, 2.5) ab2.7 (2.4, 2.9)

r2 0.54 0.51 0.52

GEP–Q relationship

aGEP (�10�2) c4.7 (4.4, 5.1) a2.1 (2.0, 2.3) b3.0 (2.8, 3.2)

GEPmax (mmol m�2 s�1) a10.2 (9.9, 10.1) b12.8 (12.2, 13.4) b12.2 (11.7, 12.7)

r2 0.48 0.40 0.48

Optimal conditionsw

n 360 1025 606

NEP–Q relationship

aNEP (�10�2) b5.4 (3.8, 6.9) a2.9 (2.4, 3.4) ab4.4 (3.2, 5.6)

NEPmax (mmoL m�2 s�1) a13.2 (12.3, 14.1) c19.2 (18.0, 20.5) b16.0 (14.9, 17.0)

Rd (mmol m�2 s�1) a4.6 (3.7, 5.4) a4.3 (3.7, 4.8) a4.8 (4.0, 5.7)

r2 0.69 0.71 0.63

GEP–Q relationship

aGEP (�10�2) b5.7 (4.8, 6.6) a3.6 (3.3, 4.0) a3.4 (2.8, 3.9)

GEPmax (mmol m�2 s�1) a12.4 (11.6, 13.1) c17.3 (16.3, 18.3) b14.5 (13.2, 15.5)

r2 0.66 0.64 0.56

*All conditions correspond to daytime half-hour measurements between April 1 and October 31, 2004.
wOptimal conditions refer to daytime half-hour measurements between June 1 and August 31, 2004 when air temperature was

between 15 and 25 1C, soil temperature was above 5 1C, atmospheric vapor pressure deficit was below 1.5 kPa and soil volumetric

water content was above 0.15 m3 m�3.

Superscripts indicate significant differences among sites at Po0.05.

NEP, net ecosystem productivity; GEP, gross ecosystem productivity; NOBS, Northern Old Black Spruce; SOBS, Southern OBS;

EOBS, Eastern OBS.
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the commercial forestry zone of the boreal forest in

eastern Canada as determined by year-round measure-

ments with the EC technique. Fan et al. (1995) measured

growing season fluxes of taiga black spruce in Scheffer-

ville, Québec (54.831N, 66.671W) but these measure-

ments were made in a much more northern ecozone

with much lower productivity. In the current study,

concomitant measurements made above two pre-exist-

ing OBS flux sites of different climatic regions in Sas-

katchewan and Manitoba provided a first opportunity

for a concurrent regional comparison. Since the three

flux sites had different boundary conditions (e.g. leaf

area, C stocks) and different climate forcings, we are

able to assess the degree to which the biosphere–atmo-

sphere exchange characteristics of this most common

forest type might be generalized, as well as determine

some of the mechanisms that might explain the ob-

served differences. Table 7 summarizes the salient as-

pects of each of the three sites in 2004. An analysis of

inter-annual variability for the longer running site

(NOBS) is addressed in Dunn et al. (2006).

C balance

In 2004, EOBS was C neutral (4 g C m�2 yr�1) while

NOBS and SOBS were C sinks of similar strength, with

annual NEP ranging from 27 to 30 g C m�2 yr�1. These

annual NEP values are consistent with previously pub-

lished results (Griffis et al., 2003; Dunn et al., 2006; Kljun

et al., in press). For example, during the previous

Table 5 Adjusted r2 values (Po0.001) of the residuals of the light response curves of NEP and GEP for the entire warm season for

air temperature (Ta), soil temperature at 5 cm depth (Ts5), soil water content (SWC), and atmospheric vapor pressure deficit (Da)

Sites Effects

NEP residuals GEP residuals

Ta Ts5 SWC *Da Ta Ts5 SWC *Da

NOBS Linear 0.03 0.01 0.03 0.03 0.04 0.19 0.01 ns

Quadratic 0.18 0.12 ns 0.06 0.15 0.27 0.02 ns

SOBS Linear 0.02 0.07 0.10 ns 0.23 0.47 0.10 0.01

Quadratic 0.09 0.20 ns 0.01 0.25 0.50 0.12 ns

EOBS Linear ns 0.02 0.01 0.01 0.05 0.24 0.08 ns

Quadratic 0.07 0.03 ns 0.03 0.13 0.24 0.09 0.02

*Log transformed variable for analysis.

ns, not significant; NEP, net ecosystem productivity; GEP, gross ecosystem productivity; NOBS, Northern Old Black Spruce; SOBS,

Southern OBS; EOBS, Eastern OBS.

Fig. 4 Total daily R (Rday) as a function of mean daily soil

temperature at 5-cm depth (Ts5) for 2004. Averaged data

including standard errors around each point are presented.

Bin size 5 2 1C (n45).

Fig. 5 Total daily GEP (GEPday) averaged for each month in

2004 as a function of mean monthly photosynthetically active

radiation (Q). Gray symbols correspond to January–March and

December, white symbols to April–July, and black symbols to

August–November for NOBS (�), SOBS (4), and EOBS (&).

Vertical and horizontal bars represent standard errors in GEP

and Q, respectively.
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4 years, SOBS had been a weak C sink, sequestering

21–68 g C m�2 yr�1 (Kljun et al., in press). NOBS shifted

from a net source (�61 g C m�2 yr�1) to a net sink

(62 g C m�2 yr�1) over the past 10 years, being C neutral

on average (Dunn et al., 2006). The year of 2004 was the

first year of EC flux measurements covering the entire

annual cycle at EOBS and these measurements showed

a C balance that reflected intra-annual differences of C

exchanges between sites. From the point of view of

large-scale modeling, it is reasonable to conclude that

the sites are more similar than they are different in their

atmospheric exchange properties. Nevertheless, several

interesting differences between the sites were revealed

(Table 7). The C neutral status of EOBS was due to: (1)

greater winter C emissions related to the thicker snow-

pack and warmer soils and (2) low net C exchange in

the month of June related to lower GEP and lower light

levels.

Estimates of annual R and GEP were significantly

different between sites and ranged from 538 to 660 and

from 565 to 690 g C m�2 yr�1, respectively. The annual R

and GEP estimates for SOBS and NOBS are of the same

magnitude as in previous years, but are the smallest

values reported to date (Black et al., 2005; Dunn et al.,

2006; Kljun et al., 2006). While differences in environ-

mental conditions are a likely reason for this apparent

interannual variability, some of the variability could

also be due to the uniform way we calculated GEP

and R across all three sites in the current study com-

pared with the site-specific approaches used in pre-

vious publications. In previous years at SOBS, soil

temperature from a shallower (o5 cm) depth was used

for calculating daytime and missing night-time R

(Griffis et al., 2003; Kljun et al., in press). At NOBS,

previous calculations were based on air temperature

(Goulden et al., 1997; Dunn et al., 2006) and this can

cause an overestimation of both GEP and R compared

with using soil temperature at 5 cm below the active

moss layer as we did in the present study (data not

shown). Air temperature or very shallow soil tempera-

tures generally have larger diurnal cycles than deeper

soil temperatures. These greater diurnal cycles can

cause the temperature relationship developed with

night-time data to yield higher daytime R and conse-

Fig. 6 Relative GEPday (total daily GEP (GEPday)/maximum

GEPday (GEPmax
day )) as a function of mean daily air temperature

(Ta). Averaged data including standard errors for each point are

presented. Bin size 5 2 1C (n45).

Fig. 7 Total monthly (a) R (Rmonth) and (b) GEP (GEPmonth) as a function of mean monthly soil (Ts5) and air temperature (Ta),

respectively. In panel (b), data correspond to months with mean Ta above �5 1C (see ‘Methods’).
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quently higher GEP as GEP 5 NEP 1 R. Barr et al. (2002)

highlighted the importance of using standard postpro-

cessing schemes when conducting intersite compari-

sons. For this reason, we adopted the Fluxnet-Canada

standard gap-filling algorithm for all three sites and this

includes the use of a soil temperature measured at a

consistent depth among sites.

The length of the growing season did not explain the

differences in total annual NEP, GEP, or R between sites.

However, greater annual totals were associated with an

earlier starting date to the growing season. Although

the C balance of boreal coniferous ecosystems seems to

be less affected by the timing of spring than it does for

deciduous ecosystems (Black et al., 2005), spring condi-

tions still explain a significant amount of the regional

differences in the C balance of boreal black spruce

ecosystems.

The two methods of determining the length of the

growing season gave consistent results, with the excep-

tion that the GEP method was more sensitive to small C

gains before the period of uninterrupted C gain at

SOBS. Hence, the Ta method appeared to be useful for

determining the beginning and end of the continuous

growing season when most C gains are accumulated

(497.6%, Table 6). The Ta method provides an advan-

tage over the GEP method in that it relies on simple

measurements that do not require more complex gap-

filling algorithms.

Seasonal patterns

During the winter, boreal coniferous stands can release

a large amount of the C gained in summer (Goulden

et al., 1997, 1998; Black et al., 2005). In 2004, NEP losses

at NOBS, SOBS and EOBS in January–March and

November–December represented 60, 65, and 94% of

the total NEP accumulated from April to October. Our

results show that winter C losses were higher and

growing season C gains were lower at EOBS (Fig. 3).

NEP monthly totals were more negative during the

period between January and March and in December

at EOBS than the other two sites and these were

associated with higher soil temperatures (Fig. 1e, f).

Snowpack depth influences soil temperature and thus

has an indirect effect on respiratory activity during

winter (Groffman et al., 2001; Schimel et al., 2004;

Monson et al., 2006). Sevanto et al. (2006) reported that

low soil water content favors colder soils because less

water is available to buffer the temperature decrease.

However, EOBS showed the warmest near-surface soil

temperature and the lowest near-surface soil water

content in winter of all three sites (Figs. 1d, e). Further-

more, soil water content was very stable throughout

winter at all three sites. Thus, it does not appear that soil

water content influenced soil temperature and, thus,

ecosystem respiration at our sites during the winter. On

the other hand, the thicker snowpack at EOBS clearly

prevented the soil from freezing throughout the winter,

which resulted in greater C losses (Figs 1a, e, h and 3a).

Climate change that induces modifications of the pre-

cipitation regime and the accumulation of snow could

therefore significantly alter the C balance of boreal black

spruce forests.

In spring, dephasing between GEP and R in boreal

coniferous forests due to more rapid warming of the air

compared with soils results in a period of maximum C

gains in the early growing season (Falge et al., 2002;

Dunn et al., 2006). In 2004, all three sites showed a faster

Fig. 8 Residuals of the relationship between total monthly R

(Rmonth) and mean monthly soil temperature at 5 cm depth (Ts5)

plotted against monthly mean soil water content (SWC) at the

5 cm depth. Residuals 5 Measured–Predicted.

Table 6 Day of year for the beginning (DOYstart), the end

(DOYend) and the length of the growing season (GS) as

estimated by the Ta and GEP methods (see ‘Methods’) as well

as the proportion of total GEP accounted for by each method

Sites DOYstart DOYend GS Length % total GEP

Ta method

NOBS 136 290 154 98.0

SOBS 110 290 180 97.7

EOBS 121 309 188 99.6

GEP method

NOBS 135 287 152 97.9

SOBS 95 (111)* 289 194 (178)* 98.7 (97.9)*

EOBS 121 306 185 99.3

*Values in parentheses indicate estimates that excluded GEP

between April 4 and 8, 2004. See text for details.

NOBS, Northern Old Black Spruce; SOBS, Southern OBS;

EOBS, Eastern OBS.
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increase in GEP than R in spring, yielding positive

monthly NEP in May and maximum net C gains

in June (Fig. 3). Also, the seasonal pattern of NEP for

boreal coniferous stands has shown a mid-summer

depression due to high respiration rates (Griffis et al.,

2003; Black et al., 2005). NEP did indeed drop in July

at all sites and the monthly totals for July were

not significantly different among sites, averaging

9 g C m�2 month�1. These results provide further evi-

dence that the first part of the growing season plays a

critical role in assessing the C balance of the Canadian

boreal forest. As well, correctly estimating the strength

of the mid-summer NEP depression on a regional basis

as a function of climate, weather, and stand structure is

important for predicting the impact of climate change.

GEP and R reached maximum monthly values in July

at SOBS and NOBS and in August at EOBS. In June and

July, EOBS showed the smallest monthly GEP (Fig. 3b, c),

a period when light levels were low (Fig. 1b) and

limiting to photosynthesis. Temperature may also have

been a factor in the later peak of GEP and R at EOBS.

For two 10-day periods in early June and mid-July at

EOBS, mean air temperature was about 6 and 4 1C

cooler, respectively, than at SOBS and NOBS (data not

shown). No mid-summer (July and August) water

limitation was apparent at NOBS, while SWC dropped

at EOBS (Fig. 1d). The lower SWC at EOBS could also

have contributed to limiting mid-summer GEP.

In autumn, temperature and radiation drive the re-

duction of R and GEP in boreal forests (Goulden et al.,

1997; Vogg et al., 1998, this study). During this period,

air temperature decreases more rapidly than soil tem-

perature and photoperiod limits GEP. As a result, R

decreases slowly, while GEP only marginally contri-

butes to annual C gains (Goulden et al., 1997). In

September and October 2004, GEP and R decreased at

all three sites (Figs 2 and 3). EOBS showed higher

monthly total GEP that was probably due to higher

air temperatures. Despite higher soil temperatures

through the soil column at EOBS in autumn, respiration

totals were very similar to SOBS, indicating a different

physiological response of roots and/or microbes to

similar environmental conditions between the two sites.

The seasonal pattern of NEP appeared to be much

more consistent between sites than that of GEP or R

(Fig. 3). Throughout the year, total monthly NEP differ-

ences between sites ranged from 2 to 13 g C m�2 month�1,

except in June where it was 22 g C m�2 month�1, while

Table 7 Summary of the salient characteristics of each flux site relative to the other two sites for 2004 as determined in the current

study

Eastern Old Black Spruce (EOBS)

Weakest C sink (or a C source)

Greatest snowpack depth

Highest winter soil temperatures (January–March)

Highest winter C losses (January–March)

Lowest NEP in June

Lowest light levels in June

Lowest summer NEP and GEP (June–August)

Highest autumn NEP, GEP, and air temperatures (September–October)

Lowest Q10 and R10 for half hour mean R vs. soil temperature relationship

Decreasing growing season water table and soil water content

Southern Old Black Spruce (SOBS)

Highest annual GEP and R

Highest spring air temperatures (April–May)

Earliest snow melt and soil thaw

Most rapid onset of GEP and earliest ramp up of R

Highest photosynthetic capacity under optimal conditions

Northern Old Black Spruce (NOBS)

Lowest annual R

Shortest growing season

Latest onset of GEP in spring (April–May)

Only site that was a source of C in spring (April–May)

Earliest autumn decrease in GEP and lowest autumn air temperatures (September–October)

Highest Q10 and R10 for half hour mean R vs. soil temperature relationship

Highest quantum efficiency

Lowest photosynthetic capacity under optimal conditions

NEP, net ecosystem productivity; GEP, gross ecosystem productivity; R, total ecosystem respiration.
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total monthly GEP and R differed between sites by

up to 41 and 42 g C m�2 month�1, respectively. As

mentioned earlier, the seasonal variation of GEP and

R at EOBS lagged behind SOBS and NOBS but this was

not the case for NEP. This indicates that even though the

seasonal variation of GEP and R can vary significantly

between different climatic regions, the seasonal varia-

tion in NEP seems to be fairly conservative.

Respiration and environmental conditions

The response of R to near-surface soil temperature was

significantly different between sites, for both half-hour

mean and total daily R (Table 2, Fig. 4). It is important to

recognize that the standard gap-filling method used in

our study is based on an annual relationship that is

adjusted over short periods of time (Barr et al., 2004) to

take into account seasonal effects of respiration and

avoid potential spurious effects on NEP, GEP, and R

(van Dijk & Dolman, 2004). Q10 values were highest at

NOBS and lowest at EOBS (Table 2), which is consistent

with the soil temperature regimes at the sites (Table 1)

since Q10 values are expected to decrease with increas-

ing temperature (Lloyd & Taylor, 1994; Reichstein et al.,

2003). From half-hour mean data, R response to soil

temperature was underestimated under high air tem-

perature conditions for all sites (relationships not

shown, see Table 3). This could reflect the seasonal

variability of the relative contribution of respiration of

under- and aboveground sources. Soil water content

and water table depth were the most important vari-

ables explaining the variability of R residuals at the

daily scale. Site hydrology has been reported to be an

important factor influencing R (Reichstein et al., 2003;

Dunn et al., 2006; Kljun et al., in press). Annual total R at

NOBS and EOBS were quite similar, suggesting that the

contrasting temperature and hydrological conditions

balanced physiological differences in respiration.

The Q10 values reported here are somewhat higher

than the conventional biological value of 2. The use of

soil temperature instead of air temperature to estimate R

could lead to such a phenomenon because of the smaller

diurnal and seasonal amplitude of soil temperature.

Combining data from different seasons can also lead to

high Q10 values (van Dijk & Dolman, 2004). In this study,

we used annual relationships to characterize and differ-

entiate the response of respiration to temperature at the

three sites. However, these annual parameter values

ignore the seasonal variability in these parameters and

their use in other contexts should be done with care.

Photosynthesis and environmental conditions

Light response curves showed that the physiological

response of photosynthesis to climate differed between

sites under both ambient and optimal environmental

conditions (Table 4). Furthermore, the differences in the

light response parameters were consistent with intersite

variability in total annual GEP (Fig. 2c and Table 4).

Stand structural characteristics such as leaf area index

(LAI) can sometimes help explain intersite differences

in total photosynthesis or photosynthetic capacity.

However, in the current study, LAI was essentially the

same at SOBS and EOBS and slightly greater at NOBS

(Table 1). As NOBS had the highest LAI but the lowest

annual GEP, total LAI is not the reason for the differ-

ences in GEP between the three sites. LAI effects on

GEP are more evident when comparing coniferous

stands at various developmental stages (e.g. Litvak

et al., 2003; Humphreys et al., 2006), assessing interann-

ual variability of deciduous forests (e.g. Barr et al., 2004),

or contrasting ecosystem types (e.g. Reichstein et al.,

2003; van Dijk et al., 2005). SOBS had shorter, thinner,

and more densely packed tree stems (Table 1). The

resulting denser, more compact canopy would normally

be associated with lower GEP. As this was not the case,

stand structural differences at SOBS do not seem to

explain its higher GEP and thus physiological differ-

ences (e.g., higher foliar N) are a more likely cause.

Temperature has a strong influence on the response of

conifer canopies to light (Teskey et al., 1995; Huxman

et al., 2003; van Dijk et al., 2005, Fig. 6) and apparent

quantum yields and saturated photosynthetic rates

were negatively and positively related, respectively, to

the differences in mean annual air temperature between

our sites (Tables 1 and 5). Additionally, the higher

NEPmax and GEPmax values at SOBS under optimal

conditions indicate a greater inherent photosynthetic

capacity (Table 4). However, for all environmental con-

ditions over the entire warm season, these parameters

did not differ between SOBS and EOBS. This suggests

that environmental factors other than light (e.g. Ta, Da)

had a greater limiting effect at SOBS.

At time scales that integrate diurnal variability (e.g.

daily totals), incident light was not a good indicator of

the seasonal pattern of GEP (Fig. 5). Monthly mean GEP

showed no relationship with light for the first half of the

growing season (April–July), but was correlated to light

for the second half of the growing season (August–

November), when total Q and mean air temperature

covaried (Fig. 1a, b). Reduction in assimilation rates in

autumn has been related to the reduction in photoper-

iod (Suni et al., 2003a) that can modify the chlorophyll

content of conifer needles (Vogg et al., 1998). In our

study, a strong relationship between air temperature

and daily relative GEP (GEPday/GEPmax
day ) existed at all

three sites throughout the growing season (r240.85

using a logistic function, Fig. 6). Also, the determination

of the end of the 2004 growing season could be reliably
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related to air temperature (Table 6). On the other hand,

total daily GEP from August to November showed a

stronger correlation with day length than mean daily air

temperature. Overall, the effect of temperature and

photoperiod on the decrease of GEP at the end of the

growing season cannot be clearly distinguished as they

covary. Photoperiod depends on the solar cycle and is

thus constant between years, although irradiance levels

can vary with the degree of cloudiness. Therefore, a

multi-year analysis might be able to largely separate the

effect of temperature versus day length on the reduction

of photosynthesis in autumn.

The onset of photosynthesis in the spring has been

reported to depend significantly on air temperature

(Suni et al., 2003b), soil temperature, and soil water

content (Jarvis & Linder, 2000). In this study, air tem-

perature alone gave good results in predicting the

beginning of the growing season across sites. Also,

GEP was related to air temperature but not to radiation

from April to July. Thus, temperature increases at high

latitudes due to climate change, through their effect on

the onset of photosynthesis could have a major influ-

ence on the CO2 exchange of boreal coniferous ecosys-

tems. An analysis of satellite data for North America

over the last two decades have suggested a general

trend toward earlier onset of photosynthesis of northern

ecosystems (Goetz et al., 2005). Our study confirms and

quantifies the link between temperature and photo-

synthesis for black spruce ecosystems across a conti-

nental transect, particularly during the first part of the

growing season (April–July).

Monthly responses

Models using monthly time steps are used to study

ecosystem C budgets at large spatial and temporal

scales (e.g. Landsberg & Waring, 1997; Potter, 1999;

Lucht et al., 2002; Raich et al., 2002). At these scales,

ecophysiological parameters are often assigned by cov-

er type. Hence, it is worthwhile to assess the extent to

which mature black spruce ecosystems located in dif-

ferent climatic regions of Canada respond similarly to

environmental drivers on a monthly basis. At the

monthly time scale, all three sites showed the same

linear response of GEP to air temperature (Fig. 7). From

the residual analysis, no other environmental variables

help explain the variability of GEP. The response of R to

soil temperature was also similar between sites. Soil

water content explained between-site anomalies in the

response of R to temperature (Fig. 8), and, unexpect-

edly, EOBS appeared to be water limited. Differences in

precipitation and drainage regimes were likely key

factors in explaining the apparent soil water limitation.

EOBS received less precipitation in the second half of

the growing season. Also, this site has a sandy mineral

soil and a topography that allows relatively good drai-

nage. Our results suggest that OBS ecosystems in Ca-

nada respond similarly to temperature at a coarse time

resolution.

Conclusions

In 2004, SOBS and NOBS were weak C sinks of similar

amplitude while EOBS was C neutral. The seasonal

variability of NEP was fairly uniform across sites, with

maximum C gains in June and a mid-summer depres-

sion in July. However, at EOBS warmer soils associated

with a thicker snowpack increased winter C losses,

while thick clouds and low light levels in June limited

GEP. Greater snowpacks in winter and low light levels

associated with greater cloudiness during the growing

season are typical of eastern boreal regions of North

America, in contrast to the environmental conditions

prevailing in the center of the continent. Thus, these two

factors should be particularly important for modeling

the regional dynamics of the boreal C cycle in eastern

North America and its response to climate change.

Greater annual total GEP and R were associated with

greater mean annual air temperature and an earlier

beginning of the growing season, but not with growing

season length. GEP showed a stronger relationship with

air temperature in spring and early summer than it did

in the latter part of the growing season. These results

provide quantitative support to the idea that springtime

conditions are of significant importance when assessing

the impact of climate change on regional-scale C bud-

gets of the boreal coniferous forest in North America.

At the half hour time scale, all three sites showed a

different response of R to near-surface temperature and

had different light response curve parameters. At the

daily and monthly time scale, air and soil temperature

explained much of the variability in both GEP and R,

respectively. The response of GEP and R to temperature

did not differ among sites at the monthly time scale and

the response of R to soil temperature was affected by

soil water content. It is important to note that the

parameters estimated at monthly time steps (e.g. Q10,

R10) represent average values over full annual cycles

and do not capture how the parameters vary seasonally.

Nevertheless, these results provide evidence that large-

scale modeling of the C exchange of mature black

spruce forests should attempt to incorporate more

site-specific parameterizations at short time scales (e.g.

30 min), while a more general parameterization could

be sufficient at coarser time resolutions (e.g. monthly).

Model tests comparing the consequences of the differ-

ent parameterization schemes and time steps would be

useful.
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ABSTRACT 

Birdsey, R.A., Plantinga, A.J. and Heath, L.S., 1993. Past and prospective carbon storage in United 
States forests. For. Ecol. Manage., 58: 33-40. 

Global concern about increasing carbon dioxide concentrations in the atmosphere and the possible 
consequences of future climate changes have generated interest in understanding and quantifying the 
role of terrestrial ecosystems in the global carbon cycle. Historical changes in carbon storage in US 
forests have been estimated from periodic, comprehensive national inventories of forest resources. 
Since 1952, carbon stored on US timberland has increased by 38% or 8.8>( 10 Is g, primarily in the 
East. This increase is consistent with recently reported trends in Europe and accounts for as much as 
21% of a hypothesized carbon sink in Northern temperate forests. Projections of changes in carbon 
storage over long periods of time were made with a carbon budget model that has been integrated with 
econometric models of the forest sector. Carbon storage is expected to increase until 2040, but at a 
slower rate than at present. 

INTRODUCTION 

Prospective increases in atmospheric carbon dioxide (CO2) have gener- 
ated interest in strategies to reduce emissions of CO2 into the atmosphere, or 
to offset emissions by storing additional carbon in forests or other terrestrial 
carbon sinks (Intergovernmental Panel on Climate Change, 1991 ). Forest 
ecosystems are capable of storing large quantities of carbon in solid wood and 
other organic matter. Forest disturbances may add to the pool of CO2 in the 
atmosphere through burning of forest lands, deforestation, tree damage or 
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death, and decomposition of wood products and byproducts. Forests may also 
reduce the amount of CO2 in the atmosphere through increases in biomass 
and organic matter accumulation. Young growing forests take up carbon at 
high rates, while carbon uptake in mature forests is roughly balanced by car- 
bon release. The end-use of timber harvested from forests is an additional 
factor in evaluating the contributions of forestry to the global carbon cycle. 
Carbon may be stored for long periods of time in durable goods such as fur- 
niture or timber bridges, or as discarded wood products in landfills. Eventu- 
ally, most of the carbon contained in harvested wood or discarded wood 
products will return to the atmosphere. 

Estimates of global fluxes of carbon among major components of the car- 
bon cycle reveal that 1.2 × 1015 g year-1 carbon (Detwiler and Hall, 1988 ) to 
2.0-3.4 × 1015 g year-l  carbon (Tans et al., 1990) has not been accounted for 
in annual sinks. It is increasingly accepted that an unidentified large Northern 
Hemisphere sink exists, and that it contains terrestrial and oceanic compo- 
nents (Intergovernmental Panel on Climate Change, 1992). A recent esti- 
mate of the temperate forest component gives a figure of 0.7 × 1015 g year-1 
carbon of which 0.091X1015 g year - t  carbon is found in Europe and 
0.153× 1015 year -1 carbon is found in the USA (Sedjo, 1992). His estimate 
for Europe is within the 0.085-0.120 × 1015 g year-t carbon range reported 
by Kauppi et al. ( 1992 ). 

ESTIMATING CARBON STORAGE IN FORESTS 

Detailed estimates of current carbon storage and accumulation rates were 
based on national compilations of forest inventory statistics (Waddell et al., 
1989; Cost et al., 1990; Birdsey, 1992 ). These estimates provide a quantita- 
tive basis for estimating past carbon storage and projecting future changes. 
Estimates of past carbon storage in forests were derived from periodic assess- 
ments of forest resource conditions, each including a compilation of national 
inventory statistics (US Department of Agriculture, Forest Service, 1958, 
1965, 1974, 1982 ). Separate estimates were made for major forest types and 
plantation species in eight geographical regions. 

Carbon storage was estimated separately for several forest ecosystem com- 
ponents: trees, soil, forest floor and understory vegetation. The definitions of 
these components are broad enough to include all sources of organic carbon 
in the forest ecosystem. The tree portion includes all above- and below-ground 
portions of all live and dead trees, including the merchantable stem, the limbs, 
tops, and cull sections, the stump, the foliage, the bark and rootbark, and the 
coarse tree roots (of diameter greater than 2 mm).  The soil component in- 
cludes all organic carbon in mineral horizons to a depth of 1 m, excluding 
coarse tree roots. The forest floor includes all dead organic matter above the 
mineral soil horizons except standing dead trees, i.e. litter, humus and other 
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woody debris. Understory vegetation includes all live vegetation except live 
trees. 

Carbon storage was estimated in a four-stage process corresponding to the 
four major forest ecosystem components. Estimates of carbon storage in trees 
were based on periodic forest inventories designed to provide statistically valid 
estimates of timber volume, growth, removals and mortality, and forest bio- 
mass (Waddell et al., 1989; Cost et al., 1990). Periodic estimates of the vol- 
ume of growing stock were converted to estimates of carbon in complete trees 
using factors derived from comprehensive biomass studies. Simple models 
were devised to estimate carbon storage in the soil, forest floor and under- 
story vegetation. Soil carbon for individual States and forest classes was re- 
lated to mean annual temperature and precipitation using a model similar to 
that used by Burke et al. (1989) with coefficients derived from data in Post 
et al. (1982), and modified to account for successional forest development 
as estimated by average stand age. Estimates of carbon stored in the forest 
floor and understory vegetation were based on compilations by Vogt et al. 
(1986) and reviews of numerous intensive-site ecosystem studies. 

To make projections of carbon storage, profiles of average changes in car- 
bon storage over time for the four ecosystem components were made for 92 
forest classes defined by region, forest type and land-use history. These stand 
profiles are the basis for a forest carbon budget model (FORCARB) that is 
linked with econometric models of the forest sector used to make projections 
of forest resource conditions (Adams and Haynes, 1980; Alig, 1985; Mills 
and Kincaid, 1992 ). Linkage with a forest sector model is critical for making 
valid projections because interactions with expected market responses can 
affect estimates of future forest harvest levels. The forest sector models pro- 
vide periodic estimates of area, inventory volume, growth, and removals by 
age class and management intensity for the defined forest classes. The pro- 
jected inventory estimates are the basis for estimating carbon storage in the 
four basic ecosystem components using the stand profiles. 

The error associated with historical estimates varies for the different forest 
ecosystem components. Periodic, regional forest inventories have used a sam- 
pling procedure designed to represent the broad range of forest conditions 
actually present in the landscape. Therefore estimates of carbon storage in 
forest trees are representative of the true average values, subject to sampling 
errors, estimation errors and errors in converting data from one reporting 
unit to another. Because of the complexity of estimating sampling errors for 
aggregations of inventories, the exact magnitude of the error in estimating 
tree carbon is unknown. Individual forest inventories have standard errors of 
the order of plus or minus 3% at the 95% confidence level, and it is not likely 
that the aggregated estimates of carbon storage in trees have errors exceeding 
this by much. The error associated with estimates of the other ecosystem com- 
ponents is likely to be much larger since there are no comprehensive, statisti- 
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cally valid inventories of non-tree organic matter for large areas of the USA. 
Although many intensive studies of organic matter in forest ecosystems were 
used in developing the model-based estimates, the representation of highly 
disturbed, managed and successional ecosystems is poor. A conservative es- 
timate of the error associated with non-tree organic matter is plus or minus 
15% at the 95% confidence level. Estimates of historical change from one pe- 
riod to the next do not have appreciably higher error estimates since succes- 
sive estimates are highly correlated. 

There are additional sources of error associated with making projections, 
largely owing to the uncertainty of the many assumptions in the econometric 
models which are linked to the carbon budget model. One critical assumption 
is that future growing conditions will be identical to past or current growing 
conditions. In fact, forest ecosystems are likely to be growing in very different 
environmental conditions brought about by increases in atmospheric CO2, 
temperature and precipitation changes, and other interacting stresses. There 
are forest growth models available or under development that can predict the 
response of vegetation to a changing environment, but none has yet been val- 
idated for enough forest types and conditions to allow a comprehensive 
analysis. 

TRENDS IN CARBON STORAGE IN UNITED STATES FORESTS 

The amount of carbon currently stored in US forest ecosystems is approxi- 
mately 52.5 × 10 ~5 g - -  4% of all the carbon stored in the World's forests (Ajtay 
et al., 1979). The total area of US forests is 296 × 106 ha, 32% of the US land 
area and about 5% of the World's forest area. Most of the carbon in US forest 
ecosystems is stored below the ground. Trees, including tree roots, account 
for 31% of all forest ecosystem carbon. The soil contains 59% of the carbon. 
The remaining 10% is found in litter, humus and coarse woody debris on the 
forest floor, and in understory vegetation. Live and standing dead trees con- 
tain 16.1 X 101 ~ g carbon. Of this total, 51% is in tree sections considered mer- 
chantable for roundwood products, 30% is in other solid wood above the 
ground, 17% is in the roots and 3% is in the foliage. 

Since 1952, carbon stored on 196× l06 h of US forest land classified as 
timberland ~ has increased by 38% or 8.8 X 10 ~5 g (Table 1 ). This is equivalent 
to 0.251 × 10 ~5 g year- l  carbon, over 60% greater than the amount estimated 

~Timbedand is defined as forest land that is capable of producing 1.4 m 3 year- ~ of industrial 
wood, and is not withdrawn from timber utilization by statute or administrative regulation. 
Timberland, rather than the more comprehensive forest-land category, was used for estimating 
trends and making projections in order to be consistent with the availability of good quality 
estimates. Since much of the other forest land is in dry areas of slow growth, or reserved areas 
with mature forests, it is a reasonable assumption that these forest lands are neither accumulat- 
ing nor releasing large amounts of carbon. 
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TABLE 1 

Estimated carbon storage on US timberland by owner, 1952-2040 ( 10 ~5 g) 
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Year Private National forest Other public Total 

1952 14.1 6.6 2.5 23.1 
1962 15.9 7.1 2.8 25.8 
1970 17.4 7.2 3.0 27.7 
1977 19.1 7.3 3.2 29.6 
1987 21.2 7.0 3.6 31.9 
2000 21.9 6.7 4.2 32.8 
2010 22.2 6.7 4.7 33.6 
2020 22.3 6.6 5.1 34.1 
2030 22.2 6.7 5.6 34.6 
2040 22.0 6.8 6.1 34.8 

TABLE 2 

Estimated carbon storage on US timberland by region, 1952-2040 ( 1015 g) 

Year North South West Total 

1952 6.8 6.2 10.1 23.1 
1962 8.5 7.1 10.1 25.8 
1970 9.6 8.1 10.0 27.7 
1977 10.8 9.1 9.7 29.6 
1987 12.5 10.0 9.4 31.9 
2000 13.7 10.0 9.1 32.8 
2010 14.5 10.0 9.1 33.6 
2020 15.1 9.9 9.1 34.1 
2030 15.6 9.8 9.2 34.6 
2040 15.8 9.7 9.3 34.8 

by Sedjo (1992) and enough to offset 21% of US emissions of carbon to the 
atmosphere for the period (Boden et al., 1990). Most of  the increase occurred 
on private and other public timberland. By region, most of  the increase in 
carbon storage was in the eastern USA, with the West showing a slight decline 
(Table 2 ). Estimates for the West as a whole mask increases in Rocky Moun- 
tain States and decreases in Pacific Coast States. 

Estimates from the base run of  the most recent assessment of US forest 
resources (US Department of  Agriculture, Forest Service 1989) reveal that 
carbon storage on private timberlands is expected to increase by about 
1.0× 1015 g over the next 20 years, then to decline slightly by 2040 (Table 1 ). 
Carbon storage on other public timberland could increase by 2.5 × 1015 g by 
2040. This ownership summary obscures divergent regional trends. For ex- 
ample,' timberland in the Northern USA will continue to sequester carbon 
until 2040, giving a total addition of  about 3.3 × 1015 g (Table 2). In the South, 
after a slight increase, carbon storage on timberland will decline slightly. These 
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changes reflect expected regional changes in the forest resource - -  an ageing, 
predominantly hardwood resource in the North, and increasing utilization of 
both softwoods and hardwoods on shorter rotations in the South. In the West, 
carbon storage may increase slightly owing to a continued build-up in the 
Rocky Mountain States. 

TEMPERATE FORESTS AND THE GLOBAL CARBON CYCLE 

If it is assumed that temperate forests in the Northern Hemisphere are re- 
leasing and absorbing the same amount of CO2 each year, then an estimated 
1.2 X 10 ~ 5 g year - l carbon ( Detwiler and Hall, 1988 ) to 2 - 3.4 × 1015 g year-  1 
carbon (Tans et al., 1990) has not been accounted for in global carbon budget 
calculations. This assumption has proved to be inaccurate, as European for- 
ests have been found to contribute 5-9% of the unexplained carbon flux dur- 
ing the period 1971-1990 (Kauppi et al., 1992 ), and this analysis shows that 
forests of the USA have been assimilating carbon at 12-21% of the unex- 
plained flux since 1952. This supports the hypothesis that a large proportion 
of the gap in the carbon storage cycle can be explained by biomass accumu- 
lation in temperate forests (Kauppi et al., 1992). From 1970 to 1987, ap- 
proximately 2.5 times as much carbon accumulated in US forests compared 
with European forests. 

Not included in the analysis is the additional carbon stored in wood prod- 
ucts and landfills as a result of the large volumes of wood harvested in the 
USA since 1952. Simple calculations suggest that there was a net annual ac- 
cumulation of about 0.036× 1015 g carbon in wood sinks between 1952 and 
19871. This is 14% of the net annual accumulation in forests during the same 
period. 

In 1989, emissions from tropical deforestation were estimated at 2.0- 
2.8 X 1015 g carbon (Intergovernmental Panel on Climate Change, 1991 ). The 
accumulation of biomass in forests in the USA has offset these emissions by 
10% on average. Assuming that 2-3 .4× 1015 g year-  ~ carbon are absorbed by 
temperate forests and wood sinks, emissions from tropical deforestation have 
been fully offset by carbon sequestration in Northern temperate regions. 

Fossil fuel emissions in the USA release about half the carbon per year com- 
pared with releases from tropical deforestation. In 1985, 1.16 × 10~ 5 g carbon 
were emitted (Boden et al., 1990; Plantinga and Birdsey, 1993) and this is 
expected to increase at an average rate of growth of 1.4% until 2025. Histori- 
cally, accumulation in US forests offsets emissions from fossil fuels by 21%0. 

~Assume annual removals of 0.382× 109 m 3 year-~ from 1952-1987 (Waddell et al., 1989) to 
estimate total removals at 13.4 × 109 m3; assume that 40% of removed wood remains in wood 
products in 1987 (US Department of Agriculture, Forest Service, 1989), and multiply the result 
by 234 kg m-3 carbon (Birdsey, 1992 ) and divide by 35 to estimate 0.036 × 10 j ~ g year-i carbon. 
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However, our projections show that this offset will decline dramatically as 
accumulation in US forests drops to about 0 . 0 5 ×  l015 g year -~ carbon on 
average between 2000 and 2040. 
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Abstract. Using 139 flux studies, we addressed the variability of net ecosystem surface assimila- 
tion (Asm,x), net ecosystem surface respiration (l•max), as well as net surface evapotranspiration 
(Esm•) among and within vegetation types. While forests and C3 crops, particularly in the north- 
ern hemisphere, have been preferentially investigated, information on tropical forests, C4 grass- 
lands or wetlands is rather limited. Almost no data are available for disturbed sites. Despite large 
variations within a vegetation type, enclosure studies tended to give highest Asm•x rates compared 
to micrometeorological techniques. Excluding enclosure studies, we tested the effect of stand age 
and leaf area index (LAI) on net ecosystem gas exchange. For grasslands, Asmax increased by 7 
gmol m -2 s -• per unit LAI, for C4 crops by 11 [tmol m '2 s -1, and for coniferous forests by 0.9 [tmol 
m -2 s 4 per unit LAI. In contrast, Asmax of broad-leaved forests and C3 crops as well as Rsmax stayed 
constant over a wide range of LAI. Asmax and Rsmax of forests were lowest in young stands (< 20 
years old) and highest in stands of age 30-80 years. Asmax of old forests (> 160 years) was within 
the same range as those of 30- to 80-year-old forests, and always higher than those of regenerat- 
ing stands. Rsmax seemed to decrease with age. Asmax increased linearly with ecosystem surface 
conductance for all vegetation types (r 2 = 0.65). Asmax of forests and grasslands was closely related 
to Esmax (r 2 = 0.87), with a slope of 0.082 [tmol CO2 m '2 s-l/mmol H20 m '2 s -1 . The results clearly 
illustrated where gaps in our knowledge exist and how ecosystem properties affect the capacity of 
net ecosystem gas exchange. 

1. Introduction 

The need to understand CO2 fluxes into and out of terrestrial 

ecosystems and to determine their carbon budgets resulted in 
numerous eddy covariance and enclosure studies around the 
globe. Measurements at isolated field sites, along transects or as 
part of larger continental networks provide a first step for the 
spatial integration of processes within an ecosystem, including 
soils and vegetation (see, e.g., the EUROFLUX Project on Long 
term carbon dioxide and water vapour fluxes of European forests 
and interactions with the Climate System available as 
http://www. unitus.it/eflux/euro.html; the Ameriflux project on 
Long-term CO2 flux measurements of the Americas available as 
http://www. esd.ornl.gov/programs/NIGEC; and the Eurosiberia 
Carbonflux Project available as http://www. bgc-jena.mpg.de 

Now at Max-Planck-Institut far Biogeochemie, Jena, Germany. 
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/projects/sibir/flux01.html.). Several micrometeorological tech- 
niques, such as the flux-gradient method or the eddy covariance 
technique, offer the potential to measure net fluxes with high 
temporal resolution. Subsequent data analyses allow the calcula- 
tion of net ecosystem CO2 exchange (NEE) (Figure 1) [3•1oncrieff 
et al., 1997]. Thus NEE includes not only CO2 fixation during 
leaf photosynthesis (gross assimilation, Ag) but also respiratory 
losses from plants (autotrophic respiration, Re, R•, R•; foliage, 
wood and root respiration, respectively) and from soils 
(heterotrophic respiration, Rh; respiration of microorganisms and 
soil fauna). Daytime NEE represents the sum of gross ecosystem 
assimilation (positive flux from the atmosphere to the ecosystem, 
As) and ecosystem respiration (negative flux from the ecosystem 
to the atmosphere; sum of all respiratory fluxes). Nighttime NEE 
represents ecosystem respiration. The integration of NEE over 
longer periods (years and decades) should allow the calculation 
of net ecosystem productivity (NEP), and this may enable us to 
quantify the C sink or C source of an ecosystem during the time 
of measurement. The NEP estimates are always smaller than the 
net primary productivity estimates (NPP) because the latter do 
not account for heterotrophic respiration. Thus both estimates de- 
scribe special aspects of the trace gas exchange at different levels 
of organization: NPP represents the stand level (vegetation only), 
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GPP 100% A<j 

• • Rf, Rw, Rr days 
NPP 50% A., growth 

•. Rh years 
increased Rh* after 

•' windthrow, herbivory 

NEP < 5% NEE, wood, litter, 

• woody debris decades C release & C removal 
r. by fire, harvest & DOC 

NBP 0.5 % charcoal, humus centuries 

short-term: 

long-term: 

NEP - GPP - (Rf + Rw + Rr + Rh) - NPP - Rh 

NEP- NPP- (Rh + Rh*) 

Figure 1. Conceptual model of net ecosystem carbon fluxes (modified after Schulze and Helmann [1998]). Ag = 
gross photosynthesis. A,, net photosynthesis; GPP, gross primary productivity; NBP, net biome productivity; NEE, 
net ecosystem exchange; NEP, net ecosystem productivity; NPP; net primary productivity; Rf, foliage respiration; 
Rh, heterotrophic respiration; Rr, root respiration; Rw, wood respiration. 

and NEP represents the ecosystem level (including soils). How- 
ever, NEP may still not describe the long-term ecosystem carbon 
balance, because it does not include disturbances and the export 
of carbon through harvest, fire, or dissolved organic carbon 
(DOC). Thus Schulze and Helmann [1998] defined the term net 
biome productivity (NBP) as the result of NEP minus the export 
of carbon from the system, since this carbon bypasses het- 
erotrophic respiration at that site. 

Some abiotic factors are well known to constrain ecosystem 
gas exchange, such as light [Ruimy et al., 1995], water vapor 
deficit [Kelliher et al., 1993], or nitrogen nutrition [Schulze et al., 
1994]. In contrast, the effects of other factors, such as age or leaf 
area index (LAI) are not well studied, although they are known to 
influence gas exchange at both leaf and canopy levels [Kelliher et 
al., 1993; McNaughton and Jarvis, 1991; Ryan et al., 1997a]. 
Since it is impossible to measure all different stages of stand de- 
velopment in all terrestrial ecosystems globally, we will have to 
identify the gaps in our knowledge, i.e., about which ecosystems 
do we lack NEE data and about how ecosystem structures might 
affect NEE. With this kind of information, we might be able to 
improve modeling of carbon and water fluxes of the global terres- 
trial biosphere, not only from a micrometeorological point of 
view but also from an ecological perspective. Ecosystems are not 
only affected by environmental conditions, radiative forcing, and 
soil properties, but their biology can compensate or aggravate 
certain responses discussed in the context of global climate 
change [Houghton et al., 1996]. ß 

The assessment of maximum daytime NEE estimates at the 
ecosystem level or footprint area (Asmax) might prove to be as 
useful as maximum photosynthesis rates at the leaf level (Amax). 

This important physiological parameter has been used to under- 
stand, predict, and model leaf gas exchange under varying envi- 
ronmental co0ditions [Farquhar and Caemmere•; 1982; Field 
and Mooney, 1986; Evans, 1989; KOrner, 1994; Woodward and 
Smith, 1994; Leuning, 1995]. Transferring some of these con- 
cepts from the leaf to a higher organizational level, Schulze et al. 
[1994] established relationships between Asmax and other proper- 
ties such as nutrition and leaf stomatal conductance. In this pa- 
per, we extended the original database by increasing the repre- 
sentativehess for most vegetation types and including new types 
as well as considering nighttime fluxes for the analyses. We 
summarize maximum values of net ecosystem surface assimila- 
tion (i.e., light-saturated ecosystem photosynthetic minus ecosys- 
tem respiratory fluxes, Asmax), net ecosystem surface respiration 
during the night (i.e., the sum of autotrophic and heterotrophic 
ecosystem respiration, Rsmax), and ecosystem evapotranspiration 
(i.e., from vegetation and soil, Esmax) from 139 micrometeorologi- 
cal and enclosure studies available to the authors. We address the 

variability of Asmax and Rsmax among and within different vegeta- 
tion types and examine trends that cut across different vegetation 
types relating ecosystem gas exchange to ecosystem properties 
such as stand age and leaf area index. 

2. Materials 

We analyzed data from 139 ecosystem studies using either mi- 
crometeorological techniques (n = 116) or enclosures (n = 23), 
which were published between 1969 and 1998. On the basis of 
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the database ofSchulze et al. [1994] (total n = 23; n per vegeta- 
tion type- 1-4), we increased the number of replicates per vege- 
tation type (up to 22, on average 7 per vegetation type), and in- 
cluded salt marsh systems as well as temperate C3 grasslands. 
Whereas the original database focused on daytime fluxes, we in- 
cluded nighttime fluxes in this analysis as well. The following 
parameters (if available) were extracted from all data sets: (1) 
biome and ecosystem type (dominant plant species); (2) location, 
longitude, and latitude; (3) maximum canopy LAI, maximum 
canopy height, stand age, and month/season during which meas- 
urements had taken place; (4) annual precipitation and mean air 
temperatures during the measurement period. 

Net maximum (i.e., light-saturated) surface assimilation 
(Asmax in •mol m '2 s'l), net maximum ecosystem respiration 
(Rsmax in •mol m '2 s'l), net maximum daytime evapotranspiration 
(Esmax in mmol m '2 s-l), as well as ecosystem surface conductance 
values (Gsm•x in mm s -1) were taken from tables or figures. Since 
absolute flux rates are highly variable in the short-term due to 
cloudiness or midday water vapor pressure deficits, we decided 
to use mean maximum flux rates instead of absolute maximum 

values. Mean maximum net assimilation and evapotranspiration 
were defined as daily average net CO2 and H20 fluxes under 
natural conditions (no irrigation or fertilization studies) and un- 
der saturating light intensities (at approximately 1700-1800 •mol 
photons m '2 s'l). These light conditions last generally several 
hours during the day and range above the light saturation point of 
most plants (1000-1500 •mol m -2 s 'l) [Larcher, 1994]. In cases 
when photon flux densities were not published, we used net CO2 
and H20 flux rates during midday. Net maximum ecosystem 
respiration fluxes were not standardized to a certain temperature; 
instead, published Rsmax rates under actual field temperatures and 
nighttime turbulence regime were used. Net CO2 flux rates are 
presented in this paper using the ecophysiologists' sign conven- 
tion: Positive values stand for CO2 uptake by the vegetation 
(Asmax); negative values represent CO2 release from the ecosys- 
tem (Rsm•x). 

When net ecosystem surface fluxes were measured over a 
longer period (e.g., several weeks and growing season), we used 
the maximum value of all mean CO2 and H20 flux rates given in 
the original paper. Ultimately, all flux rates were combined to 
one large meta-data set to check for the variability in net ecosys- 
tem fluxes of terrestrial ecosystems. Further analyses were car- 
ried out with subsets of this meta-data set. Subsets were selected 

dependent on whether specific data such as stand age or LAI was 
published. The complete dataset is available under 
http:llwww. bgc-jena.mpg.de/Asmax.html. Ten vegetation types 
were used to group the data set: tropical forests (between 0 and 
10 ø north or south), broad-leaved temperate and boreal forests 
(dominant broad-leaved or mixed forests; macchia), coniferous 
temperate and boreal forests, tundra, salt marsh, C3 grasslands 
(dominant C3 plants or mixed prairie; peatlands), C4 grasslands 
(dominant C4 plants, tallgrass prairie), savannas (tropical mixed 
grasslands), C3 crops, and C4 crops (Sorghum; Zea mays). 

3. Results and Discussion 

3.1. Meta-Data Set 

The quantification of net gas exchange between the biosphere 
or terrestrial surfaces and the atmosphere using micrometeor- 
ological methods has been advancing steadily since the first eddy 

covariance studies by Swinbank in the early 1950s [Swinbank, 
1951]. The technique is presently used globally, although some 
vegetation types have been preferentially investigated. Broad- 
leaved and coniferous forests in temperate and boreal regions as 
well as C3 crop systems (during periods of crop growth) were 
among the most studied vegetation types (Table 1). No informa- 
tion is presently available for riparian forests, desert, or steppe 
ecosystems. Furthermore, the number of studies in tropical for- 
ests and grasslands was low, despite deforestation and land use 
changes in the tropics [Houghton et al., 1996]. The predominance 
of measurements in few vegetation types, xnainly in the northern 
hemisphere, is a disturbing result of this smmnary of 139 flux 
studies. Combining the preference for ecosystems under investi- 
gation with the amount of carbon stored and the potential of this 
carbon to be released, a somewhat biased picture may result for 
global C sinks and sources. Moreover, agricultural systems are 
often not studied on a yearly basis but only during the growing 
season of the crops. Thus contributions of soils to the annual CO2 
flux of these crop stands are missing. Although carbon storage is 
potentially high in wetlands [Schlesinger, 1977; Ajtay et al., 
1979; Gorham, 1991], especially in boreal regions [Schimel et 
al., 1997], we found only three studies of salt xnarshes and nine 
tundra studies (including enclosures). In addition, most of the 
ecosystems studied did not include disturbed sites. Although 
disturbance regimes are recognized as being ixnportant for the ef- 
fect of global change on terrestrial ecosystems [Houghton et al., 
1996; Schimel et al., 1997], this factor seems to be neglected in 
flux studies. How wind throw [Adams et al., 1991 ], fire regi•ne 
[Schulze et al., 1999; C. Rebmann et al., CO2 and H20 surface 
fluxes of boreal pine forests with different land use or fire his- 
tory, submitted to Agricul. Forest Meteorology, 1999, hereinafter 
referred to Rebmann et al., submitted manuscript, 1999] and/or 
herbivory affect biosphere-atmosphere fluxes should not be ig- 
nored in future "global ecology". 

In general, maximum net ecosystem assimilation A•m•, was 
highest in both C3 and C4 crop systems, intermediate in broad- 
leaved and coniferous forests, and lowest in tundra ecosystems 
(Table 1). Broad-leaved deciduous forests exhibited higher CO2 
ecosystem exchange rates (both ̂ •m•x and R•m•x) than coniferous 
evergreen stands. This pattern was in accordance with leaf and 
soil level observations, with higher assimilation rates of decidu- 
ous compared to evergreen foliage ILarchef, 1994] as well as 
faster litter decomposition (i.e., higher soil respiration rates) in 
deciduous than in evergreen ecosystems [Schlesinger, 1997]. 
Compared to the original data set [Schulze et al., 1994], we found 
corresponding A•m•x values for both crop systems as well as de- 
ciduous and tropical forests (+ 15%). However, increasing the 
number of studies per vegetation type, thereby increasing the rep- 
resentativeness, resulted in higher average Asm•x rates for tundra, 
savannas and broad-leaved deciduous forests, probably owing to 
variations in local light and/or nutrient conditions. Highest 
nighttime respiratory losses R•m• (most negative CO2 fluxes) 
were observed for C4 crops, C3 grasslands, as well as tropical 
rainforests and broad-leaved deciduous forests. These respiratory 
fluxes were not standardized to a specific temperature but reflect 
the actual mean maximum fluxes under field conditions. The as- 

sumption that low annual temperatures in high-latitude ecosys- 
tems (e.g., tundra) must always result in lower R•m•, fluxes than 
in low latitude ecosystems (e.g., savannas) could not be sup- 
ported. Even within a vegetation type (e.g., C4 crops), higher 
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Rsmax rates could be observed for an agricultural stand in the 
northeastern United States compared to one in Niger, thus re- 
fleeting environmental constraints on ecosystem physiology. 
Highest ecosystem surface conductances Gsmax were found in C3 
crops, while lowest Gsmax rates were observed for savanna and 
tundra ecosystems (see section 3.5.). 

3.2. How Variable are Net CO2 Fluxes Among Terrestrial 
Ecosystems? 

In general, variability of CO2 fluxes within as well as among 
vegetation types was large. Coefficients of variation averaged 
52% for CO2 uptake and 67% for CO2 release among vegetation 
types (Table 1). Although some vegetation types were repre- 
sented more than others in this meta-data set, no significant rela- 
tionship existed between the number of studies and the variabil- 
ity (measured as standard deviation) of maximum net ecosystem 
assimilation (x a = 0.002, F = 0.01, P > 0.05). Despite the large 
site-to-site variability, enclosure studies showed significantly 
lower assimilation and respiration rates for tundra ecosystems 
compared to micrometeorological techniques (factor of 4.1-4.3; P 
= 0.02 and P = 0.03, respectively) (Figure 2). Furthermore, 
closure studies tended to give the highest daytime assimilation 
rates for most of the other vegetation types compared to eddy co- 
variance studies (for C3 grasslands and C3 crops by a factor of 
1.5-2.2). However, micrometeorological techniques might under- 
estimate nighttime flux rates, particularly when the energy bal- 
ance closure was less than 100% [e.g., Baldocchi and Harley, 
1995; Goulden et al., 1996; Greco and Baldocchi, 1996]. In order 
to avoid these methodological differences, we excluded data from 
enclosure studies from the following data analyses. 

Site-to-site differences (i.e., within a vegetation type) of eco- 
system assimilation were smallest for tundra ecosystems (1.7-10 
pmol CO2 m '2 s 'l) (Figure 2). Mean daytime fluxes of both C3 
and C4 grasslands were intermediate, ranging from 1.7 to 60 
j•mol CO2 m '2 s 'l. The largest variation of Asmax was observed 
within both crop systems, where net fluxes ranged from 4 to 85 
pmol CO2 m '2 s 'l. Among the forest vegetation types, tropical for- 
est stands showed a relatively small range of daytime CO2 fluxes 
(15-18 pmol m '2 s'l), maybe owing to the lack of large climatic 
fluctuations. Asmax of broad-leaved and coniferous forests ranged 
from 15 to 30 and from 1 to 40 j•mol m '2 s 'l, respectively, proba- 
bly reflecting pronotmced site differences. Nighttime Rsmax fluxes 
fluctuated less than daytime Asmax fluxes although temperature 
differences among vegetation types were expected to be large. 
Since only limited climate data were given in most studies, an 
examination between net ecosystem fluxes and climatic variables 
was unsatisfying (data not shown). Using only seven data sets, 
we found increasing Asmax as well as Rsmax fluxes with increasing 
air temperatures. Similar patterns were generally observed when 
half-hourly rates were used for a wide variety of ecosystems, in- 
eluding temperate and boreal forests [Black et al., 1996,' Goulden 
et al., 1996; Greco and Baldocchi, 1996,' Goulden et al., 1998,' 
Jarvis et al., 1997], temperate grasslands [Hensen et al., 1997], 
tundra [Oechel et al., 1995], as well as tropical sayminas 
[Miranda et al., 1997]. No trend of short-term As,•,• and Rsmax 
rates was obvious with annual precipitation. 

! ! ! ! ! ! 
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Figure 2. Net ecosystem fluxes of CO2 for different terrestrial ecosystems. Asmax represents xnean maxixnum 
light-saturated (at 1700-1800 •tmol photons m '2 s 'l) carbon dioxide fluxes during the day. Rsma• describes mean 
maximum fluxes during the night. Circles represent micrometeorological studies (open, Asmax; closed, Rsmax). 
Shaded triangles represent enclosure studies. 

3.3. How Does Canopy LAI Affect A,max and R,max? 

This question was addressed using all eddy covariance studies 
that provided LAI information (n = 60). Within this data set, for- 
est stands ranged from LAI 0.4 to LAI 9.8, grasslands ranged 
from LAI 0.4 to LAI 3, and crops ranged from LAI 1 to LAI 5.9 
(Figure 3). All forest regions (tropical, temperate, and boreal) as 
well as tree life forms (deciduous and evergreen) were covered; 
macchia ecosystems were represented as well. The grassland 
vegetation type included studies from tundra, temperate grass- 
lands, and prairie, as well as from salt marsh and savannas. Thus 
both C3 and C4 grasslands were represented. Similarly, C3 and C4 
crops were included (C3, Hordeurn, Triticurn; C4, Sorghurn, Zea). 

Generally, absolute values of maximum net ecosystem CO2 
fluxes increased with LAI within the observed LAI range, with 
maximum Asmax rates of 40 [tmol m '2 s '] and maximum Rsmax val- 
ues of-15 [tmol m '2 s ']. For three vegetation types, grasslands, C4 
crops as well as coniferous forests (without the Pinus radiata 
m•,, value of > 35 [tmol m -2 s-I), the relationship between LAI and 
A•m•x was highly significant (P < 0.001, P = 0.01, P < 0.001, re- 
spectively), with r 2 values of 0.78 for grasslands, 0.83 for C4 
crops, and 0.56 for coniferous forests. Asm•x rates increased by 
7.1 + 1.1 [tmol m '2 s '• per unit LAI for grasslands, by 10.7 + 2.4 
•tmol m '2 s 4 for C4 crops, and by 0.87 + 0.23 [tmol m '2 s 4 for co- 
niferous forests. These relationships supported the model by 
$chulze et al. [1994]. Combining all vegetation types in one 
analysis, they found a positive relationship between LAI and eco- 
system surface conductance values (Gsmax), as well as between 
G•m•,, and Asm•x. However, separating into single vegetation types 
(this study) resulted in a more complicated picture: Asm• fluxes 

of broad-leaved forests and C3 crops did not change significantly 
with LAI (P = 0.15 and 0.9, respectively). In general, broad- 
leaved deciduous forests exhibited higher A•m•x rates than conif- 
erous evergreen stands at a given LAI (see also Table 1). 

Low foliar biomass capable of CO2 fixation but also high soil 
respiration rates might be responsible for the low daytime flux 
rates in low LAI stands. Often young and therefore low LAI 
stands are growing at sites where carbon that has been accumu- 
lated during history (e.g., during stand management or natural 
succession) is being respired after regeneration. In addition, soil 
temperatures in low LAI ecosystems will be higher than in high 
LAI ecosystems where solar radiation does not reach the ground, 
resulting in low A•m, rates (i.e., net ecosystem exchange, includ- 
ing the CO2 release by heterotrophic respiration) in low LAI 
stands. The same mechanism is thought to be responsible for the 
small net carbon flux from a boreal site where soil thawing pro- 
motes respiration from deeper soil layers [Goulden et al., 1998]. 
As stand LAI increased, increasing gross photosynthesis rates 
dominated the overall daytime fluxes, compensating high soil 
respiration rates (Figure 3). 

Why did not A•m•,, values increase for broad-leaved forests and 
C3 crops with high LAI? Several factors could be responsible for 
lower Asm•x rates with high LAI such as (1) age, (2) water limita- 
tion, (3)nutrient limitation, (4) self-shading, and (5) increased 
ecosystem respiration. (1) We did not observe a relationship be- 
tween either stand age and stand LAI (r 2 = 0.003), or between 
canopy height and stand LAI (r 2 = 0.29). Thus constant ecosystexn 
assimilation with high LAI did not seem to be related to age. (2) 
In general, stands with high LAI are found under conditions 
where water availability is high [Gholz, 1982]. Although we 
found a strong linear, positive relationship between Asm• and 
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Figure 3. Net ecosystem CO2 fluxes of broad-leaved and coniferous forests, of grasslands, and of C3 and Ca crop 
systems as well as gross ecosystem photosynthesis as function of leaf area index. Asmax and Rsmax data are mean 
maximum fluxes during the day (at 1700-1800 pmol photons m '2 s ']) and at night, respectively. Gross ecosystem 
photosynthesis was calculated as a sum of Asmax and Rsmax. No enclosure studies are included in this analysis. 

Gsm•,, (see section 3.5.), ecosystem conductance values of high 
LAI stands were within a similar range (between 580 and 892 
mmol m '2 s 'l) as those of low LAI stands (LAI 3-5). Therefore we 
excluded water limitation as a dominant factor for lower Asmax 
rates in high LAI stands. (3) Unfortunately, information about the 
nutrient status of stands where ecosystem fluxes were measured 

are extremely rare. However, Schulze et al. [ 1994] concluded that 
nitrogen nutrition might explain some variation in the relation- 
ship between Asmax and Gsmax. Thus we cannot exclude the factor 
of low nutrient availability to explain the low Asmax values at 
h:;gh LAI of broad-leaved and C3 crops [Schulze, 1982]. (4) It is 
w•ql known that light transmittance decreases with increasing 
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LAi [Landsberg, 1986] and self-shading increases. Thus, gross 
phc•:osynthetic rates should be low in stands with high LAI, as 
see,: in Figure 3. (5) Increased ecosystem respiration was not re- 
spm:sible for the decrease in Asmax for high LAI broad-leaved for- 
ests and C3 crops. Their Rsmax rates stayed relatively constant 
across the respective LAI range. Thus light and nutrition are the 
most likely reasons for the observed pattern of constant Asm• 
rates across a wide range of LAI in broad-leaved forests and C3 
crops systems. 

In general, nighttime CO2 fluxes did not increase with increas- 
ing LAI (P > 0.34 for forests, grasslands and C3 crops) (Figure 
3). However, Rsmax fluxes of C4 crops increased significantly with 
LAI (P = 0.037, r 2 = 0.82), with 1.5 + 0.42 [tmol m '2 s '1 per unit 
LAI. Temperature did not seem to be the responsible factor since 
the low LAI C4 crops grew in Niger and the high LAI C4 crops 
grew in Nebraska and Oregon. The lack of a significant relation- 
ship with LAI in all the other vegetation types might reflect in- 
teractions between heterotrophic respiration (high at low LAI) 
and autotrophic respiration (high at high LAI). 

3.4. Does Stand Age Affect Net Ecosystem COz Fluxes? 

Within the meta-data set, only 28 (out of 41) forest studies 
provided information on stand age. This is a disturbing fact, par- 
ticularly in respect to the on-going political discussions after 
Kyoto and Buenos Aires [see IGBP Terrestrial Carbon. Working 
Group, 1998]. This subset covered a wide range of stand devel- 
opment, from young regenerations after fire and logging to old- 
growth forests. Since no relationship existed between age and 
LAI (r 2 = 0.003), we can discuss this stand property independ- 

ently from stand LAI (see section 3.3.). Deciduous and evergreen 
forests were included in this analysis as well as forests from tem- 
perate and boreal latitudes. 

Net ecosystem flux rates of forests were lowest in young 
stands (< 20 years old; with few exceptions, see below), highest 
in stands of age 30-80 years, and intermediate in forests older 
than 160 years (Figure 4). While some young forests (< 10 years 
old; Pinus sylvestris in Central Siberia) showed very low night- 
time and daytime CO2 fluxes (between -2 and +7 [tmol m '2 s '1 
respectively), other equally young forests (Pmus syh,estris in the 
United Kingdom; Pinus radiata and Eucalyptus in Australia 
(encircled data points)) exhibited very high net assimilation rates 
(up to 35 !amol m '2 s 4) but equally low Rsmax fluxes. A common 
denominator of these young United Kingdom and Australian 
stands was their enormous height of 7.5-16 m, while the Siberian 
Pinus trees at the same age were less than 1 m tall (regeneration 
after logging). Since CO2 fixation during photosynthesis and CO2 
release by soil respiration represent fluxes of opposite directions, 
the net CO2 exchange between biosphere and atmosphere can be 
very low (or even negative) during stand establishment [see 
German Advisory Council on Global Change, 1998]. This can 
result in the counter-intuitive statement that a young, growing 
stand is still or close to be a carbon source and is not a carbon 

sink [e.g., Harden et al., 1997; Schulze et al., 1999; Reb•nam• et 
al., submitted manuscript, 1999]. Cohen et al. [1996] encoun- 
tered a similar situation when modeling the carbon fluxes for a 
large area in the Pacific Northwest. In this simulation, young 
conifer stands (< 20 years) were the largest net carbon sources 
within the forest area. 

Net ecosystem assimilation was highest in 30-80 years old 
forests (about 30 [tmol m -2 s 4) (Figure 4). Broad-leaved forests 
exhibited higher flux rates than coniferous forests. Furthermore, 
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Figure 4. Net ecosystem CO2 fluxes of broad-leaved and coniferous forests as function of stand age. Asmax de- 
scribes mean maximum net surface assimilation (at 1700-1800 [tmol photons m '2 s'•). Rsmax represents mean 
maximum respiratory fluxes. No enclosure studies are included in this analysis. Lines connect data from the same 
(Pm, Picea mariana; Ps, Pinus sylvestris) or a related species (Fa/Nf, Fagus sylvatica/Nothofagus). Encircled 
data points represent three extremely fast-growing stands (Pinus radiata, Pinus sylvestris, and Eucal, vptus). 
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Asmax rates of old-growth forests (boreal Picea and Pinus stands 
as well as a New Zealand Nothofagus forest) were within the 
same range as those of 30-80 year old forests and always higher 
than those of regenerating stands. We observed only a slight re- 
duction between 20% (P. rnariana and P. sylvestris) and 30% 
(Fagus - Nothofagus) in Asmax of old-growth forests compared to 
the maximum values of 30-80 year old stands. The small de- 
crease in Asmax was not related to an increase in ecosystem respi- 
ration. Instead, nighttime Rsm•x fluxes of old-growth forests were 
also reduced (Fagus - Nothofagus and P. rnariana) or stayed at a 
similar level (P. sylvestris) compared to fluxes of 30- to 80-yr-old 
stands. Owing to the limited number of studies in old-growth for- 
ests, NEE estimates of old (thus often natural) forests compared 
to young forests (often plantations) should be of high priority, 
particularly in respect to the most recent political efforts to com- 
ply with the Kyoto Protocol. 

Since R•m•, fluxes are typically dominated by soil respiration 
fluxes [Goulden et al., 1996], a decrease in Rsm•x with stand age 
would indicate lower soil respiration rates in older stands. This 
was supported by soil CO2 effiux chamber measurements along a 
Picea abies chronosequence in Germany as well as along a forest 
regeneration chronosequence in the Alps, while soil temperature 
did not show a relationship with stand age (r 2 < 0.3) (N. 
Buchmann, unpublished data, 1998; A. Thuille et al., Carbon 
stocks and soil respiration rates during deforestation, grassland 
use and subsequent spruce afforestation in the Southern Alps, It- 
aly: a case study related to the Kyoto Protocol, submitted to Tree 
Physiology, 1999). At both sites, soil respiration rates decreased 
with stand age until age 30 and then stayed constant for stands 
between 30 and 160 years old. Furthermore, Bauhus et al. [1998] 
observed lower microbial biomass in an 124 year old southern 
boreal forest stand compared to that in a 54 year old stand de- 
spite identical specific microbial respiration (per milligram of 
microbial carbon). They concluded that decreased substrate qual- 
ity limited decomposition in the older stand, thereby resulting in 
high carbon accumulation in the litter layer. Similar patterns of 
constant soil respiration rates were observed and modeled for 
pine chronosequences in Sweden, the United States, Japan, and 
Australia ranging from 40-100 year old stands [Nakane, 1994; 
Nakane and Lee, 1995]. 

3.5. How Well are COz and HzO Fluxes Coupled? 

A small subset of studies reported ecosystem surface con- 
ductance rates (Gsmax; n = 26) or H20 fluxes (E•m•x; n = 11) for 
forests, grasslands or crops. G•m•x rates were available for de- 
ciduous and evergreen forests as well as for C3 and C4 grasslands 
and crops, ranging from boreal to tropical latitudes (Figure 5). 
However, maximum evapotranspiration fluxes (E•max) were 
available only for temperate and boreal forests (both life forms) 
and for temperate C4 grasslands (i.e., tallgrass prairie). 

Net ecosystem assimilation rates (in [tmol m '2 s 'l) in- 
creased linearly with ecosystem surface conductance rates (in mm 
s 'l) for all three vegetation types (r 2 = 0.65, P < 0.05), supporting 
earlier results [Schulze et al., 1994]. Forcing the regression 
through the origin, the slopes of both relationships (this study, 
0.96 + 0.06; earlier study, 1.05) were not significantly different 
from one and did not differ from each other. However, in contrast 
to the original data set [Schulze et al., 1994], the intercept in this 

study (7.58 + 2.09 gmol m '2 s -1) was significantly different from 
zero (P = 0.0014); the slope was significantly lower than one 
(0.65 + 0.1). Whether or not this positive intercept is an artifact 
or due to measurement errors (especially expressed in small 
fluxes) cannot be decided. A slope lower than one (this study) 
indicates a greater expression of (soil) respiratory fluxes than ob- 
served before. Grassland, forest, and crop data did overlap. How- 
ever, there was a general tendency for grasslands having the low- 
est Asmax and Gsmax values (13.0 _+ 2.4 •tmol m -2 s -1 and 8.8 _+ 2.7 
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Figure 5. Coupling of carbon dioxide and water vapor fluxes of 
forests (f), grasslands (g) and crop systems (c) of different LAI. 
(a) Relationship between ecosystem surface conductance Gsmax 
and maximum ecosystem assimilation A•m•x. Asmax - 7.58 q- 0.65 
(Gsmax), 1 '2 = 0.65. (b) Relationship between ecosystem evapo- 
transpiration Esmax and maximum ecosystem assimilation Asmax. 
Asmax = 0.082 (Esmax), r 2 = 0.87. No enclosure studies are in- 
cluded in this analysis. Both regression equations (through the 
origin) are highly significant (P < 0.05). Confidence intervals 
(95%) are given as well. 
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mm s 'l respectively), for forests being intermediate (20.7 + 2.1 
gmol m '2 s 'l and 19.3 + 1.7 mm s 'l, respectively), and for crops 
exhibiting highest ecosystem assimilation as well as maximum 
surface conductance rates (27.8 + 2.2 [tmol m '2 s 'l and 33.3 + 6.2 
mm s 'l, respectively). Kelliher et al. [1993, 1995] also found 
significantly higher Gsmax values for crops (32 mm H20 s 'l) than 
for natural vegetation (forests and grasslands: 18 mm H20 s'l). In 
both studies, the variability of Gsmax within a vegetation type was 
at least as large as among different types. The relationship be- 
tween both parameters seemed to be very robust since it held for 
a wide range of LAI, for very different environmental conditions 
as well as for different times of the year. Stands above and below 
LAI 4, the critical value where soil evaporation theoretically 
compensates for above-ground evapotranspiration, fell at the 
same line. Miranda et al. [1997] compared data for a savanna 
ecosystem in the dry season to that in the wet season; they con- 
cluded that the overall relationship between Asmax and Gsmax ap- 
plied to both seasons, although data were restricted to lower 
Gsmax values during the dry season. Moreover, a highly signifi- 
cant, positive relationship existed between the net ecosystem as- 
similation rate and the evapotranspiration flux of forests and 
grasslands with differing LAI (r 2 - 0.87, F = 64.7, P < 0.05) 
(Figure 5), indicating the strong coupling of CO2 and H20 ex- 
change of the terrestrial ecosystems with the atmosphere. Since 
the intercept was not significantly different from zero (P = 0.3' y 
= -2.09 + 0.093 x), we calculated the regression through the ori- 
gin and found a slope of 0.082 (slope: 0.082 + 0.0053 [tmol CO2 
m '2 s'l/mmol H20 m -2 s'l), representing the maximum ratio of As- 
max to Esmax of the entire ecosystem (or footprint area measured). 

4. Conclusions 

This summary of 139 net ecosystem gas exchange studies 
clearly showed the main gaps in our knowledge for certain vege- 
tation types. While most of our data sets focus around undis- 
turbed sites in the northern latitudes, very little information is 
available for tropical forests, desert, or steppe ecosystems. Al- 
though anthropogenic disturbances (e.g., grazing, harvest, and 
clear-cut) or natural disturbances (wind-throw, herbivory, and 
fire) will have great effects on the NBP, the long-term carbon 
budget of a site, owing to increased microbial activity and higher 
CO2 eftlux from the soil [e.g., Jurgensen et al., 1997; Reicosky et 
al., 1997; Schlesinger, 1997; Schimel et al., 1997; Schulze et al., 
1999], disturbances are hardly considered as site selection crite- 
ria. Whether positive C budgets of terrestrial ecosystems (C 
sinks) might be a result from a biased site selection needs to be 
considered in global carbon modeling. Harden et al. [1997] 
studied carbon accumulation after fire in boreal forests and found 

initially very small sinks or net carbon losses to the atmosphere. 
As the forest regrew, accumulation rates increased. Schulze et al. 
[1999] observed that regrowing forests after fire in Siberia re- 
mained net sources of CO2 to the atmosphere for at least 14 
years. Schimel et al. [1997] concluded that including disturbance 
in biogeochemical models such as BGC, Century, or TEM should 
be the next step for spatial modeling of ecosystems. 

Ecosystem properties such as life form, LAI, and stand age as 
well as their interactions exhibited strong effects on net ecosys- 
tem CO2 and H20 exchange. While Asmax increased with increas- 

ing LAI for some vegetation types, net ecosystem assimilation 
stayed constant for others throughout a wide range of LAI. Simi- 
larly, nighttime respiratory losses stayed generally constant de- 
spite changes in LAI, thus decreasing Asmax rates were not due to 
increasing R•max. Since light and nutrient limitations might play a 
major role constraining these carbon fluxes, it seems important to 
collect this kind of information,at eddy covariance sites in the 
future. 

Furthermore, net ecosystem exchange of forests varied with 
age. Old-growth forests (> 160 years) exhibited Asmax rates quite 
similar to those of 30-80 year old forests. The slightly lower As. 
max fluxes were not due to increased ecosystem respiration, sup- 
porting conclusions of earlier leaf level and tree level studies 
[Yoder et al., 1994; Ryan and Yoder, 1997; Ryan et al., 1997b]. 
Instead, Rsmax decreased with age as well, probably owing to 
lower soil respiration rates. Thus separating above- and below- 
ground respiration fluxes within ecosystems will provide better 
mechanistic understanding of Rsmax, particularly because night- 
time eddy covariance measurements are associated with larger er- 
rors than daytime measurements [Moncrieff et al., 1997]. Eddy 
covariance measurements in the understory canopy, scaling 
chamber measurements of respiratory fluxes to the ecosystem 
level [Lavigne et al., 1997] as well as the analyses of stable car- 
bon and oxygen isotopes in different compartments of the ecosys- 
tem [Flanagan and Ehleringer, 1998] might prove to be useful 
tools to tackle this question in the future. Greatest variations 
were observed in very young forests (< 20 years old): Under some 
circumstances, Asmax fluxes were in the same order of magnitude 
as the corresponding Rsmax fluxes, whereas, in other young 
stands, Asmax were several times larger than Rsmax. Thus whether 
or not forests are carbon sinks or carbon sources during the early 
years of stand establishment cannot be predicted based on their 
age but has to be measured or modeled based on environmental 
information. This might further limit the potential of the so- 
called "Kyoto-forests" for increasing carbon sequestration in the 
terrestrial biosphere [IGBP Terrestrial Carbon Working Gro,p, 
1998]. 
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Disclaimer 
 
 

 
The California Air Pollution Control Officers Association (CAPCOA) has 
prepared this white paper consideration of evaluating and addressing 
greenhouse gas emissions under the California Environmental Quality Act 
(CEQA) to provide a common platform of information and tools to support 
local governments. 
 
This paper is intended as a resource, not a guidance document.  It is not 
intended, and should not be interpreted, to dictate the manner in which an air 
district or lead agency chooses to address greenhouse gas emissions in the 
context of its review of projects under CEQA. 
 
This paper has been prepared at a time when California law has been 
recently amended by the Global Warming Solutions Act of 2006 (AB 32), 
and the full programmatic implications of this new law are not yet fully 
understood.  There is also pending litigation in various state and federal 
courts pertaining to the issue of greenhouse gas emissions.  Further, there is 
active federal legislation on the subject of climate change, and international 
agreements are being negotiated.  Many legal and policy questions remain 
unsettled, including the requirements of CEQA in the context of greenhouse 
gas emissions.  This paper is provided as a resource for local policy and 
decision makers to enable them to make the best decisions they can in the 
face of incomplete information during a period of change.  
 
Finally, this white paper reviews requirements and discusses policy options, 
but it is not intended to provide legal advice and should not be construed as 
such.  Questions of legal interpretation, particularly in the context of CEQA 
and other laws, or requests for advice should be directed to the agency’s 
legal counsel. 
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Introduction 
 
The California Environmental Quality Act (CEQA) requires that public agencies 
refrain from approving projects with significant adverse environmental impacts if 
there are feasible alternatives or mitigation measures that can substantially reduce  
or avoid those impacts.  There is growing concern about greenhouse gas emissions1 
(GHG) and recognition of their significant adverse impacts on the world’s climate and on 
our environment.  In its most recent reports, the International Panel on Climate Change 
(IPCC) has called the evidence for this “unequivocal.”  In California, the passage of the 
Global Warming 
Solutions Act of 
2006 (AB 32) 
recognizes the 
serious threat to the 
“economic well-
being, public health, 
natural resources, and 
the environment of 
California” resulting 
from global warming.  
In light of our current 
understanding of 
these impacts, public 
agencies approving 
projects subject to the 
CEQA are facing 
increasing pressure to 
identify and address potential significant impacts due 
to GHG emissions.  Entities acting as lead agencies 
in the CEQA process are looking for guidance on 
how to adequately address the potential climate 
change impacts in meeting their CEQA obligations. 
 
Air districts have traditionally provided guidance to 
local lead agencies on evaluating and addressing air pollution impacts from projects 
subject to CEQA.  Recognizing the need for a common platform of information and tools 
to support decision makers as they establish policies and programs for GHG and CEQA, 
the California Air Pollution Control Officers Association has prepared a white paper 
reviewing policy choices, analytical tools, and mitigation strategies.  
 
This paper is intended to serve as a resource for public agencies as they establish agency 
procedures for reviewing GHG emissions from projects under CEQA.  It considers the 
application of thresholds and offers three alternative programmatic approaches toward 
                                                 
1 Throughout this paper GHG, CO2, CO2e, are used interchangeably and refer generally to greenhouse 
gases but do not necessarily include all greenhouse gases unless otherwise specified. 
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determining whether GHG emissions are significant.  The paper also evaluates tools and 
methodologies for estimating impacts, and summarizes mitigation measures.  It has been 
prepared with the understanding that the programs, regulations, policies, and procedures 
established by the California Air Resources Board (CARB) and other agencies to reduce 
GHG emissions may ultimately result in a different approach under CEQA than the 
strategies considered here.  The paper is intended to provide a common platform for 
public agencies to ensure that GHG emissions are appropriately considered and addressed 
under CEQA while those programs are being developed. 
 
Examples of Other Approaches 
 
Many states, counties, and cities have developed policies and regulations concerning 
greenhouse gas emissions that seek to require or promote reductions in GHG emissions 
through standards for vehicle emissions, fuels, electricity production/renewables, 
building efficiency, and other means.  A few have developed guidance and are currently 
considering formally requiring or recommending the analysis of greenhouse gas 
emissions for development projects during their associated environmental processes.  
Key work in this area includes: 
 

• Massachusetts Office of Energy and Environmental 
Affairs Greenhouse Gas Emissions Policy; 

 
• King County, Washington, Executive Order on the 

Evaluation of Climate Change Impacts through the 
State Environmental Policy Act;  

 
• Sacramento AQMD interim policy on addressing 

climate change in CEQA documents; and 
 

• Mendocino AQMD updated guidelines for use 
during preparation of air quality impacts in Environmental 
Impact Reports (EIRs) or mitigated negative declarations. 

 
The following paper evaluates options for lead agencies to ensure that GHG emissions 
are appropriately addressed as part of analyses under CEQA.  It considers the use of 
significance thresholds, tools and methodologies for analyzing GHG emissions, and 
measures and strategies to avoid, reduce, or mitigate impacts. 
 
Greenhouse Gas Significance Criteria 
 
This white paper discusses three basic options air districts and lead agencies can pursue 
when contemplating the issues of CEQA thresholds for greenhouse gas emissions.  This 
paper explores each path and discusses the benefits and disbenefits of each.  The three 
basic paths are: 
 

• No significance threshold for GHG emissions; 
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• GHG emissions threshold set at zero; or 
 
• GHG threshold set at a non-zero level. 

 
Each has inherent advantages and disadvantages.  Air districts and lead agencies may 
believe the state or national government should take the lead in identifying significance 
thresholds to address this global impact.  Alternatively, the agency may believe it is 
premature or speculative to determine a clear level at which a threshold should be set.  
On the other hand, air districts or lead agencies may believe that every GHG emission 
should be scrutinized and mitigated or offset due to the cumulative nature of this impact.  
Setting the threshold at zero will place all discretionary projects under the CEQA 
microscope.   Finally, an air district or lead agency may believe that some projects will 
not benefit from a full environmental impact report (EIR), and may believe a threshold at 
some level above zero is needed. 
 
This paper explores the basis and implications of setting no threshold, setting a threshold 
at zero and two primary approaches for those who may choose to consider a non-zero 
threshold.  The first approach is grounded in statute (AB 32) and executive order (EO S-
3-05) and explores four possible options under this scenario.  The options under this 
approach are variations of ways to achieve the 2020 goals of AB 32 from new 
development, which is estimated to be about a 30 percent reduction from business as 
usual. 
 
The second approach explores a tiered threshold option.  Within this option, seven 
variations are discussed.  The concepts explored here offer both quantitative and 
qualitative approaches to setting a threshold as well as different metrics by which tier cut-
points can be set.  Variations range from setting the first tier cut-point at zero to second-
tier cut-points set at defined emission levels or based on the size of a project.  It should be 
noted that some applications of the tiered threshold approach may require inclusion in a 
General Plan or adoption of enabling regulations or ordinances to render them fully 
effective and enforceable. 
 
Greenhouse Gas Analytical Methodologies 
 
The white paper evaluates various analytical methods and modeling tools that can be 
applied to estimate the greenhouse gas emissions from different project types subject to 
CEQA.  In addition, the suitability of the methods and tools to characterize accurately a 
project’s emissions is discussed and the paper provides recommendations for the most 
appropriate methodologies and tools currently available. 
 
The suggested methodologies are applied to residential, commercial, specific plan and 
general plan scenarios where GHG emissions are estimated for each example.  This 
chapter also discusses estimating emissions from solid waste facilities, a wastewater 
treatment plant, construction, and air district rules and plans. 
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Another methodology, a service population metric, that would measure a project’s overall 
GHG efficiency to determine if a project is more efficient than the existing statewide 
average for per capita GHG emissions is explored.  This methodology may be more 
directly correlated to a project’s ability to help achieve objectives outlined in AB 32, 
although it relies on establishment of an efficiency-based significance threshold.  The 
subcommittee believes this methodology may eventually be appropriate to evaluate the 
long-term GHG emissions from a project in the context of meeting AB 32 goals.  
However, this methodology will need further work and is not considered viable for the 
interim guidance presented in this white paper. 
 
Greenhouse Gas Mitigation Measures 
 
Common practice in environmental protection is first to avoid, then to minimize, and 
finally to compensate for impacts.  When an impact cannot be mitigated on-site, off-site 
mitigation can be effectively implemented in several resource areas, either in the form of 
offsetting the same impact or preserving the resource elsewhere in the region. 
 
This white paper describes and evaluates currently available 
mitigation measures based on their economic, technological 
and logistical feasibility, and emission reduction 
effectiveness.  The potential for secondary impacts to air 
quality are also identified for each measure.  A summary of 
current rules and regulations affecting greenhouse gas 
emissions and climate change is also provided. 
 

Reductions from transportation related measures (e.g., bicycle, 
pedestrian, transit, and parking) are explored as a single 
comprehensive approach to land use.  Design measures that 
focus on enhancing alternative transportation are discussed.  
Mitigation measures are identified for transportation, land 
use/building design, mixed-use development, energy efficiency, 
education/social awareness and construction.   
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Purpose 
 
CEQA requires the avoidance or mitigation of significant adverse environmental 
impacts where there are feasible alternatives available.  The contribution of GHG to 
climate change has been documented in the scientific community.  The California 
Global Warming Solutions Act of 2006 (AB 32) mandates significant reductions in 
greenhouse gases (GHG); passage of that law has highlighted the need to consider the 
impacts of GHG emissions from projects that fall under the jurisdiction of the California 
Environmental Quality Act (CEQA).  Because we have only recently come to fully 
recognize the potential for significant environmental impacts from GHG, most public 
agencies have not yet established policies and procedures to consider them under CEQA.  
As a result, there is great need for information and other resources to assist public 
agencies as they develop their programs. 
 
Air districts have historically provided guidance to local governments on the evaluation 
of air pollutants under CEQA.  As local concern about climate change and GHG has 
increased, local governments have requested guidance on incorporating analysis of these 
impacts into local CEQA review.  The California Air Pollution Control Officers 
Association (CAPCOA), in coordination with the CARB, the Governor’s Office of 
Planning and Research (OPR) and two environmental consulting firms, has harnessed the 
collective expertise to evaluate approaches to analyzing GHG in CEQA.  The purpose of 
this white paper is to provide a common platform of information and tools to address 
climate change in CEQA analyses, including the 
evaluation and mitigation of GHG emissions from 
proposed projects and identifying significance 
threshold options.   
 
CEQA requires public agencies to ensure that 
potentially significant adverse environmental 
effects of discretionary projects are fully 
characterized, and avoided or mitigated where 
there are feasible alternatives to do so.  Lead 
agencies have struggled with how best to identify 
and  characterize the magnitude of the adverse 
effects that individual projects have on the global-scale phenomenon of climate change, 
even more so since Governor Schwarzenegger signed Executive Order S-3-05 and the 
state Legislature enacted The Global Warming Solutions Act of 2006 (AB 32).  There is 
now a resounding call to establish procedures to analyze and mitigate greenhouse gas 
(GHG) emissions.  The lack of established thresholds does not relieve lead agencies of 
their responsibility to analyze and mitigate significant impacts, so many of these agencies 
are seeking guidance from state and local air quality agencies.  This white paper 
addresses issues inherent in establishing CEQA thresholds, evaluates tools, catalogues 
mitigation measures and provides air districts and lead agencies with options for 
incorporating climate change into their programs.   
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National and International Efforts 
 
International and Federal legislation have been enacted to deal with climate change 
issues.  The Montreal Protocol was originally signed in 1987 and substantially amended 
in 1990 and 1992.  In 1988, the United Nations and the World Meteorological 
Organization established the IPCC to assess the scientific, technical and socioeconomic 
information relevant to understanding the scientific basis of risk of human-induced 
climate change, its potential impacts, and options for adaptation and mitigation.  The 

most recent reports of the IPCC have emphasized the 
scientific consensus around the evidence that real and 
measurable changes to the climate are occurring, that 
they are caused by human activity, and that significant 
adverse impacts on the environment, the economy, and 

human health and welfare 
are unavoidable. 
 
In October 1993, 
President Clinton 
announced his Climate 
Change Action Plan, 
which had a goal to return 
greenhouse gas emissions 
to 1990 levels by the year 
2000.  This was to be 
accomplished through 50 
initiatives that relied on 
innovative voluntary 
partnerships between the 
private sector and 

government aimed at producing cost-effective reductions in greenhouse gas emissions.  
On March 21, 1994, the United States joined a number of countries around the world in 
signing the United Nations Framework Convention on Climate Change (UNFCCC).  
Under the Convention, governments agreed to gather and share information on 
greenhouse gas emissions, national policies, and best practices; launch national strategies 
for addressing greenhouse gas emissions and adapting to expected impacts, including the 
provision of financial and technological support to developing countries; and cooperate in 
preparing for adaptation to the impacts of climate change. 
 
These efforts have been largely policy oriented.  In addition to the national and 
international efforts described above, many local jurisdictions have adopted climate 
change policies and programs.  However, thus far little has been done to assess the 
significance of the affects new development projects may have on climate change. 
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Executive Order S-3-05 
 
On June 1, 2005, Governor Schwarzenegger issued Executive Order S-3-05 (S-3-05).  
It included the following GHG emission reduction targets: by 2010, reduce GHG 
emissions to 2000 levels; by 2020, reduce GHG emissions to 1990 levels; by 2050, 
reduce GHG emissions to 80 percent below 1990 levels.  To meet the targets, the 
Governor directed the Secretary of the California Environmental Protection Agency to 
coordinate with the Secretary of the Business, Transportation and Housing Agency, 
Secretary of the Department of Food and Agriculture, Secretary of the Resources 
Agency, Chairperson of the CARB, Chairperson of the Energy Commission and 
President of the Public Utilities Commission on development of a Climate Action Plan.  
 
The Secretary of CalEPA leads a Climate Action Team (CAT) made up of 
representatives from the agencies listed above to implement global warming emission 
reduction programs identified in the Climate Action Plan and report on the progress made 
toward meeting the statewide greenhouse gas targets that were established in the 
Executive Order.  

 
In accord with the requirements of the Executive Order, the first report to the Governor 
and the Legislature was released in March 2006 and will be issued bi-annually thereafter.  
The CAT Report to the Governor contains recommendations and strategies to help ensure 
the targets in Executive Order S-3-05 are met. 

 
SOURCE: ARB 2007 
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California Global Warming Solutions Act of 2006 (AB 32) 
 
In 2006, the California State Legislature adopted the California Global Warming 
Solutions Act of 2006.  AB 32 establishes a cap on statewide greenhouse gas emissions 
and sets forth the regulatory framework to achieve the corresponding reduction in 
statewide emissions levels.  AB 32 charges the California Air Resources Board (CARB), 
the state agency charged with regulating statewide air quality, with implementation of the 
act.  Under AB 32, greenhouse gases are defined as: carbon dioxide, methane, nitrous 
oxide, hydrofluorocarbons, perfluorocarbons, and sulfur hexafluoride. 
 
The regulatory steps laid out in AB 32 require CARB to: adopt early action measures to 
reduce GHGs; to establish a statewide greenhouse gas emissions cap for 2020 based on 
1990 emissions; to adopt mandatory reporting rules for significant source of greenhouse 
gases; and to adopt a scoping plan indicating how emission reductions will be achieved 
via regulations, market mechanisms and other actions; and to adopt the regulations 
needed to achieve the maximum technologically feasible and cost-effective reductions in 
greenhouse gases. 
 
AB 32 requires that by January 1, 2008, the State Board shall determine what the 
statewide greenhouse gas emissions inventory was in 1990, and approve a statewide 
greenhouse gas emissions limit that is equivalent to that level, to be achieved by 2020.  
While the level of 1990 GHG emissions has not yet been approved, CARB’s most recent 
emission inventory indicates that California had annual emissions of 436 million metric 
tons of carbon dioxide equivalent (MMT CO2e) in 1990 and 497 MMT CO2e in 2004. 
 

The regulatory timeline laid out in AB 
32 requires that by July 1, 2007, CARB 
adopt a list of discrete early action 
measures, or regulations, to be adopted 
and implemented by January 1, 2010.  
These actions will form part of the 
State’s comprehensive plan for 
achieving greenhouse gas emission 
reductions.  In June 2007, CARB 
adopted three discrete early action 
measures.  These three new proposed 
regulations meet the definition of 

“discrete early action greenhouse gas reduction measures,” which include the following: 
a low carbon fuel standard; reduction of HFC-134a emissions from non-professional 
servicing of motor vehicle air conditioning systems; and improved landfill methane 
capture.  CARB estimates that by 2020, the reductions from those three discrete early 
action measures would be approximately 13-26 MMT CO2e. 
 
CARB evaluated over 100 possible measures identified by the CAT for inclusion in the 
list of discrete early action measures.  On October 25, 2007 CARB gave final approval to 
the list of Early Action Measures, which includes nine discrete measures and 35 

 
SOURCE: ARB 2007 
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additional measures, all of which are to be enforceable by January 1, 2010.  AB 32 
requires that by January 1, 2009, CARB adopt a scoping plan indicating how emission 
reductions will be achieved via regulations, market mechanisms and other actions.  
 
Senate Bill 97 
 
Senate Bill (SB) 97, signed in August 2007, acknowledges 
that climate change is an important environmental issue 
that requires analysis under CEQA.  This bill directs the 
OPR to prepare, develop, and transmit to the Resources 
Agency guidelines for the feasible mitigation of GHG 
emissions or the effects of GHG emissions, by 
July 1, 2009.  The Resources Agency is required 
to certify or adopt those guidelines by January 1, 
2010.  This bill also protects projects funded by 
the Highway Safety, Traffic Reduction, Air 
Quality and Port Security Bond Act of 2006, or 
the Disaster Preparedness and Flood Protection 
Bond Act of 2006 (Proposition 1B or 1E) from 
claims of inadequate analysis of GHG as a legitimate cause of action.  This latter 
provision will be repealed on January 1, 2010.  Thus, this “protection” is highly limited to 
a handful of projects and for a short time period. 
 
The Role of Air Districts in the CEQA Process 
 
Air districts assume one of three roles in the CEQA process.  They may be lead agencies 
when they are adopting regulations and air quality plans.  In some instances, they can 
also be a lead agency when approving permits to construct or operate for applicants 
subject to district rules.  However, in many cases where an air district permit is involved, 
another agency has broader permitting authority over the project and assumes the role of 
lead agency.  In these situations, the air district becomes what is referred to as a 
responsible agency under CEQA.  When CEQA documents are prepared for projects that 
do not involve discretionary approval of a district regulation, plan or permit, the air 
district may assume the role of a concerned or commenting agency.  In this role, it is 
typical for air districts to comment on CEQA documents where there may be air quality-
related adverse impacts, such as projects that may create significant contributions to 
existing violations of ambient standards, cause a violation of an ambient standard or 
create an exposure to toxic air contaminants or odors.  In some cases, the air district may 
also act in an “advisory” capacity to a lead agency early on in its review of an application 
for a proposed development project. 
 
A few air districts in California began developing significance thresholds for use in 
CEQA analyses in the late 1980’s and early 1990’s.  By the mid-1990’s most air districts 
had developed CEQA thresholds for air quality analyses.  Many of the districts have 
included in their guidance the analysis of rule development and permits that may be 
subject to CEQA. 
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What is Not Addressed in this Paper 
 
Impacts of Climate Change to a Project 
 
The focus of this paper is addressing adverse impacts to climate change and the ability to 
meet statewide GHG reduction goals caused by proposed new land development projects.  

CEQA also requires an assessment of significant adverse 
impacts a project might cause by bringing development 
and people into an area affected by climate change 
(CEQA Guidelines §15126.2).  For example, an area that 

experiences higher average temperatures due 
to climate change may expose new 
development to more frequent exceedances 
and higher levels of ozone concentrations.  
Alternatively, a rise in sea level brought on 
by climate change may inundate new 
development locating in a low-lying area.  
The methodologies, mitigation and threshold 
approaches discussed in this paper do not 
specifically address the potential adverse 
impacts resulting from climate change that 
may affect a project. 
 

Impacts from Construction Activity 
 
Although construction activity has been addressed in the 
analytical methodologies and mitigation chapters, this 
paper does not discuss whether any of the threshold 
approaches adequately addresses impacts from 
construction activity.  More study is needed to make this 
assessment or to develop separate thresholds for 
construction activity.  The focus of this paper is the 
long-term adverse operational impacts of land use 
development.   
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Introduction  

Any analysis of environmental impacts under CEQA includes an assessment of the 
nature and extent of each impact expected to result from the project to determine 
whether the impact will be treated as significant or less than significant.  CEQA gives 
lead agencies discretion whether to classify a particular environmental impact as 
significant.  "The determination of whether a project may have a significant effect on the 
environment calls for careful judgment on the part of the public agency involved," ref: 
CEQA Guidelines §15064(b) (“Guidelines”).  Ultimately, formulation of a standard of 
significance requires the lead agency to make a policy judgment about where the line 
should be drawn distinguishing adverse impacts it considers significant from those that 
are not deemed significant.  This judgment must, however, be based on scientific 
information and other factual data to the extent possible (Guidelines §15064(b)). 

CEQA does not require that agencies establish thresholds of significance.  Guidelines 
§15064.7(a) encourages each public agency “…to develop and publish thresholds of 
significance that the agency uses in the determination of the significance of environmental 
effects.  A threshold of significance is an identifiable quantitative, qualitative or 
performance level of a particular environmental effect, non-compliance with which means 
the effect will normally be determined to be significant by the agency and compliance with 
which normally means the effect will be determined to be less than significant.” 
 
Once such thresholds are established, an impact that complies with the applicable 
threshold will "normally" be found insignificant and an impact that does not comply with 
the applicable threshold will "normally" be found significant. 
 
Additionally, Guidelines §15064.7(b) requires that if thresholds of significance are 
adopted for general use as part of the lead agency’s environmental review process they 
must be adopted by ordinance, resolution, rule or regulation, and developed through a 
public review process and be supported by substantial evidence. 
 
While many public agencies adopt regulatory standards as thresholds, the standards do not 
substitute for a public agency’s use of careful judgment in determining significance.  They 
also do not replace the legal standard for significance (i.e., if there is a fair argument, based 
on substantial evidence in light of the whole record that the project may have a significant 
effect, the effect should be considered significant) (Guidelines §15064(f)(1).  Also see 
Communities for a Better Environment v. California Resource Agency 103 Cal. App. 4th 98 
(2002)).  In other words, the adoption of a regulatory standard does not create an 
irrebuttable presumption that impacts below the regulatory standard are less than significant.   
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Summary of CEQA Thresholds at Air Districts 
 
This section briefly summarizes the evolution of air district 
CEQA significance thresholds.  Ventura County APCD, in 
1980, was the first air district in California that formally 
adopted CEQA significance thresholds.  Their first CEQA 
assessment document contained impact thresholds based on 
project type: residential, nonresidential, and government.  
Then, as now, the District’s primary CEQA thresholds 
applied only to ROG and NOx.  The 1980 Guidelines 
did not address other air pollutants. 
 
Santa Barbara County APCD and the Bay Area 
AQMD adopted thresholds in 1985.  The South Coast 
AQMD recommended regional air quality thresholds 
in 1987 for CO, SO2, NO2, particulates, ROG, and 
lead.  Most of the other California air districts adopted 
CEQA guidance and thresholds during the 1990’s.  Air 
districts have updated their thresholds and guidelines 
several times since they were first published. 
 
Originally, most districts that established CEQA 
thresholds focused on criteria pollutants for which the 
district was nonattainment and the thresholds only 
addressed project level impacts.  Updates during the 
1990’s began to add additional air quality impacts such 
as odors, toxic air contaminants and construction.  Several air districts also developed 
thresholds for General Plans that relied on an assessment of the plan consistency with the 
district’s air quality plans.  A consistency analysis involves comparing the project’s land 
use to that of the general plan and the population and employment increase to the 
forecasts underlying the assumptions used to develop the air quality plan. 
 
Most air district thresholds for CEQA are based on the threshold for review under the 
New Source Review (NSR).  The NSR threshold level is set by district rule and is 
different depending on the nonattainment classification of the air district.  Areas with a 
less severe classification have a higher NSR trigger level while the most polluted areas 
have the lowest NSR trigger level.  Some districts, such as Ventura County APCD, have 
significantly lower CEQA thresholds that are not tied to the NSR requirements.  In 
Ventura, one set of CEQA thresholds is 25 pounds per day for all regions of Ventura 
County, except the Ojai Valley.  The second set of CEQA thresholds was set at 5 pounds 
per day for the Ojai Valley. 
 
The Sacramento Metropolitan AQMD bases its thresholds for ozone precursors on the 
projected land use share of emission reductions needed for attainment.  The emission 
reductions needed to reach attainment are based on commitments made in the state 
implementation plan (SIP) prepared for the federal clean air act. 
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CEQA Considerations in Setting Thresholds 
 
Public agencies use significance thresholds to disclose to their constituents how they 
plan on evaluating and characterizing the severity of various environmental impacts 
that could be associated with discretionary projects that they review.  Significance 
thresholds are also used to help identify the level of mitigation needed to reduce a 
potentially significant impact to a less than significant level and to determine what type 

of an environmental document should be 
prepared for a project; primarily a 
negative declaration, mitigated negative 
declaration or an environmental impact 
report. 
 
While public agencies are not required 
to develop significance thresholds, if 
they decide to develop them, they are 
required to adopt them by ordinance, 
resolution, rule or regulation through a 

public process.  A lead agency is not restrained from adopting any significance threshold 
it sees as appropriate, as long as it is based on substantial evidence.  CEQA Guidelines 
§15064.7 encourages public agencies to develop and publish significance thresholds that 
are identifiable, quantitative, qualitative or performance level that the agency uses in the 
determination of the significance of environmental effects.  The courts have ruled that a 
“threshold of significance” for a given environmental effect is simply that level at which 
the lead agency finds the effects of the project to be significant.   
 
Before an agency determines its course with regard to climate change and CEQA, it must 
be made clear that a threshold, or the absence of one, will not relieve a lead agency from 
having to prepare an EIR or legal challenges to the adequacy of an analysis leading to a 
conclusion, or lack of a conclusion, of significance under CEQA.  CEQA has generally 
favored the preparation of an EIR where there is any substantial evidence to support a fair 
argument that a significant adverse environmental impact may occur due to a proposed 
project.  This paper explores three alternative approaches to thresholds, including a no 
threshold option, a zero threshold option and a non-zero threshold option. 
 
Fair Argument Considerations 
 
Under the CEQA fair argument standard, an EIR must be prepared whenever it can be 
fairly argued, based on substantial evidence in the administrative record, that a project 
may have a significant adverse effect on the environment.  “Substantial evidence” 
comprises “enough relevant information and reasonable inferences from this information 
that a fair argument can be made to support a conclusion, even though other conclusions 
might also be reached.”  (Guidelines §15384)  This means that if factual information is 
presented to the public agency that there is a reasonable possibility the project could have 
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a significant effect on the environment, an EIR is required even if the public agency has 
information to the contrary (Guidelines §15064 (f)). 
 
The courts have held that the fair argument standard “establishes a low threshold for 
initial preparation of an EIR, which reflects a preference for resolving doubts in favor of 
environmental review.”  (Santa Teresa Citizen Action Group v. City of San Jose [2003] 
114 Cal.App.4th 689)  Although the determination of whether a fair argument exists is 
made by the public agency, that determination is subject to judicial scrutiny when 
challenged in litigation.  When the question is whether an EIR should have been 
prepared, the court will review the administrative record for factual evidence supporting a 
fair argument. 
 
The fair argument standard essentially empowers project opponents to force preparation 
of an EIR by introducing factual evidence into the record that asserts that the project may 
have a significant effect on the environment.  This evidence does not need to be 
conclusive regarding the potential significant effect.   
 
In 1998, the Resources Agency amended the State CEQA Guidelines to encourage the 
use of thresholds of significance.  Guidelines §15064 (h) provided that when a project’s 
impacts did not exceed adopted standards, the impacts were to be considered less than 
significant.  The section went on to describe the types of adopted standards that were to 
be considered thresholds.  Guidelines § 
15064.7 provided that agencies may adopt 
thresholds of significance to guide their 
determinations of significance.  Both of 
these sections were challenged when 
environmental groups sued the Resources 
Agency in 2000 over the amendments.  The 
trial court concluded that §15064.7 was 
proper, if it was applied in the context of the 
fair argument standard. 
 
At the appellate court level, §15064(h) was invalidated. 2   Establishing a presumption 
that meeting an adopted standard would avoid significant impacts was “inconsistent with 
controlling CEQA law governing the fair argument approach.”  The Court of Appeal 
explained that requiring agencies to comply with a regulatory standard “relieves the 
agency of a duty it would have under the fair argument approach to look at evidence 
beyond the regulatory standard, or in contravention of the standard, in deciding whether 
an EIR must be prepared.  Under the fair argument approach, any substantial evidence 
supporting a fair argument that a project may have a significant environmental effect 
would trigger the preparation of an EIR.”  (Communities for a Better Environment v. 
California Resources Agency [2002] 103 Cal.App.4th 98)   
 

                                                 
2 Prior §15064(h) has been removed from the State CEQA Guidelines.  Current §15064(h) discusses 
cumulative impacts. 
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In summary, CEQA law does not require a lead agency to establish significance 
thresholds for GHG.  CEQA guidelines encourage the development of thresholds, but 
the absence of an adopted threshold does not relieve the agency from the obligation to 
determine significance. 
 
Defensibility of CEQA Analyses 
 
The basic purposes of CEQA, as set out in the State CEQA Guidelines, include: (1) 
informing decision makers and the public about the significant environmental effects of 

proposed projects; (2) identifying ways to reduce or avoid those 
impacts; (3) requiring the implementation of feasible mitigation 
measures or alternatives that would reduce or avoid those impacts; and 
(4) requiring public agencies to disclose their reasons for approving 
any project that would have significant and unavoidable impacts 
(Guidelines §15002).  CEQA is enforced through civil litigation over 
procedure (i.e., did the public agency follow the correct CEQA 
procedures?) and adequacy (i.e., has the potential for impacts been 
disclosed, analyzed, and mitigated to the extent feasible?). 
 

The California Supreme Court has held that CEQA is "to be interpreted in such manner 
as to afford the fullest possible protection to the environment within the reasonable scope 
of the statutory language."  (Friends of Mammoth v. Board of Supervisors [1972] 8 
Cal.3d 247, 259)  Within that context, the role of the courts is to weigh the facts in each 
case and apply their judgment.  Although the court may rule on the adequacy of the 
CEQA work, the court is not empowered to act in the place of the public agency to 
approve or deny the project for which the CEQA document was prepared.  Further, the 
court’s review is limited to the evidence contained in the administrative record that was 
before the public agency when it acted on the project.  
 
Putting aside the issue of CEQA procedure, the defensibility of a CEQA analysis rests on 
the following concerns: 
 

• whether the public agency has sufficiently analyzed the environmental 
consequences to enable decision makers to make an intelligent decision;   

 
• whether the conclusions of the public agency are supported by substantial 

evidence in the administrative record; and  
 

• whether the agency has made a good faith effort at the full disclosure of 
significant effects.  

 
CEQA analyses need not be perfect or exhaustive -- the depth and breadth of the analysis 
is limited to what is “reasonably feasible.”  (Guidelines §15151)  At the same time, the 
analysis "must include detail sufficient to enable those who did not participate in its 
preparation to understand and to consider meaningfully the issues raised by the proposed 
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project.”  (Laurel Heights Improvement Assn. v. Regents of University of California 
(1988) 47 Cal.3d 376)  
 
By itself, establishment of a GHG threshold will not insulate individual CEQA analyses 
from challenge.  Defensibility depends upon the adequacy of the analysis prepared by the 
lead agency and the process followed.  However, the threshold can help to define the 
boundaries of what is a reasonable analysis by establishing when an analysis will be 
required and the basic scope of that analysis.  The threshold would attempt to define the 
point at which an analysis will be required and when a level of impact becomes 
significant, requiring preparation of an EIR.  If the threshold includes recommendations 
for the method or methods of analysis, it can establish the minimum level of analysis to 
address this issue.   
 
Considerations in Setting Thresholds for Stationary Source Projects 
 
In many respects, the analysis of GHG 
emissions from stationary sources is much more 
straightforward than the analysis of land use 
patterns, forecasted energy consumption, and 
emissions from mobile sources.  The reason is 
that, for the most part, the latter analyses depend 
largely on predictive models with myriad inputs 
and have a wider range of error.  Emissions 
from stationary sources involve a greater 
reliance on mass and energy balance calculations and direct measurements of emissions 
from the same or similar sources.  Energy demand is more directly tied to production, and 
even associated mobile source emissions will likely fall within narrower predictive 
windows.   
 
Implementing CEQA Without a Threshold 
 
A lead agency is not required to establish significance thresholds for GHG emissions 
from stationary sources.  The lead agency may find that it needs more information or 
experience evaluating GHG from these types of projects to determine an appropriate 
significance threshold.  As with other project types, the lead agency could conduct a 
project specific analysis to determine whether an environmental impact report is needed 
and to determine the level of mitigation that is appropriate.  The agency might also rely 
on thresholds established for criteria pollutants as a screening method, and analyze GHG 
emissions (and require mitigation) from projects with emissions above the criteria 
pollutant thresholds.  Over time, the agency could amass information and experience with 
specific project categories that would support establishing explicit thresholds. The lead 
agency may also choose to base local CEQA thresholds on state guidelines or on the 
category-specific reduction targets established by ARB in its scoping plan for 
implementing AB32.  Resource constraints and other considerations associated with 
implementing CEQA without GHG thresholds for stationary sources would be similar to 
those outlined for other types of projects (see Chapter 5 – No Threshold Option). 
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Implementing CEQA with Threshold of Zero 
 
A lead agency may find that any increase in GHG emissions is potentially significant 
under CEQA.  The resources and other considerations for implementing a threshold of 
zero for stationary sources are the same as those outlined for other types of projects 
(see Chapter 6 – Zero Threshold Option). 
 
Implementing CEQA with a Non-Zero Threshold 
 
A lead agency may identify one or more non-zero thresholds for significance of 
emissions of GHG from stationary sources.  The agency could elect to rely on existing 
thresholds for reviewing new or modified stationary sources of GHG, if the state or local 
air district has established any.  The agency could also apply the threshold(s) established 
for non-stationary sources to GHG emissions from stationary sources.  Significance 
thresholds could also be established by ordinance, rule, or policy for a given category of 
stationary sources; this approach is especially conducive to a tiered threshold approach.  
For example, the agency could establish significance and mitigation tiers for stationary 
compression-ignition diesel-fueled generators.  Under such an approach, the project 
proponent could be first required to use a lower GHG-emitting power source if feasible, 
and if not, to apply mitigation based on the size of the generator and other defined 
considerations, such as hours of operation.  Certain classes of generators could be found 
to be insignificant under CEQA (e.g., those used for emergency stand-by power only, 
with a limit on the annual hours of use).  As with non-stationary projects, the goal of 
establishing non-zero thresholds is to maximize environmental protection, while 
minimizing resources used.  Resource and other considerations outlined for non-
stationary projects are applicable here (see Chapter 7 – Non-Zero Threshold Options). 
 
Implementing CEQA with Different Thresholds for Stationary and Non-stationary 
Projects 
 
Although a lead agency may apply the same thresholds to stationary and non-stationary 
projects, it is not required to do so.  There are, in fact, some important distinctions 
between the two types of projects that could support applying different thresholds.  The 
lead agency should consider the methods used to estimate emissions.  Are the estimates a 
“best/worst reasonable scenario” or are they based on theoretical maximum operation?  
How accurate are the estimates (are they based on models, simulations, emission factors, 
source test data, manufacturer specifications, etc.)?  To what extent could emissions be 
reduced through regulations after the project is constructed if they were found to be 
greater than originally expected (i.e., is it possible to retrofit emissions control 
technology onto the source(s) of GHG at a later date, how long is the expected project 
life, etc.)?  Are there emission limits or emissions control regulations (such as New 
Source Review) that provide certainty that emissions will be mitigated?  Generally, 
stationary source emissions are based on maximum emissions (theoretical or allowed 
under law or regulation), are more accurate, and are more amenable to retrofit at a later 
time than non-stationary source emissions.  It is also more likely that category specific 
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rules or some form of NSR will apply to stationary sources than non-stationary projects.  
Notwithstanding, it is almost always more effective and cost-efficient to apply emission 
reduction technology at the design phase of a project.  There are, therefore, a number of 
considerations that need to be evaluated and weighed before establishing thresholds – and 
which may support different thresholds for stationary and non-stationary projects.  
Furthermore, the considerations may change over time as new regulations are established 
and as emissions estimation techniques and control technology evolves. 
 
Direct GHG Emissions from Stationary Sources 

 
The main focus of this paper has been the consideration of 
projects that do not, in the main, involve stationary sources of 
air pollution, because stationary source projects are generally a 
smaller percentage of the projects seen by most local land use 
agencies.  That said, some discussion of stationary sources is 
warranted.  As the broader program for regulating GHG from 
these sources is developed, the strategies for addressing them 

under CEQA will likely become more refined. 
 
The primary focus of analysis of stationary source emissions has traditionally been those 
pollutants that are directly emitted by the source, whether through a stack or as fugitive 
releases (such as leaks).  CAPCOA conducted a simplified analysis of permitting activity 
to estimate the number of stationary source projects with potentially significant emissions 
of greenhouse gases that might be seen over the course of a year.  This analysis looked 
only at stationary combustion sources (such as boilers and generators), and only 
considered direct emissions.  A lead agency under CEQA may see a different profile of 
projects than the data provided here suggest, depending on what other resources are 
affected by projects.  In addition, air districts review like-kind replacements of equipment 
to ensure the new equipment meets current standards, but such actions might not 
constitute a project for many land use agencies or other media regulators.  The data does 
provide a useful benchmark, however, for lead agencies to assess the order of magnitude 
of potential stationary source projects.  A similar analysis is included for non-stationary 
projects in Chapter 7. 
 
Table 1:  Analysis of GHG Emissions from Stationary Combustion Equipment Permits3 

 BAAQMD SMAQMD SJVUAPCD SCAQMD 

Total Applications for Year 1499 778 1535 1179 

Affected at threshold of:     

900 metric tons/year 26 43 63 108 

10,000 metric tons/year 7 5 26 8 

25,000 metric tons/year 3 1 11 4 
 
                                                 
3 District data varies based on specific local regulations and methodologies. 
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Emissions from Energy Use 
 
In addition to the direct emissions of GHG from stationary projects, CEQA will likely 
need to consider the project’s projected energy use.  This could include an analysis of 
opportunities for energy efficiency, onsite clean power generation (e.g., heat/energy 
recovery, co-generation, geothermal, solar, or wind), and the use of dedicated power 

contracts as compared to the portfolio of generally 
available power.  In some industries, water use and 
conservation may provide substantial GHG 
emissions reductions, so the CEQA analysis should 
consider alternatives that reduce water consumption 
and wastewater discharge.  The stationary project 
may also have the opportunity to use raw or 
feedstock materials that have a smaller GHG 
footprint; material substitution should be evaluated 
where information is available to do so. 
 

Emissions from Associated Mobile Sources 
 
The stationary project will also include emissions from associated mobile sources.  These 
will include three basic components: emissions from employee trips, emissions from 
delivery of raw or feedstock materials, and emissions from product 
transport.  Employee trips can be evaluated using trip estimation as 
is done for non-stationary projects, and mitigations would include 
such measures as providing access to and incentives for use of 
public transportation, accessibility for bicycle and pedestrian 
modes of transport, employer supported car or vanpools (including 
policies such as guaranteed rides home, etc).  Upstream and 
downstream emissions related to goods movement can also be 
estimated with available models.  The evaluation will need to 
determine the extent of the transport chain that should be included 
(to ensure that all emissions in the chain have been evaluated and mitigated, but to avoid 
double counting).  Mitigations could include direct actions by operators who own their 
own fleet, or could be implemented through contractual arrangements with independent 
carriers; again, the evaluation will need to consider how far up and down the chain 
mitigation is feasible and can be reasonably required. 
 
Comparing Emissions Changes Across Pollutant Categories 
 
The potential exists for certain GHG reduction measures to increase emissions of criteria 
and toxic pollutants known to cause or aggravate respiratory, cardiovascular, and other 
health problems.  For instance, GHG reduction efforts such as alternative fuels and 
methane digesters may create significant levels of increased pollutants that are 
detrimental to the health of the nearby population (e.g.; particulate matter, ozone 
precursors, toxic air contaminants).  Such considerations should be included in any 
CEQA analysis of a project’s environmental impacts.  While there are many win-win 
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strategies that can reduce both GHG and criteria/toxic pollutant emissions, when faced 
with situations that involve tradeoffs between the two, the more immediate public health 
concerns that may arise from an increase in criteria or toxic pollutant emissions should 
take precedence.  GHG emission reductions could be achieved offsite through other 
mitigation programs.   
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Introduction 
 
Under state law, it is the purview of each lead agency to determine what, if any, 
significance thresholds will be established to guide its review of projects under 
CEQA.  While the state does provide guidelines for implementing CEQA, the 
guidelines have left the decision of whether to establish thresholds (and if so, at what 
level) to individual lead agencies.  Frequently, lead agencies consult with resource-
specific agencies (such as air districts) for assistance in determining what constitutes a 
significant impact on that specific resource.   
 
With the passage of AB 32, the ARB has broad authority to regulate GHG emissions as 
necessary to meet the emission reduction goals of the statute.  This may include authority 
to establish emission reduction requirements for new land use projects, and may also 
enable them to recommend statewide thresholds for GHG under CEQA. 
 
In developing this white paper, CAPCOA recognizes that, as the GHG reduction program 
evolves over time, GHG thresholds and other policies and procedures for CEQA may 
undergo significant revision, and that uniform statewide thresholds and procedures may 
be established.  This paper is intended to serve as a resource for public agencies until 
such time that statewide guidance is established, recognizing that decisions will need to 
be made about GHG emissions from projects before such guidance is available.  This 
paper is not, however, uniform statewide guidance.  As stated before, it outlines several 
possible approaches without endorsing any one over the others. 
 
Some air districts may choose to use this paper to support their establishment of guidance 
for GHG under CEQA, including thresholds.  This paper does not, nor should it be 
construed to require a district to implement any of the approaches evaluated here.  
Decisions about whether to provide formal local guidance on CEQA for projects with 
GHG emissions, including the question of thresholds, will be made by individual district 
boards.   
 
Each of the 35 air districts operates independently and has its own set of regulations and 
programs to address the emissions from stationary, area and mobile sources, consistent 
with state and federal laws, regulations, and guidelines.  The independence of the districts 
allows specific air quality problems to be addressed on a local level.  In addition, districts 
have also established local CEQA thresholds of significance for criteria pollutants – also 
to address the specific air quality problems relative to that particular district. 
 
The overall goal of air district thresholds is to achieve and maintain health based air 
quality standards within their respective air basins and to reduce transport of emissions to 
other air basins.  In establishing recommended thresholds, air districts consider the 
existing emission inventory of criteria pollutants and the amount of emission reductions 
needed to attain and maintain ambient air quality standards.  
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However, unlike criteria pollutants where individual districts are characterized by varying 
levels of pollutant concentrations and source types, greenhouse gases (GHG) and their 
attendant climate change ramifications are a global problem and, therefore, may suggest a 
uniform approach to solutions that ensure both progress and equity.   
 
Under SB97, the Office of Planning and Research is directed to prepare, develop, and 
transmit to the Resources Agency guidelines for the feasible mitigation of GHG 
emissions or the effects of GHG emissions through CEQA by July 1, 2009.  Those 
guidelines may recommend thresholds.  As stated, this paper is intended to provide a 
common platform of information and tools to support local decision makers until such 
time that statewide guidance or requirements are promulgated. 
 
Local Ability to Promulgate District-Specific GHG Thresholds 
 
One of the primary reasons behind the creation of air districts in California is the 
recognition that some regions within the state face more critical air pollution problems 
than others and, as has often been pointed out – one size does not fit all.  For example, a 
“Serious” federal nonattainment district would need greater emission reductions than a 
district already in attainment – and, therefore, the more “serious” district would set its 
criteria pollutant CEQA thresholds of significance much lower than the air district 
already in attainment. 
 
The action of GHGs is global in nature, rather than local or regional (or even statewide or 
national).  Ultimately there may be a program that is global, or at least national in scope.  
That said, actions taken by a state, region, or local government can contribute to the 
solution of the global problem.  Local governments are not barred from developing and 
implementing programs to address GHGs.  In the context of California and CEQA, lead 
agencies have the primary responsibility and authority to determine the significance of a 
project’s impacts. 
 
Further, air districts have primary authority under state law for "control of air pollution 
from all sources, other than emissions from motor vehicles." (H&SC §40000)  The term 
air contaminant or "air pollutant" is defined extremely broadly, to mean "any discharge, 
release, or other propagation into the atmosphere" and includes, but is not limited to, 
soot, carbon, fumes, gases, particulate matter, etc. Greenhouse gases and other global 
warming pollutants such as black carbon would certainly be included in this definition, 
just as the U.S. Supreme Court held in Massachusetts v. EPA that greenhouse gases were 
air pollutants under the federal Clean Air Act. Therefore, air districts have the primary 
authority to regulate global warming pollutants from nonvehicular sources.  AB 32 does 
not change this result. Although it gives wide responsibility to CARB to regulate 
greenhouse gases from all sources, including  nonvehicular sources, it does not preempt 
the districts. AB 32 specifically states That "nothing in this division shall limit or expand 
the existing authority of any district..."(H&SC § 38594). Thus, districts and CARB retain 
concurrent authority over nonvehicular source greenhouse gas emissions. 
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Introduction 
 
The CEQA statutes do not require an air district or any lead agency to establish 
significance thresholds under CEQA for any pollutant.  While there are 
considerations that support the establishment of thresholds (which are discussed in 
other sections of this document), there is no obligation to do so. 
 
An air district or other lead agency may elect not to establish significance thresholds for a 
number of reasons.  The agency may believe that the global nature of the climate change 
problem necessitates a statewide or national framework for consideration of 
environmental impacts.  SB 97 directs OPR to develop “guidelines for the mitigation of 
greenhouse gas emissions or the effects of greenhouse gas emissions by July 1, 2009,” 
and directs the California Resources Agency to certify and adopt the guidelines by June 
30, 2010. 
 

An agency may also believe there is insufficient 
information to support selecting one specific threshold 
over another.  As described earlier, air districts have 
historically set CEQA thresholds for air pollutants in the 
context of the local clean air plan, or (in the case of toxic 
air pollutants) within the framework of a rule or policy that 
manages risks and exposures due to toxic pollutants.  
There is no current framework that would similarly 

manage impacts of greenhouse gas pollutants, although the CARB is directed to establish 
one by June 30, 2009, pursuant to AB 32.  A local agency may decide to defer any 
consideration of thresholds until this framework is in place. 
 
Finally, an agency may believe that the significance of a given project should be assessed 
on a case-by-case basis in the context of the project at the time it comes forward. 
 
Implementing CEQA Without Significance Thresholds for GHG 
 
The absence of a threshold does not in any way relieve agencies of their obligations to 
address GHG emissions from projects under CEQA.  The implications of not having a 
threshold are different depending on the role the agency has under CEQA – whether it is 
acting in an advisory capacity, as a responsible agency, or as a lead agency. 
 
Implications of No Thresholds for an Agency Acting in an Advisory Capacity 
 
Air districts typically act in an advisory capacity to local governments in establishing the 
framework for environmental review of air pollution impacts under CEQA.  This may 
include recommendations regarding significance thresholds, analytical tools to assess 
emissions and impacts, and mitigations for potentially significant impacts.  Although 
districts will also address some of these issues on a project-specific basis as responsible 
agencies, they may provide general guidance to local governments on these issues that 
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are program wide, and these are advisory (unless they have been established by 
regulation). 
 
An air district that has not established significance thresholds for GHG will not provide 
guidance to local governments on this issue.  This does not prevent the local government 
from establishing thresholds under its own authority.  One possible result of this would 
be the establishment of different thresholds by cities and counties within the air district.  
Alternatively, the air district could advise local governments not to set thresholds and 
those jurisdictions may follow the air district’s guidance. 
 
It is important to note here (as has been clearly stated by the Attorney General in 
comments and filings) that lack of a threshold does not mean lack of significance.  An 
agency may argue lack of significance for any project, but that argument would have to 
be carried forth on a case-by-case, project specific basis.  By extension then, a decision 
not to establish thresholds for GHG is likely to result in a greater workload for 
responsible and lead agencies as they consider individual projects under CEQA. 
 
Implications of No Thresholds for a Responsible Agency 
 
If there are no established thresholds of significance, the significance of each project will 
have to be determined during the course of review.  The responsible agency (e.g., the air 
district) will review each project referred by the lead agency.  The review may be 
qualitative or quantitative in nature.  A qualitative review would discuss the nature of 
GHG emissions expected and their potential effect on climate change as the district 
understands it.  It could also include a discussion of the relative merits of alternative 
scenarios.  A quantitative analysis would evaluate, to the extent possible, the expected 
GHG emissions; it would also need to evaluate their potential effect on climate change 
and might include corresponding analysis of alternatives.  The air district, as a 
responsible agency, may also identify mitigation measures for the project.   
 
The lack of established thresholds will make the determination of 
significance more resource intensive for each project.  The district 
may defer to the lead agency to make this determination, however 
the district may be obligated, as a responsible agency, to evaluate 
the analysis and determination. 
 
Implications of No Thresholds for a Lead Agency 
 
The main impact of not having significance thresholds will be on the primary evaluation 
of projects by the lead agency.  Without significance thresholds, the agency will have to 
conduct some level of analysis of every project to determine whether an environmental 
impact report is needed.  There are three fundamental approaches to the case-by-case 
analysis of significance, including presumptions of significance or insignificance, or no 
presumption: 
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1. The agency can begin with a presumption of significance and the analysis 
would be used to support a case-specific finding of no significance.  This is 
similar to establishing a threshold of zero, except that here, the “threshold” is 
rebuttable.  This approach may result in a large number of projects proceeding 
to preparation of an environmental impact report.  Because of the attendant 
costs, project proponents may challenge the determination of significance, 
although formal challenge is less likely than attempts to influence the 
determination. 

 
2. The agency can begin with a presumption of insignificance, and the analysis 

would be used to support a case-specific finding of significance.  A presumption 
of insignificance could be based on the perspective that it would be speculative to 
attempt to identify the significance of GHG emissions from a project relative to 
climate change on a global 
scale.  This approach 
might reduce the number 
of projects proceeding to 
preparation of 
environmental impact 
reports.  It is likely to have 
greater success with 
smaller projects than larger 
ones, and a presumption of 
insignificance may be 
more likely to be 
challenged by project 
opponents. 

 
3. It is not necessary for the 

lead agency to have any 
presumption either way.  
The agency could 
approach each project from 
a tabula rasa perspective, 
and have the determination 
of significance more 
broadly tied to the specific 
context of the project; this approach is likely to be resource intensive, and creates 
the greatest uncertainty for project proponents.  To the extent that it results in a 
lead agency approving similar projects based on different determinations of 
significance for GHG emissions, it may be more vulnerable to challenge from 
either proponents or opponents of the project.  Alternatively, in the absence of 
either thresholds or presumptions, the lead agency could use each determination 
of significance to build its approach in the same way that subsequent judgments 
define the law. 
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Relevant Citations 
 
The full text of relevant citations is in Appendix A. 
 
Public Resources Code – §21082.2, Significant Effect on Environment; Determination; 
Environmental Impact Report Preparation. 
 
State CEQA Guidelines – §15064, Determining the Significance of the Environmental 
Effects Caused by a Project. 
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Introduction 
 
If an air district or lead agency determines that any degree of project-related increase 
in GHG emissions would contribute considerably to climate change and therefore 
would be a significant impact, it could adopt a zero-emission threshold to identify 
projects that would need to reduce their emissions.  A lead agency may determine that a 
zero-emission threshold is justified even if other experts may disagree.  A lead agency is 
not prevented from adopting any significance threshold it sees as appropriate, as long as 
it is based on substantial evidence. 
 
If the zero threshold option is chosen, all 
projects subject to CEQA would be required 
to quantify and mitigate their GHG emissions, 
regardless of the size of the project or the 
availability of GHG reduction measures 
available to reduce the project’s emissions.  
Projects that could not meet the zero-emission 
threshold would be required to prepare 
environmental impact reports to disclose the 
unmitigable significant impact, and develop 
the justification for a statement of overriding 
consideration to be adopted by the lead 
agency. 
 
Implementing CEQA With a Zero Threshold for GHG 
 
The scientific community overwhelmingly agrees that the earth’s climate is becoming 
warmer, and that human activity is playing a role in climate change.  Unlike other 
environmental impacts, climate change is a global phenomenon in that all GHG 
emissions generated throughout the earth contribute to it.  Consequently, both large and 
small GHG generators cause the impact.  While it may be true that many GHG sources 
are individually too small to make any noticeable difference to climate change, it is also 
true that the countless small sources around the globe combine to produce a very 
substantial portion of total GHG emissions. 
 
A zero threshold approach is based on a belief that, 1) all GHG emissions contribute to 
global climate change and could be considered significant, and 2) not controlling 
emissions from smaller sources would be neglecting a major portion of the GHG 
inventory. 
 
CEQA explicitly gives lead agencies the authority to choose thresholds of significance.  
CEQA defers to lead agency discretion when choosing thresholds.  Consequently, a zero-
emission threshold has merits. 
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The CEQA review process for evaluating a project’s impact on global climate change 
under the zero threshold option would involve several components.  Air quality sections 
would be written by lead agencies to include discussions on climate change in CEQA 
documents, GHG emissions would be calculated, and a determination of significance 
would be made.  The local air districts would review and comment on the climate change 
discussions in environmental documents.  Lead agencies may then revise final EIRs to 
accommodate air district comments.  More than likely, mitigation measures will be 
specified for the project, and a mitigation monitoring program will need to be put in place 
to ensure that these measures are being implemented. 
 
Since CEQA requires mitigation to a less than significant level, it is conceivable that 
many projects subjected to a zero threshold could only be deemed less than significant 
with offsite reductions or the opportunity to purchase greenhouse gas emission reduction 
credits.  GHG emission reduction credits are becoming more readily available however 
the quality of the credits varies considerably.  High quality credits are generated by 
actions or projects that have clearly demonstrated emission reductions that are real, 
permanent, verifiable, enforceable, and not otherwise required by law or regulation.  
When the pre- or post-project emissions are not well quantified or cannot be 
independently confirmed, they are considered to be of lesser quality.  Similarly, if the 
reductions are temporary in nature, they are also considered to be poor quality.  Adoption 
of a zero threshold should consider the near-term availability and the quality of potential 
offsets. 
 
There are also environmental justice concerns about the effects of 
using offsite mitigations or emission reduction credits to offset, or 
mitigate, the impacts of a new project.  Although GHGs are 
global pollutants, some of them are emitted with co-pollutants 
that have significant near-source or regional impacts.  Any time 
that increases in emissions at a specific site will be mitigated at a 
remote location or using emission reduction credits, the agency 
evaluating the project should ensure that it does not create 
disproportionate impacts. 
 
Administrative Considerations 
 
If electing to pursue a zero threshold, an air district or lead agency should consider the 
administrative costs and the environmental review system capacity.  Some projects that 
previously would have qualified for an exemption could require further substantial 
analysis, including preparation of a Negative Declaration (ND), a Mitigated Negative 
Declaration (MND) or an EIR.  Moreover, the trade-offs between the volume of projects 
requiring review and the quality of consideration given to reviews should be considered.  
It may also be useful to consider whether meaningful mitigation can be achieved from 
smaller projects. 
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Consideration of Exemptions from CEQA 
 
A practical concern about identifying GHG emissions as a broad cumulative impact is 
whether the zero threshold option will preclude a lead agency from approving a large 
set of otherwise qualified projects utilizing a Categorical Exemption, ND, or MND.  
The results could be a substantial increase in the number of EIR’s.  This is a valid and 
challenging concern, particularly for any threshold approach that is based on a zero 
threshold for net GHG emission increases. 
 
CEQA has specified exceptions to the use of a categorical exception.  Specifically, 
CEQA Guidelines §15300.2 includes the following exceptions: 
 
“(b) Cumulative Impact.  All exemptions for these classes are inapplicable when the 
cumulative impact of successive projects of the same type in the same place, over time is 
significant.”  
 
(c) Significant Effect.  A categorical exemption shall not be used for an activity where 
there is a reasonable possibility that the activity will have a significant effect on the 
environment due to unusual circumstances.”     
 
These CEQA Guidelines sections could be argued to mean that any net increase in GHG 
emissions would preclude the use of a categorical exemption.  However, as described 
below, if the following can be shown, then the exceptions above could be argued not to 
apply: 
 
(1) Cumulative local, regional and/or state GHG emissions are being reduced or will be 
reduced by adopted, funded, and feasible measures in order to meet broader state targets. 
 
(2) Mandatory state or local GHG reduction measures would apply to the project’s 
emissions such that broader GHG reduction goals would still be met and the project 
contributions would not be cumulatively considerable. 
 
(3) Project GHG emissions are below an adopted significance threshold designed to take 
into account the cumulative nature of GHG emissions. 
 
A similar argument could be made relative to the use of a ND (provided no additional 
mitigation (beyond existing mandates) is required to control GHG emissions) and to the 
use of a MND instead of an EIR.  However, due to the “fair argument” standard, which is 
discussed in Chapter 3, caution is recommended in use of a ND or MND unless all three 
elements above can be fully supported through substantial evidence and there is no 
substantial evidence to the contrary.  Establishing a significance threshold of zero is 
likely to preclude the use of a categorical exemption. 
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Relevant Citations 
 
The full text of relevant citations is in Appendix A. 
 
Public Resources Code – §21004, Mitigating or Avoiding a Significant Effect; Powers of 
Public Agency. 
 
State CEQA Guidelines – §15064, Determining the Significance of the Environmental 
Effects Caused by a Project. 
 
State CEQA Guidelines – §15130, Discussion of Cumulative Impacts. 
 
State CEQA Guidelines – §15064.7, Thresholds of Significance. 
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Introduction 
 
A non-zero threshold could minimize the resources spent reviewing environmental 
analyses that do not result in real GHG reductions or to prevent the environmental 
review system from being overwhelmed.  The practical advantages of considering 
non-zero thresholds for GHG significance determinations can fit into the concept 
regarding whether the project’s GHG emissions represent a “considerable contribution to 
the cumulative impact” and therefore warrant analysis. 
 
Specifying a non-zero threshold could be construed as setting a de minimis value for a 
cumulative impact.  In effect, this would be indicating that there are certain GHG 
emission sources that are so small that they would not contribute substantially to the 
global GHG budget.  This could be interpreted as allowing public agencies to approve 
certain projects without requiring any mitigation of their GHG.  Any threshold 
framework should include a proper context to address the de minimis issue.  However, the 
CEQA Guidelines recognize that there may be a point where a project’s contribution, 
although above zero, would not be a considerable contribution to the cumulative impact 
and, therefore, not trigger the need for a significance determination. 
 
GHG emissions from all sources are under the purview of CARB and as such may 
eventually be “regulated” no matter how small.  Virtually all projects will result in some 
direct or indirect release of GHG.  However, a decision by CARB to regulate a class of 
sources does not necessarily mean that an individual source in that class would constitute 
a project with significant GHG impacts under CEQA.  For example, CARB has 
established criteria pollutant emission standards for automobiles, but the purchase and 
use of a single new car is not considered a project with significant impacts under CEQA.  
At the same time, it is important to note that it is likely that all meaningful sources of 
emissions, no matter how small are likely to be considered for regulation under AB 32.  It 
is expected that projects will have to achieve some level of GHG reduction to comply 
with CARB’s regulations meant to implement AB 32.  As such all projects will have to 
play a part in reducing our GHG emissions budget and no project, however small, is truly 
being considered de minimis under CARB’s regulations. 
 
This chapter evaluates a range of conceptual approaches toward developing GHG 
significance criteria.  The air districts retained the services of J&S an environmental 
consulting, firm to assist with the development of a Statute and Executive Order-based 
threshold (Approach 1) and a tiered threshold (Approach 2) based on a prescribed list of 
tasks and deliverables.  Time and financial constraints limited the scope and depth of this 
analysis, however, the work presented here may be useful in developing interim guidance 
while AB 32 is being implemented.  J&S recognized that approaches other than those 
described here could be used. 
 
As directed, J&S explored some overarching issues, such as: 
 

• what constitutes “new” emissions? 
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• how should “baseline emissions” be established? 
 
• what is cumulatively “considerable” under CEQA? 
 
• what is “business as usual” ? and  
 
• should an analysis include “life-cycle” emissions?   
 

 
The answers to these issues were key to evaluating each of the threshold concepts. 
 
 
Approach 1 – Statute and Executive Order Approach 
 
Thresholds could be grounded in existing mandates and their associated GHG emission 
reduction targets.  A project would be required to meet the targets, or reduce GHG 
emissions to the targets, to be considered less than significant. 
 
AB 32 and S-3-05 target the reduction of statewide emissions.  It should be made clear 
that AB 32 and S-3-05 do not specify that the emissions reductions should be achieved 
through uniform reduction by geographic location or by emission source characteristics.  
For example, it is conceivable, although unlikely, that AB 32 goals could be achieved by 
new regulations that only apply to urban areas or that only apply to the transportation 
and/or energy sector.  However, this approach to evaluating GHG under CEQA is based 
on the presumption that a new project must at least be consistent with AB 32 GHG 
emission reduction mandates. 
 
The goal of AB 32 and S-3-05 is the significant reduction of future GHG emissions in a 
state that is expected to rapidly grow in both population and economic output.  As such, 
there will have to be a significant reduction in the per capita GHG output for these goals 
to be met.  CEQA is generally used to slow or zero the impact of new emissions, leaving 
the reduction of existing emission sources to be addressed by other regulatory means.  
With these concepts in mind, four options were identified for statute/executive order-
based GHG significance thresholds and are described below. 
 
Threshold 1.1:  AB 32/S-3-05 Derived Uniform Percentage-Based Reduction.  AB 32 
requires the state to reduce California-wide GHG emissions to 1990 levels by 2020.  
Reducing greenhouse gas emission levels from 2020 to 1990 levels could require a 28 to 
33 percent reduction of business-as-usual GHG emissions depending on the methodology 
used to determine the future emission inventories.  The exact percent reduction may 
change slightly once CARB finalizes its 1990 and 2020 inventory estimates.  In this 
context, business-as-usual means the emissions that would have occurred in the absence 
of the mandated reductions.  The details of the business-as-usual scenario are established 
by CARB in the assumptions it uses to project what the state’s GHG emissions would 
have been in 2020, and the difference between that level and the level that existed in 
1990 constitutes the reductions that must be achieved if the mandated goals are to be met. 
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 1.1: AB32/S-3-05 
Derived Uniform 
Percentage-Based 
Reduction 

This threshold approach would require a project to meet a percent reduction target 
based on the average reductions needed from the business-as-usual emission from all 
GHG sources.  Using the 2020 target, this approach would require all discretionary 
projects to achieve a 33 percent reduction from projected business-as-usual emissions 
in order to be considered less than significant.  A more restrictive approach would 
use the 2050 targets.  S-3-05 seeks to reduce GHG emissions to 80 percent below 
1990 levels by 2050.  To reach the 2050 milestone would require an estimated 90 
percent reduction (effective immediately) of business-as-usual emissions.  Using this 
goal as the basis for a significance threshold may be more appropriate to address the 
long-term adverse impacts associated with global climate change.  Note that AB 32 and 
S-3-05 set emission inventory goals at milestone years; it is unclear how California will 
progress to these goals in non-milestone years. 

 
Threshold 1.2:  Uniform Percentage-Based (e.g.50%) Reduction for New Development.  
This threshold is based on a presumption that new development should contribute a 
greater percent reduction from business-as-usual because greater reductions can be 
achieved at lower cost from new projects than can be achieved from existing sources.  
This approach would establish that new development emit 50 percent less GHG 
emissions than business-as-usual development.  This reduction rate is greater than the 
recommended reduction rate for meeting the Threshold 1.1 2020 target (33 percent) but is 
significantly less restrictive than the Threshold 1.1 2050 target reduction rate (90 
percent).  If a 50 percent GHG reduction were achieved from new development, existing 
emissions would have to be reduced by 25 to 30 percent in order to meet the 2020 
emissions goal depending on the year used to determine the baseline inventory.  Although 
this reduction goal is reasonable for achieving the 2020 goal, it would not be possible to 

 
SOURCE: ARB 2007 
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reach the 2050 emissions target with this approach even if existing emissions were 100 
percent controlled. 
 
Threshold 1.3:  Uniform Percentage-Based Reduction by Economic Sector.  This 
threshold would use a discrete GHG reduction goal specific to the economic sector 
associated with the project.  There would be specific reduction goals for each economic 
sector, such as residential, commercial, and industrial development.  Specifying different 
reduction thresholds for each market sector allows selection of the best regulatory goal 
for each sector taking into account available control technology and costs.  This approach 
would avoid over-regulating projects (i.e. requiring emissions to be controlled in excess 
of existing technology) or under-regulating projects (i.e. discouraging the use of available 
technology to control emissions in excess of regulations).  This approach requires 
extensive information on the emission inventories and best available control technology 
for each economic sector.  This data will be compiled as CARB develops its scoping plan 
under AB 32 and its implementing regulations; as a result, this approach will be more 
viable in the long term. 
 
Threshold 1.4:  Uniform 
Percentage-Based Reduction by 
Region.  AB 32 and S-3-05 are 
written such that they apply to a 
geographic region (i.e. the entire 
state of California) rather than on 
a project or sector level.  One 
could specify regions of the state 
such as the South Coast Air 
Basin, Sacramento Valley, or 
Bay Area which are required to 
plan (plans could be developed 
by regional governments, such as 
councils of governments) and 
demonstrate compliance with 
AB 32 and S-3-05 reduction 
goals at a regional level.  To 
demonstrate that a project has 
less than significant emissions, 
one would have to show 
compliance with the appropriate 
regional GHG plan.  Effectively 
this approach allows for analysis 
of GHG emissions at a landscape 
scale smaller than the state as a 
whole.  Specifying regions in rough correlation to existing air basins or jurisdictional 
control allows for regional control of emissions and integration with regional emission 
reduction strategies for criteria and toxic air pollutants.  Although differing GHG 
reduction controls for each region are possible, it is likely that all regions would be
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required to achieve 1990 emission inventories by the year 2020 and 80 percent less 
emissions by 2050.  Threshold 1.4 is considered viable long-term significance criteria 
that is unlikely to be used in the short term. 
 
Implementing CEQA Thresholds Based on Emission Reduction Targets 
 
Characterizing Baseline and Project Emissions 
 
While the population and economy of California is expanding, all new projects can be 
considered to contribute new emissions.  Furthermore, GHG impacts are exclusively 
cumulative impacts; there are no non-cumulative GHG emission impacts from a climate 
change perspective.  “Business-as-usual” is the projection of GHG emissions at a future 
date based on current technologies and regulatory requirements in absence of other 
reductions.  For example to determine the future emissions from a power plant for 
“business-as-usual” one would multiply the projected energy throughput by the current 
emission factor for that throughput.  If adopted regulations (such as those that may be 

promulgated by CARB 
for AB 32) dictate that 
power plant emissions 
must be reduced at some 
time in the future, it is 
appropriate to consider 
these regulation 
standards as the new 
business-as-usual for a 
future date.  In effect, 
business-as-usual will 
continue to evolve as 
regulations manifest.  
Note that “business-as-
usual” defines the CEQA 
No Project conditions, 
but does not necessarily 
form the baseline under 

CEQA.  For instance, it is common to subtract the future traffic with and without a 
project to determine the future cumulative contribution of a project on traffic conditions.  
However, existing conditions at the time of issuance of the notice of preparation is 
normally the baseline.   
 
Establishing Emission Reduction Targets 
 
One of the obvious drawbacks to using a uniform percent reduction approach to GHG 
control is that it is difficult to allow for changes in the 1990 and future emission 
inventories estimates.  To determine what emission reductions are required for new 
projects one would have to know accurately the 1990 budget and efficacy of other GHG 
promulgated regulations as a function of time.  Since CARB will not outline its 

 
SOURCE: ARB 2007 
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regulation strategy for several more years, it is difficult to determine accurately what the 
new project reductions should be in the short term.  Future updates to the 1990 inventory 
could necessitate changes in thresholds that are based on that inventory.  It is important to 
note that it is difficult to create near term guidance for a uniform reduction threshold 
strategy since it would require considerable speculation regarding the implementation and 
effectiveness of forthcoming CARB regulations. 
 
Of greater importance are the assumptions used to make the projected 2020 emission 
inventories.  Projecting future inventories over the next 15-50 years involves substantial 
uncertainty.  Furthermore, there are likely to be federal climate change regulations and 
possibly additional international GHG emission treaties in the near future.  To avoid such 
speculation, this paper defines all future emission inventories as hypothetical business-as-
usual projections. 
 
This white paper is intended to support local decisions about CEQA and GHG in the near 
term.  During this period, it is unlikely that a threshold based on emission reduction 
targets would need to be changed.  However, it is possible that future inventory updates 
will show that targets developed on the current inventory were not stringent enough, or 
were more stringent than was actually needed. 
 
Approach 2 – Tiered Approach 
 
The goal of a tiered threshold is to maximize reduction predictability while minimizing 
administrative burden and costs.  This would be accomplished by prescribing feasible 
mitigation measures based on project size and type, and reserving the detailed review of 
an EIR for those projects of greater size and complexity.  This approach may require 
inclusion in a General Plan, or adoption of specific rules or ordinances in order to fully 
and effectively implement it. 
 
A tiered CEQA significance threshold could establish different levels at which to 
determine if a project would have a significant impact.  The tiers could be established 
based on the gross GHG emission estimates for a project or could be based on the 
physical size and characteristics of the project.  This approach would then prescribe a set 
of GHG mitigation strategies that would have to be incorporated into the project in order 
for the project to be considered less than significant. 
 
The framework for a tiered threshold would include the following: 
 

• disclosure of GHG emissions for all projects;  
 
• support for city/county/regional GHG emissions reduction planning;  
 
• creation and use of a “green list” to promote the construction of projects that have 

desirable GHG emission characteristics; 
 
• a list of mitigation measures; 
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• a decision tree approach to tiering; and 
 
• quantitative or qualitative thresholds. 

 
Decision-Tree Approach to Tiering 
 
CEQA guidance that allows multiple methodologies to demonstrate GHG significance 
will facilitate the determination of significance for a broad range of projects/plans that 
would otherwise be difficult to address with a single non-compound methodology.  Even 
though there could be multiple ways that a project can determine GHG significance using 
a decision-tree approach, only one methodology need be included in any single CEQA 
document prepared by the applicant.  The presence of multiple methodologies to 
determine significance is designed to promote flexibility rather than create additional 
analysis overhead.  Figure 1 shows a conceptual approach to significance determination 
using a tiered approach that shows the multiple routes to significance determination. 
 
Figure 1 Detail Description 
 
Figure 1 pictorially represents how an agency can determine a project’s or plan’s 
significance for CEQA analysis using the non-zero threshold methodology.  The 
emissions associated with a project/plan are assumed to have a significant impact  
unless one can arrive at a less-than-significant finding by at least one of the 
methodologies below. 
 
1. Demonstrate that a General Plan (GP) or Regional Plan is in Compliance with AB32 
 

• For most GPs or RPs this will require demonstration that projected 2020 
emissions will be equal to or less than 1990 emissions. 

• GPs or RPs are expected to fully document 1990 and 2020 GHG emission 
inventories. 

• Projection of 2020 emissions is complicated by the fact that CARB is expected to 
promulgate emission reductions in the short term.  Until explicit CARB 
regulations are in place, unmitigated GP 2020 emission inventories represent 
business-as-usual scenarios. 

• EIRs for GPs or RPs which demonstrate 2020 mitigated emissions are less than or 
equal to 1990 emissions are considered less than significant. 

 
2. Demonstrate the Project is Exempt Based on SB 97 
 

• As specified in SB 97, projects that are funded under November 2006 Proposition 
1B (Highway Safety, Traffic Reduction, Air Quality and Port Security Bond Act) 
and 1C (Disaster Preparedness and Flood Prevention Bond Act) may be exempt 
from analysis until January 1, 2010. 
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• An exemption can be used in an ND, MND, or EIR to support a less than 
significant finding for GHG impacts. 

 
 
3. Demonstrate that the Project is on the ‘Green List’ 
 

• This list would include projects that are deemed a positive contribution to 
California efforts to reduce GHG emissions.  If the project is of the type described 
on the Green List it is considered less than significant. 

• If the Green List entry description requires mitigation for impacts other than 
GHG, this methodology can be used in MNDs or EIRs; if the Green List entry 
does not require mitigation this methodology can be used in NDs, MNDs, or 
EIRs. 

 
4. Demonstrate a Project’s Compliance with a General Plan 
 

• If a project is consistent with an appropriate General Plan’s Greenhouse Gas 
Reduction Plan (GGRP), a project can be declared less than significant. 

• Note that at this time there are no known jurisdictions that have a GGRP that has 
been fully subject to CEQA review.  While Marin County has adopted a forward-
thinking GGRP and it is described in the most recent GP update, the associated 
EIR does not analyze the secondary environmental impacts of some of the GGRP 
measures such as tidal energy.  While one can reference GGRPs that have not 
been reviewed fully in CEQA, to attempt to show a project’s compliance with 
such a plan as evidence that the project’s GHG emission contributions are less 
than significant may not be supported by substantial evidence that cumulative 
emissions are being fully addressed in the particular jurisdiction. 

• Compliance with a CEQA-vetted GGRP can be cited as evidence for all CEQA 
documents (Categorical Exemption, ND, MND, and EIR). 

 
5. Analyze GHG Emissions and Mitigate using the Tiered Methodology 
 

• Guidance and mitigation methodology for various development projects 
(residential, commercial, industrial) are listed in the form of tiered thresholds.  If a 
project incorporates the mitigation measures specified in the tiered threshold 
tables the project is considered less than significant. 

• All project emissions are considered less than significant if they are less than the 
threshold(s). 

• If the tiered approach requires mitigation, this methodology can be used in MNDs 
or EIRs; if the tiered approach does not require mitigation this methodology can 
be used in NDs, MNDs, or EIRs. 

 
 
 
 



 
 
 

40 

CEQA 
and 

Climate Change 

The Green List 
 

• The Green List would be a list of projects and project types that are deemed a 
positive contribution to California’s efforts to reduce GHG emissions. 

• If this approach is followed, it is suggested that CARB and the Attorney General 
(AG) are consulted prior to listing a project on the Green List to ensure 
consistency with CARB AB 32 efforts and to ensure that the Green List entries 
are consistent with how the AG office interprets AB 32 and GHG CEQA 
compliance. 

• The Green List should be updated every 6 months or as major regulatory or legal 
developments unfold. 

• Projects that are on the Green List are to be considered less than significant for 
GHG emissions purposes. 

• A tentative list of potential Green List entries is presented below.  Actual Green 
List entries should be far more specific and cover a broad range of project types 
and mitigation approaches.  The list below is merely a proof-of-concept for the 
actual Green List. 

 
1. Wind farm for the generation of wind-powered electricity 
2. Extension of transit lines to currently developed but underserved communities 
3. Development of high-density infill projects with easily accessible mass transit 
4. Small hydroelectric power plants at existing facilities that generate 5 mw or 

less (as defined in Class 28 Categorical Exemption) 
5. Cogeneration plants with a capacity of 50 mw or less at existing facilities (as 

defined in Class 29 Cat Exemption) 
6. Increase in bus service or conversion to bus rapid transit service along an 

existing bus line  
7. Projects with LEED "Platinum" rating 
8. Expansion of recycling facilities within existing urban areas 
9. Recycled water projects that reduce energy consumption related to water 

supplies that services existing development 
10. Development of bicycle, pedestrian, or zero emission transportation 

infrastructure to serve existing regions 
 
There are also several options for tiering and thresholds, as shown in Table 2 below.  One 
could establish strictly numeric emissions thresholds and require mitigation to below the 
specific threshold to make a finding of less than significant.  One could establish 
narrative emissions threshold that are based on a broader context of multiple approaches 
to GHG reductions and a presumption that projects of sufficiently low GHG intensity are 
less than significant. 
 
In Concept 2A, a zero threshold would be applied to projects and thus only projects that 
result in a reduction of GHG emissions compared to baseline emissions would be less 
than significant absent mitigation.  All projects would require quantified inventories.  All 
projects that result in a net increase of GHG emissions would be required to mitigate their 
emissions to zero through direct mitigation or through fees or offsets or the impacts  
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Table 2:  Approach 2 Tiering Options 
 Concept 2A 

Zero 
Concept 2B 
Quantitative 

Concept 2C 
Qualitative 

Tier 1 Project results in a net 
reduction of GHG emissions 
 
 
 
 
 
 
 
 
Less than Significant 

Project in compliance with an 
AB 32-compliant 
General/Regional Plan, on the 
Green List, or below Tier 2 
threshold. 
 
Level 1 Reductions 
(Could include such measures 
as:  bike parking, transit stops 
for planned route, Energy Star 
roofs, Energy Star appliances, 
Title 24, water use efficiency, 
etc.)   
 
Less than Significant 

Project in compliance with an 
AB 32-compliant 
General/Regional Plan, on the 
Green List, or below Tier 2 
threshold. 
 
Level 1 Reductions 
(See measures under 2B) 
 
 
Less than Significant 

Tier 2 Project results in net increase 
of GHG emissions 
 
 
Mitigation to zero 
(including offsets) 
 
 
Mitigated to Less than 
Significant 

Above Tier 2 threshold  
 
Level 2 Mitigation 
(Could include such measures 
as:  Parking reduction beyond 
code, solar roofs, LEED Silver 
or Gold Certification, exceed 
Title 24 by 20%, TDM 
measures, etc.) 
 
Mitigated to Less than 
Significant 

Above Tier 2 threshold 
 
 
Level 2 Mitigation 
(See measures under 2B) 
 
 
 
Mitigated to Less than 
Significant 

Tier 3 Mitigation infeasible to reduce 
emissions to zero 
(e.g., cost of offsets infeasible 
for project or offsets not 
available) 
 
 
 
 
 
 
 
 
 
 
Significant and Unavoidable 

Above Tier 2 threshold With 
Level 1, 2 Mitigation 
 
Level 3 Mitigation: 
(Could include such measures 
as:  On-site renewable energy 
systems, LEED Platinum 
certification, Exceed Title 24 
by 40%, required recycled 
water use for irrigation, zero 
waste/high recycling 
requirements, mandatory transit 
passes, offsets/carbon impact 
fees)   
 
Mitigated to Less than 
Significant 

Above Tier 3 thresholds 
 
 
 
Quantify Emissions, Level 3 
Mitigation (see measures under 
2B), and Offsets for 90% of 
remainder 
 
 
 
 
 
Significance and Unavoidable 

 
would be identified as significant and unavoidable.  This could be highly problematic and 
could eliminate the ability to use categorical exemptions and negative declarations for a 
wide range of projects. 
 
In Concepts 2B and 2C, the first tier of a tiered threshold includes projects that are within 
a jurisdiction with an adopted greenhouse gas reduction plan (GGRP) and General 
Plan/Regional Plan that is consistent with AB 32 (and in line with S-3-05), or are on the 
Green List, or are below the Tier 2 threshold.  All Tier 1 projects would be required to 
implement mandatory reductions required due to other legal authority (Level 1 
reductions) such as AB 32, Title 24, or local policies and ordinances.  With Level 1 
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reduction measures, qualifying Tier 1 projects would be considered less than significant 
without being required to demonstrate mitigation to zero. 
 
In Concept 2B, the Tier 2 threshold would be quantitative, and quantified inventories 
would be required.  Several quantitative threshold options are discussed below.  A more 
comprehensive set of Level 2 mitigation would be required.  If the project’s emissions 
still exceed the Tier 2 threshold, an even more aggressive set of Level 3 mitigation 
measures would be required including offsets (when feasible) to reduce emissions below 
the Tier 2 threshold. 
 
In Concept 2C, there would be two thresholds, a lower Tier 2 threshold (the “low bar”) 
and a higher Tier 3 threshold (the “high bar”).  The Tier 2 threshold would be the 
significance threshold for the purposes of CEQA and would be qualitative in terms of 
units (number of dwelling units, square feet of commercial space, etc.) or a per capita 
ratio.  Projects above the Tier 2 threshold would be required to implement the 
comprehensive set of Level 2 mitigation.  Projects below the Tier 2 threshold would not 
be required to quantify emissions or reductions.  The Tier 3 threshold would be a 
threshold to distinguish the larger set of projects for which quantification of emissions 
would be required.  Level 3 mitigation would be required and the project would be 
required to purchase offsets (when feasible) in the amount of 90 percent of the net 
emissions after application of Level 1 reductions and Level 2 and 3 mitigation.  A variant 
on Concept 2C would be to require mandatory Level 3 mitigation without quantification 
and offsets. 
 
Approach 2 Threshold Options 
 
Seven threshold options were developed for this approach.  The set of options are framed 
to capture different levels of new development in the CEQA process and thus allow 
different levels of mitigation.  Options range from a zero first-tier threshold (Threshold 
2.1) up to a threshold for GHG that would be equivalent to the capture level (i.e., number 
of units) of the current criteria pollutant thresholds used by some air districts (Threshold 
2.4).  The decision-based implementation approach discussed above could be used for 
any of these options.  Table 3 below compares the results of each of the approaches 
discussed here. 
 
Threshold 2.1: Zero First Tier Tiered Threshold. 
 
This option would employ the decision tree concept and set the first tier cut-point at 
zero.  The second tier cut-point could be one of the qualitative or quantitative 
thresholds discussed below.  First-tier projects would be required to implement a list 
of very feasible and readily available mitigation measures. 
 
Threshold 2.2:  Quantitative Threshold Based on Market Capture  
 
A single quantitative threshold was developed in order to ensure capture of 90 percent or 
more of likely future discretionary developments.  The objective was to set the emission 
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threshold low enough to capture a substantial fraction of future residential and non-
residential development that will be constructed to accommodate future statewide 
population and job growth, while setting the emission threshold high enough to 
exclude small development projects that will contribute a relatively small fraction of 
the cumulative statewide GHG emissions. 
 
The quantitative threshold was created by using the following steps: 
 

• Reviewing data from four diverse cities (Los Angeles in southern California and 
Pleasanton, Dublin, and Livermore in northern California) on pending 
applications for development. 

 
• Determining the unit (dwelling unit or square feet) threshold that would capture 

approximately 90 percent of the residential units or office space in the pending 
application lists.  

 
• Based on the data from the four cities, the thresholds selected were 50 residential 

units and 30,000 square feet of commercial space. 
 

• The GHG emissions associated with 50 single-family residential units and 30,000 
square feet of office were estimated and were found to be 900 metric tons and 800 
metric tons, respectively.  Given the variance on individual projects, a single 
threshold of 900 metric tons was selected for residential and office projects. 

 
• A 900 metric ton threshold was also selected for non-office commercial projects 

and industrial projects to provide equivalency for different projects in other 
economic sectors. 

 
• If this threshold is preferred, it is suggested that a more robust data set be 

examined to increase the representativeness of the selected thresholds.  At a 
minimum, a diverse set of at least 20 cities and/or counties from throughout the 
state should be examined in order to support the market capture goals of this 
threshold.  Further, an investigation of market capture may need to be conducted 
for different commercial project types and for industrial projects in order to 
examine whether multiple quantitative emissions thresholds or different 
thresholds should be developed. 

 
The 900-ton threshold corresponds to 50 residential units, which corresponds to the 84th 
percentile of projects in the City of Los Angeles, the 79th percentile in the City of 
Pleasanton, the 50th percentile in the City of Livermore and the 4th percentile in the City 
of Dublin.  This is suggestive that the GHG reduction burden will fall on larger projects 
that will be a relatively small portion of overall projects within more developed central 
cities (Los Angeles) and suburban areas of slow growth (Pleasanton) but would be the 
higher portion of projects within moderately (Livermore) or more rapidly developing 
areas (Dublin).  These conclusions are suggestive but not conclusive due to the small 
sample size.  The proposed threshold would exclude the smallest proposed developments 
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from potentially burdensome requirements to quantify and mitigate GHG emissions 
under CEQA.  While this would exclude perhaps 10 percent of new residential 
development, the capture of 90 percent of new residential development would establish a 
strong basis for demonstrating that cumulative reductions are being achieved across the 
state.  It can certainly serve as an interim measure and could be revised if subsequent 
regulatory action by CARB shows that a different level or different approach altogether is 
called for. 
 
The 900-ton threshold would correspond to office projects of approximately 35,000 
square feet, retail projects of approximately 11,000 square feet, or supermarket space of 
approximately 6,300 square feet.  35,000 square feet would correspond to the 46th 
percentile of commercial projects in the City of Los Angeles, the 54th percentile in the 
City of Livermore, and the 35th percentile in the City of Dublin.  However, the 
commercial data was not separated into office, retail, supermarket or other types, and thus 
the amount of capture for different commercial project types is not known.  The proposed 
threshold would exclude smaller offices, small retail (like auto-parts stores), and small 
supermarkets (like convenience stores) from potentially burdensome requirements to 
quantify and mitigate GHG emissions under CEQA but would include many medium-
scale retail and supermarket projects. 
 
The industrial sector is less amenable to a unit-based approach given the diversity of 
projects within this sector.  One option would be to adopt a quantitative GHG emissions 
threshold (900 tons) for industrial projects equivalent to that for the 
residential/commercial thresholds described above.  Industrial emissions can result from 
both stationary and mobile sources.  CARB estimates that their suggested reporting 
threshold for stationary sources of 25,000 metric tons accounts for more than 90 percent 
of the industrial sector GHG emissions (see Threshold 2.3 for 25,000 metric ton 
discussion).  If the CARB rationale holds, then a 900 metric ton threshold would likely 
capture at least 90 percent (and likely more) of new industrial and manufacturing sources.  
If this approach is advanced, we suggest further examination of industrial project data to 
determine market capture. 
 
This threshold would require the vast majority of new development emission sources to 
quantify their GHG emissions, apportion the forecast emissions to relevant source 
categories, and develop GHG mitigation measures to reduce their emissions. 
 
Threshold 2.3:  CARB Reporting Threshold 
 
CARB has recently proposed to require mandatory reporting from cement plants, oil 
refineries, hydrogen plants, electric generating facilities and electric retail providers, 
cogeneration facilities, and stationary combustion sources emitting ≥ 25,000 MT 
CO2e/yr.  AB 32 requires CARB to adopt a regulation to require the mandatory reporting 
and verification of emissions.  CARB issued a preliminary draft version of its proposed 
reporting requirements in August 2007 and estimates that it would capture 94 percent of 
the GHG emissions associated with stationary sources. 
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This threshold would use 25,000 metric tons per year of GHG as the CEQA 
significance level.  CARB proposed to use the 25,000 metric tons/year value as a 
reporting threshold, not as a CEQA significance threshold that would be used to 
define mitigation requirements.  CARB is proposing the reporting threshold to begin 
to compile a statewide emission inventory, applicable only for a limited category of 
sources (large industrial facilities using fossil fuel combustion).   
 
A 25,000 metric ton significance threshold would correspond to the GHG emissions 
of approximately 1,400 residential units, 1 million square feet of office space, 300,000 
square feet of retail, and 175,000 square feet of supermarket space.  This threshold would 
capture far less than half of new residential or commercial development. 
 
As noted above, CARB estimates the industrial-based criteria would account for greater 
than 90 percent of GHG emissions emanating from stationary sources.  However, 
industrial and manufacturing projects can also include substantial GHG emissions from 
mobile sources that are associated with the transportation of materials and delivery of 
products.  When all transportation-related emissions are included, it is unknown what 
portion of new industrial or manufacturing projects a 25,000-ton threshold would actually 
capture. 
 
An alternative would be to use a potential threshold of 10,000 metric tons considered by 
the Market Advisory Committee for inclusion in a Greenhouse Gas Cap and Trade 
System in California.  A 10,000 metric ton significance threshold would correspond to 
the GHG emissions of approximately 550 residential units, 400,000 square feet of office 
space, 120,000 square feet of retail, and 70,000 square feet of supermarket space.  This 
threshold would capture roughly half of new residential or commercial development. 
 
Threshold 2.4:  Regulated Emissions Inventory Capture 
 
Most California air districts have developed CEQA significance thresholds for NOx and 
ROG emissions to try to reduce emissions of ozone precursors from proposed sources 
that are not subject to NSR pre-construction air quality permitting.  The historical 
management of ozone nonattainment issues in urbanized air districts is somewhat 
analogous to today’s concerns with greenhouse gas emissions in that regional ozone 
concentrations are a cumulative air quality problem caused by relatively small amounts of 
NOx and ROG emissions from thousands of individual sources, none of which emits 
enough by themselves to cause elevated ozone concentrations.  Those same conditions 
apply to global climate change where the environmental problem is caused by emissions 
from a countless number of individual sources, none of which is large enough by itself to 
cause the problem.  Because establishment of NOx/ROG emissions CEQA significance 
thresholds has been a well-tested mechanism to ensure that individual projects address 
cumulative impacts and to force individual projects to reduce emissions under CEQA, 
this threshold presumes the analogy of NOx/ROG emission thresholds could be used to 
develop similar GHG thresholds.  
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The steps to develop a GHG emission threshold based on the NOx/ROG analogy were as 
follows: 
 

• For each agency, define its NOx/ROG CEQA thresholds. 
 

• For each agency, define the regional NOx/ROG emission inventory the agency is 
trying to regulate with its NOx/ROG thresholds. 

 
• For each agency, calculate the percentage of the total emission inventory for NOx 

represented by that agency’s CEQA emission threshold.  That value represents the 
“minimum percentage of regulated inventory” for NOx. 

 
• The current (2004) California-wide GHG emission inventory is 499 million 

metric tons per year of CO2 equivalent (MMT CO2e).  Apply the typical 
“minimum percentage of regulated inventory” value to the statewide GHG 
inventory, to develop a range of analogous GHG CEQA thresholds.  

 
The preceding methodology was applied to two different air quality districts: the Bay 
Area Air Quality Management District (BAAQMD), a mostly-urbanized agency within 
which most emissions are generated from urban areas; and the San Joaquin Valley Air 
Pollution Control District (SJVAPCD), which oversees emissions emanating in part from 
rural areas that are generated at dispersed agricultural sources and area sources.  For 
example, in the Bay Area the NOx threshold is 15 tons/year.  The total NOx inventory for 
2006 was 192,000 tons/year (525 tons/day).  The threshold represents 0.008 percent of 
the total NOx inventory.  Applying that ratio to the total statewide GHG emissions 
inventory of 499 MMT CO2e (2004) yields an equivalent GHG threshold of 39,000 MMT 
CO2e. 
 
The range of analogous CEQA GHG thresholds derived from those two agencies is 
tightly clustered, ranging from 39,000 to 46,000 tons/year.  A 39,000 to 46,000 metric ton 
threshold would correspond to the GHG emissions of approximately 2,200 to 2,600 
residential units, 1.5 to 1.8 million square feet of office space, 470,000 to 560,000 square 
feet of retail, and 275,000 to 320,000 square feet of supermarket space.  This threshold 
would capture far less than half of new residential or commercial development.  
Similarly, this threshold would capture less of new industrial/manufacturing GHG 
emissions inventory than Thresholds 2.2 or 2.3. 
 
Threshold 2.5:  Unit-Based Thresholds Based on Market Capture 
 
Unit thresholds were developed for residential and commercial developments in order to 
capture approximately 90 percent of future development.  The objective was to set the 
unit thresholds low enough to capture a substantial fraction of future housing and 
commercial developments that will be constructed to accommodate future statewide 
population and job growth, while setting the unit thresholds high enough to exclude small 
development projects that will contribute a relatively small fraction of the cumulative 
statewide GHG emissions.  Sector-based thresholds were created by using the same steps 
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and data used to create Threshold 2.2- Quantitative Threshold Based on Market 
Capture above. 
 
The distribution of pending application data suggests that the GHG reduction burden 
will fall on larger projects that will be a relatively small portion of overall projects 
within more developed central cities and suburban areas of slow growth but would be 
the higher portion of projects within moderately or rapidly developing areas.  The 
proposed threshold would exclude the smallest proposed developments from 
potentially burdensome requirements to quantify and mitigate GHG emissions under 
CEQA.  While this would exclude perhaps 10 percent of new residential development, 
the capture of 90 percent of new residential development would establish a strong basis 
for demonstrating that cumulative reductions are being achieved across the state.  It can 
certainly serve as an interim measure and could be revised if subsequent regulatory action 
by CARB shows that a different level or different approach altogether is called for. 
 
A similar rationale can be applied to the development of a commercial threshold.  
Threshold 2.5 would exclude many smaller businesses from potentially burdensome 
requirements to quantify and mitigate GHG emissions under CEQA.  It should be noted 
that the GHG emissions of commercial projects vary substantially.  For example, the 
carbon dioxide emissions associated with different commercial types were estimated as 
follows: 
 

• 30,000 square-foot (SF) office = 800 metric tons/year CO2 

 

• 30,000 SF retail = 2,500 metric tons/year CO2 

 

• 30,000 SF supermarket = 4,300 metric tons/year CO2 
 
Thus, in order to assure appropriate market capture on an emissions inventory basis, it 
will be important to examine commercial project size by type, instead of in the aggregate 
(which has been done in this paper). 
 
The industrial sector is less amenable to a unit-based approach given the diversity of 
projects within this sector.  One option would be to use a quantitative threshold of 900 
tons for industrial projects in order to provide for rough equivalency between different 
sectors.  Industrial emissions can result from both stationary and mobile sources.  
However, if the CARB rationale for > 90 percent stationary source capture with a 
threshold of 25,000 metric tons holds, then a 900 metric ton threshold would likely 
capture at least 90 percent (and likely more) of new industrial sources.  Further 
examination of unit-based industrial thresholds, such as the number of employees or 
manufacturing floor space or facility size, may provide support for a unit-based threshold 
based on market capture. 
 
This threshold would require the vast majority of new development emission sources to 
quantify their GHG emissions, apportion the forecast emissions to relevant source 
categories, and develop GHG mitigation measures to reduce their emissions. 
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Threshold 2.6.  Projects of Statewide, Regional, or Areawide Significance 
 
For this threshold, a set of qualitative, tiered CEQA thresholds would be adopted based 
on the definitions of “projects with statewide, regional or areawide significance” under 
the Guidelines for California Environmental Quality Act, CCR Title 14, Division 6, 
Section 15206(b).   
 
Project sizes defined under this guideline include the following: 
 

• Proposed residential development of more than 500 dwelling units. 
 

• Proposed shopping center or business establishment employing more than 1,000 
persons or encompassing more than 500,000 square feet of floor space. 

 
• Proposed commercial office building employing more than 1,000 persons or 

encompassing more than 250,000 square feet of floor space.  
 

• Proposed hotel/motel development of more than 500 rooms. 
 

• Proposed industrial, manufacturing or processing plant or industrial park planned 
to house more than 1,000 persons, or encompassing more than 600,000 square 
feet of floor space.  

 
These thresholds would correspond to the GHG emissions of approximately 9,000 metric 
tons for residential projects, 13,000 metric tons for office projects, and 41,000 metric tons 
for retail projects.  These thresholds would capture approximately half of new residential 
development and substantially less than half of new commercial development.  It is 
unknown what portion of the new industrial or manufacturing GHG inventory would be 
captured by this approach. 
 
Threshold 2.7 Efficiency-Based Thresholds 
 
For this approach, thresholds would be based on measurements of efficiency.  For 
planning efforts, the metric could be GHG emissions per capita or per job or some 
combination thereof.  For projects, the metric could be GHG emission per housing unit or 
per square foot of commercial space.  In theory, one could also develop metrics for GHG 
emissions per dollar of gross product to measure the efficiency of the economy. 
 
This approach is attractive because it seeks to benchmark project GHG intensity against 
target levels of efficiency.  The thresholds would need to be set such that there is 
reasonably foreseeable and sufficient reductions compared to business as usual to support 
meeting AB 32 and S-3-05 goals in time (in combination with command and control 
regulations).  Because this approach would require substantial data and modeling to fully 
develop, this is a concept considered as a potential future threshold and not appropriate 
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for interim guidance in the short term.  Thus, it is not evaluated in the screening 
evaluation in the next section. 
 
 Table 3 compares the results for each of the approaches. 
 
Table 3:  Comparison of Approach 2 Tiered Threshold Options 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Threshold GHG Emission 
Threshold 
(metric tons/year) 

Future Development Captured 
by GHG Threshold 

2.1:  Zero Threshold 0 tons/year All 

2.2:  Quantitative Threshold 
Based on Market Capture 

~900 tons/year Residential development > 50  
dwelling units 
Office space > 36,000 ft2 
Retail space >11,000 ft2 
Supermarkets >6.300 ft2 
small, medium, large industrial 

2.3:  CARB GHG Mandatory 
Reporting Threshold OR 
Potential Cap and Trade Entry 
Level 

25,000 metric tons/year 
OR 
10,000 metric tons/year 

Residential development >1,400 
dwelling units OR 550 dwelling units 
Office space >1 million ft2 OR 
400,000 ft2 
Retail space >300,000 ft2  OR 120,000 
ft2 
Supermarkets >175,000 ft2  OR 70,000 
ft2 
medium/larger industrial 

2.4: Regulated Inventory 
Capture 

40,000 – 50,000 metric 
tons/year 

Residential development >2,200 to 
2,600 dwelling units 
Office space >1.5 to 1.8 million ft2 
Retail space >470,000 to 560,000 ft2 
Supermarkets >270,000 to 320,000 ft2 
medium/larger industrial 

2.5:  Unit-Based Threshold 
Based on Market Capture 

Not applicable. Residential development >50 dwelling 
units 
Commercial space >50,000 ft2 
> small, medium, large industrial 
(with GHG emissions > 900 
tonsCO2e) 

2.6: Projects of Statewide, 
Regional, or Areawide 
Significance 

Not applicable. Residential development >500 dwelling 
units 
Office space >250,000 ft2 
Retail space >500,000 ft2 
Hotels >500 units 
Industrial project >1,000 employees 
Industrial project >40 acre or 650,000 
ft2 

2.7:  Efficiency-Based 
Thresholds 

TBD tons/year/person 
TBD tons/year/unit 

Depends on the efficiency measure 
selected. 
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Implementing CEQA With Tiered Thresholds 
 
Several issues related to Approach 2 are addressed below: 
 

1. Some applications of this approach may need to be embodied in a duly approved 
General Plan, or in some other formal regulation or ordinance to be fully 
enforceable.  Because CEQA does not expressly provide that projects may be 
deemed insignificant based on implementation of a set of mitigations, this 
approach may need to be supported with specific and enforceable mechanisms 
adopted with due public process. 

2. How would this concept affect adoption of air district rules and regulations?  
Proposed air district rules and regulations may be subject to CEQA like other 
projects and plans.  Thus, if significance thresholds were adopted by an APCD or 
AQMD, then they could also apply to air district discretionary actions.  If GHG 
emissions would be increased by a rule or regulation for another regulated 
pollutant, that would be a potential issue for review under CEQA. 

 
3. Mitigation measures may not be all-inclusive; better measures now or new future 

technology would make these measures obsolete.  The mandatory mitigation 
measures could be periodically updated to reflect current technology, feasibility, 
and efficiency. 

 
4. Total reduction may not be quantified or difficult to quantify.  CEQA only 

requires the adoption of feasible mitigation and thus the reduction effectiveness of 
required mitigation should not be in question.  However, the precise reduction 
effectiveness may indeed be difficult to identify.  As described above, if a 
quantitative threshold is selected as the measure of how much mitigation is 
mandated, then best available evidence will need to be used to estimate resultant 
GHG emissions with mitigation adoption.  If a qualitative threshold is selected, 
then it may not be necessary to quantify reductions. 

 
5. Difficult to measure progress toward legislative program goals.  One could 

require reporting of project inventories to the Climate Action Registry, air district, 
or regional council of governments, or other suitable body.  Collection of such 
data would allow estimates of the GHG intensity of new development over time, 
which could be used by CARB to monitor progress toward AB 32 goals. 

 
6. Measures may have adverse impacts on other programs.  The identification of 

mandatory mitigation will need to consider secondary environmental impacts, 
including those to air quality.  

 
7. Consideration of life-cycle emissions.  In many cases, only direct and indirect 

emissions may be addressed, rather than life-cycle emissions.  A project applicant 
has traditionally been expected to only address emissions that are closely related 
and within the capacity of the project to control and/or influence.  The long chain 
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8. of economic production resulting in materials manufacture, for example, 
involves numerous parties, each of which in turn is responsible for the GHG 
emissions associated with their particular activity.  However, there are 
situations where a lead agency could reasonably determine that a larger set of 
upstream and downstream emissions should be considered because they are 
being caused by the project and feasible alternatives and mitigation measures 
may exist to lessen this impact. 

 
Approach 2 Tiered Threshold with Mandatory Mitigation  
 
As shown in Table 2, due to the cumulative nature of GHG emissions and climate change 
impacts, there could be a level of mandatory reductions and/or mitigation for all projects 
integrated into a tiered threshold approach.  In order to meet AB 32 mandates by 2020 
and S-3-05 goals, there will need to be adoption of GHG reduction measures across a 
large portion of the existing economy and new development.  As such, in an effort to 
support a determination under CEQA that a project has a less than considerable 
contribution to significant cumulative GHG emissions, mitigation could be required on a 
progressively more comprehensive basis depending on the level of emissions. 
 

• Level 1 Reductions – These reduction measures would apply to all projects and 
would only consist of AB 32 and other local/state mandates.  They would be 
applied to a project from other legal authority (not CEQA).  Level 1 reductions 
could include such measures as bike parking, transit stops for planned routes, 
Energy Star roofs, Energy Star appliances, Title 24 compliance, water use 
efficiency, and other measures.  All measures would have to be mandated by 
CARB or local regulations and ordinances.   

 
• Level 2 Mitigation – Projects that exceed the determined threshold would be 

required to first implement readily available technologies and methodologies with 
widespread availability.  Level 2 Mitigation could include such measures as:  
parking reduction below code minimum levels, solar roofs, LEED Silver or Gold 
Certification, exceed Title 24 building standards by 20 percent, Traffic Demand 
Management (TDM) measures, and other requirements. 

 
• Level 3 Mitigation - If necessary to reduce emissions to the thresholds, more 

extensive mitigation measures that represent the top tier of feasible efficiency 
design would also be required.  Level 3 Mitigation could include such measures 
as:  on-site renewable energy systems, LEED Platinum certification, exceed Title 
24 building requirements by 40 percent, required recycled water use for 
irrigation, zero waste/high recycling requirements, mandatory transit pass 
provision, and other measures.   

 
• Offset Mitigation – If, after adoption of all feasible on-site mitigation, the project 

is still found to exceed a Tier 2 quantitative threshold, or exceed a Tier 3 
qualitative threshold, or if a project cannot feasibly implement the mandatory on-
site mitigation, then purchases of offsets could be used for mitigation.  In the case 
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of a quantitative threshold, the amount of purchase would be to offset below the 
Tier 2 significance threshold.  In the case of a qualitative threshold, the amount of 
purchase could be to offset GHG emissions overall to below the lowest 
equivalent GHG emissions among the Tier 2 qualitative thresholds.  With 
Threshold 2.5, this would be approximately 900 tons of GHG emissions 
(corresponding to 50 residential units).  With Threshold 2.6, this would be 
approximately 9,000 tons (corresponding to 500 residential units).  Alternatively, 
one could require purchase of offsets in the amount of a set percentage (such as 
90% or 50% for example) of the residual GHG emissions (after other mitigation).  
As discussed earlier, any decision to include or require the use of emission 
reduction credits (or offsets) must consider issues of availability, quality, and 
environmental justice. 

 
Substantial Evidence Supporting Different Thresholds 
 
If a project can be shown by substantial evidence not to increase GHG emissions relative 
to baseline emissions, then no fair argument will be available that the project contributes 
considerably to a significant cumulative climate change impact. 
 
It is more challenging to show that a project that increases GHG emissions above 
baseline emissions does not contribute considerably to a significant cumulative climate 
change impact.  It is critical therefore, to establish an appropriate cumulative context, in 
which, although an individual project may increase GHG emissions, broader efforts will 
result in net GHG reductions.   
 
Approach 1-based thresholds that by default will require an equal level of GHG 
reductions from the existing economy (Thresholds 1.1, 1.3, and 1.4) may be less 
supportable in the short run (especially before 2012) than Approach 1.2 (which requires 
new development to be relatively more efficient than a retrofitted existing economy).  
This is because, prior to 2012, there will only be limited mandatory regulations 
implementing AB 32 that could address the existing economy in a truly systematic way 
that can be relied upon to demonstrate that overall GHG reduction goals can be achieved 
by 2020.  Approach 1.2 will still rely on substantial reductions in the existing economy 
but to a lesser degree. 
 
Approach 1-based thresholds that would spread the mitigation burden across a sector 
(Threshold 1.3) or across a region (Threshold 1.4) will allow for tradeoffs between 
projects or even between municipalities.  In order to demonstrate that a sector or a region 
is achieving net reductions overall, there would need to be feasible, funded, and 
mandatory requirements in place promoting an overall reduction scheme, in order for a 
project to result in nominal net increased GHG emissions. 
 
Approach 2-based thresholds that capture larger portions of the new development GHG 
inventory (Thresholds 2.2 and 2.5) would promote growth that results in a smaller 
increase in GHG emissions; they may therefore be more supportable than thresholds that 
do not and that have a greater reliance on reductions in the existing economy (Thresholds 
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2.3, 2.4, and 2.6), especially in the next three to five years.  With an established 
cumulative context that demonstrates overall net reductions, all threshold approaches 
could be effective in ensuring growth and development that significantly mitigates 
GHG emissions growth in a manner that will allow the CARB to achieve the 
emission reductions necessary to meet AB 32 targets.  In that respect, all of these 
thresholds are supported by substantial evidence. 
 
Evaluation of Non-Zero Threshold Options 
 
Overarching issues concerning threshold development are reviewed below.  Where 
appropriate, different features or application of the two conceptual approaches and the 
various options for thresholds under each conceptual approach described above are 
analyzed.  The screening evaluation is summarized in Tables 4 (Approach 1) and 5 
(Approach 2).  The summary tables rate each threshold for the issues discussed below 
based on the level of confidence (low, medium or high) ascribed by J&S.  The confidence 
levels  relate  to whether a threshold could achieve a particular attribute, such as emission 
reduction effectiveness.  For example, a low emission reduction effectiveness rating 
means the threshold is not expected to capture a relatively large portion of the new 
development inventory. 
  
As described above, Threshold 2.7 is not included in this evaluation because the data to 
develop an efficiency-based threshold has not been reviewed at this time and because this 
threshold is not considered feasible as an interim approach until more detailed inventory 
information is available across the California economy. 
 
What is the GHG Emissions Effectiveness of Different Thresholds? 
 
Effectiveness was evaluated in terms of whether a threshold would capture a large 
portion of the GHG emissions inventory and thus require mitigation under CEQA to 
control such emissions within the larger framework of AB 32.  In addition, effectiveness 
was also evaluated in terms of whether a threshold would require relatively more or less 
GHG emissions reductions from the existing economy verses new development.  This is 
presumptive that gains from the existing economy (through retrofits, etc.) will be more 
difficult and inefficient relative to requirements for new development. 
 
Approach 1-based thresholds that require equivalent reductions relative to business-as-
usual (Thresholds 1.1, 1.3, and 1.4) for both the existing and new economy will be less 
effective than thresholds that support lower-GHG intensity new development (Approach 
1.2).  However, since Approach 1-based thresholds do not establish a quantitative 
threshold below which projects do not have to mitigate, the market capture for new 
development is complete. 
 
Approach 2-based thresholds can be more or less effective at capturing substantial 
portions of the GHG inventory associated with new development depending on where the 
quantitative or qualitative thresholds are set.  Lower thresholds will capture a broader 
range of projects and result in greater mitigation.  Based on the review of project data for 
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the select municipalities described in the Approach 2 section above, thresholds based on 
the CARB Reporting Threshold/Cap and Trade Entry Level (Threshold 2.4) or CEQA 
definitions of “Statewide, Regional or Areawide” projects (Threshold 2.6) will result in a 
limited capture of the GHG inventory.  Lower quantitative or qualitative thresholds 
(Thresholds 2.1, 2.2 and 2.5) could result in capture of greater than 90 percent of new 
development.   
 
Are the Different Thresholds Consistent with AB 32 and S-3-05? 
 
Thresholds that require reductions compared to business-as-usual for all projects or for a 
large portion of new development would be consistent with regulatory mandates.  In 
time, the required reductions will need to be adjusted from 2020 (AB 32) to 2050 (S-3-
05) horizons, but conceptually broad identification of significance for projects would be 
consistent with both of these mandates.  Thresholds that exclude a substantial portion of 
new development would likely not be consistent, unless it could be shown that other 
more effective means of GHG reductions have already been, or will be adopted, within a 
defined timeframe. 
 
All Approach 1-based thresholds would be consistent with AB 32 and S-3-05 if it can be 
demonstrated that other regulations and programs are effective in achieving the necessary 
GHG reduction from the existing economy to meet the overall state goals. 
 
Approach 2-based thresholds that include substantive parts of the new development GHG 
inventory (Thresholds 2.1, 2.2 and 2.5) will be more consistent with AB 32 and S-3-05 
than those that do not (Thresholds 2.3, 2.4, and 2.6) unless it can be demonstrated that 
other regulations and programs are effective in achieving the necessary GHG reduction 
from the existing economy to meet the overall state goals. 
 
What are the Uncertainties Associated with Different Thresholds? 
 
All thresholds have medium to high uncertainties associated with them due to the 
uncertainty associated with the effectiveness of AB 32 implementation overall, the new 
character of GHG reduction strategies on a project basis, the immaturity of GHG 
reduction technologies or infrastructure (such as widespread biodiesel availability), and 
the uncertainty of GHG reduction effectiveness of certain technologies (such as scientific 
debate concerning the relative lifecycle GHG emissions of certain biofuels, for example). 
 
In general, Approach 1-based thresholds have higher uncertainties than Approach 2 
thresholds because they rely on a constantly changing definition of business-as-usual.  
Threshold 1.2, with its relatively smaller reliance on the existing economy for GHG 
reductions has relatively less uncertainty than other Approach 1 thresholds.  Thresholds 
that spread mitigation more broadly (Thresholds 1.3 and 1.4) have less uncertainty by 
avoiding the need for every project to mitigate equally. 
 
Approach 2 thresholds with lower quantitative (2.1 and 2.2) or qualitative (2.5) 
thresholds will have uncertainties associated with the ability to achieve GHG reductions 
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from small to medium projects.  Approach 2 thresholds with higher quantitative (2.3, 
2.4) or qualitative (2.6) thresholds will have uncertainties associated with the ability 
to achieve relatively larger GHG reductions from the existing economy. 
 
What are Other Advantages/Disadvantages of the Different Thresholds? 
 
Thresholds with a single project metric (Thresholds 1.1, 1.2, 2.1, 2.2, 2.3, 2.4, 2.5, 
and 2.6) will be easier to apply to individual projects and more easily understood by 
project applicants and lead agencies broadly.  Thresholds that spread mitigation across 
sectors (1.3) or regions (1.4), while simple in concept, will require adoption of more 
complicated cross-jurisdictional reduction plans or evaluation of broad sector-based 
trends in GHG intensity reduction over time.  Approach 1 options would require all 
projects to quantify emissions in order to determine needed reductions relative to 
business-as-usual (which will change over time as described above).  Concepts that are 
unit-based (Threshold 2.5 and 2.6) will not result in thresholds that have equal amount of 
GHG emissions, and thus equity issues may arise. 
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Table 4: Non-Zero Threshold Evaluation Matrix  – Approach 1
Approach 1 1.1 1.2 1.3 1.4 

  
28% - 33% Reduction from BAU by 
2020 by Project 

50% Reduction from BAU by 2020 by 
Project 

28% - 33% Reduction by 2020 by 
Sector 

28% - 33% Reduction by 2020 by 
Region 

GHG Emissions 
Reduction Effectiveness 

Low - Captures all new projects but 
relies on a high level of reductions from 
the existing economy. 

Medium - Captures all new projects and 
has a more realistic level of reductions 
from the existing economy. 

Low - Captures all new projects but 
relies on a high level of reductions from 
the existing economy. 

Low - Captures all new projects but 
relies on a high level of reductions from 
the existing economy. 

Economic Feasibility 

Low - Some projects will not be able to 
afford this level of reduction without 
effective market-based mechanisms like 
offsets. 

Low - Some projects will not be able to 
afford this level of reduction without 
effective market-based mechanisms like 
offsets. 

Medium - Sectors as a whole will be 
better able to achieve reductions than 
individual projects. 

Low - Some regions and newly 
developed areas may not be able to 
afford this level of reduction without 
effective market-based mechanisms like 
offsets. 

Technical Feasibility 

Medium - Some projects will not be able 
to achieve this level of reduction without 
effective market-based mechanisms like 
offsets 

Low - Relatively larger set of  projects 
will not be able to achieve this level of 
reduction without effective market-based 
mechanisms like offsets 

High - Some projects will not be able to 
achieve this level of reduction without 
effective market-based mechanisms like 
offsets 

Medium - Some regions and newly 
developed areas may not be able to 
afford this level of reduction without 
effective market-based mechanisms like 
offsets. 

Logistical Feasibility 

Low - Absent broader reductions 
strategies, each project may reinvent the 
wheel each time to achieve mandated 
reductions. 

Low - Absent broader reductions 
strategies, each project may reinvent the 
wheel each time to achieve mandated 
reductions. 

Low - Absent broader reductions 
strategies, each project may reinvent the 
wheel each time to achieve mandated 
reductions. 

Low - Absent broader reductions 
strategies, each project may reinvent the 
wheel each time to achieve mandated 
reductions. 

Consistency with AB-32 
and S-03-05 

Medium - Would require heavy reliance 
on command and control gains. 

High Medium-High - Would rely on 
command and control gains, but would 
allow sectoral flexibility. 

Medium-High - Would rely on 
command and control gains, but would 
allow regional flexibility. 

Cost Effectiveness 

Low - Will require all types of projects 
to reduce the same regardless of the 
cost/ton of GHG reductions. 

Low - Will require all types of projects 
to reduce the same regardless of the 
cost/ton of GHG reductions. 

Low/Medium - Allows tradeoffs within 
sector between high and low cost 
reduction possibilities but not between 
sectors. 

Low/Medium - Allows tradeoffs within 
region between high and low cost 
reduction possibilities, but not between 
regions. 

Uncertainties 

High - BAU changes over time. 
Ability to reduce GHG emissions from 
existing economy will take years to 
demonstrate. 
Ability to limit GHG emissions from 
other new development will take years to 
demonstrate. 

Medium/High - BAU changes over 
time.  Ability to limit GHG emissions 
from other new development will take 
years to demonstrate. 

High - BAU changes over time. 
Ability to reduce GHG emissions from 
existing economy will take years to 
demonstrate. 
Ability to limit GHG emissions from 
other new development will take years to 
demonstrate. 

High - BAU changes over time. 
Ability to reduce GHG emissions from 
existing economy will take years to 
demonstrate. 
Ability to limit GHG emissions from 
other new development will take years to 
demonstrate. 

Other Advantages Simple/easy to explain. Simple/easy to explain. Spreads mitigation broadly Spreads mitigation broadly 

Other Disadvantages Requires all projects to quantify 
emissions. 

Requires all projects to quantify 
emissions. 

Requires all projects to quantify 
emissions. 

Requires all projects to quantify 
emissions. 
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Table 5: Non-Zero Threshold Evaluation Matrix  – Approach 2 
Approach 2 2.1 2.2 2.3 2.4 2.5 2.6 

  

Zero Threshold Quantitative 
(900 tons)  

Quantitative 
CARB Reporting 
Threshold/Cap and Trade 
(25,000 tons/ 10,000 tons) 

Quantitative  
Regulated Inventory 
Capture  
(~40,000 - 50,000 tons) 

Qualitative 
Unit-Based Thresholds 

Statewide, Regional or 
Areawide 
(CEQA Guidelines 
15206(b)). 

GHG Emissions 
Reduction 
Effectiveness 

High - Captures all 
sources. 

High - Market capture at 
>90%.  Captures diverse 
sources. 

Medium - Moderate 
market capture. 

Low - Low market 
capture. 

High - Market capture at 
~90%. Captures diverse 
sources;  excl. smallest proj. 

Medium - Moderate 
market capture. Excludes 
small and med. projects. 

Economic 
Feasibility 

Low - Early phases will 
be substantial change in 
BAU, esp. for smaller 
projects; may be 
infeasible to mitigate. 

Medium - Early phases 
will be substantial change 
in BAU, esp. for smaller 
projects; may be 
infeasible to mitigate. 

High - Large projects 
have greater ability to 
absorb cost. 

High - Large projects 
have greater ability to 
absorb cost. 

Medium - Early phases will 
be substantial change in 
BAU, esp. for smaller 
projects; may be infeasible 
to mitigate. 

High - Large projects 
have greater ability to 
absorb cost. 

Technical 
Feasibility 

Low - Early phases will 
be substantial change in 
BAU, esp. for smaller 
projects; may be 
infeasible to mitigate. 

Medium - Early phases 
will be substantial change 
in BAU, esp. for smaller 
projects;  may be 
inefficient to mitigate. 

High - Greater 
opportunities for multiple 
reduction approaches. 

High - Greater 
opportunities for multiple 
reduction approaches. 

Medium - Early phases will 
be substantial change in 
BAU, particularly for 
smaller projects may be 
inefficient to mitigate. 

High - Greater 
opportunities for multiple 
reduction approaches. 

Logistical 
Feasibility 

Low - Unless fee or offset 
basis,very difficult to 
mitigate all projects. 

Medium - BMPs broadly 
written to allow diversity; 
new req. will take time to 
integrate into new dev. 

High - Less mitigation. High - Less mitigation. Medium - BMPs broadly 
written to allow diversity; 
new req. will take time to 
integrate into new dev. 

High - Less mitigation. 

Consistency with 
AB-32 and S-03-05 

High - Market capture. High - Market capture at 
>90%. 

Low - Would rely on 
command and control 
success heavily. 

Low - Would rely on 
command and control 
success heavily. 

Medium - Need to 
demonstrate adequate 
market capture over time. 

Low - Would rely on 
command and control 
success heavily. 

Cost Effectiveness 

Low - Will result in 
inefficient mitigation 
approaches.  Efficiency 
will improve in time. 

Medium - Emphasis is on 
new dev., req. for 
mitigation will result in 
inefficient mitigation 
approaches in early 
phases.  Efficiency will 
improve in time. 

Medium - Relies on 
command and control 
reductions for existing 
economy more heavily.  
With focus on larger 
projects, eff. of mitigation 
for new dev. high. 

Medium - Relies on 
command and control 
reductions for existing 
economy more heavily.  
With focus on larger 
projects, eff. of mitigation 
for new dev. high. 

Medium - Emphasis is on 
new dev.; req. for 
mitigation will result in 
inefficient mitigation 
approaches in early phases.  
Efficiency will improve in 
time. 

Medium - Relies on 
command and control 
reductions for existing 
economy more heavily.  
With focus on larger 
projects, eff. of mitigation 
for new dev. high. 

Uncertainties 

High - Time to adapt for 
res. and comm.. sectors. 
Ability to mitigate 
without market-based 
mechanism for smaller 
projects unlikely. 

Medium/High - Time to 
adapt for res. and comm.. 
sectors. Ability to 
mitigate without market-
based mechanism for 
smaller projects uncertain. 

High - Gains from 
command and control 
likely longer to be 
realized. 

High - Gains from 
command and control 
likely longer to be 
realized. 

Medium/High - Time to 
adapt for res. and comm.. 
sectors. Ability to mitigate 
without market-based 
mechanism for smaller 
projects uncertain. 

High - Gains from 
command and control 
likely longer to be 
realized. 

Other Advantages 

Single threshold. Single threshold. 
BMPs can be updated. 
Greenlist can be updated. 

Single threshold. Does not 
change CEQA processing 
for most projects. CARB 
inventory = project inv.. 
All projects treated same. 

Single threshold.  
Does not change CEQA 
processing for most 
projects. Follows 
established SIP practice. 

BMPs can be updated. 
Greenlist can be updated. 
Unit-Based thresholds can 
be updated. 

Existing guideline. 
Does not change CEQA 
processing for most 
projects. Endorsed by Cal. 
Chapter of the APA. 

Other 
Disadvantages 

Requires all projects to 
quantify emissions. 

Requires nearly all 
projects to quantify 
emissions. 

    Sectoral projects have 
different GHG emis. Only 
largest projects to quantify 
emis. 

Sectoral projects have 
different GHG emissions. 
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Introduction 
 
This chapter evaluates the availability of various analytical methods and modeling 
tools that can be applied to estimate the greenhouse gas emissions from different 
project types subject to CEQA.  This chapter will also provide comments on the 
suitability of the methods and tools to accurately characterize a projects emissions and 
offer recommendations for the most favorable methodologies and tools available.  Some 
sample projects will be run through the methodologies and modeling tools to demonstrate 
what a typical GHG analysis might look like for a lead agency to meet its CEQA 
obligations.  The air districts retained the services of EDAW environmental consultants 
to assist with this effort.   
 
Methodologies/Modeling Tools 
 
There are wide varieties of discretionary projects that fall under the purview of CEQA.  
Projects can range from simple residential developments to complex expansions of 
petroleum refineries to land use or transportation planning documents.  It is more 
probably than not, that a number of different methodologies would be required by any 
one project to estimate its direct and indirect GHG emissions.  Table 10 contains a 
summary of numerous modeling tools that can be used to estimate GHG emissions 
associated with various emission sources for numerous types of project’s subject to 
CEQA.  The table also contains information about the models availability for public use, 
applicability, scope, data requirements and its advantages and disadvantages for 
estimating GHG emissions.   
 
In general, there is currently not one model that is capable of estimating all of a project’s 
direct and indirect GHG emissions.  However, one of the models identified in Table 9 
would probably be the most consistently used model to estimate a projects direct GHG 
emissions based on the majority of projects reviewed in the CEQA process.  The Urban 
Emissions Model (URBEMIS) is designed to model emissions associated with 
development of urban land uses.  URBEMIS attempts to summarize criteria air pollutants 
and CO2 emissions that would occur during construction and operation of new 
development.  URBEMIS is publicly available and already widely used by CEQA 
practitioners and air districts to evaluate criteria air pollutants emissions against air 
district-adopted significance thresholds.  URBEMIS is developed and approved for 
statewide use by CARB.  The administrative reasons for using URBEMIS are less 
important than the fact that this model would ensure consistency statewide in how CO2 
emissions are modeled and reported from various project types.   
 
One of the shortfalls of URBEMIS is that the model does not contain emission factors for 
GHGs other than CO2, except for methane (CH4) from mobile-sources, which is 
converted to CO2e.  This may not be a major problem since CO2 is the most important 
GHG from land development projects.  Although the other GHGs have a higher global 
warming potential, a metric used to normalize other GHGs to CO2e, they are emitted in 
far fewer quantities.  URBEMIS does not calculate other GHG emissions associated with 
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off-site waste disposal, wastewater treatment, emissions associated with goods and 
services consumed by the residents and workers supported by a project.  Nor does 
URBEMIS calculate GHGs associated with consumption of energy produced off-site.  
(For that matter, URBEMIS does not report criteria air pollutant emissions from these 
sources either).   
 
Importantly, URBEMIS does not fully account for interaction between land uses in its 
estimation of mobile source operational emissions.  Vehicle trip rates are defaults derived 
from the Institute of Transportation Engineers trip generation manuals.  The trip rates are 
widely used and are generally considered worst-case or conservative.  URBEMIS does 
not reflect “internalization” of trips between land uses, or in other words, the concept that 
a residential trip and a commercial trip are quite possibly the same trip, and, thus, 
URBEMIS counts the trips separately.  There are some internal correction settings that 
the modeler can select in URBEMIS to correct for “double counting”; however, a project-
specific “double-counting correction” is often not available.  URBEMIS does allow the 
user to overwrite the default trip rates and characteristics with more project-specific data 
from a traffic study prepared for a project. 
 
Residential, Commercial, Mixed-Use Type Projects/ Specific Plans 
 
Direct Emissions 
 
URBEMIS can be used to conduct a project-specific model run and obtain CO2e 
emissions for area and mobile sources from the project, and convert to metric tons CO2e.  
When a project-specific traffic study is not available, the user should consult with their 
local air district for guidance.  Many air district staff are experienced practitioners of 
URBEMIS and can advise the lead agency or the modeler on how to best tailor 
URBEMIS default input parameters to conduct a project-specific model run.  When a 
traffic study has been prepared for the project, the user must overwrite default trip length 
and trip rates in URBEMIS to match the total number of trips and vehicle miles traveled 
(VMT) contained in the traffic study to successfully conduct a project-specific model run.  
URBEMIS is recommended as a calculation tool to combine the transportation study (if 
available) and EMFAC emission factors for mobile-sources.  Use of a project-specific 
traffic study gets around the main shortfall of URBEMIS: the lack of trip internalization.  
URBEMIS also provides the added feature of quantifying direct area-source GHG 
emissions.  
 
Important steps for running URBEMIS 
 

1. Without a traffic study prepared for the project, the user should consult with the 
local air district for direction on which default options should be used in the 
modeling exercise.  Some air districts have recommendations in the CEQA 
guidelines. 

 
2. If a traffic study was prepared specifically for the project, the following  

information must be provided: 
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a. Total number of average daily vehicle trips or trip-generation rates by 
land use type per number of units; and, 

b. Average VMT per residential and nonresidential trip. 

c. The user overwrites the “Trip Rate (per day)” fields for each land use in 
URBEMIS such that the resultant “Total Trips” and the “Total VMT” 
match the number of total trips and total VMT contained in the traffic 
study. 

d. Overwrite “Trip Length” fields for residential and nonresidential trips in 
UBEMIS with the project-specific lengths obtained form the traffic study.  

3. Calculate results and obtain the CO2 emissions from the URBEMIS output file 
(units of tons per year [TPY]). 

Indirect Emissions 
 
URBEMIS does estimate indirect emissions from landscape maintenance equipment, hot 
water heaters, etc.  URBEMIS does not however, provide modeled emissions from 
indirect sources of emissions, such as those emissions that would occur off-site at utility 
providers associated with the project’s energy demands.  The California Climate Action 
Registry (CCAR) Protocol v.2.2 includes methodology, which could be used to quantify 
and disclose a project’s increase in indirect GHG emissions from energy use.  Some 
assumptions must be made for electrical demand per household or per square foot of 
commercial space, and would vary based on size, orientation, and various attributes of a 
given structure.  An average rate of electrical consumption for residential uses is 7,000 
kilowatt hours per year per household and 16,750 kilowatt hours per thousand square feet 
of commercial floor space.  Commercial floor space includes offices, retail uses, 
warehouses, and schools.  These values have been increasing steadily over the last 20 
years.  Energy consumption from residential uses has increased due to factors such as 
construction and occupation of larger homes, prices of electricity and natural gas, and 
increased personal income allowing residents to purchase more electronic appliances.  
Commercial energy consumption is linked to factors such as vacancy rates, population, 
and sales.  
 
The modeler will look up the estimated energy consumption for the project’s proposed 
land uses under year of project buildout, or use the values given in the previous paragraph 
for a general estimate.  The CCAR Protocol contains emission factors for CO2, CH4, and 
nitrous oxide.  The “CALI” region grid serves most of the State of California.  If a user 
has information about a specific utility provider’s contribution from renewable sources, 
the protocol contains methodology to reflect that, rather than relying on the statewide 
average grid.  The incremental increase in energy production associated with project 
operation should be accounted for in the project’s total GHG emissions for inclusion in 
the environmental document.   
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The incremental increase in energy production associated with project operation should 
be accounted for in the project’s total GHG emissions, but it should be noted that these 
emissions would be closely controlled by stationary-source control-based regulations and 
additional regulations are expected under AB 32.  However, in the interest of disclosing 
project-generated GHG emissions and mitigating to the extent feasible, the indirect 
emissions from off-site electricity generation can be easily calculated for inclusion in the 
environmental document. 
 
Example Project Estimates for GHG Emissions 
 
Residential Project 
 
Project Attributes: 
 

• 68 detached dwelling units 
• 15.9 acres 
• 179 residents 
• 0 jobs 
• Located in unincorporated Placer County (PCAPCD jurisdiction) 
• Analysis year 2009 

As shown in Table 6, the project’s direct GHG emissions per service population (SP) 
would be approximately 8 metric tons CO2e/SP/year.  
 
Table 6: Residential Project Example GHG Emissions Estimates 

URBEMIS Output (Project Specific) Metric Tons/Year 
CO2e 

Demographic Data 

Area-source emissions 251 Residents 179 

Mobile-source emissions 1,044 Jobs 0 

Indirect emissions (from CCAR 
Protocol)   

174 

Total operational emissions 1,469 

Operational emissions/SP  8.2 

Service population 179 

Notes: 
CO2e = carbon dioxide equivalent; CCAR = California Climate Action Registry; SP = service population(see definition of service 
population below in discussion of Normalization/Service Population Metric).  
 
Sources: EDAW 2007, ARB 2007b, CCAR 2007, CEC 2000 

 
Commercial Project 
 
Project Attributes: 
 

• Free Standing Discount Superstore: 241 thousand square feet (ksf) 
• 0 residents 
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• 400 jobs 
• Located in the San Joaquin Valley Air Pollution Control District’s (SJVAPCD) 

jurisdiction 
• Analysis year 2009 

 
 
Table 7: Commercial Project Example GHG Emissions Estimates 

URBEMIS Output (Project Specific) Metric Tons/Year 
CO2e 

Demographic Data 

Area-source emissions 464 Residents 0 

Mobile-source emissions 13,889 Jobs 400 

Indirect emissions (from CCAR Protocol)  1,477 

Total operational emissions 15,830 

Operational emissions/SP  39.6 

Service population 400 

Notes: 
CO2e = carbon dioxide equivalent; CCAR = California Climate Action Registry; SP = service population (see definition of service 
population below in discussion of Normalization/Service Population Metric). 
 
Sources: EDAW 2007, ARB 2007b, CCAR 2007, CEC 2000 

 
Specific Plan 
 
If used traditionally with default trip rates and lengths, rather than project-specific 
(Traffic Analysis Zone-specific) trip rates and lengths, URBEMIS does not work well for 
specific plan or general plan-sized projects with multiple land use types proposed.  
However, in all instances, projects of these sizes (several hundred or thousand acres) 
would be accompanied by a traffic study.  Thus, for large planning-level projects, 
URBEMIS can be used as a calculation tool to easily obtain project-specific mobile-
source emissions.  The user should follow the steps discussed above; wherein he/she 
overwrites the default ITE trip rates for each land use type with that needed to make total 
VMT match that contained in the traffic study.  The URBEMIS interface is a simple 
calculator to combine the traffic study and EMFAC emissions factors for mobile-source 
CO2.  
 
Project Attributes: 
 

• 985 acres 
• Total dwelling units: 5,634 
• Commercial/Mixed Use: 429 ksf 
• Educational: 2,565 ksf 
• 14,648 residents 
• 3,743 jobs 
• Located in Sacramento County (SMAQMD jurisdiction) 
• Analysis year 2009 
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Table 8: Specific Plan Example GHG Emissions Estimates 
URBEMIS Output (Project Specific) Metric Tons/Year 

CO2e 
Demographic Data 

Area-source emissions 23,273 Residents 14,648 

Mobile-source emissions 73,691 Jobs 3,743 

Indirect emissions (from CCAR 
Protocol)  

32,744 

Total operational emissions 129,708 

Operational emissions/SP  7.1 

Service 
population 18,391 

Notes: 
CO2e = carbon dioxide equivalent; CCAR = California Climate Action Registry; SP = service population (see definition of 
service population below in discussion of Normalization/Service Population Metric). 
 
Sources: EDAW 2007, ARB 2007b, CCAR 2007, CEC 2000 

 
The specific plan example, when compared to the residential or commercial examples, 
illustrates the benefit of a mixed-use development when you look at CO2e emissions per 
resident or job (service population) metric (see definition of service population below in 
discussion of Normalization/Service Population Metric).  Though this particular specific 
plan is not an example of a true jobs/housing balance, the trend is clear: accommodating 
residents and jobs in a project is more efficient than residents or jobs alone. 
 
Stationary- and Area-Source Project Types 
 
GHG emissions from stationary or area sources that require a permit to operate from the 
air district also contain both direct and indirect sources of emissions.  Examples of these 
types of sources would be fossil fuel power plants, cement plants, landfills, wastewater 
treatment plants, gas stations, dry cleaners and industrial boilers.  All air districts have 
established procedures and methodologies for projects subject to air district permits to 
calculate their regulated pollutants.  It is anticipated that these same procedures and 
methodologies could be extended to estimate a permitted facility’s GHG calculations.  
For stationary and area sources that do not require air district permits, the same 
methodologies used for permitted sources could be used in addition to URBEMIS 
and CCAR GRP to calculate GHG emissions from these facilities. 
 
Wastewater Treatment Facilities 
 
Direct GHG emissions associated with a proposed waste water treatment plant can be 
calculated using AP-42 emission factors from Chapter 4.3.5 Evaporative Loss Sources: 
Waste Water-Greenhouse Gases and the CCAR methodology.  In general, most 
wastewater operations recover CH4 for energy, or use a flare to convert the CH4 to CO2.  
There are many types of wastewater treatment processes and the potential for GHG 
emissions from different types of plants varies substantially.  There is not one standard 
set of emission factors that could be used to quantify GHG emissions for a state 
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“average” treatment plant.  Thus, research will need to be conducted on a case-by-case 
basis to determine the “Fraction Anaerobically Digested” which is a function of the 
type of treatment process.  Indirect emissions from these facilities can be calculated 
using the CCAR energy use protocols and URBEMIS model for transportation 
emissions. 
 
Solid Waste Disposal Facilities 
 
Air districts will have emission estimate methodologies established for methane 
emissions at permitted landfills.  In addition, EPA’s Landfill Gas Emissions Model 
(LandGem) and the CCAR methodology could also be used to quantify GHG emissions 
from landfill off gassing; however, this model requires substantial detail be input.  The 
model uses a decomposition rate equation, where the rate of decay is dependent on the 
quantity of waste in place and the rate of change over time.  This modeling tool is free to 
the public, but substantial project detail about the operation of the landfill is needed to 
run the model.  Indirect emissions from these facilities can be calculated using the CCAR 
energy use protocols and URBEMIS model for transportation emissions. 
 
Construction Emissions 
 
GHG emissions would occur during project construction, over a finite time.  In addition, 
a project could result in the loss of GHG sequestration opportunity due primarily to the 
vegetation removed for construction.  URBEMIS should be used to quantify the mass of 
CO2 that would occur during the construction of a project for land development projects.  
Some construction projects would occur over an extended period (up to 20–30 years on a 
planning horizon for general plan buildout, or 5–10 years to construct a dam, for 
example).  OFFROAD emission factors are contained in URBEMIS for CO2 emissions 
from construction equipment.  For other types of construction projects, such as roadway 
construction projects or levee improvement projects, SMAQMD’s spreadsheet modeling 
tool, the Road Construction Emissions Model (RoadMod), should be used.  This tool is 
currently being updated to include CO2 emissions factors from OFFROAD. 
 
The full life-cycle of GHG emissions from construction activities is not accounted for in 
the modeling tools available, and the information needed to characterize GHG emissions 
from manufacture, transport, and end-of-life of construction materials would be 
speculative at the CEQA analysis level.  The emissions disclosed will be from 
construction equipment and worker commutes during the duration of construction 
activities.  Thus, the mass emissions in units of metric tons CO2e/year should be reported 
in the environmental document as new emissions. 
 
General Plans 
 
In the short-term, URBEMIS can be used as a calculation tool to model GHG emissions 
from proposed general plans, but only if data from the traffic study is incorporated into 
model input.  The same methodology applied above in the specific plan example applies 
to general plans.  The CCAR GRP can be used to approximate indirect emissions from 
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increased energy consumption associated with the proposed plan area.  The same models 
and methodologies discussed previously for wastewater, water supply and solid waste 
would be used to estimate indirect emissions resulting from buildout of the general plan. 
 
In the longer-term, more complex modeling tools are needed, which would integrate 
GHG emission sources from land use interaction, such as I-PLACE3S or CTG 
Energetics’ Sustainable Communities Custom Model attempt to do.  These models are 
not currently available to the public and only have applicability in certain areas of the 
state.  It is important that a tool with statewide applicability be used to allow for 
consistency in project treatment, consideration, and approval under CEQA. 
 
Scenarios 
 
At the general plan level, the baseline used for analyzing most environmental impacts of 
a general plan update is typically no different from the baseline for other projects.  The 
baseline for most impacts represents the existing conditions, normally on the date the 
Notice of Preparation is released.  Several comparative scenarios could be relevant, 
depending on the exact methodological approach and significance criteria used for GHG 
assessment: 
 

• Existing Conditions.  The GHG emissions associated with the existing, on-the-
ground conditions within the planning area. 

 
• 1990 conditions.  The GHG emissions associated with the general plan area in 

1990.  This is relevant due to the state’s AB 32 GHG emission reduction goals’ 
benchmark year of 1990.  The GHG-efficiency of 1990 development patterns 
could be compared to that of the general plan buildout.   

 
• Buildout of the Existing General Plan.  The GHG emissions associated with 

buildout of the existing general plan (without the subject update).  This is the no 
project alternative for the purposes of general plan CEQA analysis. 

 
• Buildout of the Updated General Plan.  The GHG emissions associated with 

buildout of the general plan, as proposed as a part of the subject update.  This 
would include analysis of any changes included as a part of the general plan 
update for the existing developed portions of the planning area.  Many 
communities include redevelopment and revitalization strategies as a part of the 
general plan update.  The general plan EIR can include assumptions regarding 
what level and type of land use change could be facilitated by infill and 
redevelopment.  Many jurisdictions wish to provide future projects consistent 
with these land use change assumptions with some environmental review 
streamlining.  In addition, many communities include transit expansions, 
pedestrian/bicycle pathway improvements, multi-modal facility construction, 
travel demand policies, energy efficiency policies, or other measures that could 
apply to the existing developed area, just as they may apply to any new growth 
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areas.  Such policies could affect the overall GHG emissions of the built out 
general plan area. 

 
• Increment between Buildout of Updated General Plan and Existing General 

Plan Area.  There are many important considerations associated with the 
characterization of the impact of the General Plan update.  The actual GHG 
emissions impact could be described as the difference between buildout under the 
existing and proposed land use plan (No-Build Alternative).  However, the courts 
have held that an EIR should also analyze the difference between the proposed 
General Plan and the existing environment (Environmental Planning & 
Information Council v. County of El Dorado (EPIC) (1982) 131 Cal.App.3d 350).  
At the General Plan level, over the course of buildout, some new land uses are 
introduced, which could potentially add operational GHG emissions and 
potentially remove existing sequestration potential.  Some properties become 
vacant and are not redeveloped.  Other properties become vacant and then are 
redeveloped.  Communities cannot pretend to understand fully in advance each 
component of land use change.  The programmatic document is the preferred 
method of environmental analysis.  Through this programmatic framework, 
communities develop buildout assumptions as a part of the General Plan that are 
normally used as a basis of environmental analysis.  For certain aspects of the 
impact analysis, it becomes important not just to understand how much “new 
stuff” could be accommodated under the updated General Plan, but also the 
altered interactions between both “new” and “existing” land uses within the 
planning area.  As addressed elsewhere, there are tools available for use in 
understanding land use/transportation interactions at the General Plan level.  
Without the GHG targets established by AB 32, a simple mass comparison of 
existing conditions to General Plan buildout might be appropriate. 

 
However, within the current legal context, the GHG efficiency of the updated General 
Plan becomes the focus of analysis.  Some options in this regard include: 
 

• Estimate the GHG emissions associated with all the land uses included within the 
planning area upon buildout of the General Plan using no project specific 
information (regional, countywide, or statewide defaults).  Estimate GHG 
emissions using project specific information from the transportation engineer, 
transportation demand policies, community design elements, energy efficiency 
requirements, wastewater treatment and other public infrastructure design 
changes, and other components.  Compare these two calculations.  Is the second 
calculation reduced by the percent needed to meet AB 32 goals compared to the 
first calculation? 

 
• Estimate the GHG emissions associated with the 1990 planning area and the per-

capita or per-service population GHG associated with the 1990 planning area.  
(Many communities are establishing GHG inventories using different tools).  
Estimate the GHG emissions associated with buildout of the proposed General 
Plan update and the resulting per-capita or per-service population GHG 
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emissions.  Compare the two calculations.  Is the General Plan buildout per-capita 
or per-service population level greater than the 1990 estimate? 

 
Example General Plan Update:  Proposed new growth area 
 
Project Attributes: 

• 10,050 single family dwelling units 
• 652 multi-family dwelling units 
• 136 acres parks 
• 2,047 ksf commercial (regional shopping center) 
• 2,113 ksf office 
• 383 acres industrial park 
• 31,293 new residents 
• 4,945 new jobs 
• Located in Stanislaus County (SJVAPCD jurisdiction) 
• Analysis year 2025 

 
Table 9: General Plan Example GHG Emissions Estimates 
URBEMIS Output (Project Specific) Metric Tons/Year 

CO2e 
Demographic Data 

Construction emissions 12,083*  

Area-source emissions 45,708 
Residents 31,293 

Mobile-source emissions 263,954 

Indirect emissions (from CCAR Protocol) 78,385 
Jobs 
 

4,945 
 

Total operational emissions 388,046 

Operational emissions/SP  10.7 
Service population 36,238 

 

* Approximately 241,656 metric tons CO2e total at general plan buildout (assumes 20-year buildout period).  Construction emissions 
were not included in total operational emissions. 
Notes: 
CO2e = carbon dioxide equivalent; CCAR = California Climate Action Registry; SP = service population (see definition of service 
population below in discussion of Normalization/Service Population Metric). 
Sources: EDAW 2007, ARB 2007b, CCAR 2007, CEC 2000 

 
Due to the programmatic level of analysis that often occurs at the general plan level, and 
potential for many relevant GHG emission quantities, it could be preferable to use a 
qualitative approach.  Such an analysis could address the presence of GHG-reducing 
policy language in the general plan. 
 
Three possible tiers of approaches to addressing GHG mitigation strategies, either as 
general plan policy, general plan EIR mitigation measures, or both, include: 
 

• Forward planning 
• Project toolbox 
• Defer to GHG reductions plan 
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The three basic approaches are described below. 
 
1.  Bring reduction strategies into the plan itself.  The most effective way for local 
jurisdictions to achieve GHG emissions reductions in the medium- and long-term is 
through land use and transportation policies that are built directly into the community 
planning document.  This involves creating land use diagrams and circulation 
diagrams, along with corresponding descriptive standards, that enable and encourage 
alternatives to travel and goods movement via cars and trucks.  The land use and 
circulation diagrams provide a general framework for a community where people can 
conduct their everyday business without necessarily using their cars.  The overall 
community layout expressed as a part of the land use and circulation diagrams is 
accompanied by a policy and regulatory scheme designed to achieve this community 
layout.  Impact fees, public agency spending, regulations, administrative procedures, 
incentives, and other techniques are designed to facilitate land use change consistent with 
the communities’ overall vision, as expressed in policy and in the land use diagram.  
There are many widely used design principles that can be depicted in land use and 
circulation diagrams and implemented according to narrative objectives, standards, and 
policies: 
 

• Connectivity.  A finely-connected transportation network shortens trip lengths 
and creates the framework for a community where homes and destinations can be 
placed close in proximity and along direct routes.  A hierarchical or circuitous 
transportation network can increase trip lengths and create obstacles for walking, 
bicycling, and transit access.  This policy language would likely be found in the 
Circulation Element. 

 
• Compactness.  Compact development, by its nature, can increase the efficiency of 

infrastructure provision and enable travel modes other than the car.  If 
communities can place the same level of activity in a smaller space, GHG 
emissions would be reduced concurrently with VMT and avoid unnecessary 
conversion of open space.  This policy language would likely be found in the 
Land Use Element. 

 
• Diversity.  Multiple land use types mixed in proximity around central “nodes” of 

higher-activity land uses can accommodate travel through means other than a car.  
The character and overall design of this land use mix is, of course, different from 
community to community.  This policy language would likely be found in the 
Land Use Element. 

 
• Facilities.  Pedestrian, bicycle, and public transportation improvements, planning, 

and programming are sometimes an afterthought.  To get a more GHG-efficient 
mode share, safe and convenient bike lanes, pedestrian pathways, transit shelters, 
and other facilities are required to be planned along with the vehicular travel 
network.  This policy language would likely be found in the Circulation Element. 
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• Redevelopment.  One way to avoid GHG emissions is to facilitate more efficient 
and economic use of the lands in already-developed portions of a community.  
Reinvestment in existing neighborhoods and retrofit of existing buildings is 
appreciably more GHG efficient than greenfield development, and can even 
result in a net reduction in GHG emissions.  This policy language would likely be 
found in the Conservation or Land Use Element. 

 
• Housing and Employment.  Most communities assess current and future 

economic prospects along with long-range land use planning.  Part of the 
objective for many communities is to encourage the coalescence of a labor force 
with locally available and appropriate job opportunities.  This concept is best 
known as “jobs-housing balance.”  This policy language would likely be found in 
the Housing Element. 

 
• Planning Level Versus Project Level.  For transportation-related GHG emissions 

that local governments can mitigate through land use entitlement authority, the 
overall community land use strategy and the overall transportation network are 
the most fruitful areas of focus.  The reduction capacity of project-specific 
mitigation measures is greatly limited if supportive land use and transportation 
policies are lacking at the community planning level.  The regional economic 
context, of course, provides an important backdrop for land use and 
transportation policy to address GHG emissions.  Within this context, the general 
plan is the readily available tool for local governments to establish such land use 
and transportation strategies.  This policy language would likely be found in the 
Land Use and Circulation Elements. 

 
• Shipping Mode Shift.  Locate shipping-intensive land uses in areas with rail 

access.  Some modes of shipping are more GHG-intensive than others.  Rail, for 
example, requires only about 15 to 25 percent of the energy used by trucks to ship 
freight equivalent distances and involves reduced transportation-related GHG 
emissions.  Cities and counties have little direct control over the method of 
shipment that any business may choose.  Nevertheless, as a part of the general 
planning process, cities and counties can address constraints on the use of rail for 
transporting goods.  This policy language would likely be found in the Land Use 
and Circulation Elements. 

 
2.  Provide a “toolbox” of strategies after the project site has been selected.  In addition to 
the examples of design principles that are built into the community planning process, 
communities can offer project applicants a range of tools to reduce GHG emissions.  
Mitigation strategies are elaborated in detail in Chapter 9. 
 
3.  Defer to General Plan implementation measure.  Develop and implement a GHG 
Emissions Reduction Plan.  Another option for local governments would be development 
of an implementation measure as a part of the general plan that outlines an enforceable 
GHG reduction program.  Perhaps the most well known example of this approach is the 
result of California’s Attorney General settlement of the lawsuit brought against San 
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Bernardino County.  The County has agreed to create a 1990 GHG inventory and 
develop measures to reduce such emissions according to the state’s overall goals. 
Other communities have pursued similar programs (i.e., the City of San Diego, Marin 
County).  Along with the inventories, targets, and example reduction measures, these 
programs would include quantitative standards for new development; targets for 
reductions from retrofitting existing development; targets for government operations; 
fee and spending program for GHG reduction programs; monitoring and reporting; and 
other elements. The local government itself should serve as a model for GHG reduction 
plan implementation, by inventorying emissions from government operations and 
achieving emission reductions in accordance with the plan’s standards.  An optional 
climate change element could be added to contain goals, policies, and this 
implementation strategy, or this could belong in an optional air quality element. 
 
Other Project Types 
 
Air District Rules, Regulations and Air Quality Plans 
 
Air district air quality plans, rules and regulations could have the potential to increase or 
decrease GHG emissions within their respective jurisdiction.  In general, air district air 
quality plans, rules and regulations act to reduce ozone precursors, criteria air pollutant 
and toxic air contaminant emissions, which would almost always act to reduce GHG 
emissions simultaneously.  However, this may not always be the case.   
 
Air Quality Plans 
 
Air districts will have to include GHG emissions analysis as part of their criteria air 
pollutant and toxic air contaminant air pollutant analysis when considering the adoption 
of air quality plans and their subsequent rules and regulations needed to implement the 
plans.  Multiple models and methodologies will be needed to accomplish this analysis. 
 
Regional Transportation Plans 
 
Regional transportation plans would also need to be evaluated on a case-by-case basis to 
determine if a net increase or decrease in GHG emissions would occur.  Complex 
interactions between the roadway network, operating conditions, alternative 
transportation availability (such as public transit, bicycle pathways, and pedestrian 
infrastructure), and many other independent parameters specific to a region should be 
considered.  Regional transportation models exist to estimate vehicular emissions 
associated with regional transportation plans, which includes the ability to estimate GHG 
emissions. 
 
Normalization/Service Population Metric 
 
The above methodology would provide an estimate of the mass GHG emissions 
generated by a proposed project, which could be compared to a mass emission threshold.  
EDAW developed a methodology that would measure a project’s overall GHG efficiency 
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in order to determine if a project is more efficient than the existing statewide average for 
per capita GHG emissions.  The following steps could be employed to estimate the GHG-
“efficiency,” which may be more directly correlated to the project’s ability to help obtain 
objectives outlined in AB 32, although it relies on establishment of an efficiency-based 
significance threshold.  The subcommittee believes this methodology may eventually be 
appropriate to evaluate the long-term GHG emissions from a project in the context of 
meeting AB 32 goals.  However, this methodology will need substantially more work and 
is not considered viable for the interim guidance presented in this white paper. 
 

• Divide the total operational GHG emissions by the Service Population (SP) 
supported by the project (where SP is defined as the sum of the number of 
residents and the number of jobs supported by the project).  This value should be 
compared to that of the projected statewide GHG emissions inventory from the 
applicable end-use sectors (electricity generation, residential, 
commercial/institutional, and mobile-source) in 1990 divided by the projected 
statewide SP for the year 2020 (i.e., AB 32 requirements), to determine if the 
project would conflict with legislative goals. 

 
o If the project’s operational GHG/SP falls below AB 32 requirements, then 

the project’s GHG emissions are less than cumulatively considerable. 
 
o If the project’s operational GHG/SP exceed AB 32 requirements (a 

substantial contribution), then the project’s GHG emissions would conflict 
with legislative requirements, and the impact would be cumulatively 
considerable and mitigation would be required where feasible. 

 
• New stationary and area sources/facilities: calculate GHG emissions using the 

CCAR GRP.  All GHG emissions associated with new stationary or area sources 
should be treated as a net increase in emissions, and if deemed significant, should 
be mitigated where feasible. 

 
• Road or levee construction projects or other construction-only projects: calculate 

GHG emissions using the RoadMod, which will be updated to contain GHG 
emission factors from EMFAC and OFFROAD.  All construction-generated 
GHG emissions should be treated as a net increase, and if deemed significant, 
should be mitigated to the extent feasible.  

 
• Air District rulemaking or air quality management plan-type projects should be 

evaluated on a case-by-case basis for secondary impacts of increased GHG 
emissions generation.  In most cases, the types of projects that act to reduce 
regional air pollution simultaneously act to reduce GHG emissions, and would be 
beneficial, but should be evaluated for secondary effects from GHG emissions.  

 
• Regional transportation plans should also be evaluated on a case-by-case basis for 

potential to either reduce or increase GHG emissions from the transportation 
sector.  EMFAC can be utilized to determine the net change in GHG emissions 
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associated with projected vehicle VMT and from operating speed changes 
associated with additional or alleviated congestion. 

 
To achieve the goals of AB 32, which are tied to GHG emission rates of specific 
benchmark years (i.e., 1990), California would have to achieve a lower rate of 
emissions per unit of population and per unit of economic activity than it has now.  
Further, in order to accommodate future population and economic growth, the state 
would have to achieve an even lower rate of emissions per unit than was generated in 
1990.  (The goal to achieve 1990 quantities of GHG emissions by 2020 means that this 
will need to be accomplished in light of 30 years of population and economic growth in 
place beyond 1990.)  Thus, future planning efforts that would not encourage new 
development to achieve its fair share of reductions in GHG emissions would conflict with 
the spirit of the policy decisions contained in AB 32, thus impeding California’s ability to 
comply with the mandate. 
 
Thus, if a statewide context for GHG emissions were pursued, any net increase in GHG 
emissions within state boundaries would be considered “new” emissions.  For example, a 
land development project, such as a specific plan, does not necessarily create “new” 
emitters of GHG, but would theoretically accommodate a greater number of residents in 
the state.  Some of the residents that move to the project could already be California 
residents, while some may be from out of state (or would ‘take the place’ of in-state 
residents who ‘vacate’ their current residences to move to the new project).  Some may 
also be associated with new births over deaths (net population growth) in the state.  The 
out-of-state residents would be contributing new emissions in a statewide context, but 
would not necessarily be generating new emissions in a global context.  Given the 
California context established by AB 32, the project would need to accommodate an 
increase in population in a manner that would not inhibit the state’s ability to achieve the 
goals of lower total mass of emissions. 
 
The average net influx of new residents to California is approximately 1.4 percent per 
year (this value represents the net increase in population, including the net contribution 
from births and deaths).  With population growth, California also anticipates economic 
growth.  Average statewide employment has grown by approximately 1.1 percent over 
the last 15 years.  The average percentage of population employed over the last 15 years 
is 46 percent.  Population is expected to continue growing at a projected rate of 
approximately 1.5 percent per year through 2050.  Long-range employment projection 
data is not available from the California Department of Finance (DOF) and can be 
extrapolated in different ways (e.g., linear extrapolation by percentage rate of change, 
percentage of population employed, mathematical series expansion, more complex 
extrapolation based on further research of demographic projections such as age 
distribution).  Further study would be needed to refine accurate employment projections 
from the present to 2050.  For developing this framework, employment is assumed to 
have a constant proportionate relationship with the state’s population.  The projected 
number of jobs is assumed to be roughly 46 percent of the projected population. 
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In light of the statewide context established by California law, consistency is most 
important for evaluating GHG emissions from projects.  Thus, URBEMIS and the CCAR 
GRP are the recommended tools for quantification of GHG emissions from most project 
types in the short term.  Over the long term, more sophisticated models that integrate the 
relationship between GHG emissions and land use, transportation, energy, water, waste, 
and other resources, and have similar application statewide would have better application 
to the problem, but may not currently be as accessible or as easily operable.  I-PLACE3S 
and CTG Energetics’ Sustainable Communities Model (SCM) are two examples of such 
models that contain emission factors for GHGs, which could be refined to have 
applicability statewide and made available to CEQA practitioners.  Other models are 
likely to be developed, given the importance of this issue. 
 
Short-Term and Long-Term Methodologies 
 
The following tools can be used to quantify a project’s GHG emissions until tools that are 
more comprehensive become available statewide: 
 

1. Land development projects: URBEMIS 2007 v. 9.2 and the CCAR GRP v. 2.2 
(short-term); further development of I-PLACE3S or CTG’s Sustainable 
Communities Model (long-term). 

2. New stationary and area sources/facilities: AP-42 Chapter 4.3, LandGem v. 3.02, 
and/or CCAR GRP v. 2.2. 

3. Road or levee construction projects or other construction-only projects: 
RoadMod/OFFROAD 2007. 

 
Ideally, I-PLACE3S or CTG’s Sustainable Communities Model would be expanded to 
apply to all regions of the state.  These types of models use an integrated approach, which 
is the best approach for reasonably approximating the emissions that result from 
interaction between land uses, but neither is available to the public and would create 
consistency problems in reporting emissions from projects across the state if these were 
used today.  However, a similar model with statewide applicability will likely be 
developed due to the importance of the issue.Table 10 
Summary of Modeling Tools for Estimating GHG Emissions and Project Applicability 
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Table 10: Summary of Modeling Tools for GHG Emissions 

Method/Tool 
Description 

Availability Applicability Scope Ease of 
Use 

Data Input 
(Requirements 
and Guidance) 

Data Output Recommendation 
Comments 

Advantages/ 
Disadvantages 

URBEMIS 
2007 

Public domain 
-Download 
(www.urbemis.co
m) free of charge 

Land development 
and construction 
projects 
(construction, 
mobile- and area- 
source emissions) 

Local Fairly 
Easy 

Land use 
information, 
construction and 
operational data 
and assumptions 
(e.g., jurisdiction, 
acres of land use 
type, year of 
operation, etc.) 

Mobile-source 
Construction & 
Operational CO2 
(lb/day or 
tons/year) 

-Recommended for 
land use 
development and 
construction 
projects 
-Also recommended 
for net change in 
land use (zoning 
changes) 

-Does not quantify 
indirect emissions from 
energy consumption or 
other GHGs (except 
methane from mobile-
sources) 
-Free, available to public, 
and applicable statewide 
-Widely used for 
assessment of other air 
quality impacts 

California 
Climate 
Action 
Registry 
General 
Reporting 
Protocol v. 2.2 

Public guidance 
document 

Indirect emissions 
from land 
development 
projects, 
stationary- and 
area-source 
facilities 
regulated under 
AB 32 

State Easy Energy 
consumption  

CO2e (Metric 
tons/year) 

-Recommended for 
indirect emissions 
from energy 
consumption for 
land use 
development 
projects, and for 
new stationary- or 
area- sources to be 
regulated 

-Contains emission factors 
for CH4 and N2O in 
addition to CO2 
-Does not contain 
emission factors broken 
down by utility provider 
(statewide average grid 
only) 

Clean Air and 
Climate 
Projection 
(CACP) 
Software 

Public agencies 
(members of 
ICLEI, NACAA, or 
similar) 

Local 
governments used 
for emissions 
inventories 

Local N/A 

Energy usage, 
waste 
generation/disposal 
transportation 

CO2e (tons/year) 

-Recommended for 
inventories of local 
government entities 
activities (must be a 
member of affiliated 
agency or group) 

-Not available to public 

CTG 
Sustainable 
Communities 
Model 

Custom model Land development Regional, 
scalable N/A 

Land use 
information, 
operational 
(mobile, energy, 
economic, 
infrastructure) 
assumptions 

CO2e (tons/year) 

-An integrated and 
comprehensive 
modeling tool, but 
cannot obtain 

-Not available to public 
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Method/Tool 
Description 

Availability Applicability Scope Ease of 
Use 

Data Input 
(Requirements 
and Guidance) 

Data Output Recommendation 
Comments 

Advantages/ 
Disadvantages 

I-PLACE3S 

Access fee through 
local COG 
Only available for 
eight California 
counties 

Land use change Regional, 
scalable 

Fairly 
Easy Parcel information CO2 (lb/day or 

tons/year) 

-Recommended for 
land use 
development 
projects and land 
use changes 
-Especially good for 
general plans 

-Not freely available to 
public 
-Not applicable statewide 
-Actually provides insight 
into land use interaction 
-Can include very specific 
project attributes  
-Trip rates are from 
behavioral survey data, 
instead of ITE 

EMFAC 2007 Public domain On-road mobile-
sources 

Statewide, 
regional 

Fairly 
Easy 

Vehicle fleet 
information 

CO2 
(grams/mile) 

-Not recommended 
for most projects 
(URBEMIS 
preferred) 
-Could be used for 
certain Air District 
Rulemaking 
applications 

-Can compare emissions 
based on speed-
distribution 
-Emission factors 
contained in URBEMIS 
-Not a stand-alone model 

OFFROAD 
2007 Public domain 

Off-road mobile 
sources 
(construction 
equipment) 

Statewide, 
regional 

Fairly 
Easy 

Construction fleet 
information CO2 (lb/day) 

-Not recommended 
(URBEMIS 
preferred) 
-could be used for 
certain Air District 
Rulemaking 
applications (re: 
construction 
equipment) 

-Emission factors 
contained in URBEMIS 

RoadMod 
(to be updated 
to include 
CO2) 

Public domain 

Off-road and on-
road mobile 
sources 
(construction 
equipment and 
material haul 
trucks) 

Statewide Easy Construction 
information 

CO2 (lb/day or 
tons/project) 

-Recommended for 
construction-only 
projects (linear in 
nature; i.e., levees, 
roads, pipelines) 

-To be updated to support 
emissions factors from 
OFFROAD 2007 
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Method/Tool 
Description 

Availability Applicability Scope Ease of 
Use 

Data Input 
(Requirements 
and Guidance) 

Data Output Recommendation 
Comments 

Advantages/ 
Disadvantages 

DTIM Public domain On-road mobile-
sources 

Statewide, 
regional 

Difficult 
(consists of 
a series of 
three 
programs 
and 
requires 
input files 
from traffic 
and 
emissions 
modeling) 

-EMFAC files 
-Traffic model 
output files (e.g., 
link, interzonal, and 
trip end data) 
-User options file 
-Optional files 
 

CO2 (tons/year) -Not recommended 

-Not updated to support 
EMFAC 2007 emission 
factors 
-Input files include output 
files from regional 
transportation models 
which more accurately 
reflect VMT 

Southeast 
Climate 
Change 
Partnership 
Spreadsheet 
Model (UK) 

Public domain 
http://www.climate
southeast.org.uk/ 

UK Local 
government/ 
agencies/ 
organizations 
used for emissions 
inventories 

Local, 
county, 
regional 

Fairly easy

Energy usage, 
waste 
generation/disposal
, transportation 

CO2 
(tonnes/year) 

-Not recommended 
for use in 
California, but could 
be a valuable source 
for building an 
applicable 
spreadsheet model 

-Applicability for UK, but 
could be updated with CA-
specific emission factors  

EPA AP-42; 
Evaporation 
Loss Sources 
Chapter 4.3.5  

Public reference 
document  

GHG emissions 
from waste water 
treatment 
facilities 

Facility 
level 

Easy 
equation; 
substantial 
research 
needed to 
use 

Biochemical oxygen 
demand (BOD) 
loading, Fraction 
anaerobically 
digested 

CH4 (lb/year) 

-Recommended for 
Publicly owned 
treatment works 
(POTW) projects 

-Substantial research 
needed to determine the 
“fraction anaerobically 
digested” parameter, 
which is dependent on the 
type of treatment 
plant/process 

LandGem v. 
3.02 

Public domain 
http://www.epa.go
v/ttn/catc/dir1/lan
dgem-v302.xls 

GHG emissions 
from anaerobic 
decomposition 
associated with 
landfills 

Facility 
Level Moderate 

Solid waste 
processing, year of 
analysis, lifetime of 
waste in place 

CO2, CH4 (Mega 
grams/year) 

-Recommended for 
landfill emissions 

-Emission rates change 
dependent on years of 
decomposition, waste in 
place rates of change. 
-Complex decomposition 
rate equation, but good 
first approximation 
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Method/Tool 
Description 

Availability Applicability Scope Ease of 
Use 

Data Input 
(Requirements 
and Guidance) 

Data Output Recommendation 
Comments 

Advantages/ 
Disadvantages 

CARROT Registry members 

Stationary source 
emissions, vehicle 
fleet mobile 
sources 

Facility 
level Moderate Facility-specific 

information All GHGs 

-Recommended for 
reporting facilities 
under AB 32 and for 
indirect emissions 
from energy 
consumption (CCAR 
Protocol) 

-Estimates all GHGs and 
normalizes to CO2e 
-Not publicly available 

Notes:  
GHG = greenhouse gas; AB = assembly bill; CO2e = carbon dioxide equivalent; CH4 = methane; N2O = nitrous oxide; COG = council of governments ; ITE = Institute of Transportation Engineers; CCAR = 
California Climate Action Registry 
Source: Data compiled by EDAW and the California Air Pollution Control Officers Association in 2007 
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Introduction 
 
This chapter (and Appendix B) identifies existing and potential mitigation measures 
that could be applied to projects during the CEQA process to reduce a project’s GHG 
emissions that would be identified using the analytical methodologies included in this 
white paper.  The Subcommittee retained the services of EDAW to assist with this effort.  
EDAW performed a global search of mitigation measures currently in practice and under 
study that would reduce GHG emissions. 
 
Table 16 (Appendix B) provides a brief description of each measure along with an 
assessment of their feasibility (from a standpoint of economical, technological, and 
logistical feasibility, and emission reduction effectiveness), and identifies their potential 
for secondary impacts to air quality.  During the global search performed, EDAW also 
took note of GHG reduction strategies being implemented as rules and regulation (e.g., 
early action items under AB 32), which are summarized in Table 18 (Appendix C).  It is 
important to note that though compliance with such would be required by regulation for 
some sources, such strategies may be applicable to other project and source types.   
 
The recurring theme that echoes throughout a majority of these measures is the shift 
toward New Urbanism, and research has consistently shown that implementation of 
Neotraditional Development techniques reduces VMT and associated emissions.  The 
material reviewed assessed reductions from transportation-related measures (e.g., bicycle, 
pedestrian, transit, and parking) as a single comprehensive approach to land use.  This 
comprehensive approach focuses on development design criteria conducive to enhancing 
alternate modes of transportation, including transit, walking, and bicycling.  
Transportation Demand Management (TDM) programs are viewed as a mechanism to 
implement specific measures.  TDM responsibilities may include offering incentives to 
potential users of alternative modes of transportation and monitoring and reporting mode 
split changes. 
 
The comprehensive approach makes it more difficult to assess reductions attributable to 
each measure.  Nevertheless, there is a strong interrelationship between many of the 
measures, which justifies a combined approach.  Consider the relationship between bike 
parking nonresidential, bike parking residential, endtrip facilities, and proximity to bike 
path/bike lane measures.  In reality, these measures combined act as incentives for one 
individual to bike to work, while implementation of a single measure without the others 
reduces effectiveness. 
 
The global nature of GHG emissions is an important feature that enables unique 
mitigation: abatement.  When designing a project subject to CEQA, the preferred practice 
is first to avoid, then to minimize, and finally to compensate for impacts.  Where the 
impact cannot be mitigated on-site, off-site mitigation is often and effectively 
implemented in several resource areas, either in the form of offsetting the same impact or 
preserving the resource elsewhere in the region.  Frequently, mitigation fee programs or 
funds are established, where the proponent pays into the program and fees collected  
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throughout the region or state are used to implement projects that, in turn, proportionately 
offset the impacts of the projects to the given resource.  It may be more cost-effective to 
reduce as much GHG on-site as feasible (economically and technologically).  Then the 
proponent would pay into a “GHG retrofit fund” to reduce equivalent GHG emissions 
off-site.  In contrast to regional air pollutant offset programs such as the Carl Moyer 
Program, it matters greatly where reductions of ozone precursors occur, as ozone affects 
regional air quality.  The GHG retrofit fund could be used to provide incentives to 
upgrade older buildings and make them more energy efficient.  This would reduce 
demand on the energy sector and reduce stationary source emissions associated with 
utilities.  This program has been successfully implemented in the United Kingdom where 
developments advertise “carbon neutrality.”  Of course, some GHG emissions occur 
associated with operation of the development, but the development would offset the 
remainder of emissions through off-site retrofit.  Avoiding emissions that would 
otherwise continue to occur at existing development would be a unique opportunity for 
mitigation of GHG emissions.  Reduction of GHG emissions also may have important 
side benefits including reduction of other forms of pollution. 
 
Depending on the significance threshold concept adopted, projects subject to the CEQA 
process would either qualitatively or quantitatively identify the amount of GHG 
emissions associated with their project using the analytical methodologies identified in 
the previous chapter.  The analysis would then apply the appropriate number of 
mitigation measures listed in Appendix B to their project to reduce their GHG emissions 
below the significance level.  Calculating the amount of GHG emission reductions 
attributable to a given mitigation measure would require additional research.  The 
examples below illustrate how a project would be mitigated using this approach. 
 
Residential Project Example 
 
Project Attributes: 
 

• 68 detached dwelling units 
• 15.9 acres 
• Located in unincorporated Placer County PCAPCD jurisdiction) 
• Assume URBEMIS defaults for a rural project in Placer County, in absence of a 

traffic study (This is contrary to the recommendations contained under Task 1; a 
traffic study is necessary to asses project-specific GHG emissions). 

• Analysis year 2009 
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Table 11: Residential Project Example GHG Emissions Estimates with Mitigation 

URBEMIS Output 
(Unmitigated) 

Metric 
Tons/Year CO2e

URBEMIS Output 
(Mitigated) 

Metric 
Tons/Year 

CO2e 

Percent 
Reduction 

Area-source emissions 252 Area-source emissions 215 14.6 

Mobile-source 
emissions 

1,047 Mobile-source emissions 916 12.5 

Total direct operational 
emissions (area + 
mobile) 

1,299 Total operational 
emissions (area + mobile)

1,131 12.9 

Notes: 
CO2e = carbon dioxide equivalent 
 
Sources: Data compiled by EDAW in 2007 

 
Using URBEMIS 2007 and assuming the project would implement the mitigation 
measures listed below, yearly project-generated emissions of CO2e would be reduced by 
approximately 13 percent.  Implementation of the following mitigation measures is 
assumed: 
 

• 100 housing units within one-half-mile radius of project’s center, including this 
project’s 68 residential units; 

• provision of 80 jobs in the study area; 
• retail uses present with one-half-mile radius of project’s center; 
• 10 intersections per square mile; 
• 100% of streets with sidewalks on one side; 
• 50% of streets with sidewalks on both sides; 
• 30% of collectors and arterials with bike lanes, or where suitable, direct parallel 

routes exist; 
• 15% of housing units deed restricted below market rate; 
• 20% energy efficiency increase beyond Title 24; and  
• 100% of landscape maintenance equipment electrically powered and electrical 

outlets in front and rear of units. 
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Example Project Methodology and Mitigation 
 
Table 12 –Residential Projects Example Methodology and Mitigation 
Source Methodology Mitigation 

Direct Emissions   

Construction URBEMIS (OFFROAD 
emission factors) 

MM C-1→MM C-4 

Mobile Sources URBEMIS (EMFAC 
emission factors) 

MM T-3→MM T-8, MM T-10→
MM T-14, MM T-16, MM T-19→
MM T-21 
 
MM D-2→MM D-8, MM D-10→
MM D-15, MM D-17 
 
MM S-1→MM S-2 
 
MM M-1→MM M-2 

Area Sources URBEMIS 

Indirect Emissions  

Energy Consumption CCAR GRP & CEC 

MM D-13→MM D-15, MM D-17 
 
MM E-1→MM E-8, MM E-10, 
MM E-12→MM E-23 
 
MM S-1→MM S-2 
 
MM M-1→MM M-2 

 
 
Table 13 –Commercial Projects Example Methodology and Mitigation 
Source Methodology Mitigation 
Direct Emissions   
Construction URBEMIS (OFFROAD 

emission factors) 
MM C-1→MM C-4 

Mobile Sources URBEMIS (EMFAC 
emission factors) 

MM T-1→MM T-2, MM T-4→
MM T-15, MM T-17→MM T-21 
 
MM D-1→MM D-3, MM D-5→
MM D-6, MM D-10, MM D-12,
MM D-14→MM D-17 
 
MM E-24 
 
MM S-1→MM S-2 
 
MM M-1→MM M-2 

Area Sources URBEMIS 
Indirect Emissions  
Energy Consumption CCAR GRP & CEC 

MM D-14→MM D-17 
 
MM E-1, MM E-4→MM E-13, 
MM E-16→MM E-24 
MM S-1→MM S-2 MM M-1→MM M-2 
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Table 14 –Specific Plans Example Methodology and Mitigation 
Source Methodology Mitigation 
Direct Emissions   
Construction URBEMIS (OFFROAD 

emission factors)  
MM C-1→MM C-4 

Mobile Sources Short-term: URBEMIS 
(EMFAC emission factors). 
Long-term: I-
PLACE3S/CTG SCM 

MM T-1→MM T-21 
 
MM D-1→MM D-12, MM D-18→
MM D-19 
 
MM E-24 
 
MM S-1→MM S-2 
 
MM M-1→MM M-2 

Area Sources Short-term: URBEMIS 
(EMFAC emission factors). 
Long-term: I-
PLACE3S/CTG SCM 

Indirect Emissions  
Energy Consumption Short-term: CCAR GRP & 

CEC. Long-term: I-
PLACE3S/CTG SCM 

MM D-13→MM D-19 
 
MM E-1→MM E-24 
 
MM S-1→MM S-2 
 
MM M-1→MM M-2 

 
General Plans 

• Include a general plan policy to reduce emissions within planning area to a level 
consistent with legislative requirements. 

• Implementation strategies include preparation of a GHG reduction plan. 
• Projects consistent with a general plan could be responsible for complying with 

such a policy. 
 

Table 15 –General Plans Example Methodology and Mitigation 
Source Methodology Mitigation 
Direct Emissions   
Construction URBEMIS (OFFROAD 

emission factors).  
MS G-1 
MM G-15 

Mobile Sources Short-term: URBEMIS 
(EMFAC emission factors). 
Long-term: 
I-PLACE3S/CTG SCM 

MS G-1 
MS G-2→MS C-7, MS G-9, MS G-12, 
MS-13→MS-14, MS-16→MS-23 

Area Sources Short-term: URBEMIS 
(EMFAC emission factors). 
Long-term: 
I-PLACE3S/CTG SCM 

Indirect Emissions  
Energy Consumption Short-term: CCAR GRP & 

CEC. Long-term: I-
PLACE3S/CTG SCM 

MS G-1 
MS G-8→MS C-11, MS G-134, 
MS G-12, MS-15, MS-17, MS-22 
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Other Project Types 
 
Air District Rules and Regulations 
 
Air district rules and regulations could have the potential to increase or decrease GHG 
emissions within the respective jurisdiction.  In general, air district rules and regulations 
act to decrease criteria air pollutant or toxic air contaminant emissions, which would 
usually act to reduce GHG emissions simultaneously.  However, this may not always be 
the case and air district rules and regulations could address emissions from a large variety 
of different source types.  Reductions of GHG emissions associated with implementation 
of applicable mitigation, which could also vary greatly, would need to be evaluated on a 
case-by-case basis.  However, once applicable mitigation measures are identified, percent 
reductions based on the best available research to date, such as those specified in Table 
15, could be applied to determine mitigated emissions. 
 
Air Quality Plans 
 
Similarly to air district rules and regulations, air quality plans could have the potential to 
increase or decrease GHG emissions because of criteria air pollutant reduction strategies.  
In general, strategies implemented by air districts to reduce criteria air pollutants also act 
to reduce GHG emissions.  However, this may not always be the case.  Reductions of 
GHG emissions associated with implementation of applicable mitigation would need to 
be evaluated on a case-by-case basis.  The methodology identified above for determining 
whether the strategies contained within the GHG reduction plan would adhere to the level 
specified in general plan policy could also be used to determine the reductions associated 
with CAP strategies.  
 
Regional Transportation Plans 
 
Regional transportation plans and reductions of GHG emissions associated with 
implementation of applicable mitigation would also need to be evaluated on a case-by-
case basis to determine if a net increase or decrease in GHG emissions would occur.  
Complex interactions between the roadway network, operating conditions, alternative 
transportation availability (such as public transit, bicycle pathways, and pedestrian 
infrastructure), and many other independent parameters specific to a region should be 
considered.  EMFAC 2007 can be used with VMT from the RTP to create an inventory of 
GHG emissions.  Reductions associated with implementation of applicable measures 
contained in Table 16 could be accomplished by accounting for VMT reductions in the 
traffic model. 
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Many states, counties, and cities have developed policies and regulations concerning 
greenhouse gas emissions that seek to require or promote reductions in GHG 
emissions through standards for vehicle emissions, fuels, electricity 
production/renewables, building efficiency, and other means.  However, we could 
only identify three public agencies in the United States that are considering formally 
requiring the analysis of greenhouse gas emissions and climate change for development 
projects during their associated environmental processes.  There may be others, but they 
were not identified during research conducted during preparation of this paper. 
 
The following is a summary of those three efforts. 
 
Commonwealth of Massachusetts - MEPA Greenhouse Gas Emissions Policy and 
Protocol 
 
The Massachusetts Executive Office of Energy and Environmental Affairs (EEA) has 
determined that the phrase “damage to the environment” as used in the Massachusetts 
Environmental Policy Act (MEPA) includes the emission of greenhouse gases caused by 
projects subjects to MEPA Review.  EEA has published a Greenhouse Gas Emissions 
Policy (GGEP) to fulfill the statutory obligation to take all feasible measurers to avoid, 
minimize or mitigate damage to the environment. 
 
The GGEP concerns the following projects only: 
 

• The Commonwealth or a state agency is the proponent; 
• The Commonwealth or a state agency is providing financial assistance; 
• The project is privately funded, but requires an Air Quality Permit from the 

department of Environmental Protection; 
• The project is privately funded, but will generate:  

o 3,000 or more new vehicle trips per day for office projects;  
o 6,000 or more new vehicle trips per day for mixed use projects that are 

25% or more office space; or  
o 10,000 or more new vehicle trips per day for other projects. 

 
As a comparison, the trip generation amounts correspond as follows: 
 

• 3,000 vehicle trips per day = approximately 250,000 square foot office 
development;  

• 6,000 or more new vehicle trips per day for mixed use projects that are 25% or 
more office space = if 25% office space, then equivalent to approximately 
130,000 square feet of office and either 100,000 square feet of retail or 450 
single-family residential units or some combination thereof. 

• 10,000 or more new vehicle trips per day = approximately 1,000 single family 
residential units or 250,000 square feet retail. 
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The draft policy states it is not intended to create a numerical GHG emission limit or a 
numerical GHG emissions reduction target, but rather to ensure that project proponents 
and reviewers have considered the GHG emissions impacts of their projects and taken all 
feasible means and measure to reduce those impacts. 
 
The draft policy notes that some projects within these categories will have little or no 
greenhouse gas emission and the policy will not apply to such projects.  EEA intends to 
identify in the scoping certificate whether a project falls within this de minimis exception. 
 
The GGEP requires qualifying projects to do the following: 
 

• to quantify their GHG emissions;  
• identify measures to minimize or mitigate such emissions; 
• quantify the reduction in emissions and energy savings from mitigation. 

 
Emissions inventories are intended to focus on carbon dioxide, but analysis of other 
GHGs may be required for certain projects.  EEA will require analysis of direct GGH 
emissions and indirect (electricity and transportation) emissions.  The GGEP references 
the protocols prepared by the World Resource Institute as guidance for inventory 
preparation. 
 
The policy is still in draft form, but the comment period closed on August 10, 2007. 
 
King County, Washington - Executive Order on the Evaluation of Climate Change 
Impacts through the State Environmental Policy Act (SEPA) 
 
On June 27, 2007, the King County Executive Ron Sims directed all King County 
Departments, as follows: 
 

“…effective September 1, 2007 to require that climate impacts, 
including, but not limited to those pertaining to greenhouse gases, 
be appropriately identified and evaluated when such Departments 
are acting as the lead agency in reviewing the environmental 
impacts of private or public proposals pursuant to the State 
Environmental Policy Act”. 

 
The Executive Order does not define what a “climate impact” is.  Based on statements of 
the County Deputy Chief of Staff*  
 

• County agencies will ask project proponents to supply information on 
transportation, energy usage and other impacts of proposed projects using the 
County’s existing SEPA checklist.   

                                                 
* Marten Law Group:  Environmental News, August 1, 2007, “King County (WA) First in Nation to 
Require Climate Change Impacts to be Considered During Environmental Review of New Projects”. 
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• There is no current plan to require project proponents to take action to mitigate 
the impacts identifies. 

• Development of emissions thresholds and mitigation requirements will be 
undertaken in connection with the County’s upcoming 2008 update of its 
Comprehensive Plan. 

 
Sacramento Metropolitan Air Quality Management District 
 
The Sacramento Metropolitan Air Quality Management District released an interim 
guidance on addressing climate change in CEQA documents on September 6, 2007.  
While very general in nature, the District recommends that CEQA environmental 
documents include a discussion of anticipated GHG emissions during both the 
construction and operation phases of the project.  This includes assessing the GHG 
emissions from projects (using readily available models) to determine whether a project 
may have a significant impact.  If so, then the District recommends addressing all of the 
District’s GHG mitigation measures (drawn from comments made by the California 
Attorney General) – with explanations on how the mitigation will be implemented or 
providing rationale for why a measure would be considered infeasible.  The District 
provides assistance to agencies in their analysis of GHG emissions and the applicability 
of specific mitigation measures.  The District’s guidance can be found at:  
http://64.143.64.21/climatechange/ClimateChangeCEQAguidance.pdf 
 
Mendocino Air Quality Management District – CEQA Guidelines 
 
The Mendocino AQMD updated its “Guidelines for Use During Preparation of Air 
Quality Impacts in EIRs or Mitigated Negative Declarations” in May 2007.  The 
guidelines call for preparing estimates of the increased emissions of air contaminations 
(including GHG) for projects.    
 
The guidelines state that GHG emissions should be presumed to have a significant impact 
if CO emissions from District-approved modeling exceed either of the following:  
 

• 80% of the level defined as significant for stationary sources in Regulation1, Rule 
130 (s2) of the District (which is 550 lbs/day for CO, meaning a threshold of 440 
lbs/day for CO for stationary sources); or 

• levels established in District Regulation 1 Rule 130 (i2) for indirect sources 
(which is 690 lbs/day for CO for indirect sources).  

 
If an average passenger vehicle emits 22 grams of CO/mile and 0.8 lb/mile of CO2, then the 690-
lb/day threshold for CO corresponds to approximately 11,400 lb/day CO2 threshold for passenger 
vehicle-related emissions.  If one assumes that the average passenger vehicle goes 12,500 
miles/year (about 35 miles/day), then this is a threshold equivalent to about 420 vehicles.  Using 
an average in California of about 1.77 vehicles/household, this would correspond to about 250 
households/dwelling units. 
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AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay 
Area Air Quality Management District; BEES= Building for Environmental and Economic Sustainability; CA=California; 
Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; 
CF=Connectivity Factor; CIWMB=California Integrated Waste Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; 
DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; 
EERE=Energy Efficiency and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; 
ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; GHG=Greenhouse 
Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in 
Energy and Environmental Design; M=Million; NA=Not Available; NEV=Neighborhood Electric Vehicle; NIST=National Institute 
of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; 
PG&E=Pacific Gas and Electric; PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; 
SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; 
TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission Vehicle; USGBC=U.S. Green 
Building Council; and VTPI=Victoria Transit Policy.  
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Citations from the Public Resources Code (Division 13, §21000 et seq.) as amended 
through January 1, 2005. 
 
Public Resources Code – Section 21004, MITIGATING OR AVOIDING A 
SIGNIFICANT EFFECT; POWERS OF PUBLIC AGENCY:  
 “In mitigating or avoiding a significant effect of a project on the environment, a public 
agency may exercise only those express or implied powers provided by law other than 
this division.  However, a public agency may use discretionary powers provided by such 
other law for the purpose of mitigating or avoiding a significant effect on the 
environment subject to the express or implied constraints or limitations that may be 
provided by law.” 
 
Public Resources Code – Section 21082.2, SIGNIFICANT EFFECT ON 
ENVIRONMENT; DETERMINATION; ENVIRONMENTAL IMPACT REPORT 
PREPARATION: 
(a) The lead agency shall determine whether a project may have a significant effect on 
the environment based on substantial evidence in light of the whole record. 
(b) The existence of public controversy over the environmental effects of a project shall 
not require preparation of an environmental impact report if there is no substantial 
evidence in light of the whole record before the lead agency that the project may have a 
significant effect on the environment. 
(c) Argument, speculation, unsubstantiated opinion or narrative, evidence which is 
clearly inaccurate or erroneous, or evidence of social or economic impacts which do not 
contribute to, or are not caused by, physical impacts on the environment, is not 
substantial evidence.  Substantial evidence shall include facts, reasonable assumptions 
predicated upon facts, and expert opinion supported by facts. 
(d) If there is substantial evidence, in light of the whole record before the lead agency, 
that a project may have a significant effect on the environment, an environmental impact 
report shall be prepared. 
(e) Statements in an environmental impact report and comments with respect to an 
environmental impact report shall not be deemed determinative of whether the project 
may have a significant effect on the environment. 
 
Citations from the Guidelines for California Environmental Quality Act, CCR, Title 14, 
Division 6 (§15000 et seq.) as amended through July 27, 2007. 
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State CEQA Guidelines – Section 15064, DETERMINING THE 
SIGNIFICANCE OF THE ENVIRONMENTAL EFFECTS CAUSED BY A 
PROJECT: 
(a) Determining whether a project may have a significant effect plays a critical role in 
the CEQA process. 
(1) If there is substantial evidence, in light of the whole record before a lead agency, that 
a project may have a significant effect on the environment, the agency shall prepare a 
draft EIR. 
(2) When a final EIR identifies one or more significant effects, the Lead Agency and each 
Responsible Agency shall make a finding under Section 15091 for each significant effect 
and may need to make a statement of overriding considerations under Section 15093 for 
the project. 
(b) The determination of whether a project may have a significant effect on the 
environment calls for careful judgment on the part of the public agency involved, based 
to the extent possible on scientific and factual data. An ironclad definition of significant 
effect is not always possible because the significance of an activity may vary with the 
setting.  For example, an activity which may not be significant in an urban area may be 
significant in a rural area. 
(c) In determining whether an effect will be adverse or beneficial, the Lead Agency shall 
consider the views held by members of the public in all areas affected as expressed in the 
whole record before the lead agency.  Before requiring the preparation of an EIR, the 
Lead Agency must still determine whether environmental change itself might be 
substantial. 
(d) In evaluating the significance of the environmental effect of a project, the Lead 
Agency shall consider direct physical changes in the environment which may be caused 
by the project and reasonably foreseeable indirect physical changes in the environment 
which may be caused by the project. 
(1) A direct physical change in the environment is a physical change in the environment 
which is caused by and immediately related to the project. Examples of direct physical 
changes in the environment are the dust, noise, and traffic of heavy equipment that would 
result from construction of a sewage treatment plant and possible odors from operation of 
the plant. 
(2) An indirect physical change in the environment is a physical change in the 
environment which is not immediately related to the project, but which is caused 
indirectly by the project.  If a direct physical change in the environment in turn causes 
another change in the environment, then the other change is an indirect physical change 
in the environment.  For example, the construction of a new sewage treatment plant may 
facilitate population growth in the service area due to the increase in sewage treatment 
capacity and may lead to an increase in air pollution. 
(3) An indirect physical change is to be considered only if that change is a reasonably 
foreseeable impact which may be caused by the project.  A change which is speculative 
or unlikely to occur is not reasonably foreseeable. 
(e) Economic and social changes resulting from a project shall not be treated as 
significant effects on the environment.  Economic or social changes may be used, 
however, to determine that a physical change shall be regarded as a significant effect on 
the environment.  Where a physical change is caused by economic or social effects of a 
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project, the physical change may be regarded as a significant effect in the same 
manner as any other physical change resulting from the project.  Alternatively, 
economic and social effects of a physical change may be used to determine that the 
physical change is a significant effect on the environment.  If the physical change 
causes adverse economic or social effects on people, those adverse effects may be 
used as a factor in determining whether the physical change is significant.  For example, 
if a project would cause overcrowding of a public facility and the overcrowding causes an 
adverse effect on people, the overcrowding would be regarded as a significant effect. 
(f) The decision as to whether a project may have one or more significant effects shall be 
based on substantial evidence in the record of the lead agency. 
(1) If the lead agency determines there is substantial evidence in the record that the 
project may have a significant effect on the environment, the lead agency shall prepare an 
EIR (Friends of B Street v. City of Hayward (1980) 106 Cal.App.3d 988).  Said another 
way, if a lead agency is presented with a fair argument that a project may have a 
significant effect on the environment, the lead agency shall prepare an EIR even though it 
may also be presented with other substantial evidence that the project will not have a 
significant effect (No Oil, Inc. v. City of Los Angeles (1974) 13 Cal.3d 68). 
(2) If the lead agency determines there is substantial evidence in the record that the 
project may have a significant effect on the environment but the lead agency determines 
that revisions in the project plans or proposals made by, or agreed to by, the applicant 
would avoid the effects or mitigate the effects to a point where clearly no significant 
effect on the environment would occur and there is no substantial evidence in light of the 
whole record before the public agency that the project, as revised, may have a significant 
effect on the environment then a mitigated negative declaration shall be prepared. 
(3) If the lead agency determines there is no substantial evidence that the project may 
have a significant effect on the environment, the lead agency shall prepare a negative 
declaration (Friends of B Street v. City of Hayward (1980) 106 Cal.App. 3d 988). 
(4) The existence of public controversy over the environmental effects of a project will 
not require preparation of an EIR if there is no substantial evidence before the agency 
that the project may have a significant effect on the environment. 
(5) Argument, speculation, unsubstantiated opinion or narrative, or evidence that is 
clearly inaccurate or erroneous, or evidence that is not credible, shall not constitute 
substantial evidence.  Substantial evidence shall include facts, reasonable assumptions 
predicated upon facts, and expert opinion support by facts. 
(6) Evidence of economic and social impacts that do not contribute to or are not caused 
by physical changes in the environment is not substantial evidence that the project may 
have a significant effect on the environment. 
(7) The provisions of sections 15162, 15163, and 15164 apply when the project being 
analyzed is a change to, or further approval for, a project for which an EIR or negative 
declaration was previously certified or adopted (e.g. a tentative subdivision, conditional 
use permit).  Under case law, the fair argument standard does not apply to determinations 
of significance pursuant to sections 15162, 15163, and 15164. 
(g) After application of the principles set forth above in Section 15064(f)(g), and in 
marginal cases where it is not clear whether there is substantial evidence that a project 
may have a significant effect on the environment, the lead agency shall be guided by the 
following principle: If there is disagreement among expert opinion supported by facts 
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over the significance of an effect on the environment, the Lead Agency shall treat the 
effect as significant and shall prepare an EIR. 
(h)(1) When assessing whether a cumulative effect requires an EIR, the lead agency 
shall consider whether the cumulative impact is significant and whether the effects of 
the project are cumulatively considerable.  An EIR must be prepared if the 
cumulative impact may be significant and the project’s incremental effect, though 
individually limited, is cumulatively considerable.  “Cumulatively considerable” means 
that the incremental effects of an individual project are significant when viewed in 
connection with the effects of past projects, the effects of other current projects, and the 
effects of probable future projects. 
(2) A lead agency may determine in an initial study that a project’s contribution to a 
significant cumulative impact will be rendered less than cumulatively considerable and 
thus is not significant.  When a project might contribute to a significant cumulative 
impact, but the contribution will be rendered less than cumulatively considerable through 
mitigation measures set forth in a mitigated negative declaration, the initial study shall 
briefly indicate and explain how the contribution has been rendered less than 
cumulatively considerable. 
(3) A lead agency may determine that a project’s incremental contribution to a 
cumulative effect is not cumulatively considerable if the project will comply with the 
requirements in a previously approved plan or mitigation program which provides 
specific requirements that will avoid or substantially lessen the cumulative problem (e.g., 
water quality control plan, air quality plan, integrated waste management plan) within the 
geographic area in which the project is located.  Such plans or programs must be 
specified in law or adopted by the public agency with jurisdiction over the affected 
resources through a public review process to implement, interpret, or make specific the 
law enforced or administered by the public agency.  If there is substantial evidence that 
the possible effects of a particular project are still cumulatively considerable 
notwithstanding that the project complies with the specified plan or mitigation program 
addressing the cumulative problem, an EIR must be prepared for the project. 
(4) The mere existence of significant cumulative impacts caused by other projects alone 
shall not constitute substantial evidence that the proposed project’s incremental effects 
are cumulatively considerable. 
 
State CEQA Guidelines – Section 15130, DISCUSSION OF CUMULATIVE 
IMPACTS: 
(a)(3). “An EIR may determine that a project’s contribution to a significant cumulative 
impact will be rendered less than cumulatively considerable and thus is not significant.  A 
project’s contribution is less than cumulatively considerable if the project is required to 
implement or fund its fair share of a mitigation measure or measures designed to alleviate 
the cumulative impact.  The lead agency shall identify facts and analysis supporting its 
conclusion that the contribution will be rendered less than cumulatively considerable.   
 
State CEQA Guidelines – Section 15064.7, THRESHOLDS OF SIGNIFICANCE: 
“Each public agency is encouraged to develop and publish thresholds of significance that 
the agency uses in the determination of the significance of environmental effects.  A 
threshold of significance is an identifiable quantitative, qualitative or performance level 



 
 
 

 A-5  

CEQA
and

Climate Change

 Appendix A  
 

   
of a particular environmental effect, non-compliance with which means the effect 
will normally be determined to be significant by the agency and compliance with 
which means the effect normally will be determined to be less than significant.” 
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AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Table 16 

Mitigation Measure Summary 
Effective Feasible (Yes/No) Secondary 

Effects 
(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

Transportation 
Bicycle/Pedestrian/Transit Measures 
MM T-1: Bike 
Parking 

LD (C, M), I, 
SP, TP, AQP, 
RR, P/Mobile 

Yes: Lockers 
($1,200-
$2,950, 
$700/bike on 
average), 
Racks ($70-
$2,000, 
$70/bike on 
average). 

Yes (Caltrans 
2005, 
Dierkers et al. 
2007, VTPI 
2007) 

Yes 
(Caltrans 
2005, 
Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

Nonresidential projects provide 
plentiful short- and long-term 
bicycle parking facilities to 
meet peak season maximum 
demand (e.g., one bike rack 
space per 20 vehicle/employee 
parking spaces.  

MM T-2: End of 
Trip Facilities 

LD (C, M), I, 
SP, TP, AQP, 
RR, P/Mobile 

Yes Yes (Caltrans 
2005, 
Dierkers et al. 
2007, VTPI 
2007) 

Yes 
(Caltrans 
2005, 
Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

Nonresidential projects provide 
“end-of-trip” facilities including 
showers, lockers, and changing 
space (e.g., four clothes lockers 
and one shower provided for 
every 80 employee parking 
spaces, separate facilities for 
each gender for projects with 
160 or more employee parking 
spaces).  

MM T-3: Bike-
Parking at Multi-

LD (R, M), 
SP, AQP, RR, 

1%-5%/High: CCAP 
presents combined % 
reductions for a range 
of mitigation measures 
(Dierkers et al. 2007). 
SMAQMD allocates 
combined reductions 
among individual 
measures (e.g., 2.5% 
reduction for all 
bicycle-related 
measures and one-
quarter of 2.5% for 
each individual 
measure) (TIAX 2005, 
EDAW 2006, 
SMAQMD 2007). 
VTPI presents % 
reductions for showers 
and combined 
measures in the TDM 
encyclopedia (VTPI 

Yes: Lockers 
($1,200-

Yes (Caltrans 
2005, 

Yes 
(Caltrans 

Adverse: No 
Beneficial: 

Caltrans, Portland Bicycle 
Master Plan (City of 
Portland 1998), CCAP 
Transportation Emissions 
Guidebook (Dierkers et al. 
2007), SMAQMD 
Recommended Guidance 
for Land Use Emission 
Reductions (SMAQMD 
2007), VTPI, CA air 
quality management and 
control districts, and 
cities/counties.  

Long-term bicycle parking is 
provided at apartment 
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

Unit Residential P/Mobile $2,950, 
$700/bike on 
average), 
Racks ($70-
$2,000, 
$70/bike on 
average). 

Dierkers et al. 
2007, VTPI 
2007) 

2005, 
Dierkers et 
al. 2007, 
VTPI 2007) 

CAPs, TACs complexes or condominiums 
without garages (e.g., one long-
term bicycle parking space for 
each unit without a garage). 
Long-term facilities shall 
consist of one of the following: 
a bicycle locker, a locked room 
with standard racks and access 
limited to bicyclists only, or a 
standard rack in a location that 
is staffed and/or monitored by 
video surveillance 24 hours per 
day. 

MM T-4: 
Proximity to 
Bike Path/Bike 
Lanes 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

2007). JSA bases 
estimates on CCAP 
information (JSA 
2004).  

Yes Yes (Caltrans 
2005, 
Dierkers et al. 
2007, VTPI 
2007) 

Yes 
(Caltrans 
2005, 
Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

Entire project is located within 
one-half mile of an 
existing/planned Class I or 
Class II bike lane and project 
design includes a comparable 
network that connects the 
project uses to the existing 
offsite facility. Project design 
includes a designated bicycle 
route connecting all units, on-
site bicycle parking facilities, 
offsite bicycle facilities, site 
entrances, and primary building 
entrances to existing Class I or 
Class II bike lane(s) within one-
half mile. Bicycle route 
connects to all streets 
contiguous with project site. 
Bicycle route has minimum 
conflicts with automobile 
parking and circulation 
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GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Cost (Yes/No)3 Technical4 Logistical5    

facilities. All streets internal to 
the project wider than 75 feet 
have Class II bicycle lanes on 
both sides.  
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Emissions 
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MM T-5: 
Pedestrian 
Network 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

Yes Yes (Dierkers 
et al. 2007, 
VTPI 2007) 

Yes 
(Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

The project provides a 
pedestrian access network that 
internally links all uses and 
connects to all existing/planned 
external streets and pedestrian 
facilities contiguous with the 
project site. Project design 
includes a designated pedestrian 
route interconnecting all 
internal uses, site entrances, 
primary building entrances, 
public facilities, and adjacent 
uses to existing external 
pedestrian facilities and streets. 
Route has minimal conflict with 
parking and automobile 
circulation facilities. Streets 
(with the exception of alleys) 
within the project have 
sidewalks on both sides. All 
sidewalks internal and adjacent 
to project site are minimum of 
five feet wide. All sidewalks 
feature vertical curbs. 
Pedestrian facilities and 
improvements such as grade 
separation, wider sidewalks, and 
traffic calming are implemented 
wherever feasible to minimize 
pedestrian barriers. All site 
entrances provide pedestrian 
access. 

MM T-6: 
Pedestrian 

LD (R, C, M), 
I, SP, TP, 

1%-10%/High: CCAP 
presents combined % 
reductions for a range 
of mitigation measures 
(Dierkers et al. 2007). 
SMAQMD allocates 
1% for each individual 
measure (TIAX 2005, 
EDAW 2006, 
SMAQMD 2007). 

Yes Yes (Dierkers 
et al. 2007, 

Yes 
(Dierkers et 

Adverse: No 
Beneficial: 

CCAP Transportation 
Emissions Guidebook 
(Dierkers et al. 2007), 
SMAQMD Recommended 
Guidance for Land Use 
Emission Reductions 
(SMAQMD 2007), VTPI, 
CA air quality 
management and control 
districts, and 
cities/counties. 

Site design and building 
placement minimize barriers to 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
 
 B-5  

Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
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Barriers 
Minimized 

AQP, RR, 
P/Mobile 

VTPI 2007) al. 2007, 
VTPI 2007) 

CAPs, TACs pedestrian access and 
interconnectivity. Physical 
barriers such as walls, berms, 
landscaping, and slopes between 
residential and nonresidential 
uses that impede bicycle or 
pedestrian circulation are 
eliminated. 

MM T-7: Bus 
Shelter for 
Existing/Planned 
Transit Service 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

1%-2%/High: CCAP 
presents these % 
reductions (Dierkers et 
al., 2007). SMAQMD 
assigns from .25%-1%, 
depending on headway 
frequency (TIAX 
2005, EDAW 2006, 
SMAQMD 2007). 

Yes: $15,000-
$70,000. 

Yes (Dierkers 
et al. 2007, 
VTPI 2007) 

Yes 
(Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CCAP Transportation 
Emissions Guidebook 
(Dierkers et al. 2007), 
SMAQMD Recommended 
Guidance for Land Use 
Emission Reductions 
(SMAQMD 2007), VTPI, 
City of Calgary (City of 
Calgary 2004), CA air 
quality management and 
control districts, and 
cities/counties. 

Bus or streetcar service provides 
headways of one hour or less for 
stops within one-quarter mile; 
project provides safe and 
convenient bicycle/pedestrian 
access to transit stop(s) and 
provides essential transit stop 
improvements (i.e., shelters, 
route information, benches, and 
lighting). 
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Cost (Yes/No)3 Technical4 Logistical5    

MM T-8: Traffic 
Calming 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

1%-10%/High: CCAP 
presents combined % 
reductions for a range 
of mitigation measures 
(Dierkers et al. 2007). 
SMAQMD allocates 
.25%-1.0% for each 
individual measure 
depending on percent 
of intersections and 
streets with 
improvements (TIAX 
2005, EDAW 2006, 
SMAQMD 2007). 

Yes Yes (Dierkers 
et al. 2007, 
VTPI 2007) 

Yes 
(Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CCAP Transportation 
Emissions Guidebook 
(Dierkers et al. 2007), 
SMAQMD Recommended 
Guidance for Land Use 
Emission Reductions 
(SMAQMD 2007), VTPI, 
CA air quality 
management and control 
districts, and 
cities/counties. 

Project design includes 
pedestrian/bicycle safety and 
traffic calming measures in 
excess of jurisdiction 
requirements. Roadways are 
designed to reduce motor 
vehicle speeds and encourage 
pedestrian and bicycle trips by 
featuring traffic calming 
features. All sidewalks internal 
and adjacent to project site are 
minimum of five feet wide. All 
sidewalks feature vertical curbs. 
Roadways that converge 
internally within the project are 
routed in such a way as to avoid 
“skewed intersections;” which 
are intersections that meet at 
acute, rather than right, angles. 
Intersections internal and 
adjacent to the project feature 
one or more of the following 
pedestrian safety/traffic calming 
design techniques: marked 
crosswalks, count-down signal 
timers, curb extensions, speed 
tables, raised crosswalks, raised 
intersections, median islands, 
tight corner radii, and 
roundabouts or mini-circles. 
Streets internal and adjacent to 
the project feature pedestrian 
safety/traffic calming measures 
such as on-street parking, 
planter strips with street trees, 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Reduction/Score2 
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and chicanes/chokers (variations 
in road width to discourage 
high-speed travel). 

Parking Measures 
MM T-9: Paid 
Parking (Parking 
Cash Out) 

LD (C, M), I, 
SP, TP, AQP, 
RR, P/Mobile 

1%-30%/High: CCAP 
presents a range of 
15%-30% reduction 
for parking programs 
(Dierkers et al. 2007). 
SMAQMD presents a 
range of 1.0%-7.2%, 
depending on cost/day 
and distance to transit 
(TIAX 2005, EDAW 
2006, SMAQMD 
2007). Shoupe presents 
a 21% reduction 
[$5/day for commuters 
to downtown LA, with 
elasticity of -0.18 (e.g., 
if price increases 10%, 
then solo driving goes 
down by 1.8% more)] 
(Shoupe 2005). Urban 
Transit Institute 

Yes: Vary by 
location and 
project size.  

Yes (Dierkers 
et al. 2007, 
VTPI 2007) 

Yes 
(Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CCAP Transportation 
Emissions Guidebook 
(Dierkers et al. 2007), 
SMAQMD Recommended 
Guidance for Land Use 
Emission Reductions 
(SMAQMD 2007), VTPI, 
CA air quality 
management and control 
districts, and 
cities/counties. 

Project provides employee 
and/or customer paid parking 
system. Project must have a 
permanent and enforceable 
method of maintaining user fees 
for all parking facilities. The 
facility may not provide 
customer or employee 
validations. Daily charge for 
parking must be equal to or 
greater than the cost of a transit 
day/monthly pass plus 20%.  
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presents a range of 
1%-10% reduction in 
trips to central city 
sites, and 2%-4% in 
suburban sites (VTPI 
2007). 

MM T-10: 
Minimum 
Parking 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

1%-30%/High: CCAP 
presents a range of 
15%-30% reduction 
for parking programs 
(Dierkers et al. 2007). 
SMAQMD presents a 
maximum of 6% 
(Nelson/Nygaard 
Consulting Associates, 
2005, TIAX 2005, 
EDAW 2006).  

Yes Yes (Dierkers 
et al. 2007, 
VTPI 2007) 

Yes 
(Dierkers et 
al. 2007, 
VTPI 2007), 
Note that in 
certain areas 
of the state, 
the 
minimum 
parking 
required by 
code is 
greater than 
the peak 
period 
parking 
demand for 
most land 
uses. Simply 
meeting 
minimum 
code 
requirements 
in these 
areas would 
not result in 
an emissions 
reduction. 

Adverse: No 
Beneficial: 
CAPs, TACs 

CCAP Transportation 
Emissions Guidebook 
(Dierkers et al. 2007), 
SMAQMD Recommended 
Guidance for Land Use 
Emission Reductions 
(SMAQMD 2007), VTPI, 
Governor’s Office of 
Smart Growth (Annapolis, 
Maryland) (Zimbler), CA 
air quality management 
and control districts, and 
cities/counties. 
 

Provide minimum amount of 
parking required. Once land 
uses are determined, the trip 
reduction factor associated with 
this measure can be determined 
by utilizing the ITE parking 
generation publication. The 
reduction in trips can be 
computed as shown below by 
the ratio of the difference of 
minimum parking required by 
code and ITE peak parking 
demand to ITE peak parking 
demand for the land uses 
multiplied by 50%.  
Percent Trip Reduction = 50 * 
[(min parking required by code 
– ITE peak parking demand)/ 
(ITE peak parking demand)] 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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MM T-11: 
Parking 
Reduction 
Beyond 
Code/Shared 
Parking 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

1%-30%/High: CCAP 
presents a range of 
15%-30% reduction 
for parking programs 
(Dierkers et al. 2007). 
SMAQMD presents a 
maximum of 12% 
(Nelson/Nygaard, 
2005, TIAX 2005, 
EDAW 2006). 

Yes Yes (Dierkers 
et al. 2007, 
VTPI 2007) 

Yes 
(Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

Provide parking reduction less 
than code. This measure can be 
readily implemented through a 
shared parking strategy, wherein 
parking is utilized jointly among 
different land uses, buildings, 
and facilities in an area that 
experience peak parking needs 
at different times of day and day 
of the week.  

MM T-12: 
Pedestrian 
Pathway 
Through Parking 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

1%-4%/Moderate: 
CCAP presents 
combined % 
reductions for a range 
of mitigation measures 
(Dierkers et al. 2007). 
SMAQMD allocates 
0.5% reduction for this 
measure (TIAX 2005, 
EDAW 2006, 
SMAQMD 2007).  

Yes Yes (Dierkers 
et al. 2007, 
VTPI 2007) 

Yes 
(Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

Provide a parking lot design that 
includes clearly marked and 
shaded pedestrian pathways 
between transit facilities and 
building entrances. 
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MM T-13: Off -
Street Parking 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

1%-4%/Moderate: 
CCAP presents 
combined % 
reductions for a range 
of mitigation measures 
(Dierkers et al. 2007). 
SMAQMD allocates a 
range of 0.1%-1.5% 
for this measure 
(TIAX 2005, EDAW 
2006, SMAQMD 
2007). 

Yes Yes (Dierkers 
et al. 2007, 
VTPI 2007) 

Yes 
(Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

Parking facilities are not 
adjacent to street frontage. 

MM T-14: 
Parking Area 
Tree Cover  

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

Annual net CO2 
reduction of 3.1 kg/m2 
canopy 
cover/Moderate 
(McPherson 2001). 

Yes: $19 per 
new tree for 
CA, cost 
varies for 
maintenance, 
removal and 
replacement 
(McPherson 
2001). 

Yes Yes Adverse: 
VOCs 
Beneficial: 
CAPs, TACs  

AG, State of CA 
Department of Justice 
(Goldberg 2007) and 
cities/counties (e.g., 
parking lot ordinances in 
Sacramento, Davis, and 
Los Angeles, CA). 

Provide parking lot areas with 
50% tree cover within 10 years 
of construction, in particular 
low emitting, low maintenance, 
native drought resistant trees. 
Reduces urban heat island effect 
and requirement for air 
conditioning, effective when 
combined with other measures 
(e.g., electrical maintenance 
equipment and reflective paving 
material).  

MM T-15: Valet 
Bicycle Parking  

LD (C, M), 
SP, AQP, TP, 
RR, P/Mobile 

NA/Low Yes Yes Yes: Raley 
Field 
(Sacramento, 
CA) 

Adverse: No 
Beneficial: 
CAPs, TACs 

Raley Field (Sacramento, 
CA). 

Provide spaces for the operation 
of valet bicycle parking at 
community event “centers” such 
as amphitheaters, theaters, and 
stadiums. 

MM T-16: 
Garage Bicycle 
Storage 

LD (R, M), 
SP, AQP, TP, 
RR, P/Mobile 

NA/Low Yes: Less 
than 
$200/multiple 
bike rack. 

Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

City of Fairview, OR Provide storage space in one-car 
garages for bicycles and bicycle 
trailers.  
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NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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MM T-17: 
Preferential 
Parking for 
EVs/CNG 
Vehicles 

LD (C, M), I, 
SP, TP, AQP, 
RR, P/Mobile 

NA/Low Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

USGBC, CA air quality 
management and control 
districts and cities/counties 
(e.g., BAAQMD). 
 

Provide preferential parking 
space locations for EVs/CNG 
vehicles. 

MM T-18: 
Reduced/No 
Parking Fee for 
EVs/CNG 
Vehicles 

LD (C, M), I, 
SP, TP, AQP, 
RR, P/Mobile 

NA/Low Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

Hotels (e.g., Argonaut in 
San Francisco, CA) 

Provide a reduced/no parking 
fee for EVs/CNG vehicles. 
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Miscellaneous Measure 
MM T-19: TMA 
Membership 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

1%-28%/High: CCAP 
presents a range of 
3%-25% for TDMs 
with complementary 
transit and land use 
measures (Dierkers et 
al. 2007). VTPI 
presents a range of 
6%-7% in the TDM 
encyclopedia (VTPI 
2007). URBEMIS 
offers a 2%-10% range 
in reductions for a 
TDM that has 5 
elements that are 
pedestrian and transit 
friendly and 1%-5% 
for 3 elements. 
SMAQMD presents a 
reduction of 5% 
(TIAX 2005, EDAW 
2006, SMAQMD 
2007).  

Yes Yes (Dierkers 
et al. 2007, 
VTPI 2007) 

Yes 
(Dierkers et 
al. 2007, 
VTPI 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs  

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Include permanent TMA 
membership and funding 
requirement. Funding to be 
provided by Community 
Facilities District or County 
Service Area or other 
nonrevocable funding 
mechanism. TDMs have been 
shown to reduce employee 
vehicle trips up to 28% with the 
largest reductions achieved 
through parking pricing and 
transit passes. The impact 
depends on the travel 
alternatives.  

MM T-20: 
ULEV 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

NA/Low Yes: Higher 
than 
corresponding 
gasoline 
models. 

Yes Yes: Fueling 
stations 
might not be 
readily 
available 
depending 
on location. 
More than 
900 E85 
fueling 

Adverse: No 
Beneficial: 
CAPs, TACs 

DGS, CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Use of and/or provide ULEV 
that are 50% cleaner than 
average new model cars (e.g., 
natural gas, ethanol, electric). 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

stations in 
the U.S., 5 in 
CA. 
Vehicles 
available in 
select 
regions only 

MM T-21: Flex 
Fuel Vehicles 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

5466.97 lb 
GHG/year/Low (DOE 
Fuel Economy) 

Yes: E85 
costs less than 
gasoline per 
gallon, but 
results in 
lower fuel 
economy. 

Yes Yes: More 
than 900 
E85 fueling 
stations in 
the U.S., 5 in 
CA. 
Vehicles 
available in 
select 
regions only 

Adverse: Yes 
Issues with 
the energy 
intensive 
ethanol 
production 
process (e.g., 
wastewater 
treatment 
requirements). 
Beneficial: 
CAPs, TACs 

DGS, CA air quality 
management and control 
districts and cities/counties 
(e.g., SJVAPCD). 

Use of and/or provide vehicles 
that utilize gasoline/ethanol 
blends (e.g., E85).  

Design 
Commercial & Residential Building Design Measures 

MM D-1: 
Office/Mixed 
Use Density 

LD (C, M), 
SP, TP, AQP, 
RR, P/Mobile 

0.05%-2%/Moderate: 
This range is from 
SMAQMD, depending 

Yes Yes (VTPI 
2007) 

Yes (VTPI 
2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 

Project provides high density 
office or mixed-use proximate 
to transit. Project must provide 
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

on FAR and headway 
frequencies 
(Nelson/Nygaard 
Consulting Associates 
2005, EDAW 2006, 
SMAQMD 2007).  

(e.g., SMAQMD). safe and convenient pedestrian 
and bicycle access to all transit 
stops within one-quarter mile.  

MM D-2: 
Orientation to 
Existing/Planned 
Transit, 
Bikeway, or 
Pedestrian 
Corridor 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

0.4%-1%/Moderate: 
CCAP attributes a 
0.5% reduction per 1% 
improvement in transit 
frequency (Dierkers et 
al. 2007). SMAQMD 
presents a range of 
0.25%-5% (JSA 2005, 
EDAW 2006, 
SMAQMD 2007).  

Yes Yes (Dierkers 
et al. 2007) 

Yes 
(Dierkers et 
al. 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Project is oriented towards 
existing transit, bicycle, or 
pedestrian corridor. Setback 
distance between project and 
existing or planned adjacent 
uses is minimized or 
nonexistent. Setback distance 
between different buildings on 
project site is minimized. 
Setbacks between project 
buildings and planned or 
existing sidewalks are 
minimized. Buildings are 
oriented towards existing or 
planned street frontage. Primary 
entrances to buildings are 
located along planned or 
existing public street frontage. 
Project provides bicycle access 
to any planned bicycle 
corridor(s). Project provides 
pedestrian access to any planned 
pedestrian corridor(s). 

MM D-3: 
Services 
Operational 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

0.5%-5%/Moderate Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Project provides on-site shops 
and services for employees. 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

MM D-4: 
Residential 
Density (Employ 
Sufficient 
Density for New 
Residential 
Development to 
Support the Use 
of Public Transit) 

LD (R, M), 
SP, TP, AQP, 
RR, P/Mobile 

1%-40%/High: #7, 
EPA presents a range 
of 32%-40% (EPA 
2006). SMAQMD 
presents a range of 
1%-12% depending on 
density and headway 
frequencies 
(Nelson/Nygaard 
Consulting Associates 
2005, JSA 2005, 
EDAW 2006, 
SMAQMD 2007). 
Nelson/Nygaard 
presents a trip 
reduction formula: 
Trip Reduction = 
0.6*(1-
(19749*((4.814+ 
households per 
residential 
acre)/(4.814+7.14))^-
06.39)/25914). 

Yes Yes (VTPI 
2007, 
Holtzclaw 
2007) 

Yes (VTPI 
2007, 
Holtzclaw 
2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Project provides high-density 
residential development. Transit 
facilities must be within one-
quarter mile of project border. 
Project provides safe and 
convenient bicycle/pedestrian 
access to all transit stop(s) 
within one-quarter mile of 
project border. 

MM D-5: Street 
Grid 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 

1%/Moderate: 
SMAQMD presents 
this % reduction (JSA 

Yes Yes (Dierkers 
et al. 2007, 
VTPI 2007) 

Yes 
(Dierkers et 
al. 2007, 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 

Multiple and direct street 
routing (grid style). This 
measure only applies to projects 
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

P/Mobile 2005, EDAW 2006, 
SMAQMD 2007).  

VTPI 2007) (e.g., SMAQMD). with an internal CF >/= 0.80, 
and average of one-quarter mile 
or less between external 
connections along perimeter of 
project. [CF= # of intersections / 
(# of cul-de-sacs + 
intersections)]. Cul-de-sacs with 
bicycle/pedestrian through 
access may be considered 
“complete intersections” when 
calculating the project’s internal 
connectivity factor. External 
connections are bike/pedestrian 
pathways and access points, or 
streets with safe and convenient 
bicycle and pedestrian access 
that connect the project to 
adjacent streets, sidewalks, and 
uses. If project site is adjacent 
to undeveloped land; streets, 
pathways, access points, and 
right-of-ways that provide for 
future access to adjacent uses 
may count for up to 50% of the 
external connections. Block 
perimeter (the sum of the 
measurement of the length of all 
block sides) is limited to no 
more than 1,350 feet. Streets 
internal to the project should 
connect to streets external to the 
project whenever possible. 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

MM D-6: NEV 
Access 

LD (R, C, M), 
SP, TP, AQP, 
RR, P/Mobile 

0.5%-1.5%/Low: 
SMAQMD presents 
this % reduction 
(EDAW 2006, 
SMAQMD 2007). 

Yes Yes (Litman 
1999, 
Sperling 
1994) 

Yes (Litman 
1999, 
Sperling 
1994) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Make physical development 
consistent with requirements for 
neighborhood electric vehicles. 
Current studies show that for 
most trips, NEVs do not replace 
gas-fueled vehicles as the 
primary vehicle. 

MM D-7: 
Affordable 
Housing 
Component 

LD (R, M), 
SP, TP, AQP, 
RR, P/Mobile 

0.4%-6%/Moderate: 
SMAQMD presents 
this % reduction 
(Nelson/Nygaard 
Consulting Associates 
2005, EDAW 2006, 
SMAQMD 2007).  

Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Residential development 
projects of five or more 
dwelling units provide a deed-
restricted low-income housing 
component on-site (or as 
defined in the code). Developers 
who pay into In-Lieu Fee 
Programs are not considered 
eligible to receive credit for this 
measure. The award of emission 
reduction credit shall be based 
only on the proportion of 
affordable housing developed 
on-site because in-lieu programs 
simply induce a net increase in 
development. 
Percentage reduction shall be 
calculated according to the 
following formula: 
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

% reduction = % units deed-
restricted below market rate 
housing * 0.04 

MM D-8: 
Recharging Area  

LD (R, M), 
SP, TP, AQP, 
RR, P/Mobile 

NA/Low Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

 Provide residential buildings 
with a “utility” room or space 
for recharging batteries, whether 
for use in a car, electric 
lawnmower, other electric 
landscaping equipment, or even 
batteries for small items such as 
flashlights. 

Mixed-Use Development Measures 
MM D-9: Urban 
Mixed-Use 

LD (M), SP, 
TP, AQP, RR, 
P/Mobile 

3%-9%/Moderate: 
SMAQMD presents 
this % reduction 
(TIAX 2005, EDAW 
2006, SMAQMD 
2007). 

Yes Yes (EPA 
2006) 

Yes (EPA 
2006) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Development of projects 
predominantly characterized by 
properties on which various 
uses, such as office, 
commercial, institutional, and 
residential, are combined in a 
single building or on a single 
site in an integrated 
development project with 
functional interrelationships and 
a coherent physical design. 

MM D-10: 
Suburban Mixed-
Use 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

3%/Moderate: 
SMAQMD presents 
this % reduction 
(TIAX 2005, EDAW 
2006, SMAQMD 
2007). 

Yes Yes (EPA 
2006) 

Yes (EPA 
2006) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Have at least three of the 
following on site and/or offsite 
within one-quarter mile: 
Residential Development, Retail 
Development, Park, Open 
Space, or Office. 

MM D-11: Other 
Mixed-Use 

LD (R, M), 
SP, TP, AQP, 
RR, P/Mobile 

1%/Moderate: 
SMAQMD presents 
this % reduction 
(TIAX 2005, EDAW 

Yes Yes (EPA 
2006) 

Yes (EPA 
2006) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

All residential units are within 
one-quarter mile of parks, 
schools or other civic uses. 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

2006, SMAQMD 
2007). 

MM D-12: Infill 
Development 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

3%-30%/High: Infill 
development reduces 
vehicle trips and VMT 
by 3% and 20%, 
respectively (Fehr & 
Peers 2007). CCAP 
identifies a site level 
VMT reduction range 
of 20%-30% (Dierkers 
et al. 2007). 

Yes Yes (Dierkers 
et al. 2007)  

Yes 
(Dierkers et 
al. 2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Project site is on a vacant infill 
site, redevelopment area, or 
brownfield or greyfield lot that 
is highly accessible to regional 
destinations, where the 
destinations rating of the 
development site (measured as 
the weighted average travel time 
to all other regional 
destinations) is improved by 
100% when compared to an 
alternate greenfield site. 

Miscellaneous Measures 
MM D-13: 
Electric 
Lawnmower 

LD (R, M), 
SP, AQP, RR, 
P/Area 

1%/Low: SMAQMD 
presents this % 
reduction (EDAW 
2006, SMAQMD 
2007). 

Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Provide a complimentary 
electric lawnmower to each 
residential buyer. 
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Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

MM D-14: 
Enhanced 
Recycling/Waste 
Reduction, 
Reuse, 
Composting 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary 
& Area 

NA/Low Yes Yes Yes: 
Association 
with social 
awareness. 

Adverse: No 
Beneficial: 
CAPs, TACs 

CIWMB Provide infrastructure/education 
that promotes the avoidance of 
products with excessive 
packaging, recycle, buying of 
refills, separating of food and 
yard waste for composting, and 
using rechargeable batteries. 

MM D-15: 
LEED 
Certification 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary 
& Area 

NA/Moderate Yes: Receive 
tax rebates, 
incentives 
(e.g., EDAW 
San Diego 
office interior 
remodel cost 
$1,700,000 
for 32,500 
square feet) 
(USGBC 
2007) 

Yes Yes: More 
than 700 
buildings of 
different 
certifications 
in CA 
(USGBC 
2007). 

Adverse: No 
Beneficial: 
CAPs, TACs 

USGBC, CA air quality 
management and control 
districts and cities/counties 
(e.g., BAAQMD). 

LEED promotes a whole-
building approach to 
sustainability by recognizing 
performance in five key areas of 
human and environmental 
health: sustainable site 
development, water savings, 
energy efficiency, materials 
selection, and indoor 
environmental quality. 

MM D-16: 
Retro-
Commissioning 

LD (C, M), I, 
SP, AQP, RR, 
P/Stationary 
& Area 

8%-10% reduction in 
energy 
usage/Moderate: (Mills 
et al. 2004) 

Yes: Average 
$0.28/square 

feet, varies 
with building 
size (Haasl 
and Sharp 
1999). 

Yes Yes: 27 
projects 
underway in 
CA, 21 more 
to be 
completed in 
2007, mostly 
state 
buildings 
owned by 
DGS (DGS 
2007). 

Adverse: No 
Beneficial: 
CAPs, TACs 

DGS, CA air quality 
management and control 
districts and cities/counties 
(e.g., BAAQMD). 

The process ensures that all 
building systems perform 
interactively according to the 
contract documents, the design 
intent and the owner’s 
operational needs to optimize 
energy performance. 

MM D-17 
Landscaping  

LD (R, C, M), 
I, SP, AQP, 
RR, 

NA/Low Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

Alliance for the 
Chesapeake Bay, EPA 
Green Landscaping 

Project shall use drought 
resistant native trees, trees with 
low emissions and high carbon 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

P/Stationary 
& Area 

Resources sequestration potential. 
Evergreen trees on the north and 
west sides afford the best 
protection from the setting 
summer sun and cold winter 
winds. Additional 
considerations include the use 
of deciduous trees on the south 
side of the house that will admit 
summer sun; evergreen 
plantings on the north side will 
slow cold winter winds; 
constructing a natural planted 
channel to funnel summer 
cooling breezes into the house. 
Neighborhood CCR’s not 
requiring that front and side 
yards of single family homes be 
planted with turf grass. 
Vegetable gardens, bunch grass, 
and low-water landscaping shall 
also be permitted, or even 
encouraged. 

MM D-18: Local 
Farmers’ Market 

LD (M), 
SP/Mobile, 
Stationary, & 

NA/Low Yes Yes Yes: 
Associated 
with social 

Adverse: No 
Beneficial: 
CAPs, TACs 

Cities/counties (e.g., 
Davis, Sacramento) 

Project shall dedicate space in a 
centralized, accessible location 
for a weekly farmers’ market. 
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Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 
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Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

Area choice and 
public 
awareness.  

MM D-19: 
Community 
Gardens 

LD (M), 
SP/Mobile, 
Stationary, & 
Area 

NA/Low Yes Yes Yes: 
Associated 
with social 
choice and 
public 
awareness.  

Adverse: No 
Beneficial: 
CAPs, TACs 

Cities/counties (e.g., 
Davis) 

Project shall dedicate space for 
community gardens.  

Energy Efficiency/Building Component 
MM E-1: High-
Efficiency 
Pumps 

LD (R, C, M), 
SP, AQP, RR, 
P/Stationary 
& Area 

NA/Low Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., BAAQMD). 

Project shall use high-efficiency 
pumps.  

MM E-2: Wood 
Burning 
Fireplaces/Stoves 

LD (R, M), 
SP, AQP, RR, 
P/Stationary 
& Area 

NA/Low: EDAW 2006 Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Project does not feature 
fireplaces or wood burning 
stoves. 

MM E-3: 
Natural Gas 
Stove 

LD (R, M), 
SP, AQP, RR, 
P/Stationary 
& Area 

NA/Low: EDAW 2006 Yes: Cost of 
stove—$350 
(gas) and 
$360 
(electric) 
same brand, 
total yearly 
cost of $42.17 
as opposed to 
$56.65 for 
electric 
(Saving 
Electricity 
2006). 

Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Project features only natural gas 
or electric stoves in residences. 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
 
 B-23  

Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 
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MM E-4: 
Energy Star Roof 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary 
& Area 

0.5%-1%/Low: 
SMAQMD presents 
this % reduction 
(EDAW 2006, 
SMAQMD 2007).  

Yes Yes Yes: 866 
Energy Star 
labeled 
buildings in 
California 
(Energy Star 
2007) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Project installs Energy Star 
labeled roof materials. 

MM E-5: On-
site Renewable 
Energy System 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary 
& Area 

1%-3%/Moderate: 
SMAQMD presents 
this % reduction 
(USGBC 2002 and 
2005, EDAW 2006, 
SMAQMD 2007).  

Yes Yes (USGBC 
2002 and 
2005) 

Yes 
(USGBC 
2002 and 
2005) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Project provides onsite 
renewable energy system(s). 
Nonpolluting and renewable 
energy potential includes solar, 
wind, geothermal, low-impact 
hydro, biomass and bio-gas 
strategies. When applying these 
strategies, projects may take 
advantage of net metering with 
the local utility.  
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Cost (Yes/No)3 Technical4 Logistical5    

MM E-6: 
Exceed Title 24 

LD (R, C, M), 
I, GSP, AQP, 
RR, 
P/Stationary 
& Area 

1%/Moderate: 
SMAQMD presents 
this % reduction 
(EDAW 2006, 
SMAQMD 2007).  

Yes Yes (PG&E 
2002, SMUD 
2006) 

Yes (PG&E 
2002, 
SMUD 
2006) 

Adverse: No 
Beneficial: 
CAPs, TACs 

PG&E, SMUD, CA air 
quality management and 
control districts and 
cities/counties (e.g., 
SMAQMD). 

Project exceeds title 24 
requirements by 20%. 

MM E-7: Solar 
Orientation 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary 
& Area 

0.5%/Low: SMAQMD 
presents this % 
reduction (EDAW 
2006, SMAQMD 
2007). 

Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Project orients 75% or more of 
homes and/or buildings to face 
either north or south (within 30° 
of N/S). Building design 
includes roof overhangs that are 
sufficient to block the high 
summer sun, but not the lower 
winter sun, from penetrating 
south facing windows. Trees, 
other landscaping features and 
other buildings are sited in such 
a way as to maximize shade in 
the summer and maximize solar 
access to walls and windows in 
the winter. 

MM E-8: 
Nonroof 
Surfaces 

LD (R, C, M), 
I, GSP, AQP, 
RR, 
P/Stationary 
& Area 

1.0%/Low: SMAQMD 
presents this % 
reduction (EDAW 
2006, SMAQMD 
2007). 

Yes Yes (USGBC 
2002 and 
2005) 

Yes 
(USGBC 
2002 and 
2005) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Provide shade (within 5 years) 
and/or use light-colored/high-
albedo materials (reflectance of 
at least 0.3) and/or open grid 
pavement for at least 30% of the 
site’s nonroof impervious 
surfaces, including parking lots, 
walkways, plazas, etc.; OR 
place a minimum of 50% of 
parking spaces underground or 
covered by structured parking; 
OR use an open-grid pavement 
system (less than 50% 
impervious) for a minimum of 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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50% of the parking lot area. The 
mitigation measure reduces heat 
islands (thermal gradient 
differences between developed 
and undeveloped areas to 
minimize impact on 
microclimate and human and 
wildlife habitats. This measure 
requires the use of patented or 
copyright protected 
methodologies created by the 
ASTM. The SRI is a measure of 
the constructed surface’s ability 
to reflect solar heat, as shown 
by a small rise in temperature. It 
is defined so that a standard 
black (reflectance 0.05, 
emittance 0.90) is “0” and a 
standard white (reflectance 
0.80, emittance 0.90) is 100. To 
calculate SRI for a given 
material, obtain the reflectance 
value and emittance value for 
the material. SRI is calculated 
according to ASTM E 1980-01. 
Reflectance is measured 
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according to ASTM E 903, 
ASTM E 1918, or ASTM C 
1549. Emittance is measured 
according to ASTM E 408 or 
ASTM C 1371. Default values 
for some materials will be 
available in the LEED-NC v2.2 
Reference Guide. 

MM E-9: Low-
Energy Cooling 

LD (C, M), I, 
SP, AQP, RR, 
P/Stationary 
& Area 

1%-10%/Low: EDAW 
presents this percent 
reduction range 
(EDAW 2006). 

Yes Yes (USGBC 
2002 and 
2005) 

Yes 
(USGBC 
2002 and 
2005) 

Adverse: No 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Project optimizes building’s 
thermal distribution by 
separating ventilation and 
thermal conditioning systems. 

MM E-10: 
Green Roof 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary 
& Area 

1.0%/Moderate: 
SMAQMD presents 
this % reduction 
(EDAW 2006, 
SMAQMD 2007). 

Yes Yes (USGBC 
2002 and 
2005) 

Yes 
(USGBC 
2002 and 
2005) 

Adverse: 
Increased 
Water 
Consumption 
Beneficial: 
CAPs, TACs 

CA air quality 
management and control 
districts and cities/counties 
(e.g., SMAQMD). 

Install a vegetated roof that 
covers at least 50% of roof area. 
The reduction assumes that a 
vegetated roof is installed on a 
least 50% of the roof area or 
that a combination high albedo 
and vegetated roof surface is 
installed that meets the 
following standard: (Area of 
SRI Roof/0.75)+(Area of 
vegetated roof/0.5) >= Total 
Roof Area. Water consumption 
reduction measures shall be 
considered in the design of the 
green roof.  

MM E-11: EV 
Charging 
Facilities 

LD (C, M), 
SP, AQP, RR, 
P/Stationary 
& Area 

NA/Low Yes: $500-
$5000/ 
vehicle site 
(PG&E 1999)

Yes Yes: 381 
facilities in 
CA (Clean 
Air Maps 
2007). 

Adverse: No 
Beneficial: 
CAPs, TACs 

DOE, EERE, CA air 
quality management and 
control districts and 
cities/counties (e.g., 
BAAQMD). 

Project installs EV charging 
facilities.  

MM E-12: LD (R, C, M), NA/Low: Increasing Yes: Light Yes Yes: Apply Adverse: No  Project provides light-colored 



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Light-Colored 
Paving  

I, SP, AQP, 
RR, 
P/Stationary 
& Area 

the albedo of 1,250 km 
of pavement by 0.25 
would save cooling 
energy worth $15M 
per year. 

colored 
aggregates 
and white 
cement are 
more 
expensive 
than gray 
cement. 
Certain 
blended 
cements are 
very light in 
color and may 
reflect 
similarly to 
white cement 
at an 
equivalent 
cost to normal 
gray cement. 

natural sand 
or gravel 
colored 
single 
surface 
treatments to 
asphalt 
(EOE 2007). 

Beneficial: 
CAPs, TACs 

paving (e.g., increased albedo 
pavement). 

MM E-13: Cool 
Roofs 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary 
& Area 

NA/Low Yes: 0.75–
1.5/square 
feet coating 
(EPA 2007a) 

Yes Yes: Over 
90% of the 
roofs in the 
United 
States are 
dark colored 

Adverse: No 
Beneficial: 
CAPs, TACs 

CEC Project provides cool roofs. 
Highly reflective, highly 
emissive roofing materials that 
stay 50-60°F cooler than a 
normal roof under a hot summer 
sun. CA’s Cool Savings 
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(EPA 
2007a). 

Program provided rebates to 
building owners for installing 
roofing materials with high 
solar reflectance and thermal 
emittance. The highest rebate 
went to roofs on air conditioned 
buildings, while buildings with 
rooftop ducts and other 
nonresidential buildings were 
eligible for slightly less. The 
program aimed to reduce peak 
summer electricity demand and 
was administered by the CEC. 

MM E-14: Solar 
Water Heaters 

LD (R, M), 
SP, AQP, RR, 
P/Stationary 
& Area 

20%–70% reduction in 
cooling energy 
needs/Moderate 

Yes: 
$1675/20 
square feet, 
requires a 50 
gallon tank, 
annual 
operating cost 
of $176 (DOE 
2007).  

Yes Yes: Based 
on solar 
orientation, 
building 
codes, 
zoning 
ordinances. 

Adverse: No 
Beneficial: 
CAPs, TACs 

Europe Project provides solar water 
heaters.  

MM E-15: 
Electric Yard 
Equipment 
Compatibility 

LD (R, M), 
SP, AQP, RR, 
P/Stationary 
& Area 

NA/Low Yes: $75–
$250/outlet 
from existing 
circuit (Cost 
Helper 2007). 

Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

  Project provides electrical 
outlets at building exterior 
areas. 

MM E-16: 
Energy Efficient 
Appliance 
Standards 

LD (R, C, M), 
SP, AQP, RR, 
P/Stationary 
& Area 

NA/Low Yes: Varies 
for each 
appliance—
higher capital 
costs, lower 
operating 
costs (Energy 

Yes Yes: Major 
retail stores. 

Adverse: No 
Beneficial: 
CAPs, TACs 

  Project uses energy efficient 
appliances (e.g., Energy Star).  



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Star 2007).  
MM E-17: 
Green Building 
Materials 

LD (R, C, M), 
SP, AQP, RR, 
P/Stationary 
& Area 

NA/Low: 25-30% 
more efficient on 
average. 

Yes Yes: BEES 
software 
allows users 
to balance the 
environmental 
and economic 
performance 
of building 
products; 
developed by 
NIST (NIST 
2007).  

Yes Adverse: No 
Beneficial: 
CAPs, TACs 

  Project uses materials which are 
resource efficient, recycled, 
with long life cycles and 
manufactured in an 
environmentally friendly way. 

MM E-18: 
Shading 
Mechanisms 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary, 
& Area 

NA/Low: Up to $450 
annual energy savings 
(Energy Star 2007). 

Yes: Higher 
capital costs, 
lower 
operating and 
maintenance 
costs (Energy 
Star 2007). 

Yes Yes: Major 
retail stores. 

Adverse: No 
Beneficial: 
CAPs, TACs 

  Install energy-reducing shading 
mechanisms for windows, 
porch, patio and walkway 
overhangs. 
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MM E-19: 
Ceiling/Whole-
House Fans 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary, 
& Area 

NA/Low: 50% more 
efficient than 
conventional fans 
(Energy Star 2007). 

Yes: $45-
$200/fan, 
installation 
extra (Lowe’s 
2007).  

Yes Yes: Major 
retail stores. 

Adverse: No 
Beneficial: 
CAPs, TACs 

  Install energy-reducing 
ceiling/whole-house fans. 

MM E-20: 
Programmable 
Thermostats 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary, 
& Area 

NA/Low: $100 annual 
savings in energy costs 
(Energy Star 2007). 

Yes: 
$60/LCD 
display and 4 
settings for 
typical 
residential 
use (Lowe’s 
2007).  

Yes Yes: Major 
retail stores. 

Adverse: Yes, 
Mercury 
Beneficial: 
CAPs, TACs  

  Install energy-reducing 
programmable thermostats that 
automatically adjust 
temperature settings.  

MM E-21: 
Passive Heating 
and Cooling 
Systems 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary, 
& Area 

NA/Low Yes: $800 
(wall heaters) 
to $4,000+ 
(central 
systems) 

Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

  Install energy-reducing passive 
heating and cooling systems 
(e.g., insulation and ventilation). 

MM E-22: Day 
Lighting Systems  

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary, 
& Area 

NA/Low Yes: $1,300 
to $1,500 
depending 
upon the kind 
of roof 
(Barrier 
1995), 
installation 
extra. 

Yes Yes: Work 
well only for 
space near 
the roof of 
the building, 
little benefit 
in multi-
floor 
buildings.  

Adverse: No 
Beneficial: 
CAPs, TACs 

  Install energy-reducing day 
lighting systems (e.g., skylights, 
light shelves and interior 
transom windows).  

MM E-23: Low-
Water Use 
Appliances 

LD (R, C, M), 
I, SP, AQP, 
RR, 
P/Stationary, 
& Area 

NA/Low: Avoided 
water agency cost for 
using water-efficient 
kitchen pre-rinse spray 
valves of $65.18 per 
acre-foot.  

Yes: Can 
return their 
cost through 
reduction in 
water 
consumption, 

Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

  Require the installation of low-
water use appliances. 
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Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

pumping, and 
treatment. 

MM E-24: 
Goods Transport 
by Rail 

LD (C, M), I, 
SP, AQP, RR, 
P/Mobile 

NA/Moderate Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

ARB Goods Movement 
Plan (ARB 2007) 

Provide a spur at nonresidential 
projects to use nearby rail for 
goods movement.  

Social Awareness/Education 
MM S-1: GHG 
Emissions 
Reductions 
Education 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile, 
Stationary, & 
Mobile 

NA/Low Yes Yes Yes: Similar 
programs 
currently 
exist in CA. 

Adverse: No 
Beneficial: 
CAPs, TACs 

  Provide local governments, 
businesses, and residents with 
guidance/protocols/information 
on how to reduce GHG 
emissions (e.g., energy saving, 
food miles). 

MM S-2: School 
Curriculum  

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile, 
Stationary, & 
Mobile 

NA/Low Yes Yes Yes: Similar 
programs 
currently 
exist in CA. 

Adverse: No 
Beneficial: 
CAPs, TACs 

  Include how to reduce GHG 
emissions (e.g., energy saving, 
food miles) in the school 
curriculum.  

Construction 
MM C-1: ARB-
Certified Diesel 
Construction 
Equipment 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

NA/Low Yes: 
Oxidation 
Catalysts, 
$1,000-

Yes Yes Adverse: Yes, 
NOx 
Beneficial: 
CAPs, TACs 

AG, EPA, ARB, and CA 
air quality management 
and pollution control 
districts.  

Use ARB-certified diesel 
construction equipment. 
Increases CO2 emissions when 
trapped CO and carbon particles 
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Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

$2,000. 
DPF, $5000-
$10,000; 
installation 
extra (EPA 
2007b). 

are oxidized (Catalyst Products 
2007, ETC 2007).  

MM C-2: 
Alternative Fuel 
Construction 
Equipment 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

NA/Low Yes Yes Yes Adverse: Yes, 
THC, NOx 
Beneficial: 
CO, PM, SOx 

AG, EPA, ARB, and CA 
air quality management 
and pollution control 
districts. 

Use alternative fuel types for 
construction equipment. At the 
tailpipe biodiesel emits 10% 
more CO2 than petroleum 
diesel. Overall lifecycle 
emissions of CO2 from 100% 
biodiesel are 78% lower than 
those of petroleum diesel 
(NREL 1998, EPA 2007b). 

MM C-3: Local 
Building 
Materials 

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

NA/Low Yes Yes Yes: 
Depends on 
location of 
building 
material 
manufacture 
sites. 

Adverse: No 
Beneficial: 
CAPs, TACs 

  Use locally made building 
materials for construction of the 
project and associated 
infrastructure.  

MM C-4: 
Recycle 
Demolished 
Construction 
Material  

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile 

NA/Low Yes Yes Yes Adverse: No 
Beneficial: 
CAPs, TACs 

  Recycle/Reuse demolished 
construction material. Use 
locally made building materials 
for construction of the project 
and associated infrastructure.  



 

 
AG=Attorney General; ARB=California Air Resources Board; ASTM=American Society for Testing and Material; BAAQMD=Bay Area Air Quality Management District; BEES= Building for Environmental and Economic 
Sustainability; CA=California; Caltrans=California Department of Transportation; CAPs=Criteria Air Pollutants; CCAP=Center for Clean Air Policy; CF=Connectivity Factor; CIWMB=California Integrated Waste 
Management Board; CO= Carbon Monoxide; CO2=Carbon Dioxide; DGS=Department of General Services; DOE=U.S. Department of Energy; DPF=Diesel particulate Filter; E85=85% Ethanol; EERE=Energy Efficiency 
and Renewable Energy; EOE=Encyclopedia of Earth; EPA=U.S. Environmental Protection Agency; ETC=Edmonton Trolley Coalition; EVs/CNG=Electric Vehicles/Compressed Natural Gas; FAR=Floor Area Ratio; 
GHG=Greenhouse Gas; ITE=Institute of Transportation Engineers; kg/m2=kilogram per square meter; km=Kilometer; lb=pound; LEED=Leadership in Energy and Environmental Design; M=Million; NA=Not Available; 
NEV=Neighborhood Electric Vehicle; NIST=National Institute of Standards and Technology; NOX=Oxides of Nitrogen; NREL=National Renewable Energy Laboratory; N/S=North/South; PG&E=Pacific Gas and Electric; 
PM=Particulate Matter; SJVAPCD=San Joaquin Valley Air Pollution Control District; SMAQMD=Sacramento Metropolitan Air Quality Management District; SMUD=Sacramento Municipal Utilities District; SOx=Sulfur 
Oxides; SRI=Solar Reflectance Index; TACs=Toxic Air Contaminants; TDM=Transportation Demand Management; TMA=Transportation Management Association; THC=Total Hydrocarbon; ULEV=Ultra Low Emission 
Vehicle; USGBC=U.S. Green Building Council; and VTPI=Victoria Transit Policy.  
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Table 16 
Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

Miscellaneous 
MM M-1: Off-
Site Mitigation 
Fee Program  

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile & 
Area 

NA/Moderate-High: 
Though there is 
currently no program 
in place, the potential 
for real and 
quantifiable reductions 
of GHG emissions 
could be high if a 
defensible fee program 
were designed.  

Yes Yes No: Program 
does not 
exist in CA, 
but similar 
programs 
currently 
exist (e.g., 
Carl Moyer 
Program, 
SJVAPCD 
Rule 9510, 
SMAQMD 
Off-Site 
Construction 
Mitigation 
Fee 
Program). 

Adverse: No 
Beneficial: 
CAPs, TACs 

  Provide/Pay into an off-site 
mitigation fee program, which 
focuses primarily on reducing 
emissions from existing 
development and buildings 
through retro-fit (e.g., increased 
insulation).  

MM M-2: Offset 
Purchase  

LD (R, C, M), 
I, SP, TP, 
AQP, RR, 
P/Mobile, 
Stationary, & 
Area 

NA/Low Yes Yes No: ARB 
has not 
adopted 
official 
program, but 
similar 
programs 

No   Provide/purchase offsets for 
additional emissions by 
acquiring carbon credits or 
engaging in other market “cap 
and trade” systems.  
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Mitigation Measure Summary 

Effective Feasible (Yes/No) Secondary 
Effects 

(Yes/No) 

Agency/Organization/Other6 Description/Comments Mitigation 
Measure 

Applicable 
Project/Source 

Type1 
Emissions 

Reduction/Score2 
Cost (Yes/No)3 Technical4 Logistical5    

currently 
exist. 

Regional Transportation Plan Measures 
MM RTP-1: 
Dedicate High 
Occupancy 
Vehicle (HOV) 
lanes prior to 
adding capacity 
to existing 
highways. 

RTP  Yes Yes Yes Adverse: 
possible local  
CO 
Beneficial: 
regional 
CAPs, TACs 

Caltrans, local government Evaluate the trip reduction (and 
GHG reduction) potential of 
adding HOV lanes prior to 
adding standard lanes. 

MM RTP-2: 
Implement 
toll/user fee 
programs prior to 
adding capacity 
to existing 
highways. 

RTP  Yes Yes Yes Adverse: 
possible local 
CO. 
Beneficial: 
regional 
CAPs, TACs 

Caltrans Evaluate price elasticity and 
associated trip reduction (and 
GHG reduction) potential with 
adding or increasing tolls prior 
to adding capacity to existing 
highways.  

Note:  
1 Where LD (R, C, M) =Land Development (Residential, Commercial, Mixed-Use), I=Industrial, GP=General Plan, SP=Specific Plan, TP=Transportation Plans, AQP=Air Quality Plans, RR=Rules/Regulations, 
and P=Policy. It is important to note that listed project types may not be directly specific to the mitigation measure (e.g., TP, AQP, RR, and P) as such could apply to a variety of source types, especially RR 
and P.  
2 This score system entails ratings of high, moderate, and low that refer to the level of the measure to provide a substantive, reasonably certain (e.g., documented emission reductions with proven 
technologies), and long-term reduction of GHG emissions.  
3 Refers to whether the measure would provide a cost-effective reduction of GHG emissions based on available documentation. 
4 Refers to whether the measure is based on currently, readily available technology based on available documentation.  
5 Refers to whether the measure could be implemented without extraordinary effort based on available documentation.  
6 List is not meant to be all inclusive. 
Source: Data complied by EDAW in 2007  
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General Planning Level Mitigation Strategies Summary 

Strategy Source Type1 Agency/Organization2 Description/Comments 

MS G-1: Adopt a GHG 
reduction plan 

GP/ Mobile, 
Stationary, & Area 

City of San 
Bernardino  

- Adopt GHG reduction targets for the planning area, based on the current legislation providing 
direction for state-wide targets, and update the plan as necessary. 
 
-The local government agency should serve as a model by inventorying its GHG emissions from agency 
operations, and implementing those reduction goals. 

Circulation 

MS G-2: Provide for 
convenient and safe local 
travel  

GP/ Mobile 
 Cities/Counties 

(e.g., Aliso Viejo, 
Claremont) 

- Create a gridded street pattern with small block sizes. This promotes walkability through direct 
routing and ease of navigation.  
 
-Maintain a high level of connectivity of the roadway network. Minimize cul-de-sacs and incomplete 
roadway segments.   
 
-Plan and maintain an integrated, hierarchical and multi-modal system of roadways, pedestrian walks, 
and bicycle paths throughout the area.  
 
-Apply creative traffic management approaches to address congestion in areas with unique problems, 
particularly on roadways and intersections in the vicinity of schools in the morning and afternoon peak 
hours, and near churches, parks and community centers. 
 
-Work with adjacent jurisdictions to address the impacts of regional development patterns (e.g. 
residential development in surrounding communities, regional universities, employment centers, and 
commercial developments) on the circulation system.  
 
-Actively promote walking as a safe mode of local travel, particularly for children attending local 
schools. -Employ traffic calming methods such as median landscaping and provision of bike or transit 
lanes to slow traffic, improve roadway capacity, and address safety issues. 

MS G-3: Enhance the 
regional transportation 
network and maintain 
effectiveness 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont)  

 -Encourage the transportation authority to reduce fees for short distance trips.  
 
-Ensure that improvements to the traffic corridors do not negatively impact the operation of local 
roadways and land uses. 
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General Planning Level Mitigation Strategies Summary 

Strategy Source Type1 Agency/Organization2 Description/Comments 

-Cooperate with adjacent jurisdictions to maintain adequate service levels at shared intersections and to 
provide adequate capacity on regional routes for through traffic. 
 
-Support initiatives to provide better public transportation. Work actively to ensure that public 
transportation is part of every regional transportation corridor. 
 
- Coordinate the different modes of travel to enable users to transfer easily from one mode to another. 
 
-Work to provide a strong paratransit system that promotes the mobility of all residents and educate 
residents about local mobility choices. 
- Promote transit-oriented development to facilitate the use of the community’s transit services. 

MS G-4: Promote and 
support an efficient public 
transportation network 
connecting activity 
centers in the area to each 
other and the region. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

-Promote increased use of public transportation and support efforts to increase bus service range and 
frequency within the area as appropriate. 
 
-Enhance and encourage provision of attractive and appropriate transit amenities, including shaded bus 
stops, to encourage use of public transportation. 
 
-Encourage the school districts, private schools and other operators to coordinate local bussing and to 
expand ride-sharing programs.  All bussing options should be fully considered before substantial 
roadway improvements are made in the vicinity of schools to ease congestion. 

MS G-5: Establish and 
maintain a comprehensive 
system, which is safe and 
convenient, of pedestrian 
ways and bicycle routes 
that provide viable 
options to travel by 
automobile. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

-Improve area sidewalks and rights-of-way to make them efficient and appealing for walking and 
bicycling safely.  Coordinate with adjacent jurisdictions and regional agencies to improve pedestrian 
and bicycle trails, facilities, signage, and amenities.  
 
-Provide safe and convenient pedestrian and bicycle connections to and from town centers, other 
commercial districts, office complexes, neighborhoods, schools, other major activity centers, and 
surrounding communities. 
 
-Work with neighboring jurisdictions to provide well-designed pedestrian and bicycle crossings of 
major roadways.  
 
-Promote walking throughout the community. Install sidewalks where missing and make improvements 
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General Planning Level Mitigation Strategies Summary 

Strategy Source Type1 Agency/Organization2 Description/Comments 

to existing sidewalks for accessibility purposes. Particular attention should be given to needed sidewalk 
improvement near schools and activity centers. 
 
-Encourage businesses or residents to sponsor street furniture and landscaped areas. 
 
- Strive to provide pedestrian pathways that are well shaded and pleasantly landscaped to encourage 
use. 
 
- Attract bicyclists from neighboring communities to ride their bicycles or to bring their bicycles on the 
train to enjoy bicycling around the community and to support local businesses. 
 
- Meet guidelines to become nationally recognized as a Bicycle-Friendly community. 
 
- Provide for an education program and stepped up code enforcement to address and minimize 
vegetation that degrades access along public rights-of-way.  
 
-Engage in discussions with transit providers to increase the number of bicycles that can be 
accommodated on buses 

MS G-6: Achieve 
optimum use of regional 
rail transit. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

-Support regional rail and work with rail authority to expand services. 
 
- Achieve better integration of all transit options. 
 
-Work with regional transportation planning agencies to finance and provide incentives for multimodal 
transportation systems. 
 
- Promote activity centers and transit-oriented development projects around the transit station. 

MS G-7: Expand and 
optimize use of local and 
regional bus and transit 
systems. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

-Encourage convenient public transit service between area and airports. 
 
-Support the establishment of a local shuttle to serve commercial centers. 
 
-Promote convenient, clean, efficient, and accessible public transit that serves transit-dependent riders 
and attracts discretionary riders as an alternative to reliance on single-occupant automobiles. 
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Strategy Source Type1 Agency/Organization2 Description/Comments 

 
- Empower seniors and those with physical disabilities who desire maximum personal freedom and 
independence of lifestyle with unimpeded access to public transportation. 
 
-Integrate transit service and amenities with surrounding land uses and buildings. 

Conservation, Open Space 

MS G-8: Emphasize the 
importance of water 
conservation and 
maximizing the use of 
native, low-water 
landscaping. 

GP/Stationary & 
Area 

Cities/Counties (e.g., 
Aliso Viejo, 
Claremont) 

-Reduce the amount of water used for landscaping and increase use of native and low water plants.  
Maximize use of native, low-water plants for landscaping of areas adjacent to sidewalks or other 
impermeable surfaces. 
 
-Encourage the production, distribution and use of recycled and reclaimed water for landscaping 
projects throughout the community, while maintaining urban runoff water quality objectives. 
 
-Promote water conservation measures, reduce urban runoff, and prevent groundwater pollution within 
development projects, property maintenance, area operations and all activities requiring approval. 
 
-Educate the public about the importance of water conservation and avoiding wasteful water habits. 
 
-Work with water provider in exploring water conservation programs, and encourage the water provider 
to offer incentives for water conservation. 

MS G-9: Improve air 
quality within the region. 

GP/ Mobile, 
Stationary, & Area 

Cities/Counties (e.g., 
Aliso Viejo, 
Claremont) 

-Integrate air quality planning with area land use, economic development and transportation planning 
efforts. 
 
-Support programs that reduce air quality emissions related to vehicular travel. 
 
-Support alternative transportation modes and technologies, and develop bike- and pedestrian-friendly 
neighborhoods to reduce emissions associated with automobile use. 
 
-Encourage the use of clean fuel vehicles. 
 
-Promote the use of fuel-efficient heating and cooling equipment and other appliances, such as water 
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Strategy Source Type1 Agency/Organization2 Description/Comments 

heaters, swimming pool heaters, cooking equipment, refrigerators, furnaces, and boiler units. 
 
- Promote the use of clean air technologies such as fuel cell technologies, renewable energy sources. 
UV coatings, and alternative, non-fossil fuels. 
 
-Require the planting of street trees along streets and inclusion of trees and landscaping for all 
development projects to help improve airshed and minimize urban heat island effects. 
 
- Encourage small businesses to utilize clean, innovative technologies to reduce air pollution. 
 
- Implement principles of green building. 
 
- Support jobs/housing balance within the community so more people can both live and work within the 
community. To reduce vehicle trips, encourage people to telecommute or work out of home or in local 
satellite offices. 

MS G-10: Encourage and 
maximize energy 
conservation and 
identification of 
alternative energy 
sources. 

GP/ Stationary & 
Area 

Cities/Counties (e.g., 
Aliso Viejo, 
Claremont) 

-Encourage green building designs for new construction and renovation projects within the area. 
 
-Coordinate with regional and local energy suppliers to ensure adequate supplies of energy to meet 
community needs, implement energy conservation and public education programs, and identify 
alternative energy sources where appropriate. 
 
-Encourage building orientations and landscaping that enhance natural lighting and sun exposure. 
 
-Encourage expansion of neighborhood-level products and services and public transit opportunities 
throughout the area to reduce automobile use. 
 
- Incorporate the use of energy conservation strategies in area projects.  
 
- Promote energy-efficient design features, including appropriate site orientation, use of light color 
roofing and building materials, and use of evergreen trees and wind-break trees to reduce fuel 
consumption for heating and cooling. 
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Strategy Source Type1 Agency/Organization2 Description/Comments 

-Explore and consider the cost/benefits of alternative fuel vehicles including hybrid, natural gas, and 
hydrogen powered vehicles when purchasing new vehicles. 
 
-Continue to promote the use of solar power and other energy conservation measures. 
 
- Encourage residents to consider the cost/benefits of alternative fuel vehicles. 
 
- Promote the use of different technologies that reduce use of non-renewable energy resources. 
 
-Facilitate the use of green building standards and LEED in both private and public projects. 
 
-Promote sustainable building practices that go beyond the requirements of Title 24 of the California 
Administrative Code, and encourage energy-efficient design elements, as appropriate. 
 
-Support sustainable building practices that integrate building materials and methods that promote 
environmental quality, economic vitality, and social benefit through the design, construction, and 
operation of the built environment. 
 
- Investigate the feasibility of using solar (photovoltaic) street lights instead of conventional street lights 
that are powered by electricity in an effort to conserve energy. 
 
- Encourage cooperation between neighboring development to facilitate on-site renewable energy 
supplies or combined heat and power co-generation facilities that can serve the energy demand of 
contiguous development. 
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Strategy Source Type1 Agency/Organization2 Description/Comments 

MS G-11: Preserve 
unique community 
forests, and provide for 
sustainable increase and 
maintenance of this 
valuable resource. 

GP/Stationary & 
Area 

Cities/Counties (e.g., 
Aliso Viejo, 
Claremont) 

- Develop a tree planting policy that strives to accomplish specific % shading of constructed paved and 
concrete surfaces within five years of construction. 
 
-Provide adequate funding to manage and maintain the existing forest, including sufficient funds for 
tree planting, pest control, scheduled pruning, and removal and replacement of dead trees. 
 
-Coordinate with local and regional plant experts in selecting tree species that respect the natural region 
in which Claremont is located, to help create a healthier, more sustainable urban forest. 
 
- Continue to plant new trees (in particular native tree species where appropriate), and work to preserve 
mature native trees. 
 
-Increase the awareness of the benefits of street trees and the community forest through a area wide 
education effort. 
 
-Encourage residents to properly care for and preserve large and beautiful trees on their own private 
property. 

Housing 

MS G-12: Provide 
affordability levels to 
meet the needs of 
community residents. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

-Encourage development of affordable housing opportunities throughout the community, as well as 
development of housing for elderly and low and moderate income households near public transportation 
services. 
 
-Ensure a portion of future residential development is affordable to low and very low income 
households.   

Land Use 
MS G-13: Promote a 
visually-cohesive urban 
form and establish 
connections between the 
urban core and outlying 
portions of the 

GP/ Mobile, 
Stationary, & Area 

Cities/Counties (e.g., 
Aliso Viejo, 
Claremont) 

-Preserve the current pattern of development that encourages more intense and higher density 
development at the core of the community and less intense uses radiating from the central core. 
 
-Create and enhance landscaped greenway, trail and sidewalk connections between neighborhoods and 
to commercial areas, town centers, and parks. 
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community. -Identify ways to visually identify and physically connect all portions of the community, focusing on 
enhanced gateways and unifying isolated and/or outlying areas with the rest of the area. 
 
-Study and create a diverse plant identity with emphasis on drought-resistant native species. 

MS G-14: Provide a 
diverse mix of land uses 
to meet the future needs 
of all residents and the 
business community.  

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

-Attract a broad range of additional retail, medical, and office uses providing employment at all income 
levels. 
 
-Support efforts to provide beneficial civic, religious, recreational, cultural and educational 
opportunities and public services to the entire community. 
 
-Coordinate with public and private organizations to maximize the availability and use of parks and 
recreational facilities in the community. 
 
-Support development of hotel and recreational commercial land uses to provide these amenities to 
local residents and businesses. 

MS G-15: Collaborate 
with providers of solid 
waste collection, disposal 
and recycling services to 
ensure a level of service 
that promotes a clean 
community and 
environment.  

GP/ Stationary, & 
Area 

Cities/Counties (e.g., 
Aliso Viejo, 
Claremont) 

-Require recycling, composting, source reduction and education efforts throughout the community, 
including residential, businesses, industries, and institutions, within the construction industry, and in all 
sponsored activities. 

MS G-16: Promote 
construction, maintenance 
and active use of publicly- 
and privately-operated 
parks, recreation 
programs, and a 
community center. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

-Work to expand and improve community recreation amenities including parks, pedestrian trails and 
connections to regional trail facilities. 
 
-As a condition upon new development, require payment of park fees and/or dedication and provision 
of parkland, recreation facilities and/or multi-use trails that improve the public and private recreation 
system. 
 
-Research options or opportunities to provide necessary or desired community facilities. 
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MS G-17: Promote the 
application of sustainable 
development practices. 

GP/ Mobile, 
Stationary, & Area 

Cities/Counties (e.g., 
Aliso Viejo, 
Claremont) 

- Encourage sustainable development that incorporates green building best practices and involves the 
reuse of previously developed property and/or vacant sites within a built-up area. 
 
- Encourage the conservation, maintenance, and rehabilitation of the existing housing stock. 
 
-Encourage development that incorporates green building practices to conserve natural resources as part 
of sustainable development practices. 
 
-Avoid development of isolated residential areas in the hillsides or other areas where such development 
would require significant infrastructure investment, adversely impact biotic resources. 
 
- Provide land area zoned for commercial and industrial uses to support a mix of retail, office, 
professional, service, and manufacturing businesses.  
 

MS G-18: Create activity 
nodes as important 
destination areas, with an 
emphasis on public life 
within the community. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

-Provide pedestrian amenities, traffic-calming features, plazas and public areas, attractive streetscapes, 
shade trees, lighting, and retail stores at activity nodes. 
 
-Provide for a mixture of complementary retail uses to be located together to create activity nodes to 
serve adjacent neighborhoods and to draw visitors from other neighborhoods and from outside the area. 

MS G-19: Make roads 
comfortable, safe, 
accessible, and attractive 
for use day and night. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

-Provide crosswalks and sidewalks along streets that are accessible for people with disabilities and 
people who are physically challenged. 
 
-Provide lighting for walking and nighttime activities, where appropriate. 
 
-Provide transit shelters that are comfortable, attractive, and accommodate transit riders. 

MS G-20: Maintain and 
expand where possible the 
system of neighborhood 
connections that attach 
neighborhoods to larger 
roadways. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

- Provide sidewalks where they are missing, and provide wide sidewalks where appropriate with buffers 
and shade so that people can walk comfortably. 
 
-Make walking comfortable at intersections through traffic-calming, landscaping, and designated 
crosswalks. 
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-Look for opportunities for connections along easements & other areas where vehicles not permitted. 

MS G-21: Create 
distinctive places 
throughout the area. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

-Provide benches, streetlights, public art, and other amenities in public areas to attract pedestrian 
activities. 
 
-Encourage new developments to incorporate drought tolerant and native landscaping that is pedestrian 
friendly, attractive, and consistent with the landscaped character of area. 
 
-Encourage all new development to preserve existing mature trees. 
 
-Encourage streetscape design programs for commercial frontages that create vibrant places which 
support walking, bicycling, transit, and sustainable economic development. 
 
-Encourage the design and placement of buildings on lots to provide opportunities for natural systems 
such as solar heating and passive cooling. 
 
- Ensure that all new industrial development projects are positive additions to the community setting, 
provide amenities for the comfort of the employees such as outdoor seating area for breaks or lunch, 
and have adequate landscape buffers. 
 

MS G-22: Reinvest in 
existing neighborhoods 
and promote infill 
development as a 
preference over new, 
greenfield development 

GP/ Mobile, 
Stationary, & Area 

Cities/Counties (e.g., 
Aliso Viejo, 
Claremont) 

- Identify all underused properties in the plan area and focus development in these opportunity sites 
prior to designating new growth areas for development.  
 
- Implement programs to retro-fit existing structures to make them more energy-efficient. 
 
-Encourage compact development, by placing the desired activity areas in smaller spaces. 
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Table 17 
General Planning Level Mitigation Strategies Summary 

Strategy Source Type1 Agency/Organization2 Description/Comments 

Public Safety 

MS G-23: Promote a safe 
community in which 
residents can live, work, 
shop, and play. 

GP/ Mobile 
Cities/Counties (e.g., 

Aliso Viejo, 
Claremont) 

- Foster an environment of trust by ensuring non-biased policing, and by adopting policies and 
encouraging collaboration that creates transparency. 
 
- Facilitate traffic safety for motorists and pedestrians through proper street design and traffic 
monitoring. 

Note:  
1 Where GP=General Plan.  
2 List is not meant to be all inclusive. 
Source: Data complied by EDAW in 2007  
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AB=Assembly Bill; ARB=California Air Resources Board; Calfire=California Fire; CA=California; Caltrans=California Department of Transportation; CAT=California Action Team; CEC=California 
Energy Commission; CDFA=California Department of Food and Agriculture; CH4=Methane; CO2=Carbon Dioxide; CPUC=California Public Utilities Commission; CUFR=California Urban 
Forestry; DGS=Department of General Services; DWR=Department of Water Resources; GHG=Greenhouse Gas; GWP=Global Warming Potential; IGCC= Integrated Gasification Combined 
Cycle; IOU= Investor-Owned Utility; IT=Information Technology; IWCB= Integrated Waste Management Board; LNG= Liquefied Natural Gas; MMT CO2e=Million Metric Tons Carbon Dioxide 
Equivalent; MW=Megawatts; NA=Not Available; N2O=Nitrous Oxide; PFC= Perfluorocompound; POU= Publicly Owned Utility; RPS= Renewable Portfolio Standards; RTP=Regional 
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Table 18 

Rule and Regulation Summary 
Rule/Regulation  Reduction Implementation 

Date 
Agency Description Comments 

Low Carbon Fuel Standard 10-20 MMT 
CO2e by 2020 

January 1, 2010 ARB This rule/regulation will require fuel 
providers (e.g., producers, importers, refiners 
and blenders) to ensure that the mix of fuels 
they sell in CA meets the statewide goal to 
reduce the carbon intensity of CA’s 
transportation fuels by at least 10% by the 
2020 target. 

ARB Early Action Measure 

Reduction of HFC-134a Emissions from 
Nonprofessional Servicing of Motor 
Vehicle Air Conditioning Systems  

1-2 MMT CO2e 
by 2020 

January 1, 2010 ARB This rule/regulation will restrict the use of 
high GWP refrigerants for nonprofessional 
recharging of leaky automotive air 
conditioning systems. 

ARB Early Action Measure 

Landfill Gas Recovery 2-4 MMT CO2e 
by 2020 

January 1, 2010 IWMB, 
ARB 

This rule/regulation will require landfill gas 
recovery systems on small to medium 
landfills that do not have them and upgrade 
the requirements at landfills with existing 
systems to represent best capture and 
destruction efficiencies. 

ARB Early Action Measure 

Vehicle Climate Change Standards (AB 
1493 Pavley, Chapter 200, Statutes of 
2002) 

30 MMT CO2e 
by 2020 

2009 ARB This rule/regulation will require ARB to 
achieve the maximum feasible and cost 
effective reduction of GHG emissions from 
passenger vehicles and light-duty trucks. 

ARB Early Action Measure 

Reduction of PFCs from the 
Semiconductor Industry 

0.5 MMT CO2e 
by 2020 

2007–2009 ARB This rule/regulation will reduce GHG 
emissions by process improvements/source 
reduction, alternative chemicals capture and 
beneficial reuse, and destruction technologies

Underway or to be initiated by 
CAT members in 2007-2009 
period 
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Table 18 
Rule and Regulation Summary 

Rule/Regulation  Reduction Implementation 
Date 

Agency Description Comments 

Restrictions on High GWP Refrigerants 9 MMT CO2e by 
2020 

2010 ARB This rule/regulation will expand and enforce 
the national ban on release of high GWP 
refrigerants during appliance lifetime. 

ARB Early Action Measure 

Cement Manufacture <1 MMT CO2e 
per year (based 

on 2004 
production 

levels) 

2010 Caltrans This rule/regulation will allow 2.5% 
interground limestone concrete mix in 
cement use. 

CAT Early Action Measure 

Hydrogen Fuel Standards (SB 76 of 2005) TBD By 2008 CDFA This rule/regulation will develop hydrogen 
fuel standards for use in combustion systems 
and fuel cells. 

CAT Early Action Measure 

Regulation of GHG from Load Serving 
Entities (SB 1368) 

15 MMT CO2e 
by 2020 

May 23, 2007 CEC, 
CPUC 

This rule/regulation will establish a GHG 
emission performance standard for baseload 
generation of local publicly owned electric 
utilities that is no higher than the rate of 
emissions of GHG for combined-cycle 
natural gas baseload generation. 

CAT Early Action Measure 

Energy Efficient Building Standards TBD In 2008 CEC This rule/regulation will update of Title 24 
standards. 

CAT Early Action Measure 

Energy Efficient Appliance Standards TBD January 1, 2010 CEC This rule/regulation will regulate light bulb 
efficiency 

CAT Early Action Measure 

Tire Efficiency (Chapter 8.7 Division 15 
of the Public Resources Code) 

<1 MMT CO2e 
by 2020 

January 1, 2010 CEC & 
IWMB 

This rule/regulation will ensure that 
replacement tires sold in CA are at least as 
energy efficient, on average, as tires sold in 
the state as original equipment on these 
vehicles. 

CAT Early Action Measure 

New Solar Homes Partnership TBD January 2007 CEC Under this rule/regulation, approved solar 
systems will receive incentive funds based 
on system performance above building 
standards. 

CAT Early Action Measure 
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Table 18 
Rule and Regulation Summary 

Rule/Regulation  Reduction Implementation 
Date 

Agency Description Comments 

Water Use Efficiency 1 MMT CO2e by 
2020 

2010 DWR This rule/regulation will adopt standards for 
projects and programs funded through water 
bonds that would require consideration of 
water use efficiency in construction and 
operation. 

CAT Early Action Measure 

State Water Project TBD 2010 DWR This rule/regulation will include feasible and 
cost effective renewable energy in the SWP’s 
portfolio. 

CAT Early Action Measure 

Cleaner Energy for Water Supply TBD 2010 DWR Under this rule/regulation, energy supply 
contracts with conventional coal power 
plants will not be renewed.  

CAT Early Action Measure 

IOU Energy Efficiency Programs 4 MMT CO2e by 
2020 

2010 CPUC This rule/regulation will provide a 
risk/reward incentive mechanism for utilities 
to encourage additional investment in energy 
efficiency; evaluate new technologies and 
new measures like encouraging compact 
fluorescent lighting in residential and 
commercial buildings 

CAT Early Action Measure 

Solar Generation TBD 2007–2009 DGS 3 MW of clean solar power generation 
implemented in CA last year, with another 1 
MW coming up. The second round is 
anticipated to total additional 10 MW and 
may include UC/CSU campuses and state 
fairgrounds. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 
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Table 18 
Rule and Regulation Summary 

Rule/Regulation  Reduction Implementation 
Date 

Agency Description Comments 

Transportation Efficiency 9 MMT CO2e by 
2020 

2007–2009 Caltrans This rule/regulation will reduce congestion, 
improve travel time in congested corridors, 
and promote coordinated, integrated land 
use. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Smart Land Use and Intelligent 
Transportation 

10 MMT CO2e 
by 2020 

2007–2009 Caltrans This rule/regulation will integrate 
consideration of GHG reduction measures 
and energy efficiency factors into RTPs, 
project development etc.  

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Cool Automobile Paints 1.2 to 2.0 MMT 
CO2e by 2020 

2009 ARB Cool paints would reduce the solar heat gain 
in a vehicle and reduce air conditioning 
needs. 

ARB Early Action Measure 

Tire Inflation Program TBD 2009 ARB This rule/regulation will require tires to be 
checked and inflated at regular intervals to 
improve fuel economy. 

ARB Early Action Measure 

Electrification of Stationary Agricultural 
Engines 

0.1 MMT CO2e 
by 2020 

2010 ARB This rule/regulation will provide incentive 
funding opportunities for replacing diesel 
engines with electric motors. 

ARB Early Action Measure 

Desktop Power Management Reduce energy 
use by 50% 

2007–2009 DGS, ARB This rule/regulation will provide software to 
reduce electricity use by desktop computers 
by up to 40%. 

Currently deployed in DGS 

Reducing CH4 Venting/Leaking from Oil 
and Gas Systems (EJAC-3/ARB 2-12) 

1 MMT CO2e by 
2020 

2010 ARB This rule/regulation will reduce fugitive CH4 
emissions from production, processing, 
transmission, and distribution of natural gas 
and oil. 

ARB Early Action Measure 

Replacement of High GWP Gases Used 
in Fire Protection Systems with Alternate 
Chemical (ARB 2-10) 

0.1 MMT CO2e 
by 2020 

2011 ARB This rule/regulation will require the use of 
lower GWP substances in fire protection 
systems. 

ARB Early Action Measure 

Contracting for Environmentally 
Preferable Products 

NA 2007–2009 DGS New state contracts have been or are being 
created for more energy and resource 
efficient IT goods, copiers, low mercury 
fluorescent lamps, the CA Gold Carpet 
Standard and office furniture. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Hydrogen Fuel Cells NA 2007–2009 DGS This rule/regulation will incorporate clean 
hydrogen fuel cells in stationary applications 

Underway or to be initiated by 
CAT members in 2007-2009 
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Table 18 
Rule and Regulation Summary 

Rule/Regulation  Reduction Implementation 
Date 

Agency Description Comments 

at State facilities and as back-up generation 
for emergency radio services. 

period 

High Performance Schools NA 2007–2009 DGS New guidelines adopted for energy and 
resource efficient schools; up to $100 million 
in bond money for construction of 
sustainable, high performance schools. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Urban Forestry 1 MMT CO2e by 
2020 

2007–2009 Calfire, 
CUFR 

This rule/regulation will provide five million 
additional trees in urban areas by 2020. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Fuels Management/Biomass 3 MMT CO2e by 
2020 

2007–2009 Calfire This rule/regulation will provide biomass 
from forest fuel treatments to existing 
biomass utilization facilities. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Forest Conservation and Forest 
Management 

10 MMT CO2e 
by 2020 

2007–2009 Calfire, 
WCB 

This rule/regulation will provide 
opportunities for carbon sequestration in 
Proposition 84 forest land conservation 
program to conserve an additional 75,000 
acres of forest landscape by 2010. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Afforestation/Reforestation 2 MMT CO2e by 
2020 

2007–2009 Calfire This rule/regulation will subsidize tree 
planting. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Dairy Digesters TBD January 1, 2010 CDFA This rule/regulation will develop a dairy 
digester protocol to document GHG emission 
reductions from these facilities. 

ARB Early Action Measure 
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Table 18 
Rule and Regulation Summary 

Rule/Regulation  Reduction Implementation 
Date 

Agency Description Comments 

Conservation Tillage and Enteric 
Fermentation 

1 MMT CO2e by 
2020 

2007–2009 CDFA This rule/regulation will develop and 
implement actions to quantify and reduce 
enteric fermentation emissions from 
livestock and sequester soil carbon using 
cover crops and conservation tillage. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

ULEV TBD 2007–2009 DGS A new long term commercial rental contract 
was released in March 2007 requiring a 
minimum ULEV standard for gasoline 
vehicles and requires alternative fuel and 
hybrid-electric vehicles. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Flex Fuel Vehicles 370 metric tons 
CO2, 0.85 metric 
tons of CH4, and 
1.14 metric tons 

of N2O 

2007–2009 DGS Under this rule/regulation, DGS is replacing 
800 vehicles with new, more efficient 
vehicles. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Climate Registry TBD 2007–2009 DGS Benchmarking and reduction of GHG 
emissions for state owned buildings, leased 
buildings and light duty vehicles. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Municipal Utilities Electricity Sector 
Carbon Policy 

Included in SB 
1368 reductions 

2007–2009 CEC, 
CPUC, 
ARB 

Under this rule/regulation, GHG emissions 
cap policy guidelines for CA’s electricity 
sector (IOUs and POUs). 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Alternative Fuels: Nonpetroleum Fuels TBD 2007–2009 CEC State plan to increase the use of alternative 
fuels for transportation; full fuel cycle 
assessment. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Zero Waste/High Recycling Strategy 5 MMT CO2e by 
2020 

2007–2009 IWMB This rule/regulation will identify materials to 
focus on to achieve GHG reduction at the 
lowest possible cost; Builds on the success of 
50% Statewide Recycling Goal. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Organic Materials Management TBD 2007–2009 IWMB This rule/regulation will develop a market 
incentive program to increase organics 
diversion to the agricultural industry. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Landfill Gas Energy TBD 2007–2009 IWMB Landfill Gas to Energy & LNG/biofuels Underway or to be initiated by 
CAT members in 2007-2009 
period 
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Table 18 
Rule and Regulation Summary 

Rule/Regulation  Reduction Implementation 
Date 

Agency Description Comments 

Target Recycling TBD 2007–2009 IWMB This rule/regulation will focus on 
industry/public sectors with high GHG 
components to implement targeted 
commodity recycling programs. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Accelerated Renewable Portfolio 
Standard 

Included in SB 
1368 reductions 

2007–2009 CPUC This rule/regulation will examine RPS long 
term planning and address the use of tradable 
renewable energy credits for RPS 
compliance. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

CA Solar Initiative 1 MMT CO2e by 
2020 

2007–2009 CPUC Initiative to deliver 2000 MWs of clean, 
emissions free energy to the CA grid by 
2016. 

Underway or to be initiated by 
CAT members in 2007-2009 
period 

Carbon Capture and Sequestration TBD 2007–2009 CPUC Proposals for power plants with IGCC and/or 
carbon capture in the next 18 months. 

Underway or to be initiated by 
CAT members in 2007-2009  

Source: Data complied by EDAW in 2007 

 
 




